DASUNG

The Inventor and Leader of E-ink Monitor

6.7-inch DASUNG High-Refresh Rate
E-ink Phone Monitor

Link (2nd Generation) User Manual

V1.0

This manual is applicable to E-ink phone monitor models: Link-w67



Interface and Button Descriptions
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M: Short press: Cycle through display modes.

Long press: Stretch screen to full width.

+/—: Short press: Adjust contrast cyclically.

Lower contrast recommended for images/videos.
Higher contrast recommended for text.

Long press +: Rotate screen.

Long press -: Enable/disable text enhancement.

C + +: Restart the device.

C: Short press: Clear ghosting.Long press: Save settings.
Power button: Long press to power on / power off
Front Light: Cycle: Mixed light — Cool light —

Warm light — Off.

Front Light + +/-: Adjust frontlight brightness.
Frontlight button: Long press to restore factory settings.
Type - C (Orange): Link power input (for power bank).
Type - C (Black): Reverse output port.Used to power
external devices (e.g., phone) while using Link.

Link

Power On

First, connect the Link to an external battery for power (you
may use your own power bank or a Type - C power cable).
The device will power on automatically.

After powering on, the device will automatically shut down
if no screen mirroring connection is established within
three minutes.



Set Up Phone Screen Mirroring and Reverse
Touch Control

Each Link device has a unique ID and PIN code for screen
casting and Bluetooth connection.

[Android Phone Connection]

1. Screen Casting: Use the wireless casting / screen
mirroring function on your phone to connectto (ID) .
2. Reverse Touch: Go to Settings — Bluetooth on your
phone, search for and connectto (ID) .

[Connect iOS Phonel

1. Screen Casting: Enable AirPlay and castto (ID) .
Enter the (PIN) when connecting for the first time.

2. Reverse Touch: Go to Settings — Bluetooth on your
phone, search for and connectto (ID) .

3. iOS Instructions: Go to Settings > Accessibility, then
enable Zoom.If the image becomes enlarged, double-tap
the screen quickly with three fingers to restore normal view.

*Important Note:If you want to switch to a different phone,
you must fully disconnect Link from the original phone
first: Bluetooth: Forget / Unpair Link in Bluetooth settings.
Screen Casting: Stop casting to Link. Only after doing this
will Link appear in the search list on the other phone.

Setup Recommendations

1. We recommend setting your phone wallpaper to pure
white to reduce ghosting on the Link and improve display
quality.



2. If your phone has a High Contrast Text option in settings,
enabling it will make text clearer during screen mirroring.

3. We suggest disabling auto-lock or extending the
auto-lock time on your phone.

4. Disable screen mirroring privacy protection to ensure
proper display of the notification panel and keyboard
interface.

Some Android phones support screen-off
casting. (HarmonyOS & iOS devices are not
supported.)

For the screen-off casting tutorial, please email:
contact@dasung.com to get the guide.

The Distance of Wireless Display Instruction

The wireless mirroring range may be affected by transmit
power, phone model, and obstacles.For best performance,
please use in an open space without walls or obstructions.

Reverse Touch

The reverse touch function may have some compatibility
issues due to differences in resolution output of different
brands and models of mobile phones. If you encounter any
problem, please contact customer service.



Specifications

Product E-ink Phone Monitor
Version Link-w67
Screen 6.7-inch E-ink Screen (Matte)
Resolution 1800*900 (300PPI)
Col\;lmection Wireless Screen Mirroring
ethod
Touchscreen Support Touch
Interface USB Type-C (For Power)
Shell Material Aluminum Alloy
Color Space Gray/ Glacier Blue
Input Voltage/ 5V=1.5A
Current
Contact Us

Telephone: +8610-69908008

Facebook: DasungTech

Twitter: DasungTech

Official Website: www.dasung.com

Email: contact@dasung.com

Address: Room 1504, 15th Floor, Tongjing Building,
Shijingshan District, Beijing,China.



FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there
is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer

could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:
(1)This device may not cause harmful interference, and (2) this device must accept any

interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance

0 mm between the radiator and your body.





