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Appendix B

Detailed Test Results

1. WIFI

WIFI 2.4GHz for Body

WIFI 5.2GHz for Body

WIFI 5.3GHz for Body

WIFI 5.5GHz for Body

WIFI 5.8GHz for Body
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Date: 2026/4/9
Test Laboratory: LCS-SAR Lab
WIFI 2.4G 802.11b 1CH Rear side 0mm

DUT: eNote Pro ; Type: M10 ; Serial: A260320083-1

Communication System: UID 0, WIFI 2.4GHz (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2412 MHz; 0 = 1.789 S/m; &, = 38.556; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3805; ConvF(7.38, 7.38, 7.38); Calibrated: 2026/3/2;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE3 Sn373; Calibrated: 2026/3/2

e Phantom: ELI v5.0; Type: ELI; Serial: 2010

e DASY5252.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.962 W/kg

Configuration/ Body /Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 14.39 V/m; Power Drift =0.10 dB

Peak SAR (extrapolated) = 1.36 W/kg

SAR(1 g) = 0.516 W/kg; SAR(10 g) = 0.237 W/kg

Maximum value of SAR (measured) = 0.918 W/kg
Wikg
0.918

0.735

0.553

0.370

0.187

0.00447
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Date: 2026/4/10
Test Laboratory: LCS-SAR Lab
WIFI 5.2G 802.11a 36CH Rear side 0mm

DUT: eNote Pro ; Type: M10 ; Serial: A260320083-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5180 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5180 MHz; 0 = 4.535 S/m; &, = 36.572; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE3 Sn373; Calibrated: 2026/3/2

e Phantom: ELI v5.0; Type: ELI; Serial: 2010

e DASY5252.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x16x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.716 W/kg

Configuration/ Body /Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 10.46 V/m; Power Drift =0.19 dB

Peak SAR (extrapolated) = 0.859 W/kg

SAR(1 g) = 0.346 W/kg; SAR(10 g) = 0.169 W/kg.

Maximum value of SAR (measured) = 0.754 W/kg
Wikg
0.754

0.606

0.458

0.310

0.162

0.014
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Date: 2026/4/10
Test Laboratory: LCS-SAR Lab
WIFI 5.3G 802.11a 52CH Rear side 0mm

DUT: eNote Pro ; Type: M10 ; Serial: A260320083-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5260 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5260 MHz; 0 = 4.572 S/m; &, = 36.639; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE3 Sn373; Calibrated: 2026/3/2

e Phantom: ELI v5.0; Type: ELI; Serial: 2010

e DASY5252.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x19x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.734 W/kg

Configuration/ Body /Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm

Reference Value = 11.28 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.942 W/kg
SAR(1 g) = 0.403 W/kg; SAR(10 g) = 0.192 W/kg

Maximum value of SAR (measured) = 0.767 W/kg

Wikg
0.767

0.615

0.462

0.310

0.158

0.00573
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Date: 2026/4/13
Test Laboratory: LCS-SAR Lab
WIFI 5.5G 802.11a 116CH Rear side 0mm

DUT: eNote Pro ; Type: M10 ; Serial: A260320083-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5580 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5580 MHz; 0 = 4.976 S/m; &, = 35.326; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3805; ConvF(4.75, 4.75, 4.75); Calibrated: 2026/3/2;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE3 Sn373; Calibrated: 2026/3/2

e Phantom: ELI v5.0; Type: ELI; Serial: 2010

e DASY5252.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x16x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.854 W/kg

Configuration/Body/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 11.75 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.986 W/kg

SAR(1 g) = 0.389 W/kg; SAR(10 g) = 0.196 W/kg
Maximum value of SAR (measured) = 0.811 W/kg

Wikg
0.811

0.650
0.489
0.327

0.166

0.00504
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Date: 2026/4/13
Test Laboratory: LCS-SAR Lab
WIFI 5.8G 802.11ac20 165CH Rear side 0mm

DUT: eNote Pro ; Type: M10 ; Serial: A260320083-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5825 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5825 MHz; o = 5.248 S/m; &, = 34.987; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3805; ConvF(4.87, 4.87, 4.87); Calibrated: 2026/3/2;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE3 Sn373; Calibrated: 2026/3/2

e Phantom: ELI v5.0; Type: ELI; Serial: 2010

o DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x16x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.603 W/kg

Configuration/Body/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 9.483 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.782 W/kg

SAR(1 g) = 0.316 W/kg; SAR(10 g) = 0.152 W/kg

Maximum value of SAR (measured) = 0.635 W/kg
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