RL19B-2.4G

PARAMETER =
RL198-2.4G 45w B
295 (W224+Y224)PCS

EEEEH 0%-100% BEE 19inch/48.2CM

DC 15V3.2A
COLOR TEMPERATURE: [PV RET LS

® © @ @ ® ® ®
(@ Power switch: 0 Power off; @The switch of the remote control lamp
| Adapter power; |l Battery power IRemote control battery level display
T @USE port: SVIA @Wireless signal display
U . @Input pawer socket: DC 3.5-2 3mm (Heolor temperature adjustment display: 3200k~5600k
200k (@Knob MIN&MAX: Brightness adjustment knob (4 Brightness adjustment display: 1% ~ 100%
F‘ &Knob WAC: color temperature control knab (3Mode :3200K/4400K/5600K
@Battery position: Battery modelF550/750/970 (@Color temperature adjustment key
" (DBrightness display: 0%-~100% (@ Brightness adjustment key
4400K @Color temperature display:  3200K~5600K
'1 (@Battery level display
A\ Warning
1 5400K #Do not look directly into the luminescent surface for a long time,otherwise it may cause
some damage to vision.
Do not use cloth or other articles to cover the heat dissipation hole on the product.

Ctherwise, the product may be damaged.
#Do not touch the lamp with wet hands to avoid potential safety hazards.
Do not remove or modify the circuit of the item; Do not expose yourself to the sun
®Please close this product when not in use.

®Failure to comply with the operating procedures and warnings in this manual is not
covered by the warranty.

FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by turning the equipment
off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment. This transmitter must not
be co-located or operating in conjunction with any other antenna or transmitter.

The device has been evaluated to meet general RF exposure requirements. The device can be

used in portable exposure conditions without restriction.



