w
‘ Project No.: ZHT-250731126W01-4
Page 1 of 53
ZHONGHAN

FCC TEST REPORT
FCC ID:2BGCX-CBP10P6

Report No.......ccoeveernnee. : ZHT-250731126W01-4

Product........ccveveeierinenes : Car Navigation Multimedia Receiver

Trademark............o.......... !

Model(S).....c.coeeevereuennne. - Model information can be found in Chapter 3.1

Model Difference.............. - V10G2090C is tested model, other models are derivative models .The

models are identical in circuit, only different on the model names. So the test
data of V10G2090C can represent the remaining models.

Applicant.........c.ccocceeunnn... - Shenzhen Yufengzhixing Electronics Tech Co Ltd

AdAress. oo - RM301-01, Yuan Shuo Tech Park, No8 Nanxiang, Xinshigiao St, Guanlan,
Longhua, Shenzhen, China

Manufacturer.....oommmvvnni... - Shenzhen Yufengzhixing Electronics Tech Co Ltd

AdAress.......oovvm - RM301-01, Yuan Shuo Tech Park, No8 Nanxiang, Xinshigiao St, Guanlan,
Longhua, Shenzhen, China

Prepared by..................... : Guangdong Zhonghan Testing Technology Co., Ltd.

AdAress. .o - Room 104/201, Building 1, Yibaolai Industrial Park, Qiaotou, Fuhai
Subdistrict, Bao'an District, Shenzhen, Guangdong, China

Date of Receipt................ : July 31, 2025

Date of Test(s)................ - July 31, 2025 to Oct. 13, 2025

Date of Issue.................... : Dec. 10, 2025

Standard..........ococevnennennn. : FCC CFR Title 47 Part 15 Subpart C Section 15.247

Test procedure..................... : KDB558074 D01 15.247 Meas Guidance v05r02

ANSI C63.10-2020

In the configuration tested, the EUT complied with the standards specified above.

Prepared by Reviewed by: Approved by:
- ’ ’,‘ . f
Le DY\ L\/ gcv—i(. WU» //Q AR
Leon Li/ Engineer Baret Wu/ Director Levi Lee/ Manager

Note: This device described above has been tested by ZHT, and the test results show that the equipment
under test (EUT) is in compliance with the FCC requirements. And it is applicable only to the tested sample
identified in the report. This report shall not be reproduced except in full, without the written approval of ZHT,
this document may be altered or revised by ZHT, personal only, and shall be noted in the revision of the
document.

& 0755-27782934 M admin@zht-lab.cn @ http://www.zht-lab.cn



j
‘ Project No.: ZHT-250731126W01-4

ZHONGHAN Page 2 of 53
Table of Contents Page

1. VERSION .....oocueucucaesessresessessessessessessessessessassesssssessassassassasssssasssssassssssssasssssasssssssessessssnesnesnsssesessnssssnssnns 4
2. SUMMARY OF TEST RESULTS ....c.ccueeueeteteeteetessesssessssassssssssssssssssssssssssssssasssssasssssssssssssssessessessesssssens 5
3. GENERAL INFORMATION .....cceoueueuearesessessessesssssessesssssssessssssssassassassassassassassassassassassassassassassassassansans 6
3.1 GENERAL DESCRIPTION OF EUT .....oovueiueterctsssssssssssssssssssssssssssssssssssssssssssssessssssssssesssssessnses 6
3.2 DESCRIPTION OF TEST MODES ........ccrmurmucuretessresessessessssssssssessssssassasssssassassassassassassassassaseans 8
3.3 TEST SETUP CONFIGURATION ........oovetcterncsssssssssssssssssssssssassssssssssssssssssssasessesssssssesssssnssssessenes 9

3.4 DESCRIPTION OF SUPPORT UNITS(CONDUCTED MODE).........ocovctesuesrcsssssssssasssssassassanens 9

4. TEST FACILITY AND TEST INSTRUMENT USED ......ooeeureureuemeresecssssesssssssessesssssssssssssasssssassassassaseans 10
B4 TEST FACILITY c.ooeeveeeeeeeessessesssssesssasssesssssessesssssessssssessassessasssssassassassassassassasssssassassassassansanesnesnes 10
4.2 INSTRUMENT LIST FOR ALL TEST ITEMS .....cvovuercrescsssssssssssssssssssssssssssssssssssssssssesssssssesans 10
4.3 TESTING SOFTWARE .......oevteeuetetetsssssssssssssssasssssasssssassssssssassasssssassassssssssssssssssesssssssnessssseses 12

5. CHANNEL BANDWIDTH ......coetitseeerescscssssssssssssssssssssssssasssssssssssssssssssssessssssssessssssessssssssssssssssssees 13
5.1 CONDUCTED EMISSION MEASUREMENT ..........ecceeueeteereetessssesesssssssssassessssssssassassassassassassanes 13
5.1.1 POWER LINE CONDUCTED EMISSION LiMitS .......eevevuersrereessssssssssssssssssssssssessessessessenns 13

5.1.2 TEST PROCEDURE .......cooureureaeaeasssssansssssesssssessssssssssssessssssasssssassasssssassassassassassassasssssanes 13

5.1.3 DEVIATION FROM TEST STANDARD ........ccovueereneseaseasessasessssssssssssessssssssessssssssssssenns 13

5.4 TEST SETUP ....oovecectetetesessssssssssssssssssssssssssssssssssssssssssssssssssessssesssessessssssssssnssnssesssssesssssnns 14

5.1.5 EUT OPERATING CONDITIONS .......ovevvererrecresesessssssesssssssssssssssssssssssessssssssssesssssessessssssens 14

5.1.6 TEST RESULTS ....coetetetetcteetsesssessesssssssssssssssssssssassasssssassassssssssssssssanssssssssnsssssssssssnsssssnes 14

5.2 RADIATED EMISSION MEASUREMENT ........c.ocuocteretctissssisssssssssssssssssssesssssssssssssessssnssssesses 15
5.2.1 RADIATED EMISSION LIMITS .....ucorterereecrasessssssssessssssssessessssssssssssssessessesssssesessssssssssssssans 15

5.2.2 TEST PROCEDURE .......coooueureureaearesssanessssesssssesssssssssssssassssssasssssassassassassassassassassassassansanes 16

5.2.3 DEVIATION FROM TEST STANDARD ........ccosuerrenerneaseasessasessesssssssssssssssssssssssssssssssnsseans 16

5.2.4 TEST SETUP ....oucvecvctetetssesssssssssssssssssssssssssssssssssssssssssssssassssessssesssessesssssssessnsssssesssssessessens 16

5.2.5 EUT OPERATING CONDITIONS ......oooovuuerrrceessasesssssssssssssssssessesssssssssssssssssssesssssessessssssans 17
6.RADIATED BAND EMISSION MEASUREMENT ........ccoveuereerereereseesssssssssssessssssssssssssessssssssssesssssessnsssans 21
6.1 TEST REQUIREMENT : ......covuueuerruesssssssssssssssssssssssssssssssesssassssssssssssssssessessessessessessessenns 21

6.2 TEST PROCEDURE .........coueueueteaeaease s se s sessessesses s sssses s sessssssssassasssssassassassassassansansansanes 21

6.3 DEVIATION FROM TEST STANDARD ........oocuemuetetctessesssssssssssssssasssssasssssassassassassassasesseas 21

6.4 TEST SETUP ....ouvecvctctcesssssssssssssssssssssssssssssssssssssesssssssssssssssssessesessssssesesssssssessessessessssansens 22

6.5 EUT OPERATING CONDITIONS .......coovucterecrcsessssesssssssssssssssssssssssssssasssssssssssssssssssesssssssssanes 22

6.6 TEST RESULT ....oueueeeeeeacesessessessessssessssssssssesssssessesssssssssssassassassasssssassassassassassassasssssassansaneanes 23
7.POWER SPECTRAL DENSITY TEST ...coiueteeeeeesesessesssssssssssss s ssssssssssesssssssssssesssssssssssessessssessesses 24
7.1 APPLIED PROCEDURES / LIMIT ......oevuctetctestessssesssssssssssssssassasssssasssssssssssssssssssessesssssesseans 24

7.2 TEST PROCEDURE .......cooueueaeseacssssssansssssessessessssssesssssassassassassssssssassassassassassassssssssssssseanes 24

7.3 DEVIATION FROM STANDARD ........oceeteteretesesssssssssssssssssssasssssasssssassassassssssssasssnsssssesans 24

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn



j
‘ Project No.: ZHT-250731126W01-4

Table of Contents Page

A =S = T = 1 24

7.5 EUT OPERATION CONDITIONS ... etiiriicccesrre e s s sssme e s s s ss s smn s e e s e s s ssmnne e s e s snsssmnmennneas 24

T.6 TEST RESULTS .......ciiiiiiiicceririr s s ss s sssneer s s ss s sms e e e s se s s n s e e e ee s e sanme e e e e sa s anmn e e e e sesnssnnnnnnsessnnsnn 25
8.CHANNEL BANDWIDTH ...t ciiriieicccsscne s rsss s ssse e e s s ss s sms s e s s s s s nmn e e s e e s nmn e e e s e s s nnnneeeesanssnnnnnnnenan 29
8.1 APPLIED PROCEDURES / LIMIT ... eeeeiiesccsceressssssssmse e e s ss s ssmnn e e s ss s mnne s e s s snsssmnmenenes 29

8.2 TEST PROCEDURE ... cmrrr s ssms s s s s s smnn e s s s s nme e e s s e amn e e e s s e s ammnnnn e s 29

8.3 DEVIATION FROM STANDARD ........cotiiriirccmmrrress s snnes e e s ssssssmss e s s sssssssmsseessssssssnnnsssessnnsnn 29

8.4 TEST SETUP ...t re e re s s sssme e e s s s s ssm s e e e e s s s n e e e e e s e e s nmne e e e ee s asmnneeeeesanssnnnnnnnssan 29

8.5 EUT OPERATION CONDITIONS ..o cirririiisnerrsssssssssms s s s s s snms e e s e s s smnne s s e s sssssmmmennseas 29

8.6 TEST RESULTS ...ttt icceriri s s s s ssnse e s s s s s ssssss s e s se s s smnn e e e e e s e sanmn e e e e sa s anmn e e e e eesnssnnnnesnnssansnn 30
9.PEAK OUTPUT POWER TEST .....ciiiiiiiiciiirr s isssssms s s s s sssms s s s s ss s ssmsse s s s s s ssmsna s s s ssssssssssssssssssnsmnsnnssas 34
9.1 APPLIED PROCEDURES / LIMIT ....ccooiiicctireiesccssre s s ss s ssnnee s esssssssnne s e s s sssssmnme s e s s snsssnnmnnsnens 34

9.2 TEST PROCEDURE ...........cootiiiiiicccmniersss s sssmsee e s sssssssansae e e s sassssnme s e s s sassssnmssessssssssnnnneessansssnnnes 34

9.3 DEVIATION FROM STANDARD ........coo i ciririiiienere s sssme s s ssms s s s s smnn e s e s s s mmnennenas 34

Lo I I s IR i U OSSPSR 34

8.5 EUT OPERATION CONDITIONS ....... . eiiiiiicccenrreess s s sssme e s e s ss s smn s e e s s s s ssmnn e e s e s snsssnnnenneeas 34

9.6 TEST RESULTS ... iiiiiiiisirre s sssmse s s ss s smnn s e s s s s s ssmme e e s sa s mmnr e e e e e s e samnnn e e e s s nsnnnmnnennean 35

10. CONDUCTED BAND EDGE AND SPURIOUS EMISSION ........ccoiiiicicrriesscccecnre e s ssmene e s e ssmnnes 39
10.1 APPLICABLE STANDARD .......ccctiiiiiiinnrrrsssssssssnsensssssssssns s sssssssssnnsssssasssssansssssssassssnmssssssas 39

10.2 TEST PROCEDURE ...ttt rcccenrr s rs s sssn e e s s s smns e s e s mn e e e e e s s e anmn e e e e s e anmnnn e e s 39

10.3 DEVIATION FROM STANDARD .......ccttiiiiiiiccnnirernsssssssseessssssssssnssessesssssnnsssssesssssnnsssesssnssnnns 39

0T N T o U N 39

10.5 EUT OPERATION CONDITIONS ........oiiiiiiccmrrre s s s sssnee e s s s sssssmneee s s s s smnne e s ssssssmnnesenssnnnn 39
11.ANTENNA REQUIREMENT .......coiiiiiiiiccmmrers s sssne e ssssssmse s e s s a s smmn s e s s s e ssmmn e e e s sa s ssnmn s e s s snsnsnnmennnes 52
12. TEST SETUP PHOTO ...t nccccecerirsss s e e s s s s ssms s e e s s s smn e e s s e s s nmn e e e e e e s s nmnnn e e e e sensnnnneenssnnnnn 53
13. EUT CONSTRUCTIONAL DETAILS ... iccccemrrer s ssses e s s s s sssnn e s e s ssssssnmn e e nesasssnnmssenssassssnmsnnnnes 53

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn



’
‘@ Project No.: ZHT-250731126W01-4

1. VERSION
Report No. Issue Date Description Approved
ZHT-250731126W01-4 Dec. 10, 2025 Original Valid

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn



w
‘ Project No.: ZHT-250731126W01-4
ZHONGHAN Page 5 of 53

2. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:

FCC Part15 (15.247) , Subpart C
Standard
Section Test ltem Judgment Remark
RSS2 Y Antenna requirement PASS
(b)(4)

FCC part 15.207 AC Power Line Conducted Emission N/A
FCC part 15.247 (b)(3) Conducted Peak Output Power PASS
FCC part 15.247 (a)(2) Channel Bandwidth PASS

FCC part 15.247 (e) Power Spectral Density PASS
FCC part 15.247(d) Band Edge PASS
FCC part 15.205/15.209 Spurious Emission PASS

NOTE:
(1)” N/A” denotes test is not applicable in this Test Report

(2) The EUT was programmed to be in continuously transmitting mode and the transmit duty cycle is
not less than 98%.

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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3. GENERAL INFORMATION

3.1 GENERAL DESCRIPTION OF EUT

Product Name: Car Navigation Multimedia Receiver

V10G2090C, P1025M2M, P1025M2M-S01, P1009M2M-S01W,
P1009M2M-S10W, P1009M2M-S13W, P1025M2M-S01W,
P1025M2M-S02, P1025M2M-S03, P1025M2M-S10W,
P1025M2M-S13W, P609L1N, P609S1N, P625L1N, P625S1N,
P625S1N-S01, P625S2M-S02, P625S2M-S03, V10G1100C,
V10G110POC, V10G1250C, V10G1290C, V10G129POC,
V10G1410C, X10G110E, V10G2110C, V10G2250C, V10G2B70C,
V10G2D70C, V10G2D70C-S01, V10G2D70C-S03,
V10G2D70C-S04, V10G2D70C-S06, V10G2D70C-S07,
V134R109N, V13AC111N, V13CR111N, V13CR211N, V13F1AQ09N,
V13F1BO9N, V13FOR109, V13FR109N, V13GC109N, V13GC209N,
V130B109N, V130B209N, V130UT109, V130UT209,
V13R1A09N, V13R1MO9N, V13RV111N, V13SL111N, V13TA109N,
V13TA211N, V13TU111N, V13TU209N, V13WR109N, X10G110PE,
X10G110PESM, X10G110PV12E, X10G110V12E, X10G125E,
X10G125V12E, X10G129E, X10G129ESM, X10G129PESM,
X10G129PESM-R3, X10G129PESM-R3W, X10G129PV12E,
X10G129V12E, X10G141E, X10G141ESM, X10G141V12E,
X10G209V12E, TSLMC20, TSLMC20P, SSUNVOS8DM,
ABUNVO8DM, V13GM209N, V2C7PR, A14SJ09, SSUNV0O8ADM,
S8MZDO09ADM, S8F1509ADM, S8SLD10ADM, S8KMR10ADM,
V2C7PR, A14SJ09, A7TG2B7PKL, A7G2D7PKL, A7TG209PKL,
A7G211PKL, VM0120, V13G114, CB7SAT, CB7SAN, CB7SBX,
CB7SATN, CB7SAX, CB7SCTN, CB7SCX, CB7SDX,
S8LFTO7ADM, S8FYM10ADM, S8MZD09BDM, S8HSY09ADM,
S8RV410ADM, S8HRV09ADM, S8GDQO9ADM, S8YG710ADM,
S8YG810ADM, S8E4609ADM, S8EQ009ADM, SBTKMOSADM,
P609L1N-S01, P609L2M, P609L2M-S03, V10G2090C-S03,
V10G2090C-S04, V10G2090C-S07, V10G2110C-S03,
V10G2110C-S04, V10G2110C-S07, V10G2250C-S03,
V10G2250C-S04, V10G2B70C-S03, V10G2B70C-S04,
X10G110E-R1, X10G110E-R2, X10G110E-R3, X10G110ESM,
X10G110PE-R3, X10G110PE-R3S, X10G125E-R3, X10G129E-R3,
X10G129ESM-R3, A7G225PKL, V13GC211N

Test Model No.:

Hardware Version: V1.0

Software Version: V1.0

Sample(s) Status: Engineer sample
Operation Frequency: 2402MHz~2480MHz
Channel Numbers: 40

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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Channel Separation: 2MHz

Modulation Type: GFSK

Antenna Type: Cable antenna

Antenna gain: 0.7dBi

Power supply: Input: 12 V=15A

Sample Number: 250731126YP001, 250731126 YP002

Remark:The antenna gain is provided by the customer, if the data provided by the customer is
not accurate, Guangdong Zhonghan Testing Technology Co., Ltd. does not assume any
responsibility.

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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Operation Frequency each of channel

Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency
1 2402 MHz 11 2422 MHz 21 2442 MHz 31 2462 MHz
2 2404 MHz 12 2424 MHz 22 2444 MHz 32 2464 MHz
3 2406 MHz 13 2426 MHz 23 2446 MHz 33 2466 MHz
4 2408 MHz 14 2428 MHz 24 2448 MHz 34 2468 MHz
5 2410 MHz 15 2430 MHz 25 2450 MHz 35 2470 MHz
6 2412 MHz 16 2432 MHz 26 2452 MHz 36 2472 MHz
7 2414 MHz 17 2434 MHz 27 2454 MHz 37 2474 MHz
8 2416 MHz 18 2436 MHz 28 2456 MHz 38 2476 MHz
9 2418 MHz 19 2438 MHz 29 2458 MHz 39 2478 MHz
10 2420 MHz 20 2440 MHz 30 2460 MHz 40 2480 MHz

Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency,
the middle frequency, and the highest frequency of channel were selected to perform the test, and
the selected channel see below:

Channel Frequency
The lowest channel 2402MHz
The middle channel 2440MHz
The Highest channel 2480MHz

3.2 DESCRIPTION OF TEST MODES

Transmitting mode Keep the EUT in continuously transmitting mode

Remark: EUT use new battery during the test, the test voltage was tuned from 85% to 115% of the
nominal rated supply voltage, and found that the worst case was under the nominal rated supply
condition. So the report just shows that condition’s data.

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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3.3 TEST SETUP CONFIGURATION

Radiated Emission

DC Power |— EUT

RF Conducted Emission

USB serial port

Laptop board

= EUT

1

Spectrum Analyzer

3.4 DESCRIPTION OF SUPPORT UNITS(CONDUCTED MODE)

The EUT has been tested as an independent unit together with other necessary accessories or support

units. The following support units or accessories were used to form a representative test configuration
during the tests.

Item Equipment Mfr/Brand Model/Type No. Series No. Note
E-1 DC Power / LW-3010KDS / AE
E-2 Laptop Lenovo (Beijing) Co., Ltd ThinkPad E480 / AE
Iltem | Shielded Type Ferrite Core Length Note

Note:

(1)  The support equipment was authorized by Declaration of Confirmation.
) For detachable type 1/O cable should be specified the length in cm in TLengtha column.

(3)  The test software is the Adb_tool V1.0 which can set the EUT into the individual test modes.
Power set point: Auto

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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4. TEST FACILITY AND TEST INSTRUMENT USED

4.1 TEST FACILITY

Guangdong Zhonghan Testing Technology Co., Ltd.
Add.: Room 104/201, Building 1, Yibaolai Industrial Park, Qiaotou, Fuhai Subdistrict, Bao'an District,
Shenzhen, Guangdong, China

FCC Registration Number:255941
Designation Number: CN0325

IC Registered No.: 29832

CAB identifier: CN0143

4.2 INSTRUMENT LIST FORALL TEST ITEMS

Radiation Test equipment

Item Equipment Manufacturer Model Serial No. Last Cal. Next Cal.
1 Receiver R&S ESCI 100874 May 6, 2025 | May 5, 2026
Oct. 11, 2024 | Oct. 10, 2025
2 Loop Antenna TESEQ HLA6121 58357
Sept. 8, 2025 | Sept. 7, 2026
3 Amplifier Schwarzbeck BBV 9743 B 00378 May 6, 2025 | May 5, 2026
4 Amplifier Schwarzbeck BBV 9718 B 00040 May 7, 2025 | May 6, 2026
5 Bilog Antenna Schwarzbeck VULB9162 00498 May 15, 2025 | May 14, 2026
6 Horn Antenna Schwarzbeck BBHA9120D 02623 May 15, 2025 | May 14, 2026
7 Horn Antenna A.H.SYSTEMS SAS574 588 Oct. 21, 2024 | Oct. 20, 2025
8 Amplifier AEROFLEX | 100KHz-40GHz 097 Oct. 21, 2024 | Oct. 20, 2025
9 Spectrum Analyzer R&S FSV40 101413 Oct. 21, 2024 | Oct. 20, 2025
10 | Spectrum Analyzer KEYSIGHT N9020A MY53420208 | May 7, 2025 | May 6, 2026
WIDBAND RADIO
11 COMMUNICATION R&S CMW500 109863 May 7, 2025 | May 6, 2026
TESTER
12 Single Generator Agilent N5182A MY48180575 | May 7, 2025 | May 6, 2026
13 Power Sensor MWRFtest MW100-RFCB / May 7, 2025 | May 6, 2026
P R A o EMToni 2m3m3m / Nov. 25, 2021 | Nov. 24, 2026
Shielding Room
. DAS800-NM-
15 CABLE EMToni NM-11000MM / May 6, 2025 | May 5, 2026

& 0755-27782934

X admin@zht-lab.cn
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Equipment Manufacturer Model Serial No. Last Cal. Next Cal.

Receiver R&S ESCI 100874 May 6,2025 | May 5, 2026

LISN R&S ENV216 102794 May 6, 2025 | May 5, 2026

ISN CAT 6 Schwarzbeck |  NTFM 8158 00318 May 7,2025 | May 6, 2026

ISN CAT 5 Schwarzbeck CAT5 8158 00343 May 7,2025 | May 6, 2026

Capacg'r"oeb;’c"tage Schwarzbeck | CVP 9222 C 00101 May 8,2025 | May 7, 2026

C“"e”tCTar;”sformer Schwarzbeck SW 9605 SW9605 #209 | May 8,2025 | May 7, 2026

. G223-NM-BNCM
CABLE EMToni S 000MM / May 7, 2025 | May 6, 2026
Conducted Test Instrument
ltem Equipment Manufacturer Model Serial No. Last Cal. Next Cal.

1 St R&S FSV40 101413 Oct. 21,2024 | Oct. 20, 2025
Analyzer

2 Sl KEYSIGHT N9020A MY53420208 | May 7,2025 | May 6, 2026
Analyzer

3 Power Sensor MWRFtest MW100-RFCB / May 7, 2025 May 6, 2026

& 0755-27782934
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4.3 TESTING SOFTWARE
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Project Software name Edition

RF Conducted MTS 8310 2.0.0.0

Conducted Emission EZ-EMC EMC-CON 3A1.1+
Radiated Emission EZ-EMC FA-03A2 RE+

4.3 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U - where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of k=2 - providing a level of confidence of approximately 95

% o
No. ltem Uncertainty
1 Conducted Emission Test +0.92dB
2 RF conducted power +0.16dB
3 Spurious emissions conducted +0.21dB
4 All radiated emissions (9k-30MHz) +1.6dB
5 All radiated emissions (<1G) 15.1dB
6 All radiated emissions (>1G) 14.65dB
7 Temperature 10.5°C
8 Humidity
9 Occupied Bandwidth 14.96%
10 Power Spectral Density +0.71dB

Decision Rule
X Uncertainty is not included

[] Uncertainty is included

& 0755-27782934
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5. CHANNEL BANDWIDTH

5.1 CONDUCTED EMISSION MEASUREMENT

Test Requirement: FCC Part15 C Section 15.207

Test Method: ANSI C63.10-2020

Test Frequency Range: 150KHz to 30MHz

Receiver setup: RBW=9KHz, VBW=30KHz, Sweep time=auto

5.1.1 POWER LINE CONDUCTED EMISSION Limits

Limit (dBuV)
FREQUENCY (MHz) Standard
QP AVG
0.15-0.5 66 - 56 * 56 - 46 * FCC
0.50 -5.0 56.00 46.00 FCC
5.0 -30.0 60.00 50.00 FCC

Note:
(1) *Decreases with the logarithm of the frequency.

5.1.2 TEST PROCEDURE

a. The EUT was placed 0.8 meters from the horizontal ground plane with EUT being connected to the
power mains through a line impedance stabilization network (LISN). All other support equipments
powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the
measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. /0 cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

5.1.3 DEVIATION FROM TEST STANDARD
No deviation

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn
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5.1.4 TEST SETUP

Support

Receiver !
- 0.8m | Equipment

= Ground ReferencePlane

5.1.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.

5.1.6 TEST RESULTS
N/A
The Product is powered by the DC only, the test item is not applicable.
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5.2 RADIATED EMISSION MEASUREMENT

Project No.: ZHT-250731126W01-4

Page 15 of 53

Test Requirement: FCC Part15 C Section 15.209

Test Method: ANSI C63.10-2020

Test Frequency Range: 9kHz to 25GHz

Test site: Measurement Distance: 3m
Receiver setup: Frequency Detector RBW VBW Value
9KHz-150KHz Quasi-peak | 200Hz 600Hz | Quasi-peak
150KHz-30MHz | Quasi-peak 9KHz 30KHz | Quasi-peak
30MHz-1GHz Quasi-peak | 100KHz | 300KHz | Quasi-peak
Peak 1MHz 3MHz Peak
Above 1GHz
Peak 1MHz 10Hz Average

5.2.1 RADIATED EMISSION LIMITS

Frequencies Field Strength Measurement Distance
(MHz) (micorvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

LIMITS OF RADIATED EMISSION MEASUREMENT

Limit (dBuV/m) (at 3M)

FREQUENCY (MHz)
PEAK AVERAGE
Above 1000 74 54
Notes:

(1) The limit for radiated test was performed according to FCC PART 15C.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uV/m).
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5.2.2 TEST PROCEDURE

a. The measuring distance of at 3 m shall be used for measurements at frequency up to 25GHz. For
frequencies above 1GHz, any suitable measuring distance may be used.

b. The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
semi-chamber test. The table was rotated 360 degrees to determine the position of the highest
radiation.

c. The height of the equipment or of the substitution antenna shall be 0.8m; above 1GHz, the height was
1.5m, the height of the test antenna shall vary between 1 m to 4 m. Both horizontal and vertical
polarizations of the antenna are set to make the measurement.

d. The initial step in collecting conducted emission data is a spectrum analyzer peak detector mode
pre-scanning the measurement frequency range. Significant peaks are then marked and then Quasi
Peak detector mode re-measured.

e. If the Peak Mode measured value compliance with and lower than Quasi Peak Mode Limit, the EUT
shall be deemed to meet QP Limits and then no additional QP Mode measurement performed.

f. For the actual test configuration, please refer to the related Iltem —EUT Test Photos.

g. For the radiated emission test above 1GHz:
Place the measurement antenna away from each area of the EUT determined to be a source of
emissions at the specified measurement distance, while keeping the measurement antenna aimed at
the source of emissions at each frequency of significant emissions, with polarization oriented for
maximum response.
The measurement antenna may have to be higher or lower than the EUT, depending on the radiation
pattern of the emission and staying aimed at the emission source for receiving the maximum signal. The
final measurement antenna elevation shall be that which maximizes the emissions. The measurement
antenna elevation for maximum emissions shall be restricted to a range of heights of from 1 mto 4 m
above the ground or reference ground plane.
Note:

Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

5.2.3 DEVIATION FROM TEST STANDARD
No deviation

5.2.4 TEST SETUP
(A) Radiated Emission Test-Up Frequency Below 30MHz

Loop Antenna

EUT am P
=-— — mplifier
.
D'E|m Analyzer
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(B) Radiated Emission Test-Up Frequency 30MHz~1GHz

' ]
m— 3m —
Turntable

lmto4m
Spectrum \ EOT|
Analyzer _|:|_ ID.Em J
| — e
7

Ground Plane

Coaxial Cable

(C) Radiated Emission Test-Up Frequency Above 1GHz

Turntable - 3m

\ EUT)

Spectrum
Analyzer

Imtodm

Ground Plane ; /

Coaxial Cable

5.2.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.

5.2.6 TEST RESULTS (Between 9KHz — 30 MHz)

The emission from 9 kHz to 30MHz was pre-tested and found the result was 20dB lower than the limit,

and according to 15.31(0), the test result no need to reported.
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Between 30MHz — 1GHz

Temperature: 25.2C Relative Humidity: 50%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: DC 12V

80 dBu¥/m

70
&0
FCUC Part 15C [30MH=z-1 GHE]
50 Malgin 6 d8
1
10 [ 3% el \ (L
I / \\
an : 1 M

20 1 [i1]]

Vi :

e A NI

v 30.000 50 70 100 [MHz] 300 400 &00 1000.000
No. Frequency | Reading | Factor Level Limit |Margin| .

(MHz) (dBuV) (dB) |(dBuV/m)|(dBuV/m)| (dB)

11| 1322204 53.71 -13.12 | 40.59 4350 |-291 | QP
21 | 138.3873 53.52 -13.37 | 40.15 4350 |-335| QP
3 * | 199.9855 52.17 -10.85 | 41.32 4350 |-218 | QP
4! | 205.6750 51.93 -10.64 | 41.29 4350 |-221| QP
51| 212.2692 49.95 -10.39 39.56 4350 | -394 | QP
6! | 254.7281 51.08 -8.86 42.22 46.00 | -3.78 | QP
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Temperature: 2527C Relative Humidity: 50%
Pressure: 101kPa Polarization: Vertical
Test Voltage: DC 12V

20 dBuY/m

70

60

FCIL Part 13C [30MH=z-1GHE]
50 datgin -6 df
40 i | I :'f i i %I” '1\. i
) / 0
20 | | | | | ; \"J
20 Iq |l I'I't“ |. ‘ |
F Wy
10
y 20.000 50 70 100 [MHz] 300 400 00 1000000
N Frequency | Reading | Factor Level Limit |Margin| .
0 (MHz) (dBuv) | (dB) |(dBuV/m)|(dBuV/m)| (dB)
[ 55.0274 4711 -9.48 37.63 40.00 |-237 | QP
21 138.3873 53.18 -13.37 39.81 4350 |-3.69 | QP
31 199.9855 50.33 -10.85 39.48 4350 |-4.02 | QP
4 | 205.6750 50.71 -10.64 40.07 4350 |[-343 | QP
5! 212.2692 49.95 -10.39 39.56 4350 |-394 | QP
6 ! 261.0581 51.28 -8.73 42.55 46.00 |-345| QP
Remarks:

1.Final Level =Receiver Read level + Antenna Factor + Cable Loss
2.The emission levels of other frequencies are very lower than the limit and not show in test report.
3.The test data shows only the worst case GFSK-1M mode(Middle Channel:2440MHz).
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1GHz~25GHz
Frequency Metgr Pre-_ampli Cable | Antenna | Emission Limits Margin
Polar Reading fier Loss Factor Level Detector
(HIV) Type
(MHz) (dBuV) (dB) (dB) (dB/m) [ (dBuV/m) [ (dBuV/m) (dB)
GFSK-1M
Low Channel:2402MHz
\Y 4804.00 56.91 30.55 5.77 24.66 56.79 74 -17.21 Pk
V 4804.00 43.25 30.55 5.77 24.66 43.13 54 -10.87 AV
V 7206.00 55.27 30.33 6.32 24.55 55.81 74 -18.19 Pk
V 7206.00 4419 30.33 6.32 24.55 44.73 54 -9.27 AV
H 4804.00 56.55 30.55 5.77 24.66 56.43 74 -17.57 Pk
H 4804.00 42 .11 30.55 5.77 24.66 41.99 54 -12.01 AV
H 7206.00 58.05 30.33 6.32 24.55 58.59 74 -15.41 Pk
H 7206.00 41.82 30.33 6.32 24.55 42.36 54 -11.64 AV
Middle Channel:2440MHz
V 4880.00 57.02 30.55 5.77 24.66 56.9 74 -17.1 Pk
V 4880.00 41.15 30.55 5.77 24.66 41.03 54 -12.97 AV
V 7320.00 59.55 30.33 6.32 24.55 60.09 74 -13.91 Pk
V 7320.00 43.87 30.33 6.32 24.55 44 .41 54 -9.59 AV
H 4880.00 58.79 30.55 5.77 24.66 58.67 74 -15.33 Pk
H 4880.00 41.85 30.55 5.77 24.66 41.73 54 -12.27 AV
H 7320.00 56.39 30.33 6.32 24.55 56.93 74 -17.07 Pk
H 7320.00 41.25 30.33 6.32 24.55 41.79 54 -12.21 AV
High Channel:2480MHz
\Y 4960.00 58.09 30.55 5.77 24.66 57.97 74 -16.03 Pk
V 4960.00 41.87 30.55 5.77 24.66 41.75 54 -12.25 AV
V 7440.00 56.84 30.33 6.32 24.55 57.38 74 -16.62 Pk
V 7440.00 42.31 30.33 6.32 24.55 42.85 54 -11.15 AV
H 4960.00 58.84 30.55 5.77 24.66 58.72 74 -15.28 Pk
H 4960.00 41.11 30.55 5.77 24.66 40.99 54 -13.01 AV
H 7440.00 58.72 30.33 6.32 24.55 59.26 74 -14.74 Pk
H 7440.00 44.28 30.33 6.32 24.55 44.82 54 -9.18 AV
Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier,

Margin= Emission Level - Limit

2. If peak below the average limit, the average emission was no test.

3. The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible value
has no need to be reported.
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6.RADIATED BAND EMISSION MEASUREMENT

6.1 TEST REQUIREMENT:
Test Requirement: FCC Part15 C Section 15.209 and 15.205
Test Method: ANSI C63.10-2020

Test Frequency Range: | All of the restrict bands were tested, only the worst band’s (2310MHz
to 2500MHz) data was showed.

Test site: Measurement Distance: 3m

Receiver setup: Frequency Detector RBW VBW Value
Above Peak 1MHz 3MHz Peak
1GHz Average 1MHz 3MHz Average

LIMITS OF RADIATED EMISSION MEASUREMENT (Above 1000MHz)

Limit (dBuV/m) (at 3M)
FREQUENCY (MHz)
PEAK AVERAGE
Above 1000 74 54
Notes:

(1) The limit for radiated test was performed according to FCC PART 15C.
(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uV/m).

6.2 TEST PROCEDURE
Above 1GHz test procedure as below:

a. 1. The EUT was placed on the top of a rotating table 1.5 meters above the ground at a 3 meter camber.
The table was rotated 360 degrees to determine the position of the highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set to
make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned
to heights from 1 meter to 4 meters and the rota table was turned from 0 degrees to 360 degrees to find
the maximum reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum Hold
Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing could
be stopped and the peak values of the EUT would be reported. Otherwise the emissions that did not
have 10dB margin would be re-tested one by one using peak, quasi-peak or average method as
specified and then reported in a data sheet.

g. Test the EUT in the lowest channel,the Highest channel

Note:

Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

6.3 DEVIATION FROM TEST STANDARD
No deviation
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6.4 TEST SETUP

Radiated Emission Test-Up Frequency Above 1GHz

Turntable " 3m ——

W S

Spectrum
Analyzer

Ground Plane ;

6.5 EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 2.3 Unless otherwise a special operating
condition is specified in the follows during the testing.

Coaxial Cable
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6.6 TEST RESULT
Polar Frequenc Metgr Prel—. Cable | Antenna | Emission Limit | Margi | Detec
(HIV) y Reading | amplifier | Loss | Factor level (dBuV n tor | Result
(MHz) (dBuV) (dB) (dB) (dB/m) | (dBuV/m) /m) (dB) Type
Low Channel: 2402MHz
H 2390.00 59.98 30.22 4.85 23.98 58.59 74.00 | -15.41 PK PASS
H 2390.00 47.74 30.22 4.85 23.98 46.35 54.00 | -7.65 AV PASS
H 2400.00 61.68 30.22 4.85 23.98 60.29 74.00 | -13.71 PK PASS
H 2400.00 47.26 30.22 4.85 23.98 45.87 54.00 | -8.13 AV PASS
V 2390.00 61.32 30.22 4.85 23.98 59.93 74.00 | -14.07 PK PASS
V 2390.00 46.20 30.22 4.85 23.98 44.81 54.00 | -9.19 AV PASS
V 2400.00 60.52 30.22 4.85 23.98 59.13 74.00 | -14.87 PK PASS
GESK-1M V 2400.00 47.27 30.22_ 4.85 23.98 45.88 54.00 | -8.12 AV PASS
High Channel: 2480MHz

H 2483.50 60.62 30.22 4.85 23.98 59.23 74.00 | -14.77 PK PASS
H 2483.50 48.42 30.22 4.85 23.98 47.03 54.00 | -6.97 AV PASS
H 2500.00 60.16 30.22 4.85 23.98 58.77 74.00 | -15.23 PK PASS
H 2500.00 47.35 30.22 4.85 23.98 45.96 54.00 | -8.04 AV PASS
V 2483.50 59.60 30.22 4.85 23.98 58.21 74.00 | -15.79 PK PASS
V 2483.50 46.47 30.22 4.85 23.98 45.08 54.00 | -8.92 AV PASS
V 2500.00 61.88 30.22 4.85 23.98 60.49 74.00 | -13.51 PK PASS
V 2500.00 46.95 30.22 4.85 23.98 45.56 54.00 | -8.44 AV PASS

Remark:

1. Emission Level = Meter Reading + Antenna Factor + Cable Loss — Pre-amplifier, Margin= Emission Level - Limit
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7.POWER SPECTRAL DENSITY TEST

Test Requirement: FCC Part15 C Section 15.247 (e)

Test Method: KDB558074 D0115.247 Meas Guidance v05r02

7.1 APPLIED PROCEDURES / LIMIT

FCC Part15 (15.247) , Subpart C

Section Test ltem Limit FCs eolEli Result
(MHz)
15.247 Power Spectral Density 8dBm/3kHz 2400-2483.5 PASS
7.2 TEST PROCEDURE

. Set analyzer center frequency to DTS channel center frequency.
. Set the span to 1.5 times the DTS bandwidth.

. Set the RBW to: 3 kHz < RBW < 100 kHz.

. Set the VBW = 3 x RBW.

. Detector = peak.

. Sweep time = auto couple.

. Trace mode = max hold.

. Allow trace to fully stabilize.

. Use the peak marker function to determine the maximum amplitude level within the RBW.

= O 00 N O o »~» W N -

0. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

7.3 DEVIATION FROM STANDARD

No deviation.

7.4 TEST SETUP

ELT SPECTRUM
ANALYZER

7.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.1 Unless otherwise a special operating
condition is specified in the follows during the testing.
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7.6 TEST RESULTS
Temperature : 25.6C Relative Humidity : |51%
Test Mode GFSK Test Voltage DC12V
_ Power Spectral Limit
Modulation Frequency (dgﬁ?;ifﬁ"z) (dBm/3kHz) Result
2402 MHz -9.33 8 PASS
GFSK-1M 2440 MHz -9.15 8 PASS
2480 MHz -9.81 8 PASS
2402 MHz -12.83 8 PASS
GFSK-2M 2440 MHz -12.51 8 PASS
2480 MHz -12.94 8 PASS
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Test Graphs
PSD NVNT BLE 1M 2402MHz Ant1 |
—E NG hE St Ak L ST SR T e
RL [ RF [soe ac | | | SENSE:INT]| | | 11:16:59 AM Sep 30, 2025
[Center Freq 2.402000000 GHz - Avg Type: Log-Pwr TRACE[112345 6
PNO: Wide -»— T1rig: Free Run Avg|Hold: 100/100 TYPE| M WAAAAAY
IFGain:Low #Atten: 30 dB DET|P NN A
Mkr1 2.402 013 9 GHz
Ref Offset 1.41 dB
10cB/civ  Ref 20.00 dBm -9.327 dBm
HILog
10.0
0.00
-10.0 TV o P A ’ I PR N
200
300
-40.0
500
0.0
700
Center 2.4020000 GHz Span 991.5 kHz
Res BW 3.0 kHz #VBW 10 kHz Sweep 104.6 ms (1001 pts)
IMSG‘ ‘STATUS%
PSD NVNT BLE 1M 2440MHz Ant1 |
—E NG SpECe I APaly e - SWEPLSA T e e
RL [ RF [soe ac | | | SENSE:INT]| | | 11:22:25 AM Sep 30, 2025
[Center Freq 2.440000000 GHz - Avg Type: Log-Pwr TRACE[112345 6
PNO: Wide -»— T1rig: Free Run Avg|Hold: 100/100 TYPE| M WAAAAAY
IFGain:Low #Atten: 30 dB DET|P NN A
Mkr1 2.440 012 0 GHz
Ref Offset 1.41 dB
10 dBidiv - Ref 20,00 dBm -9.153 dBm
HILog
10.0
0.00
100 . V
200 Ty
300
-40.0
500
0.0
700
Center 2.4400000 GHz Span 996.0 kHz
Res BW 3.0 kHz #VBW 10 kHz Sweep 105.1 ms (1001 pts)
IMSG‘ STATUS%
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PSD NVNT BLE 1M 2480MHz Ant1
—E Keysight Spectrum Analyzer - Swept SA- =
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:34:56 AM Sep 30, 2025
[Center Freq 2.480000000 GHz . Avg Type: Log-Pwr TRACET{[234 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M wiaAniodine
IFGain:Low #Atten: 30 dB DEeT|P
Mkr1 2.480 013 0 GHz
Ref Offset 1.41 dB
10 dBidiv  Ref 20.00 dBm -9.813 dBm
JILog
0.0
00o
100 o . -
200
300
400
400
00
700
Center 24800000 GHz Span 1.002 MHz
Res BW 3.0 kHz #VBW 10 kHz Sweep 105.7 ms (1001 pts)
'MSG‘ ‘STATUS%
PSD NVNT BLE 2M 2402MHz Ant1
—E Keysight Spectrum Analyzer - Swept SA- =
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:37:14 AM Sep 30, 2025
[Center Freq 2.402000000 GHz : Avg Type: Log-Pwr TRACEJ1[334 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M wiaAniodine
IFGain:Low #Atten: 30 dB DEeT|P
Mkr1 2.401 959 4 GHz
Ref Offset 1.41 dB
10 dBidiv  Ref 20.00 dBm -12.832 dBm
JILog
0.0
00o
100 ’
200 il
300
400
400
00
700
Center 24020000 GHz Span 1.691 MHz
Res BW 3.0 kHz #VBW 10 kHz Sweep 178.3 ms (1001 pts)
'MSG‘ STATUS%
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PSD NVNT BLE 2M 2440MHz Ant1

Keysight Spectrum Analyzer - Swept SA- =
RL [ RF [s0Q AC | | | SEWSE:INT] [ | 11:40:16 AM Sep 30, 2025
[Center Freq 2.440000000 GHz : Avg Type: Log-Pwr TRACEJ1[334 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M wiaAniodine
IFGain:Low #Atten: 30 dB DEeT|P
Mkr1 2.439 958 9 GHz
Ref Offset 1.41 dB
10 dBidiv  Ref 20.00 dBm -12.505 dBm
JILog
0.0
00o
100 '
200 ikl
300
400
400
00
700
Center 24400000 GHz Span 1.869 MHz
Res BW 3.0 kHz #VBW 10 kHz

Sweep 197.1 ms (1001 pts)

'MSG ‘

‘STATUS ;

PSD NVNT BLE 2M 2480MHz Ant1

Keysight Spectrum Analyzer - Swept SA- =R
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:43:13 AM Sep 30, 2025
[Center Freq 2.480000000 GHz : Avg Type: Log-Pwr TRACEJ1[334 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M wiaAniodine
IFGain:Low #Atten: 30 dB DEeT|P
Ref Offset 1.41 dB Mkr1 2.479 958 7 GHz
10 dBidiv  Ref 20.00 dBm -12.940 dBm
JILog
0.0
00o
Ann "
200 il
300
400
400
00
700
Center 24800000 GHz Span 1.797 MHz
Res BW 3.0 kHz #VBW 10 kHz

Sweep 189.5 ms (1001 pts)

'MSG ‘

STATUS |
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8.CHANNEL BANDWIDTH

Test Requirement: FCC Part15 C Section 15.247 (a)(2)

Test Method: KDB558074 D0115.247 Meas Guidance v05r02

8.1 APPLIED PROCEDURES / LIMIT

FCC Part15 (15.247) , Subpart C

. o Frequency Range
Section Test Item Limit Result
(MHz)
>= 500KHz
15.247(a)(2) Bandwidth 2400-2483.5 PASS
(6dB bandwidth)

8.2 TEST PROCEDURE

Set RBW = 100 kHz.
Set the video bandwidth (VBW) = 3 x RBW.

Detector = Peak.

Sweep = auto couple.

1.
2.
3.
4. Trace mode = max hold.
5.
6. Allow the trace to stabilize.
7.

Measure the maximum width of the emission that is constrained by the frequencies associated with the
two outermost amplitude points (upper and lower frequencies) that are attenuated by 6 dB relative to the

maximum level measured in the fundamental emission.

8.3 DEVIATION FROM STANDARD

No deviation.

8.4 TEST SETUP

EUT SPECTRUM
ANALYZER

8.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special operating
condition is specified in the follows during the testing.
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8.6 TEST RESULTS

Temperature : 25.6C Relative Humidity : |51%

Test Mode : GFSK Test Voltage : DC 12V

Modulation Test channel Channel Bandwidth Limit(KHz) Result

(MHz)

Lowest 0.661

GFSK-1M Middle 0.664 >= 500 Pass
Highest 0.668
Lowest 1.127

GFSK-2M Middle 1.246 >= 500 Pass
Highest 1.198
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Test Graphs

-6dB Bandwidth NVNT BLE 1M 2402MHz Ant1

Keysight Spectrum Analyzer - Occupied BW
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IMSG STATUS% I

& 0755-27782934 X< admin@zht-lab.cn

& http://www.zht-lab.cn



’
‘ Project No.: ZHT-250731126W01-4

ZHONGHAN

Page 32 of 53

-6dB Bandwidth NVNT BLE 1M 2480MHz Ant1

' Keysight Spectrum Analyzer - Occupied BW ==
RL [ RF [s0Q AC | | | SEWSE:INT] [ | 11:34:39 AM Sep 30, 2025
Eenter Freq 2.480000000 GHz | Center Freq: 2.480000000 GHz Radio Std: None
+«p. Trig: Free Run Avg|Hold: 100/100
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Mkr3 2.480326 GHz
Ref Offset1.41 dB
I1Lo dgidiv_ Ref 21.41 dBm -0.39764 dBm
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x dB Bandwidth 668.2 kHz x dB -6.00 dB
MEG‘ ‘STATUS%
-6dB Bandwidth NVNT BLE 2M 2402MHz Ant1
' Keysight Spectrum Analyzer - Occupied BW ==
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-6dB Bandwidth NVNT BLE 2M 2440MHz Ant1

' Keysight Spectrum Analyzer - Occupied BW E=EE
RL [ RF [500 AC | | | SENSE:INT] 1 11:39:50 AM Sep 30, 2025
Eenter Freq 2.440000000 GHz | Center Freq: 2.440000000 GHz Radio Std: None
+«p. Trig: Free Run Avg|Hold: 100/100
I | #FGain:Low #Atten: 30 dB Radio Device: BTS
Ref Offset 1.41 dB Mkr3 2.440621 GHz
10d8/div_ Ref 21.41 dBm -1.7621 dBm
Log 3
11.4 - =
141 e i )
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x dB Bandwidth 1.246 MHz x dB -6.00 dB

MSG ‘ ‘STATUS |

-6dB Bandwidth NVNT BLE 2M 2480MHz Ant1

' Keysight Spectrum Analyzer - Occupied BW =R
RL [ RF [s0Q AC | | | SEWSE:INT] [ | 11:42:47 AM Sep 30, 2025
Eenter Freq 2.480000000 GHz | Center Freq: 2.480000000 GHz Radic Std: None
+«p. Trig: Free Run Avg|Hold: 100/100
I | #FGain:Low #Atten: 30 dB Radio Device: BTS
Ref Offset 1.41 dB Mkr3 2.480593 GHz
10 dBldiv Ref 21.41 dBm -2.7437 dBm
Log
1.4 .
141 . ’
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Center 2.48 GHz Span 5 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 1.333ms

QOccupied Bandwidth Total Power 12.3 dBm
2.0540 MHz

Transmit Freq Error -5.694 kHz % of OBW Power 99.00 %

x dB Bandwidth 1.198 MHz x dB -6.00 dB

MSG sTaTUS |
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9.PEAK OUTPUT POWER TEST

Test Requirement: FCC Part15 C Section 15.247 (b)(3)

Test Method: KDB558074 D0115.247 Meas Guidance v05r02

9.1 APPLIED PROCEDURES / LIMIT

FCC Part15 (15.247) , Subpart C

Frequency Range
Section Test Item Limit Result
(MHz)
15.247(b)(3) el SO 1 watt or 30dBm 2400-2483.5 PASS
Power
9.2 TEST PROCEDURE

a. 1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the

spectrum.

2. Set the spectrum analyzer: RBW = 2MHz. VBW =6MHz. Sweep = auto; Detector Function = Peak.
3. Keep the EUT in transmitting at lowest, medium and highest channel individually. Record the max
value.

9.3 DEVIATION FROM STANDARD
No deviation.

9.4 TEST SETUP

EUT SPECTRUM
ANALYZER

8.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special operating
condition is specified in the follows during the testing.
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9.6 TEST RESULTS
Temperature : 25.6C Relative Humidity : |51%
Test Mode GFSK Test Voltage DC12V
Modulation Test channel Peak Output Power Limit(dBm) Result
(dBm)
Lowest 6.63
GFSK-1M Middle 6.85 30.00 Pass
Highest 6.38
Lowest 6.44
GFSK-2M Middle 6.71 30.00 Pass
Highest 6.3
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Test Graphs
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Peak Power NVNT BLE 1M 2480MHz Ant1

Keysight Spectrum Analyzer - Swept SA =
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Peak Power NVNT BLE 2M 2440MHz Ant1

—E Keysight Spectrum Analyzer - Swept SA- =R
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10. CONDUCTED BAND EDGE AND SPURIOUS EMISSION

Test Requirement: FCC Part15 C Section 15.247 (d)

Test Method: KDB558074 D0115.247 Meas Guidance v05r02

10.1 APPLICABLE STANDARD

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB below
that in the 100 kHz bandwidth within the band that contains the highest level of the desired power, based on
either an RF conducted or a radiated measurement.

10.2 TEST PROCEDURE

Using the following spectrum analyzer setting:

A) Set the RBW = 100KHz.

B) Set the VBW = 300KHz.

C) Sweep time = auto couple.
D) Detector function = peak.
E) Trace mode = max hold.

F) Allow trace to fully stabilize.

10.3 DEVIATION FROM STANDARD

No deviation.

10.4 TEST SETUP

EUT SPECTRUM
ANALYZER

10.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special operating
condition is specified in the follows during the testing.
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10.6 TEST RESULTS
Band Edge
Mode Frequency (MHz) Max Value (dBc) Limit (dBc) Verdict
BLE 1M 2402 -55.86 -20 Pass
BLE 1M 2480 -61.7 -20 Pass
BLE 2M 2402 -34.27 -20 Pass
BLE 2M 2480 -54.22 -20 Pass
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Test Graphs
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Band Edge NVNT BLE 1M 2480MHz Ant1 Ref
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Band Edge NVNT BLE 2M 2402MHz Ant1 Ref

|m Keysight Spectrum Analyzer - Swept SA ==
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Band Edge NVNT BLE 2M 2480MHz Ant1 Ref
—E Keysight Spectrum Analyzer - Swept SA =R
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Conducted RF Spurious Emission

Mode Frequency (MHz) Max Value (dBc) Limit (dBc) Verdict
BLE 1M 2402 -53.22 -20 Pass
BLE 1M 2440 -54.21 -20 Pass
BLE 1M 2480 -54.42 -20 Pass
BLE 2M 2402 -54.16 -20 Pass
BLE 2M 2440 -56.97 -20 Pass
BLE 2M 2480 -54.99 -20 Pass
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Test Graphs
Tx. Spurious NVNT BLE 1M 2402MHz Ant1 Ref
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IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.402 241 5 GHz
Ref Offset 1.41 dB
10d8/div  Ref 11.41 dBm 6.201 dBm
JLog '
14 g
853
188
s)
386
488
586
56
788
Center 24020000 GHz Span 1.500 MHz
Res BW 100 kHz #/BW 300 kHz Sweep 1.000 ms (1001 pts)
'MSG‘ STATUSi
Tx. Spurious NVNT BLE 1M 2402MHz Ant1 Emission
' Keysight Spectrum Analyzer - Swept SA [ |[B
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:17:44 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | - Avg Type: Log-Pwr TRACE[1]2345 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| Mty
IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.401 7 GHZ
Ref Offset 1.41 dB
IlggBldiv Ref 11.41 dBm 4.429 dBm
1.41
B | L1 -13.50 dBm|
185
286
3BE
486
BB
685 bty
JBEr i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts
24017GHz  4.429dBm
2 3.202 9 GHz -47.025 dBm
3 4.804 3 GHz -57.348 dBm
4 7.071 9 GHz -66.044 dBm
5 9.564 5 GHz -67.778 dBm E
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Tx. Spurious NVNT BLE 1M 2440MHz Ant1 Ref

10 dBidiv - Ref 11.41 dBm
JILog

ww Keysight Spectrum Analyzer - Swept SA B
RL__[ RF[s00 AcC | [ [ SENSEINT] [ [ 11:22:31 AM Sep 30, 2025
[Center Freq 2.440000000 GHz . Avg Type: Log-Pwr TRACET{[234 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M it

IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.440 237 0 GHz
Ref Offset 1.41 dB '

5.668 dBm

1.41

558

-8B

Rt

-48.6

5BE

FEE

-78.6

Center 2.4400000 GHz
Res BW 100 kHz #/BW 300 kHz Sweep

Span 1.500 MHz
1.000 ms (1001 pts)

'M SG ‘ ‘STATUS ;

Tx. Spurious NVNT BLE 1M 2440MHz Ant1 Emission

s Keysight Spectrum Analyzer - Swept SA =R
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:23:02 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | . Avg Type: Log-Pwr TRACET{[234 5 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| Mk
IFGain:Low #Atten: 20 dB DEeT|P
Ref Offset 1.41 dB Mkr1 2.439 7 GHz
10 dB/div_ Ref 11.41 dBm 4.747 dBm
Log '
1.41
-8.59 DL1 -14.33 dBm|
185
286
3BE
486
BB
£86

Y]

Start 30 MHz
Res BW 100 kHz

Sweep 2.530 s (30001 pts

Stop 26.50 GHz

0 [ ]
N f 24397 GHz 4.747 dBm
2 N i 3.253 2 GHz -48.547 dBm
3 N f 4.880 2 GHz -58.330 dBm
4 N f 7.418 7 GHz -66.696 dBm
5 N f 9.760 4 GHz 67.632dBm E
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Tx. Spurious NVNT BLE 1M 2480MHz Ant1 Ref

—E Keysight Spectrum Analyzer - Swept SA [E=REE
RL [ RF [500 AC | | | SENSE:INT] | | 11:35:10 AM Sep 30, 2025
[Center Freq 2.480000000 GHz - Avg Type: Log-Pwr TRACE[1]234 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M wiaAniodine
IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.480 255 0 GHz
Ref Offset 1.41 dB
10d8/div  Ref 11.41 dBm 5.826 dBm
JILog .
141 LT
853
188
285
386
488
586
56
788
Center 24800000 GHz Span 1.500 MHz
Res BW 100 kHz #/BW 300 kHz Sweep 1.000 ms (1001 pts)
'MSG‘ ‘STATUS%
Tx. Spurious NVNT BLE 1M 2480MHz Ant1 Emission
' Keysight Spectrum Analyzer - Swept SA E=EE
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:35:40 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | - Avg Type: Log-Pwr TRACE[1]234 5 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| Mty
IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.480 2 GHz
Ref Offset 1.41 dB
I1o dBidiv.__Ref 11.41 dBm 4.921 dBm
Log '
1.41
-8.59 DL1 -14.17 dBm|
185
286
3BE
486
BB
£86
786 i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts

T ——
2.480 2 GHz 4.921 dBm

N f

2 N i 3.306 1 GHz -48.593 dBm

3 N f 4.959 6 GHz -61.126 dBm

4 N f 7.621 6 GHz -65.499 dBm

5 N f 9.920 1 GHz -65.576 dBm E
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Tx. Spurious NVNT BLE 2M 2402MHz Ant1 Ref

|m Keysight Spectrum Analyzer - Swept SA [ |[B

RL [ RF [500 AC | | | SENSE:INT] | | 11:37:28 AM Sep 30, 2025

[Center Freq 2.402000000 GHz - Avg Type: Log-Pwr TRACE[1]234 5 6

PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE|MRAAAAAAY

IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.402 492 GHz
Ref Offset 1.41 dB
10d8/div  Ref 11.41 dBm 5.057 dBm
JILog 0
1.41

853
188
285
386
488
586
56
788

Center 2402000 GHz Span 3.000 MHz

Res BW 100 kHz #/BW 300 kHz Sweep 1.000 ms (1001 pts)

'MSG ‘

‘STATUS ;

Tx. Spurious NVNT BLE 2M 2402MHz Ant1 Emission

Res BW 100 kHz

s Keysight Spectrum Analyzer - Swept SA =
RL [ RF [500 AC | | | SENSE:INT] | | 11:37:58 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | ; Avg Type: Log-Pwr TRACEJ1]234 5 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| M WA
IFGain:Low #Atten: 20 dB DEeT|P
Ref Offset 1.41 dB Mkr1 2.401 7 GHz
1L%gB.ldiv Ref 11.41 dBm 2.923 dBm
1.41
8.59
DL1 -14.94 dBm)|
185
286
3BE
486
BB
BEE |-
A Ei
Start 30 MHz Stop 26.50 GHz

#VBW 300 kHz

Sweep 2.530 s (30001 pts

ZzzzzZzZ |-
e e e ]

aa
S OoOWENONEWN

I
2.4017 GHz 2923 dBm
3.202 0 GHz -49.104 dBm
4.804 3 GHz -60.854 dBm
7.251 9 GHz -66.588 dBm
9.568 0 GHz -67.601 dBm E
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Tx. Spurious NVNT BLE 2M 2440MHz Ant1 Ref

|m Keysight Spectrum Analyzer - Swept SA ==
RL [ RF [s0Q AC | | | SEWSE:INT] [ | 11:40:22 AM Sep 30, 2025
[Center Freq 2.440000000 GHz - Avg Type: Log-Pwr TRACE[1]234 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE|MRAAAAAAY
IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.440 513 GHz
Ref Offset 1.41 dB
10d8/div  Ref 11.41 dBm 5.135 dBm
JILog 0
141 il
853
188
BB [—HA
386
488
586
56
788
Center 2440000 GHz Span 3.000 MHz
Res BW 100 kHz #/BW 300 kHz Sweep 1.000 ms (1001 pts)

'MSG ‘

‘STATUS ;

Tx. Spurious NVNT BLE 2M 2440MHz Ant1 Emission

aa
S OoOWENONEWN

' Keysight Spectrum Analyzer - Swept SA ==
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:40:52 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | - Avg Type: Log-Pwr TRACE[1]234 5 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| Mk
IFGain:Low #Atten: 20 dB DEeT|P
Ref Qffset 1.41 dB Mkr1 2.439 7 GHz
10deidv__Ref 11.41 dBm 3.856 dBm
og .
1.41
8.59
DL1 -14.87 dBm
185
286
3BE
486
BB
656
786
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts
N f 24397 GHz 3.856 dBm
N f 3.2563 2 GHz -51.832 dBm
N f 4.880 2 GHz -61.300 dBm
N f 71734 GHz -66.452 dBm
N f 9.8115GHz -66.969 dBm E
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Tx. Spurious NVNT BLE 2M 2480MHz Ant1 Ref

|M Keysight Spectrum Analyzer - Swept SA =R
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:43:27 AM Sep 30, 2025
[Center Freq 2.480000000 GHz : Avg Type: Log-Pwr TRACEJ1[334 5 6
PNO: Wide -»— Trig: FreeRun Avg|Hold: 100/100 TYPE| M WA
IFGain:Low #Atten: 20 dB DEeT|P
Mkr1 2.480 024 GHz
Ref Offset 1.41 dB
10 deidiv  Ref 11.41 dBm 3.982 dBm
JILog T’
1.41 amlln
853
188
Do B
386
488
586
56
788
Center 2480000 GHz Span 3.000 MHz
Res BW 100 kHz #/BW 300 kHz Sweep 1.000 ms (1001 pts)

'MSG ‘

‘STATUS ;

Tx. Spurious NVNT BLE 2M 2480MHz Ant1 Emission

aa
S OoOWENONEWN

' Keysight Spectrum Analyzer - Swept SA ==
RL [ RF [s0Q aC | | | SEWSE:INT] [ | 11:43:57 AM Sep 30, 2025
[Center Freq 13.265000000 GHz | - Avg Type: Log-Pwr TRACE[1]234 5 6
PNO: Fast ~»— Trig: FreeRun Avg|Hold: 10110 TYPE| M e
IFGain:Low #Atten: 20 dB DEeT|P
Ref Qffset 1.41 dB Mkr1 2.479 4 GHz
0 geiciv _Ref 1141 dBm 2.525 dBm
1.41
8.59
DL1 -16.02 dBm]
185
286
3BE
486
BB
)
786 i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts
D K —— ]
N f 24794 GHz 2525 dBm
N f 3.307 0 GHz -51.020 dBm
N f 4.959 6 GHz -61.961 dBm
N f 7.529 0 GHz -66.455 dBm
N f 9.920 1 GHz -64.448 dBm E
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11.ANTENNA REQUIREMENT

Standard requirement: FCC Part15 C Section 15.203 /247(b)(4)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible party shall
be used with the device. The use of a permanently attached antenna or of an antenna that uses a unique coupling to the
intentional radiator, the manufacturer may design the unit so that a broken antenna can be replaced by the user, but the
use of a standard antenna jack or electrical connector is prohibited.

15.247(b) (4) requirement:

(4) The conducted output power limit specified in paragraph (b) of this section is based on the use of antennas with
directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this section, if transmitting antennas of
directional gain greater than 6 dBi are used, the conducted output power from the intentional radiator shall be reduced
below the stated values in paragraphs (b)(1), (b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the
directional gain of the antenna exceeds 6 dBi.

EUT Antenna:
The antenna is Cable antenna, the best case gain of the antennas is 0.7dBi, reference to the appendix Il for details
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12. TEST SETUP PHOTO
Reference to the appendix | for details.
13. EUT CONSTRUCTIONAL DETAILS

Reference to the appendix Il for details.

XXX END OF REPORT 3% 3% % 3%

& 0755-27782934 < admin@zht-lab.cn & http://www.zht-lab.cn



	1. VERSION
	2. SUMMARY OF TEST RESULTS
	3. GENERAL INFORMATION
	3.1 GENERAL DESCRIPTION OF EUT
	3.2 DESCRIPTION OF TEST MODES 
	3.3 TEST SETUP CONFIGURATION
	3.4 DESCRIPTION OF SUPPORT UNITS(CONDUCTED MODE)

	4. TEST FACILITY AND TEST INSTRUMENT USED 
	4.1 TEST FACILITY
	4.2 INSTRUMENT LIST FOR ALL TEST ITEMS
	4.3 TESTING SOFTWARE

	5. CHANNEL BANDWIDTH
	5.1 
	5.1.1 POWER LINE CONDUCTED EMISSION Limits
	5.1.2 TEST PROCEDURE
	5.1.3 DEVIATION FROM TEST STANDARD
	5.1.4 TEST SETUP
	5.1.5 
	5.1.6 

	5.2 RADIATED EMISSION MEASUREMENT
	5.2.1 RADIATED EMISSION LIMITS
	5.2.2 TEST PROCEDURE
	5.2.3 DEVIATION FROM TEST STANDARD
	5.2.4 TEST SETUP
	5.2.5 


	6.RADIATED BAND EMISSION MEASUREMENT
	6.1 TEST REQUIREMENT:
	6.2 TEST PROCEDURE
	6.3 DEVIATION FROM TEST STANDARD
	6.4 TEST SETUP
	6.5 
	6.6 TEST RESULT

	7.POWER SPECTRAL DENSITY TEST
	7.1 APPLIED PROCEDURES / LIMIT
	7.2 TEST PROCEDURE
	7.3 DEVIATION FROM STANDARD
	7.4 TEST SETUP
	7.5 EUT OPERATION CONDITIONS
	7.6 TEST RESULTS

	8.CHANNEL BANDWIDTH
	8.1 APPLIED PROCEDURES / LIMIT
	8.2 TEST PROCEDURE
	8.3 DEVIATION FROM STANDARD
	8.4 TEST SETUP
	8.5 EUT OPERATION CONDITIONS
	8.6 TEST RESULTS

	9.PEAK OUTPUT POWER TEST
	9.1 APPLIED PROCEDURES / LIMIT
	9.2 TEST PROCEDURE
	9.3 DEVIATION FROM STANDARD
	9.4 TEST SETUP
	8.5 EUT OPERATION CONDITIONS
	9.6 TEST RESULTS

	10. CONDUCTED BAND EDGE AND SPURIOUS EMISSION
	10.1 APPLICABLE STANDARD
	10.2 TEST PROCEDURE
	10.3 DEVIATION FROM STANDARD
	10.4 TEST SETUP
	10.5 EUT OPERATION CONDITIONS

	Band Edge
	Conducted RF Spurious Emission
	11.ANTENNA REQUIREMENT
	12. TEST SETUP PHOTO
	13. EUT CONSTRUCTIONAL DETAILS

