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1 GENERAL INFORMATION

1.1 Test Laboratory

Name Shenzhen BALUN Technology Co., Ltd.
601, Building 2, Intelligent Connected Vehicle Industrial Park, No.55,
Address Xiangshan Road, Luotian Community, Yanluo Sub-district, Bao'an
District, Shenzhen
Phone Number +86 755 6685 0100

1.2 Test Location

Name Shenzhen BALUN Technology Co., Ltd.

[ 1/F., Building B, Ganghongji High-Tech Intelligent Industrial Park,
No.1008, Songbai Road, Yangguang Community, Xili Subdistrict,
Nanshan District, Shenzhen, Guangdong

Location — - X -
[ Building 2, Intelligent Connected Vehicle Industrial Park, No.55,
Xiangshan Road, Luotian Community, Yanluo Sub-district, Bao'an
District, Shenzhen, Guangdong
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2 PRODUCT INFORMATION

2.1 Applicant Information

Applicant ITT Cannon Electronics SZ Ltd
Tuopandun Industrial Area, Jinda Cheng, Xiner Village, Shajing Town,
Baoan District, Shenzhen City, Guangdong, China

Address

2.2 Manufacturer Information

Manufacturer ITT Cannon Electronics SZ Ltd
Tuopandun Industrial Area, Jinda Cheng, Xiner Village, Shajing Town,
Baoan District, Shenzhen City, Guangdong, China

Address

2.3 General Description for Equipment under Test (EUT)

EUT Name NACS AC charging connector

Model Name Under Test | ACN1-T1C-080-2BK-076A-1AP1
ACN1-T1C-048-2BK-076A-1AP1-XXX,
ACN1-T1C-050-2BK-076A-1AP1-XXX,
ACN1-T1C-050-2BK-076A-1AP1-U-XXX,
ACN1-T1C-080-2BK-076A-1AP1-U-XXX

We hereby state that All models above are identical in interior

Series Model Name

Description of Model structure, electrical circuits and components, and just model names
name differentiation are different for the marketing requirement.
(this information provided by the applicant)
Antenna Type PCB Antenna
Dimensions 36mm*23mm
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2.4 Ancillary Equipment

Note: Not applicable.

Tel: +86-755-66850100 E-mail: gc@baluntek.com PageNo. 5/ 14
Web: www.titcgroup.com Template No.: TRP-Passive-EN (2022-09-07)

Add: 601, Building 2, Intelligent Connected Vehicle Industrial Park, No.55, Xiangshan Road, Luotian Community, Yanluo Sub-district, Bao'an
District, Shenzhen



il
Report No.: Ti-EE26090575-901 juroup

3 SUMMARY OF TEST RESULTS

3.1 Test Standards

No. Identity Document Title
1 IEEE Std 149-2021 IEEE Standard Test Procedures for Antennas

3.2 Test Verdict

Report Section Description Remark
ANNEX A1 Gain and Efficiency --
ANNEX A.2 VSWR -

ANNEX B Radiation Pattern --

3.3 Test Uncertainty

The uncertainty is calculated using the methods suggested in the "Guide to the Expression of
Uncertainty in Measurement" (GUM) published by I1SO.

Item Uncertainty
VSWR(S11) 0.61
Gain 1.92dB
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4 GENERAL TEST CONFIGURATIONS

4.1 Test Condition

Selected Values During Tests

Environment - . -
Ambient Pressure Temperature Relative Humidity
Parameter . Voltage o
(Kpa) (°C) (%)
Normal Temperature,
Normal Voltage 101 21.8 N/A 58
(NTNV)
4.2 Test Equipment List
Description Manufacturer | Model Serial No. Cal. Date Cal. Due
SG24 Multi-probe 1101855
Antenna Measurement SATIMO SG24-L 0001 2025.11.03 | 2028.11.02
System
Vector Network i
Agilent E5071B | MY42404001 | 2025.12.22 | 2026.12.21
Analyzer
Description Manufacturer Name Version
Test Software MVG SPM V1.8
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4.3 Test Setup

4.3.1 Antenna gain, efficiency and radiation pattern test setup

Dual Polarized
Measurement Antenna(s)

‘ Low Reflectivity Support
== ‘g"ﬁ'::‘ Structure for 8-axis
o ? Mechanical Scanner
Control Computer and/or Multiple
Measurement Antennas
7Vector network
analyser
Shielded Anechoic Chamber
4.3.2 S11 parameter test setup
Network Analyzer
®© O
DUT
4.4 Test Frequencies
| Test Frequencies 430MHz, 431MHz, 432MHz, 433MHz, 434MHz, 435MHz, 436 MHz
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ANNEX A TEST RESULTS

A.1 Gain and Efficiency

Frequency Gain (dBi) Efficiency
430MHz -2.34 21%
431MHz -2.36 20%
432MHz -2.33 21%
433MHz -2.31 21%
434MHz -2.36 21%
435MHz -2.48 20%
436MHz -2.65 19%

A2 VSWR
Frequency VSWR
430MHz 7.55
433MHz 7.05
436MHz 7.07

1 Active Ch{Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State

g 0o/ R F1]

1]

14.00
1z.00
10.00

IFEM 70 kHz
Undefined header

Log Mag

Phase

Group Delay

Srrithy |

Palar |

Lin Mag

Real

Irnaginaty
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ANNEX B RADIATION PATTERN

B.1 3D Pattern
B1.1 3D Pattern for 430MHz

B1.2
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B1.3 3D Pattern for 436MHz
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B.2 1D Radiation Pattern
B2.1  PHI=0
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ANNEX C TEST SETUP PHOTOS

Please refer the document “Ti-EE26090575-A0.PDF”.

ANNEX D EUT PHOTO

Please refer the document “Ti-EE26090575-AA.PDF”.
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Statement

1. The laboratory guarantees the scientificity, accuracy and impartiality of the test, and is responsible for
all the information in the report, except the information provided by the customer. The customer is
responsible for the impact of the information provided on the validity of the results.

2. The report without China inspection body and laboratory Mandatory Approval (CMA) mark has no
effect of proving to the society.

3. For the report with CNAS mark or A2LA mark, the items marked with "s%¥" are not within the accredited
scope.

4. This report is invalid if it is altered, without the signature of the testing and approval personnel, or
without the “inspection and testing dedicated stamp” or test report stamp.

5. The test data and results are only valid for the tested samples provided by the customer.

6. This report shall not be partially reproduced without the written permission of the laboratory.

7. Any objection shall be raised to the laboratory within 30 days after receiving the report.

--END OF REPORT--

Tel: +86-755-66850100 E-mail: gc@baluntek.com Page No. 14/ 14
Web: www.titcgroup.com Template No.: TRP-Passive-EN (2022-09-07)

Add: 601, Building 2, Intelligent Connected Vehicle Industrial Park, No.55, Xiangshan Road, Luotian Community, Yanluo Sub-district, Bao'an
District, Shenzhen



		2026-09-29T13:48:48+0800




