Y-3326 Wireless

Bluetooth Portable Singalong Karaoke System
INSTRUCTION MANUAL

Important Message to Customers

Congratulations on your purchase of the HY-3326 To ensure your safety, optimal performance, and the
best karaoke experience, please read this message carefully before using your new system.
- Keep this instruction for future reference as it contains important information

1. Check the contents

BT Karaoke System X 1/ b ® Wireless Microphone X 2
BT Karaoke-System X 1

g - USB A to Type-C Charging Cable X 1

User Manual X 1
“m ™ Shoulder Belt X 1

2. Cable Connection

Power Connection Wired Microphone

Connect a 5V/1A AC/DC power Connection

adapter with a USB-C output plug to Connect the wired microphone

me US,F-C power input connector of (NOT Included) to the 6.3mm MIC
e unit.

socket on the speaker.
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oV TP A AUX Connection
T Connect a 3.5mm connector cable

AC/DC Adapter i 3 from the audio source to the AUX

(NOT included) socket on the speaker.
AUX-Anschluss
Verbinden Sie die Audioquelle

Uber ein 3,5-mm-Anschlusskabel
mit der AUX-Buchse des
Lautsprechers.

1.

3. Connect Power and Turn ON/OFF the unit

Connect the USB-A end of the . ) . ) )
provided power cable to a 5V/1A During unit charging, the RED charging LED will

ggggﬁ{hae“ndcg';g;ggq;%?Jgovag illuminate, and it will turn off when the battery is fully
end to the unit. charged.

@ Slide the rear POWER switch to turn the unit ON/OFF

4. Operation Buttons
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. LED Mode

. MODE / TWS

. Treble Control

. MASTER VOL Control
. Bass Control

. Previous Track

. PLAY/PAUSE

ONO O WON =

5. Bluetooth Function

6. TWS Function

1. The TWS Function is only available when two sets of HY-3326 are presented.
2. Power on two HY-3326 speakers and select Bluetooth mode

3. On either speaker, press and hold the TWS button until you hear a chime.

4. Release the button — the speakers will automatically pair.

. EFFECTS (Voice Changer)

9. Next Track

10.
11.
12.
13.
14.
15.
16.

6.3MM MIC Input
Type-C Charging Port
TF Card Slot

3.5MM AUX Input
ON/OFF Switch

USB Port

Charging indicator

1. Switch on the speaker and repeatedly press the MODE button to select the Bluetooth Mode.
2. Enable Bluetooth on the mobile device, search for and select "HY-3326"
3. Once connected, play music through your preferred music application.

Note: Ensure your connected device's volume is turned on and set to an appropriate level.

Note: Disconnect any previous mobile device connections before pairing speakers.



FCC Statement
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the
FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.
Caution: Any changes or modications to this device not explicitly approved by manufacturer could void your authority to
operate this equipment.
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may
not cause harmful interference, and (2) this device must accept any interference received, including interference that may
cause undesired operation.
RF Exposure Information
The device has been evaluated to meet general RF exposure requirement.
The device can be used in portable exposure condition, compliance with exposure requirements.
This equipment should be installed and operated with minimum distance 0 mm between the radiator & your body.
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FCC Statement

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

 Reorient or relocate the receiving antenna.

 Increase the separation between the equipment and receiver.

 Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

 Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modications to this device not explicitly approved by manufacturer could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.

RF Exposure Information

The device has been evaluated to meet general RF exposure requirement.

The device can be used in portable exposure condition, compliance with exposure requirements.

This equipment should be installed and operated with minimum distance 0 mm between the radiator & your body.
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