ACA-5036-A2-CC-S Specification

1. APPLICATION:
WLAN, 802.11b/g, Bluetooth, etc...

2. Explanation of part number :
AC A 5036

1) (@) (3)

1) Product Type : Chip Antenna

2) Center Frequency/Band Code : A--2.45GHz group
3) Size Code: 5.0mm(Length) x 3.6mm(Width)

A2

A2 _ CC _ S
(4)

(5) 6) (7)

4) Design Revision Code: Rev.2
5) CC= Coupling Ceramics Type
6

) Special Code: S=RoHS Compliant
7) Suffix For Special Requirements
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3. Electrical Specification :

ITEM SPECIFICATION
Frequency Band 2.40GHz"2.50GHz
VSWR Less than 2.5
Polarization Linear
*Peak Gain Layout A 3 dBi .Typ.
Layout B 2.1 dBi Typ.
L tA 80% Typ.
*Peak Efficiency — > ° ¥P
Layout B 74% Typ
Impedance 50Q Typ.

* Test condition: Test board size 80*40 mm
Matching circuit: Pi matching circuit will be required

For Layout B:

Frequency | Gain(dBi) | Frequency | Gain(dBi) | Frequency | Gain(dBi) | Frequency | Gain(dBi)

(MH2) (MH2z) (MHz) (MHz)

2402 2.0 2422 2.005 2442 2.10 2462 2.04

2404 2.01 2424 2.05 2444 2.09 2464 2.04

2406 2.01 2426 2.05 2446 2.08 2466 2.03

2408 2.02 2428 2.07 2448 2.08 2468 2.03

2410 2.02 2430 2.07 2450 2.07 2470 2.03

2412 2.02 2432 2.08 2452 2.07 2472 2.02

2414 2.03 2434 2.08 2454 2.06 2474 2.02

2416 2.03 2436 2.09 2456 2.06 2476 2.01

2418 2.04 2438 2.10 2458 2.05 2478 2.01

2420 2.04 2440 2.10 2460 2.05 2480 2.0
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6. Electrical Characteristics :
Layout A : VSWR

Mark Frequency VSWR
1 2400 MHz 1.65
2 2450 MHz 1.08
3 2500 MHz 1.73

Radiation Pattern

X

© 3D Gain Pattern (2450 MHz)
Layout A :

Layout B :

LD

VSWR
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F - |
P oop iz L) |

Mark Frequency VSWR
1 2400 MHz 1.82
2 2450 MHz 1.33
3 2500 MHz 2.02

The Gain pattern is measured in INPAQ'’s FAR-field chamber. DUT is placed on the table of rotator,
a standard horn antenna and Vector Network Analyzer is used to collect data.

3 Iy Far Field Chamber

Agile nt 8960 series 1c
(ESS12C

PC

3D Chamber Definition

Layout B :
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© 2D Gain Pattern (2450 MHz)

X-Y Plane

Layout &
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Y-Z Plane
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8. Environmental Characteristics

(1) Reliability Test

Item

Condition

Specification

1. 3043 minutes at -40°C+5°C,
2. Convert to +105°C (5 minutes) No apparent damage
Thermal shock | 3. 3013 minutes at +105°C+5°C, Fulfill the electrical
4. Convert to -40°C (5 minutes) spec. after test.
5. Total 100 continuous cycles
e 1. Humidity: 85% R.H. No apparent damage
Humidity 2. Temperature: 85+5°C Fulfill the electrical
resistance 3. Time: 1000 hours. spec. after test.
High 1. Temperature: 150°Cx5°C No gpparent d?mage
temperature 2 Time- 1000 h Fulfill the electrical
resistance - lime: ours. spec. after test.
Low temperature | 1. Temperature: -40°C+5°C EslarﬁltzTégﬁ?a?ge
resistance 2. Time: 1000 hours.

spec. after test.

Soldering heat

1. Solder bath temperature : 260+5°C

No apparent damage

bath of 245+5°C for 3+1 seconds.

resistance 2. Bathing time: 10+1 seconds
The dipped surface of the terminal shall be at least
Solderability 95% covered with solder after dipped in solder No apparent damage

(2) Storage condition
(a) At warehouse:

The temperature should be within 0 ~ 30°C and humidity should be less than 60% RH.
The product should be used within 1 year from the time of delivery.

(b) On board:

The temperature should be within -40~85°C and humidity should be less than 85% RH.

(3) Operating temperature range
Operating temperature range : -40°C to +105°C.
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9. Recommended reflow soldering
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F The normal to Preheatin
A | 1% nising temperature g 30s to 60s
temperature
B | Preheating 140°C to 1607 60s to 120s
C | 2™ rising temperature Preheating to 2007 20s to 40s
if 2207 50s~60s
if 2307 40s~50s
D Main heating if 2407 J0s~40s
if 2507 20s~40s
if 2607 20s~40s
E Regular cooling 200C to 1007C 1Cls ~ 4CIs

*reference: J-STD020C

(1) Soldering gun procedure

Note the follows, in case of using solder gun for replacement.

(a) The tip temperature must be less than 350°C for the period within 3 seconds by
using soldering gun under 30 W.

(b) The soldering gun tip shall not touch this product directly.

(2) Soldering volume

Note that excess of soldering volume will easily get crack the body of this product.
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