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Model DSDA1 

User Manual   

 

Thank you for choosing DSDevices DSDA1 Media Player.  

This manual provides instructions to help you get the most out of your device. Please read 
it carefully before using it and retain for your reference.  

We have made every effort to provide the most current information about the device. The 
information contained here is an instruction intended to enable the correct usage and 
maintenance of the device. We reserve the right to introduce amendments, changes, or 
translations of the user manual without prior notification. For this reason, we recommend 
you regularly visit our website to obtain the latest information 
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Chapter 1 System Introduction 

 

1.1 - Key Features 

The device is a commercial grade Android digital signage player 

Up to 8Kx4K@24fps for AV1 and 4K@120fps for HDR10-bit video up to 8Kx4K@24fps for 
AV1 and 4K@120fps for HDR10-bit video 

Support SD/SDHC/MMC cards 

Supports USB 2.2 and 3.0 host connectors with maximum output current of 1.5A/5V  

Support standard RJ45 cable network connection and wireless network connection 

Support infrared remote controller operation 

 

1.2 - Environment for Device 

Operating Temperature: -10°C to 75°C 

 

1.3 - Package Contents 

1 x DSDA1 Media Player 

1 x Power Adapter 

1 x HDMI Cable 

1 x IR Remote Controller 
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Chapter 2 Remote Controller 

 

2.1 - Introduction of Remote 
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Chapter 3 System Connection 

 

3.1 - AV Connection 

3.2 - HDMI Connection 

 

 



FCC Statement
This device complies with part 15 of the FCC rules. Operation is subject to the following two conditions: (1) this 
device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 
 
Changes or modifications not expressly approved by the party responsible for compliance could void the user's 
authority to operate the equipment.
 
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by  turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following measures:
?Reorient or relocate the receiving antenna.
?Increase the separation between the equipment and receiver.
?Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
?Consult the dealer or an experienced radio/TV technician for help.
 
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This 
equipment should be installed and operated with minimum distance 20cm between the radiator & your body.
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