
                       

Yida wire antenna specification recognition 

 

 

： 
Part NO.: 

 

 

2.4G  antenna wire length33MM black 

 

 

 
 

 

7-core  * 0.1 * 1.2  

Write  By：                                    
 

Issued Date: 
 2024-03-21  

 

Adress：    

 

 

Yida Electronics Co., Ltd., Jiaotouye Village, Shanghua
Town, Chenghai District, Shantou City, Guangdong
Province, China

https://www.baidu.com/s?wd=antenna%20wire%E7%BF%BB%E8%AF%91&usm=6&ie=utf-8&rsv_pq=a8c62db600affbc3&oq=%E5%A4%A9%E7%BA%BF%E8%8B%B1%E6%96%87&rsv_t=1ed4dcjq0V8b%2BFJB%2F9TuJ9Vc%2BL2Fg5ZRCgitXZzzA%2BKM7WPqDT%2BE94p2L28&sa=re_fy_huisou


 

 

 

 

 
 



Product Specification 
A. Electrical Characteristics 

Frequency 2400MHz ~2500MHz 

VSWR <3.0 

Efficiency >20% 

Impedance 50 Ohm 

Gain 0.59DBi 

Polarization mode: linear polarization 

B. Material & Mechanical Characteristics 

Material of Radiator Cu 

Cable Type 1.2 black 

Connector Type : NO 

Dimension 

C. Environmental 

Operation Temperature - 30 °C ~ + 80 °C 

Storage Temperature - 30 °C ~ + 85 °C 

 

 

Test Equipment & Conditions 

1. Network Analyzers : 

Agilent 8753D 5071B 
 

2. Communications Test Set: 
 

Agilent E5515C 
 

3. 3D Chamber Test System 

 



Effiency &Gain 
 

Freq 

(MHz) 

Effi 

(%) 

Gain 

(dBi) 

2400 23.66 0.47 

2410 23.19 0.38 

2420 23.03 0.49 

2430 22.41 0.42 

2440 21.67 0.45 

2450 20.24 0.52 

2460 20.61 0.51 

2470 21.41 0.59 

2480 23.89 0.56 

2490 26.46 0.53 

2500 25.73 0.46 



Radiation Pattern 
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