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360 Degree radiator intelligent follow-up gimbal

Operating interface

1. Magnetic radiator 2. Type-C charging port for radiator
3. Key switch of radiator 4. Adjustable camera 5. Key to PTZ activation
6.Base 1/4 nutinterface 7. Cooling gear: 1st gear -3°, 2nd gear -5°, 3rd gear -7°
9.PTZ Type-C charging port  10. Base

Operation Manual

1.iPhone 12 and above models can directly

¢ 5 attach the magnetic filllight to the back of the
phone, while other models require a magnetic
ring to be attached to the back cover or phone

o

Charging

It takes about 2 hours to fully charge the Yuntai

+ Low power warning (power <10%); The red light is

blinking rapidly

« Charging: The indicator light is red
(Different indicator light color does not
affect the indicator)

« Fully charged: indicator light is off

ilot lamp

« Green light: steady on

« The red light is steady on: temporarily/Press 1
again to resume start tracking

« Red light: Charging steady state

-« Blinking red: Low power warning state

« Press and hold for 3 seconds to power on/Double-click
360° Panorama

« Face the Al sensor and gesture

« The tracking distance is recommended to be used
within 20-120 inches

+ Gesture recognition distance: 20-60 inches is the best

ET T tracking

activation . d 1o do APP B
= Mobile phone software is fully compatible, just open it

M\ g - Tracking the gameplay of photos, videos, live
[l

broadcasts, video calls, etc

Product specifications and parameters

model Q2pr0

Product Name 360 Degreeradiatorintelligent follow-up gimbal
material ABS+electronic components
Net weight 220g

Product 82* 82 * 196m (including base)
dimensions

PTZ charging Type-c5V-1A

parameters

Power supply parameters  Type-c5V-2A

for radiator

Cooling gear 3levels

Controllable angle range

Left and right (heading): 360 *

without restrictions

FCC Warning Statement

Changes or modifications not expressly approved by the party responsible for

compliance could void the user's authority to operate the equipment. This equipment

has been tested and found to comply with the limits for a Class B digital device,

pursuant to Part 15 of the FCC Rules. These limits are designed to provide

reasonable protection against harmful interference in a residential installation. This

equipment generates uses and can radiate radio frequency energy and, if not

installed and used in accordance with the instructions, may cause harmful

interference to radio communications. However, there is no guarantee that

interference will not occur in a particular installation. If this equipment does cause

harmful interference to radio or television reception, which can be determined by

turning the equipment off and on, the user is encouraged to try to correct the

interference by one or more of the following measures:

~Reorient o relocate the receiving antenna.

~Increase the separation between the equipment and receiver.

~-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

~-Consult the dealer or an experienced radio/TV technician for help.

This device complies with part 15 of the FCC Rules. Operation is subject to the

following two conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference thatmay

cause undesired operation. The device has been evaluated to meet general RF

exposure requirement. The device can be used in portable exposure condition

without restriction




