
Function ①: Upgrade the original wired CarPlay to wireless CarPlay or wireless 

Android Auto, plug-and-play, automatic connection, so that the phone is free 

from the data cable constraints, enjoy the convenience of wireless transmission.

Models with factory wired CarPlay

Long press the side button to reset the product, after resetting, you need to 

reconnect the wireless CarPlay/Android Auto.

HDMI IN Connection Method

Function ②: Upgrade the original Carplay to HDMl adapter, easily and quickly 

convert HDMI high-definition resources to the original car screen, to meet your 

pursuit of excellent and interesting entertainment driving experience.

Automotive

Reset

CarPlay: iPhone 6 or above, iOS 10+

Android Auto: Android 11.0+ phones

Adaptation of cell phones

Connect the product to the car's data interface through the data cable, wait 

until the product is powered on and the CarPlay icon is on, then click the 

CarPlay icon to enter the product connection interface.

Usage

1.Turn on WiFi and Bluetooth on your iPhone.
2.In the iPhone Bluetooth list interface, connect the product 
Bluetooth name “AutoKit-****”.
3.After the iPhone passes the CarPlay related prompts, you can 
enter the wireless CarPlay.

Wireless CarPlay Connection Steps

1.Turn on your mobile phone's WiFi and Bluetooth.
2. In the mobile phone Bluetooth list interface, connect the product Bluetooth 
name ‘AutoKit-****’.
3.After your mobile phone passes the Android Auto related prompts, you can 
enter the wireless Android Auto.

Wireless Android Auto Connection Steps

After connecting your cell phone to the product's WiFi, you can  visit the URL 

the product's back-end webpage at 192.168.1.101, where you can modify the 

product settings, upgrade the version, and give feedback on issues.

iPhone:
Method 1, when CarPlay is connected, use Safari to  visit the URL 192.168.1.101 

directly.

Method 2, when CarPlay is not connected, use iPhone to connect to the 

product's WiFi (WiFi name: AutoKit-****, password 88888888), and  visit the 

URL 192.168.1.101 only after successful connection.

Android Phones: 
Android phone can't  visit the URL 192.168.1.101 directly when Android Auto 

connects, you need to do the following settings.

1, turn off Bluetooth and WiFi in the phone settings and then turn on WiFi

2, connect the product WiFi (WiFi name AutoKit - ****, password 88888888)

3, after the WiFi is connected, visit the URL 192.168.1.101 in the browser.

At this time, you can modify the product settings in the webpage, if you need to 

feedback and version update, then:

4, click “Switch P2P” at the bottom of the webpage, after the prompt of “Swich 

p2p OK” appears.

5, go to your cell phone - Settings - Wlan - Wlan direct, in the Wlan list, click on 

the connection “AutoKit - ****”.

6, then go back to “192.168.1.101”, you can do the feedback and update 

operation.

Note: Please send the Case id to the CarlinKit staff after the successful 

feedback of the issue.

Online update version/problem feedback method

1. Click the monitor icon on the product connection interface.

2. Connect the external device that supports HDMI output (such as TV box, 

game box, game console, video player, laptop, etc.) to the HDMI port of the 

product via HDMI cable to enjoy high-definition entertainment resources.
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Power input: 5V±0.2V  1.0A

Product power consumption: 1W

Working environment: -20℃~65℃

Resolution: Follow CarPlay protocol resolution

Product Specification

H2505-01



FCC Warning

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates uses and can radiate
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.
This equipment should be installed and operated with minimum distance 20cm between the radiator &
your body.


