partron

IE290 RF Radiated data

Prepared by Checked by Approved by
-- :L -—"/‘,7{ )—
—~ f |osn S
SJ KIM YS LEE TH KIM
2025.06.23.



partron

Table of Contents

Lo FreQUENCY BaN ...
1-1. Measurement ENGINEET ... et
1-2. VSWR ..o
1-3. EffiCIENCY & GAIN ...ttt
1-4. 3D Radiated Pattern ...t sessissssesssessessssssssssesssesssessessnas

2. TEST IMETHOD ...t eeeseeessssss s
2-1. Measurement iNFOrMAtioN ...t sssese s ssenes
22, 3D CAMDEI ettt sttt eSS

3. ANTENNG DIMENSION ...t e s st esssass e sss s s ass s sassasesssassasesaseans



partron ESL

1. Frequency Band

Mode Frequency Band (MHz)
Zigbee 2,400 ~ 2,500

1-1. Measurement Engineer

- Connect the device under test and required test equipment (Network analyzer).
Measuring VSWR and frequency. Measurements include the magnitude and phase of
both the vertical and horizontal components of the 3-D antenna pattern of actual
hardware in an anechoic chamber (Partron). all measurements are made with antennas

installed.

- Frequency, VSWR measurement

- Gain measurement
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etwork Analyzets

- Co-Polarization, Cross-Polarization Meaning

- Co-Polarization : When Radiated Vertical and Horizontal Polarization in Source Ant.
Co-Polarization is Higher Polarization that is Ave. Gain Value

- Cross-Polarization : When Radiated Vertical and Horizontal Polarization in Source Ant.

Co-Polarization is Lower Polarization that is Ave. Gain Value
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1-2. VSWR
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1-3. Efficiency & Gain
) ) ) Average o
Frequency Max Gain Min Gain ) Efficiency
Gain
[MHZ] B[Deg] | ®[Deg] |Gain[dBi]| 6[Deg] | ®[Deg] |Gain[dBi]|Gain[dBi] [%]
2,400.00 150 300 -2.281 180 270 -11.344 -5.58 27.672
2,415.00 150 270 -1.804 180 270 -11.486 | -5.154 | 30.524
2,430.00 150 270 -3.098 180 270 -13.376 | -6.814 | 20.824
2,445.00 150 270 -3.014 180 270 -13914 | -6.949 | 20.187
2,460.00 150 270 -2.183 180 270 -13418 | -5.937 | 25.485
2,465.00 150 270 -1.788 180 270 -12.875 -5.77 26.484
2,480.00 150 270 -2.886 180 270 -14.088 | -6.568 | 22.041
2,485.00 150 270 -2.866 180 270 -14.024 | -6.459 | 22.598
2,490.00 150 270 -3.355 180 270 -14.68 -6.643 | 21.663
2,500.00 150 270 -3.367 180 270 -14629 | -6.757 | 21.101
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1-4. 3D Radiated Pattern
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2. TEST METHOD

2-1. Measurement information

Description

Manufacturer

Model

Network

Analyzer

Anritsu

ME7848A
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2-2. 3D Chamber
[

Figure 1: Testing with RF Chamber

Measurement facility: Partron ESL, 3D Chamber
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3. Antenna Dimension




