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WIFI 2.4G_802.11b_Up of glasses_0MM_11 
 

DUT: EUT 

 

Communication System: UID 0, Wlan 802.11b; Frequency: 2462 MHz;Duty Cycle: 1:1 
Medium: H2450 Medium parameters used: f = 2462 MHz; σ = 1.788 S/m; εr = 38.124; ρ = 1000 

kg/m3 

DASY4 Configuration: 
- Probe: EX3DV4 - SN7506; ConvF(6.78, 7.22, 6.73) @ 2462 MHz; Calibrated: 2024/11/12 
- Sensor-Surface: 3mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1356; Calibrated: 2024/12/6 
- Phantom: SAM 1; Type: QD 000 P40 CB; Serial: TP/1378 
- Postprocessing SW: SEMCAD, V1.8 Build 186 

 
 

Area Scan (71x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 2.08 W/kg 

 

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 18.72 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 3.54 W/kg 
SAR(1 g) = 1.2 W/kg; SAR(10 g) = 0.476 W/kg 

Smallest distance from peaks to all points 3 dB below = 7.2 mm 
Ratio of SAR at M2 to SAR at M1 = 37.1% 
Maximum value of SAR (measured) = 1.76 W/kg 

 


