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RESULT SUMMARY
Test Item FCC Requirementi Test Methoc Resuli
FCC 47 CFR Part 15 Subpart C Section
Antenna Requirement 15.203/15.247 (b)(4) N/A PASS
RSS-Gen Issue 5, Section |
AC Power Line Conducted 55(:(2:0&;7 CFR Part 15 Subpart C Sectid I}ANSI C63.10-2020 PASS
Emission RSS-Gen Issue 5, Section 8.8 Clause 6.2
Conducted Output Power and | £, 47 GFR Part 15 Subpart C Sectidrys; ¢63,10-2020
E.LR.P 15.247 (0)(3) . Clause 11.9.1.2 | "ASS
T RSS-247 Issue 4, Section 6.3.2 T
FCC 47 CFR Part 15 Subpart C Section
. ANSI C63.10-2020
6dB Bandwidth 15.247 (a)(2) Clause 11.8.1 PASS
RSS-247 Issue 4, Section 6.
. . . RSS-Gen Issue 5,
Occupied Bandwidth RSS-Gen Issue 5, Section 6.7 Section 6.7 PASS
FCC 47 CFR Part 15 Subpart C Sectid )
Power Spectral Density 15.247 (e) l}éll\;ilsg’i?ill% 2020 PASS
RSS-247 Issue 4, Section 6. o
Conducted out of Band FCC 47 CFR Part 15 Subpart C Section, \ </ ~63 10-2020 PASS
Emission 15.247(d) Clause 11.11
RSS-247 Issue 4, Section ¢
FCC 47 CFR Part 15 Subpart C SectiorANSI C63.10-2020
Radiated Spurious Emissions | 15.205/15.209 Clause 11.11 & PASS
RSS-Gen Issue 5, Section 6.13/8.9/8.1Clause 11.12
FCC 47 CFR Part 15 Subpart C Sectic
Band Edge Measurements 15 .205/15.209 I}ANSI C63.10-2020 PASS

(Radiated)

Clause 11.13

RSS-247 Issue 4, Section 5.5

Disclaimer and Explanations:

product specification.

The declared of product specification and data,(argenna gain, RF specification, etc) for EUTspreéed
in the report are provided by the customer, ancctistomer takes all the responsibilities for theuaacy of
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1.0 Product Information

1.1 General Information

Sample Description : Mixed reality goggles
Model No. . TGEGEN1
Primary function . Transceive signal through the Wi-Fi communication,
Transceive signal through the Bluetooth communicati
Power supply : DC 3.7V (Li-ion Rechargeable battery)
DC 5.0V (micro-usb input)
RF related function : Bluetooth BLE communication

2.4 GHz ISM Band:

Electric Accessories sold : Nil

IEEE 802.11b/g/n

with

Interconnection cable . USB Type-C
associated sold with

Operating condition :-10°C to +45 °C
Model difference : Not applicable
Remark : N/A

1.2 Technical Information

Frequency Band : 2400 MHz to 2483.5 MHz
Operating Frequency 2412 MHz to 2462MHz
. IEEE 802.11b, IEEE 802.11g, IEEE 802.11n-HT20,
IEEE 802.11n-HT40
Modulation . IEEE 802.11b: DSSS (CCK, DQPSK, DBPSK)
IEEE 802.11g: OFDM (64-QAM, 16-QAM, QPSK,
BPSK)
IEEE 802.11n-HT20: OFDM (64-QAM, 16-QAM,
QPSK, BPSK)
IEEE 802.11n-HT40: OFDM (64-QAM, 16-QAM,
QPSK, BPSK)
Data Rate : IEEE 802.11b: Up to 11 Mbps
IEEE 802.11g: Up to 54 Mbps
IEEE 802.11n-HT20: Up to MCS 7
IEEE 802.11n-HT40: Up to MCS 7
Number of Channel :IEEE 802.11b:11
IEEE 802.119:11
IEEE 802.11n-HT20:11
IEEE 802.11n-HT40:7
Channel Separation :5.0MHz
Number of Antenna : One
FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Support Standards
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Antenna Type : Dipole Antenna
Antenna Gain : 3.7 dBi
Maximum Peak Power :IEEE 802.11b: 16.13 dBm

IEEE 802.119: 17.54 dBm
IEEE 802.11n-HT20: 17.54 dBm
IEEE 802.11n-HT40: 17.58 dBm
Normal Test Voltage :DC 3.7V
FVIN © 29

1.3 Associated Electric Accessories Information

N/A

1.4 Others Accessories

Battery

Model No.: . HHS 502248

Battery Type: . Lithium-ion Polymer Rechargeable Battery
Rated Voltage: . DC3.7V

Rated Capacity: . 500 mAh

Cable

Description: . USB Type-C to USB 3.0 Type A Cable
Connector: . USB Type-C/USB 3.0 Type A

Cable Type: :Unshielded without ferrite

Length: . 1 Meter

1.5 Other Information

For Wi-Fi Operation Frequency Each of Channel

IEEE 802.11b,

IEEE 802.11g, f=2407 + 5k MHz, k=1,...,11
IEEE 802.11n-HT20

IEEE 802.11n-HT40 f=2407 + 5k MHz, k= 3,...,9
Note:

f is the operating frequency (MHz);
k is the operating channel.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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2.0

3.0

4.0

4.1 Test equipment
Calibration | Calibration
Equipmen Manufacture Model No Serial No Due Datt Perioc
EMI Test |
Receiver Rohde & Schwarz ESCI 100152 11 Dec 2025 1Year
Spectrum
AFr)1aIyzer R&S FSv40 100964 10 Dec 2025 1Year
Spectrum | o onde & Schwarz FSP30 100628 10 Dec 2025  1Year
Analyzer
Broadband Schaffner CBL6112B 2692 27 Dec 2025  2Years
Antenna
Loop Antenn EMCQ 6502 0005662 04 Ju 20z7 2Year:
Horn Antenn: Schwarzbec BBHA 9120C 9120LC-531 14 Jul 202 2Year:
Broadband | g0 rsheck BBV 9718 9718-119 17 Jul 2027  2Years
Pre-Amplifier
FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
Page 7 of 94
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Equipment Under Test (EUT)

Product Description

Model

DUT Stage

Serial No.

Software Version
Hardware Version
Sample Type
Rationale of selection

TGEGEN1

. ldentical Prototype

. Not specified

Location of Test Facility

CMA Industrial Development Foundation Ltd.

Room 1302, Yan Hing Centre,
9-13 Wong Chuk Yeung,

Fo Tan, Shatin,

New Territories

Hong Kong.

:1.0
:1.0
: Production Sample and engineering sample
:Only one model number

Date :

: Mixed reality goggles

FCC Accredited Lab (Designation Number: HKO004)
ISED Recognized Laboratory (CAB identifier HKO004)

List of test equipment, support equipment andables

2025-12-29

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198

Fax: (852) 2695 4177

E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org
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Horn Antenni Schwarzbec BBHA 917( BBHA917044: | 04Jan 202 2Year:
Broadband
Pre-Amplifier Schwarzbeck BBV 9719 9719-010 29 Dec 2026  2Years
Coaxial Cable Schaffner RG 213/U N/A 14 Jan 2026 1veg
Coaxial Cable Suhner RG 214/U N/A 14 Jan 2026 1vyeg;
Coaxial Cabl Suhne Sucoflex_10. N/A 10 Jan 202 2Yeal
LISN Rohde & Schwat ENV21€ 10132: 13 Dec 202 lYea
Coaxial Cabl | Tyco Electronic RG 58C/L N/A 17 De(25 1Yeal
Rohde & Schwarz TS8997 Testing System
Spectrum | p o de & Schwarz FSV 40 101190 10 Dec 2025  1Year
Analyzel
OSF Rohde & Schwat OSF OSF-B157W | 10 Dec 2(2& 1lYeal

4.2 Supporting equipment

Equipment Name Manufacturer Model Serial Provided by
AC/DC adaptor Apple A1299 Not labelled CMA
Remark: *only used for configuring engineeringda
4.3 Cables
Cable No. Description Connector Length Supplied by
1 Antenna Cable SMA 0.3 Meter Applicant

4.4 Software

Software Name Version Function Provided by
QRCT4 4.0.127.1 Configure Engineering mode Applica
Remark: *only used for configuring enginaegrinode

-

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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5.0 Measurement Uncertainty

The reported uncertainty is based on a standarertamety multiplied by a coverage factor k=2,
providing a level of confidence of approximatel\?85

Radiated emissions

Frequency Uncertainty (&)
30MHz ~ 200MHz (Horizonta 4.12dB
30MHz ~ 200MHz(Vertical) 4.23dB
200MHz ~1000MHz (Horizonte 4.04dB
200MHz ~1000MHz (Vertica 4.08dB
1GHz ~6GHz 3.70dB
6GHz ~18GHz 5.21dB
18GHz~40GH 4158

Line-conducted emissio
Frequency Uncertainty (&)

150kHz~30MH. 3.3.dB

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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6.0

Test Configuration
6.1

Normal or Extreme Test Conditions

Environment Parameter

Selected Values During Tests

Test Condition

Ambient

Temperature (°C)

Voltage (V)

Relative Humidity (%)

NT/NV

+15 to +35

DC 3.7 V Battery

20to 75

Remark:

1) NV: Normal Voltage; NT: Normal Temperature

6.2 Test Channels
Test RF Channel Lists
Mod Tx/Rx F : :
ode xrrequency Lowest(L) Middle(M) Highest(H)
Channel 1 Channel 6 Channel 11
IEEE 802.11b 2412 MHz to 2462 MHz 2412 MHz 2437 MHz 2462 Mz
Channel 1 Channel 6 Channel 11
IEEE 802.11g 2412 MHz to 2462 MHz 2412 MHz 2437 MHz 2462 Mz
Channel 1 Channel 6 Channel 11
IEEE 802.11n-HT20 2412 MHz to 2462 MHz 2412 MHz 2437 MHz 2462 MHz
Test RF Channel Lists
M Tx/Rx F : -
ode X/Rx Frequency Lowest(L) | Middle(M) Highest(H)
Channel 3 Channel 6 Channel 9
IEEE 802.11n-HT40 2422 MHz to 2452 MHz 2422 MHz 2437 MHz 2452 MHzZ
6.3 EUT Test Status
Mode TX/R.X Description
Function
IEEE 802.11b
IEEE 802.11¢g 1Tx/1RX 1. Keep the EUT in continuously transmitting or
IEEE 802.11n-HT20 receiving with modulation test single.
IEEE 802.11n-HT40

FCC ID:2BL9D-THERMALGLASSO

IC: 34837-TGEXPLORER1

Tel: (852) 2698 8198
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Page 10 of 94

Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.

Fax: (852) 2695 4177

E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. : A20043332(6) Date : 2025-12-29
Power Setting (Provided by the customer)
Mode Lowest(L) Middle(M) Highest(H)
IEEE 802.11b 15 15 15
IEEE 802.11g 12 12 12
IEEE 802.11n-HT20 12 12 12
IEEE 802.11n-HT40 11 11 11

Test Software (Provided by the customer)

QRCT

6.4 Pre-Scan

Pre-Scan has been conducted to determine the vamstmode from all possible combinations

between available modulations and data rate. Folgpdata rate was (were) selected for the findl tes
as listed below

Mode Worst-case data rates
IEEE 802.11b 1 Mbps
IEEE 802.119g 6 Mbps
IEEE 802.11n-HT20 MCSO0
IEEE 802.11n-HT40 MCSO0

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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6.5  Testsetup
6.5.1 _For Radiated Emissions test setup

Figure 1. Below 30MHz
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Figure 2. 30MHz to 1GHz
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Figure 3. Above 1GHz
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6.5.2 __For Conducted Emissions test setup

Ground Reference Plane

B
Shielding Room

Receiver

Pulse
¢ Limiter

y

Test table \E
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6.5.3 For Conducted RF test setup

Shielding Chamber

Spectrum analyzer

6.6 System Test Configuration
For emissions testing, the equipment under tesTjEdtup to transmit continuously to simplify the
measurement methodology. Care was taken to ensypergpower supply voltages during testing.
During testing, radiated emission were performetth Wie EUT set to transmit at the channel with
highest output power as worst-case scenario. Itpeagred by 120V~60Hz. Only the worst-case data
were recorded in this test report.

The signal is maximized through rotation and plaeeinin the three orthogonal axes. The antenna
height and polarization are varied during the deéoc maximum signal level. The antenna height is
varied from 1 to 4 meters. Radiated emissionsaent at three meters unless the signal level is too
low for measurement at that distance. If necessapye-amplifier is used and/or the test is corgtiict
at a closer distance. Therefore, all final radidgésting was performed with the EUT in orientation.

All readings are extrapolated back to the equivaleee-meter reading using inverse scaling with
distance. Analyzer resolution is 100 kHz or gre&tefrequencies below 1000 MHz. The resolution is
1 MHz or greater for frequencies above 1000 MHz $purious emissions more than 20 dB below
the permissible value are not reported.

Radiated emission measurement were performed frerfotvest radio frequency signal generated in
the device which is greater than 9 kHz to the téwattmonic of the highest fundamental frequency or
to 40 GHz, whichever is lower.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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7.0 Measurement
7.1 General Test condition
Temperature 23.3°C
Test Voltage DC3.7V
Humidity 48.3%
Atmosphere Pressure 100.3kPa
7.2 Duty Cycle
7.2.1 Measurement
Measuring procedure :ANSI C63.10-2020 Clause 11.6.
7.2.2 Final Result
Erequenc Transmissi | Transmissi Duty Cvcle
Test Mode Antenna q y on Duration | on Period y -y Factor
[MHZ] [%0]
[ms] [ms]
11B Antl 2412 12.21 12.31 99.19 0.04
11G Antl 2412 1.28 1.38 92.75 0.33
11N20SISO Antl 2412 1.89 1.92 98.44 0.07
11N40SISO Antl 2422 0.92 0.98 93.88 0.27
Remark:

1) Duty cycle= On Time/ Period;
2) Duty Cycle factor = 10 * log(1/ Duty cycle);

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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The test plot as follows

Agilent Spectrum Analyzer - Swept SA

gl RL | RF [S0@ b [ [ [SENSE:PULSE[SOURCE OFF ALIGN AUTO 08:51:04 AMOct 14, 2025

Center Freq 2.412000000 GHz Trig Delay-2.000 ms  #Avg Type: RMS TRACE Frequency
PNO: Fast ~—»— 1rig: Video
IFGain:Low #Atten: 30 dB

Ref Offset 11.86 dB
Ref 25.00 dBm

Center 2.412000000 GHz Span 0 Hz
#VBW 8.0 MHz Sweep 50.00 ms (5001 pts),

MKR MODE TRC SCL. X FUNCTION FUNCTION WIDTH FUNCTION VALUE

[l N1t  1345ms] 12 87 dBm
2Illl 12.21 ms|[{A] 134dB
A1 (1 [t A 12.31 ms|[{A) 1.31dB

S 0VDNAN

“aa

=
@
o]

STATUS

Agilent Spectrum Analyzer - Swept SA
5060 DC

(Y E

Center Freq 2.412000000 GHz Trig Delay-2.000 ms  #Avg Type: RMS requency
PNO: Fast —»— 1rig: Video
IFGain:Low #Atten: 30 dB

Ref Offset 11.86 dB
Ref 31.86 dBm

Center 2.412000000 GHz Span 0 Hz
#VBW 8.0 MHz Sweep 10.00 ms (3001 pts),

FUNCTION

MER MODE TRC SCL.

1 IR 3250 ms T —— —

> PN NEEI 1280 ms Y T R R

SFXERENELT 1380 ms s206a8] | | ]
2 e B

FUNCTION WIDTH FUNCTIOM VALLE &[S

MSG STATUS

NTNV-11G-Ant1-2412

FCC ID:2BL9D-THERMALGLASSO
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Report No.

10:30:04 AMOct 14, 2025
Frequency

SOURCE OFF ALIGN AUTO
#Avg Type: RMS

Agilent Spectrum Analyzer - Swept SA
pg RL___ | R ISo¢ Df | [CSENSERULEE
Center Freq 2.412000000 GHz Trig Delay-2.000 ms
PNO: Fast Trig: Video

IFGam.an* #Atten: 30 dB
AMKr3 1.920 ms
-52.67 dB|

Ref Offset 11.86 dB
Ref 31.86 dBm

Span 0 Hz
Sweep 10.00 ms (3001 pts),
FUNCTION VALLE A~

Center 2.412000000 GHz
#VBW 8.0 MHz

FUNCTION WIDTH

FUNCTION

MKR MODE TRC SCL ®
llll_ﬂlm 13 02dBm| |
2 llll 1.890 ms 80218 [ ]
E7 YT T=) I R R
—_

aowmﬂmmh

STATUS

Ao
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<
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[N
Z
N
o
@
(%)
O
>
=
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N
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N

Frequency

Agilent Spectrum Analyzer - Swept SA
1 S R T I
Center Freq 2.422000000 GHz Trig Delay-2.000 ms  #Avg Type: RMS
PNO: Fast —»— 1rig: Video
IFGain:Low #Atten: 30 dB

Ref Offset 11.86 dB
Ref 31.86 dBm

Span 0 Hz
Sweep 10.00 ms (3001 pts),
FUNCTION VALLE A~

Center 2.422000000 GHz
#VBW 8.0 MHz
FUNCTION | FUNCTION WIDTH

MER MODE TRC SCL.
IIIIIII 4870 ms 11 05dBm| |
(a1 1 [t [ 920.0 us ar7aB |
-lflll 980.0 us p01g8| ]
___

STATUS

NTNV-11N40SISO-Ant1-2422
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7.3 Conducted Output Power and E.I.R.P

7.3.1 Measurement

Requirement : FCC 47 CFR Part 15 Subpart C Section15.247 (b)(3)
RSS-247 Issue 4, Section 6.3.2

Measuring procedure :ANSI C63.10-2020 Clause 11.9.1.2

Limit: For DTSs employing digital modulation tedgunes operating in

the band 2400-2483.5 MHz, the maximum peak conducte
output power shall not exceed 1W. The e.i.r.p.Isi@lexceed 4
W, except as fixed point-to-point systems.

Test procedure : 1. Remove the antenna from the EUT and then coranlest loss RF
cable from the antenna port to the power meter.
2. Measure out each test modes’ peak or averageitqubwer, record
the power level.
Note: The cable loss and attenuator loss weretdffse measure
device as an amplitude offset.

Test Setup: . Refer to section 6.5.3 for details.

Test result . Pass

7.3.2 Final Result

Max. Av Max. Peak

RISy Powerg Power Limit ISED Limit
Mode EIRP Result

(dBm) (dBm)

(MHz) (dBm) (dBm) (dBm)
2412 13.33 15.98 30.00 19.68 36.02 Pass
IEEE 802.11b 2437 14.14 16.13 30.00 19.83 36.02 Pass
2462 14.11 15.74 30.00 19.44 36.02 Pass
2412 11.79 17.54 30.00 21.24 36.02 Pass
IEEE 802.11g 2437 12.31 17.46 30.00 21.16 36.02 Pass
2462 12.70 17.44 30.00 21.14 36.02 Pass
2412 11.28 17.54 30.00 21.24 36.02 Pass
IEEI|E_|_£I3_C2)%.11n- 2437 11.81 17.35 30.00 21.05 36.02 Pass
2462 12.36 17.31 30.00 21.01 36.02 Pass
2422 11.61 17.46 30.00 21.16 36.02 Pass
IEEi?&%lln 2437 11.61 17.01 30.00 20.71 36.02 Pass
2452 12.35 17.58 30.00 21.28 36.02 Pass
Note:

1. The antenna gain of 3.7 dBi less than 6dBi maxrmpermission antenna gain value based on

1 watt (30dBm) peak output power limit.
2. The maximum EIRP is calculated from max outpuw@r and antenna gain, the antenna gain providetdeby
customer, and the customer takes all the respditisbfor the accuracy of antenna gain.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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7.4 6dB Bandwidth

7.4.1 Measurement

Requirement : FCC 47 CFR Part 15 Subpart C Section 15.247 (a)(2)
RSS-247 Issue 4, Section 6.3.1
RSS-Gen Issue 5, Section 6.7

Measuring procedure :ANSI C63.10-2020 Clause 11.8.1
RSS-Gen Issue 5, Section 6.7

Limit . For direct sequence systems, the minimum 6dB batttwhall
be 500kHz.

Test procedure : Remove the antenna from the EUT and then connleet foss RF

cable from the antenna port to the spectrum analyze

Option 1:

Use the following spectrum analyzer settings:

a) Set RBW = shall be in the range of 1% to 5%hef®BW but not
less than 100 kHz.

b) Set the video bandwidth (VBW)3 x RBW.

c) Detector = Peak.

d) Trace mode = max hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission bgipigtwo
markers, one at the lowest frequency and the athidre highest
frequency of the envelope of the spectral dispagh that each
marker is at or slightly below the “-6 dB down aihpde”. If a marker
is below this “-6 dB down amplitude” value, thersitall be as close as
possible to this value.

Option 2:

The automatic bandwidth measurement capabilitynaghatrument
may be employed using the X dB bandwidth mode Xitet to 6 dB,
if the functionality described in 11.8.1 (i.e., RB¥WL00 kHz,

VBW = 3 X RBW, and peak detector with maximum hold) is

implemented by the instrumentation function.

When using this capability, care shall be takethad the bandwidth
measurement is not influenced by any

intermediate power nulls in the fundamental emis$iat might be=
6 dB.

Occupied Bandwidth
a) Set RBW = 1% to 5% of the occupied bandwidth
b) Set the video bandwidth (VBW)3 x RBW.
c) Detector = Peak.
d) Trace mode = max hold.
FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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e) Sweep = auto couple.
f) Allow the trace to stabilize.

Note: The cable loss and attenuator loss weretaffse measure
device as an amplitude offset.

Test Setup: : Refer to section 6.5.3 for details.
Test Mode: * Link mode
Test Results: Please refer to Appendix A.1 and A.2

7.4.2 Final Result

Remark: Detail test result and equipment settifey t® Appendix A.1 and A.2.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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7.5 Power Spectral Density

7.5.1 Measurement

Requirement . FCC 47 CFR Part 15 Subpart C Section 15.247 (e)
RSS-247 Issue 4, Section 6.3.1

Measuring procedure :ANSI C63.10-2020 Clause 11.10.2

Limit . For digitally modulated systems, the power specteaisity

conducted from the intentional radiator to the angeshall not

be greater than 8dBm in any 3kHz band during ang interval

of continuous transmission.

Test procedure : Remove the antenna from the EUT and then connleet foss RF

cable from the antenna port to the spectrum analyze

Use the following spectrum analyzer settings:

a) Set analyzer center frequency to DTS channel cémguency.

b) Setthe spanto 1.5 times the DTS bandwidth.

c) Setthe RBW to: 3 kHz RBW< 100 kHz.

d) Setthe VBW> 3 x RBW.

e) Detector = peak.

f)  Sweep time = auto couple.

g) Trace mode = max hold.

h) Allow trace to fully stabilize.

i) Use the peak marker function to determine the mawim
amplitude level within the RBW.

j) If measured value exceeds limit, reduce RBW (nG lgmn 3
kHz) and repeat.

Note: The cable loss and attenuator loss weretaffs® measure
device as an amplitude offset.

Test Setup: : Refer to section 6.5.3 for details.
Test Mode: : Link mode
Test Results: Please refer to Appendix A.3

7.5.2 Final Result

Remark: Detail test result and equipment settifey t® Appendix A.3

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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7.6 Conducted out of Band Emission

7.6.1 Measurement

Requirement

Measuring procedure
Limit

Test procedure

Test Setup:
Test Mode:

Test Results:

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

- FCC 47 CFR Part 15 Subpart C Section 15.247(d)

RSS-247 Issue 2, Section 6.6

:ANSI C63.10-2020 Clause 11.11

In any 100kHz bandwidth outside the frequency bandaehich
the spread spectrum intentional radiator in opegathe radio
frequency power that is produced by the intentioadiator
shall be at least 20dB below that in the 100kHzdbadth
within the band that contains the highest levehefdesired
power.

: Remove the antenna from the EUT and then connlest doss RF

cable from the antenna port to the spectrum analyze

Use the following spectrum analyzer settings:

Step 1:Measurement Procedure REF

a) Setinstrument center frequency to DTS channekecdragquency.

b) Setthe span te 1.5 times the DTS bandwidth.

c) Setthe RBW =100 kHz.

d) Setthe VBW> 3 x RBW.

e) Detector = peak.

f)  Sweep time = auto couple.

g) Trace mode = max hold.

h) Allow trace to fully stabilize.

i) Use the peak marker function to determine the mawminPSD
level.

i) Note that the channel found to contain the maximrR@D level
can be used to establish the reference level.

Step 2:Measurement Procedure OOBE

a) Set RBW =100 kHz.

b) SetVBW=> 300 kHz.

c) Detector = peak.

d) Sweep = auto couple.

e) Trace Mode = max hold.

f)  Allow trace to fully stabilize.

g) Use the peak marker function to determine the marim
amplitude level.

Note: The cable loss and attenuator loss weretaffs® measure
device as an amplitude offset.

. Refer to section 6.5.3 for details.

Link mode
Please refer to Appendix A.4
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7.6.2 Final Result

Date : 2025-12-29

Remark: Detail test result and equipment settifey t® Appendix A.4

7.7 Radiated Spurious Emissions

7.7.1 Measurement

Requirement

Measuring procedure

: FCC 47 CFR Part 15 Subpart C Section 15.205/15.209

RSS-Gen Issue 5, Section 6.13/8.9/8.10

Receiver Setup

Limit

Test procedure 1

:ANSI| C63.10-2020 Clause 11.11 & Clause 11.12
Referto 7.7.2

Referto 7.7.3

From 30 MHz to 1GHz test procedure as below:

1)

2)

3)

4)

5)

6)

The EUT was placed on the top of a rotating tabk rdeters
above the ground at a 3 meter semi-anechoic canibertable
was rotated 360 degrees to determine the posifidheohighest
radiation.
The EUT was set 3 meters away from the interfergaceiving
antenna, which was mounted on the top of a varibight
antenna tower.
The antenna height is varied from one meter to foeters above
the ground to determine the maximum value of th&lfstrength.
Both horizontal and vertical polarizations of th#emna are set to
make the measurement.
For each suspected emission, the EUT was arramgis worst
case and then the antenna was tuned to heightsifnomter to 4
meters (for the test frequency of below 30MHz, dimenna was
tuned to heights 1 meter) and the rota table take turned from
0 degrees to 360 degrees to find the maximum rgadin
The test-receiver system was set to Peak Detecttibanand
Specified Bandwidth with Maximum Hold Mode.
If the emission level of the EUT in peak mode wasiB lower
than the limit specified, then testing could beppted and the
peak values of the EUT would be reported. Otherwise
emissions that did not have 10dB margin would b&eséed one
by one using peak, quasi-peak or average methedeasfied and
then reported in a data sheet.

Above 1GHz test procedure as below:

1)

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Tel: (852) 2698 8198

Different between above is the test site, changenfiSemi-
Anechoic Chamber to fully Anechoic Chamber and geaform
table 0.8 meter to 1.5 meter (Above 18GHz the distais 1
meter and table is 1.5 meter).
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2) Test the EUT in the lowest channel, middle chantia, Highest
channel
3) The radiation measurements are performed in X, Yaxts
positioning for Transmitting mode, and found the axis
positioning which it is worse case.
Repeat above procedures until all frequencies nmedsuas complete.
Test Setup: . Refer to section 6.5 for details.
Test Result . Pass

7.7.2 Receiver Setup

Frequency RBW
0.009 MHz-0.150 MHZ 200/300 kHz
0.150 MHz -30 MHz 9/10 kHz
30 MHz-1 GHz 100/120 kHz

Above 1 GHz 1 MHz

7.7.3 Spurious Emissions Limit

Frequency (nlwzilc?rlgv?)tlsar:\]g:gr) Limit (dBuV/m ) | Remark I\Q?Sa:;ﬁ‘r:e;rr(l;r;
0.009 MHz-0.490 MHZz 2400/F(kHz) - - 300
0.490 MHz-1.705 MHZ 24000/F(kHz) - - 30
1.705 MHz-30 MHz 30 - - 30
30 MHz-88 MHz 100 40.0 Quagpieak 3
88 MHz-216 MHz 150 43.5 Quapkal 3
216 MHz-960 MHz 200 46.0 Quapkeak 3
960MHz-1GHz 500 54.0 Quapkal 3
Above 1 GHz 500 54.0 Average 3
Remark:

1. The lower limit shall apply at the transitioeduencies.
2. Emission level (dBV/m) = 20 log Emission level (uvV/m).
3. For frequencies above 1000 MHz, the field stiiefigiits are based on average detector, however,

the peak field strength of any emission shall xaeed the maximum permitted average limits,
specified above by more than 20 dB under any crmddf modulation.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Date :

2025-12-29

Radiated Emission Test Data (9 kHz ~ 30 MHz):
The amplitude of spurious emissions attenuated tinare 20 dB below the permissible value is not iregu
to be report.
Radiated Emission Test Data (30 MHz ~ 1 GHz):
Worst-Case Configuration
Horizontal
80 Level (dBuVim)
70
60
FCC PART 15C 30MHz-1GHz
50
, [
40
30
20
10
0
10
-20
30 50 100 200 500 1000
Frequency (MHz)
No Frequency | Reading Cofg;cot:on Result Limit Margin Detector
' (MHz) (dBnV) (dB) (dBpV/m) | (dBpV/m) (dB)
1 50.461 35.46 -14.19 21.27 40.00 -18.73 Pea
2 64.532 32.83 -17.79 15.04 40.00 -24.96 Pea
3 104.798 29.37 -15.67 13.70 43.50 -29.80 Pea
4 191.784 25.42 -11.82 13.60 43.50 -29.90 Pea
5 713.692 25.69 1.46 27.15 46.00 -18.8% Pea
6 912.695 25.57 451 30.08 46.00 -15.92 Pea
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Vertical

a0

Level (dBuVim)

[

60

50

40

30

20

10

0

FCC PART 15C 30MHz-1GHz

-10
-20
30 50 100 200 500 1000
Frequency (MHz)
No Frequency | Reading Cofra:gtc ;:on Result Limit Margin Detector
' (MHz) (dBuV) (dB) (dBuV/m) | (dBpV/m) (dB)
1 32.184 30.58 -6.62 23.96 40.00 -16.04 Pea
2 44.154 39.41 -12.84 26.57 40.00 -13.43 Pea
3 183.866 27.33 -12.02 15.31 43.50 -28.19 Peal
4 217.644 27.12 -10.98 16.14 46.00 -29.86 Peal
5 815.635 26.96 2.97 29.93 46.00 -16.07 Pea
6 932.141 26.60 4.45 31.05 46.00 -14.9% Pea
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Radiated Emission Test Data (Above 1GHz):

IEEE 802.11b_ Channel 1:

No. Frequency | Reading Cof;rgg;on Result Limit Margin Detector Antenna

(MHz) (dBuV) (dB/m) (dBpV/m) | (dBuV/m) (dB) Polaxis

1 4824.000 33.72 -2.07 31.65 54.00 -22.85  AverageorizdAntal
2 4824.000 44.66 -2.07 42.59 74.00 -31.41 Peak  zdotal
3 7236.000 36.19 1.30 37.49 54.00 -16.51  Average rizbiatal
4 7236.000 47.11 1.30 48.41 74.00 -25.59 Peak blatdt
5 4824.000 33.84 -2.07 31.77 54.00 -22.23  Average ertidal
6 4824.000 44.58 -2.07 42.51 74.00 -31.49 Peak io&brt
7 7236.000 36.52 1.30 37.82 54.00 -16.18  Average rticad
8 7236.000 47.69 1.30 48.99 74.00 -25.01 Peak oart

IEEE 802.11b_ Channel 6:
1 4874.000 34.93 -2.05 32.88 54.00 -21.12  Averageorizdntal
2 4874.000 46.04 -2.05 43.99 74.00 -30.01 Peak  zdotal
3 7311.000 35.24 1.31 36.55 54.00 -17.45  Average rizbiatal
4 7311.000 45.96 1.31 47.27 74.00 -26.7Y3 Peak Blotak
5 4874.000 35.14 -2.05 33.09 54.00 -20.91  Average ertidal
6 4874.000 46.16 -2.05 44.11 74.00 -29.89 Peak io&brt
7 7311.000 36.07 1.31 37.38 54.00 -16.62  Average rtidad
8 7311.000 47.94 1.31 49.25 74.00 -24.Y5 Peak oart

IEEE 802.11b_ Channel 11:
1 4924.000 34.54 -2.03 32.51 54.00 -21.49  Averageorizdntal
2 4924.000 46.12 -2.03 44.09 74.00 -29.91 Peak  zdotal
3 7386.000 34.62 1.31 35.93 54.00 -18.07  Average rizbiatal
4 7386.000 45.95 1.31 47.26 74.00 -26.Y4 Peak Blotak
5 4924.000 34.48 -2.03 32.45 54.00 -21.55  Average ertidal
6 4924.000 45.18 -2.03 43.15 74.00 -30.85 Peak io&brt
7 7386.000 34.68 1.31 35.99 54.00 -18.01  Average rtidad
8 7386.000 45.99 1.31 47.30 74.00 -26.Y0 Peak osrti

FCC ID:2BL9D-THERMALGLASSO
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Radiated Emission Test Data (Above 1GHz):

IEEE 802.11g_ Channel 1:

No. Frequency | Reading Cof;rgg;on Result Limit Margin Detector Antenna

(MHz) (dBuV) (dB/m) (dBpV/m) | (dBuV/m) (dB) Polaxis

1 4824.000 33.69 -2.07 31.62 54.00 -22.88  Averageorizdntal
2 4824.000 45.55 -2.07 43.48 74.00 -30.52 Peak  zdotal
3 7236.000 35.98 1.30 37.28 54.00 -16.Y2  Average rizbiatal
4 7236.000 46.75 1.30 48.05 74.00 -25.95 Peak blatdt
5 4824.000 34.04 -2.07 31.97 54.00 -22.03  Average ertidal
6 4824.000 44.33 -2.07 42.26 74.00 -31.74 Peak io&brt
7 7236.000 36.14 1.30 37.44 54.00 -16.56  Average rticad
8 7236.000 47.50 1.30 48.80 74.00 -25.20 Peak oart

IEEE 802.11g_ Channel 6:
1 4874.000 35.19 -2.05 33.14 54.00 -20.86  Averageorizdntal
2 4874.000 46.19 -2.05 44.14 74.00 -29.86 Peak  zdotal
3 7311.000 35.16 1.31 36.47 54.00 -17.53  Average rizbiatal
4 7311.000 46.63 1.31 47.94 74.00 -26.06 Peak Blotak
5 4874.000 35.21 -2.05 33.16 54.00 -20.84  Average ertidal
6 4874.000 47.15 -2.05 45.10 74.00 -28.90 Peak io&brt
7 7311.000 35.98 1.31 37.29 54.00 -16.Y1  Average rtidad
8 7311.000 47.82 1.31 49.13 74.00 -24.87 Peak oart

IEEE 802.11g_ Channel 11:
1 4924.000 34.37 -2.03 32.34 54.00 -21.66  Averageorizdntal
2 4924.000 45.74 -2.03 43.71 74.00 -30.29 Peak  zdotal
3 7386.000 34.84 1.31 36.15 54.00 -17.85  Average rizbiatal
4 7386.000 45.86 1.31 47.17 74.00 -26.83 Peak Blotak
5 4924.000 34.64 -2.03 32.61 54.00 -21.89  Average ertical
6 4924.000 45.89 -2.03 43.86 74.00 -30.14 Peak io&brt
7 7386.000 34.70 1.31 36.01 54.00 -17.99  Average rtidad
8 7386.000 45.55 1.31 46.86 74.00 -27.14 Peak osrti
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Radiated Emission Test Data (Above 1GHz):

IEEE 802.11n-HT20_ Channel 1:

No. Frequency | Reading Cof;rgg ;on Result Limit Margin Detector Antenr_wa

(MHz) (dBuv) (dB/m) (dBuV/m) | (dBuV/m) (dB) Polaxis

1 4824.000 33.84 -2.07 31.77 54.00 -22.23  Averageorizdntal
2 4824.000 45.36 -2.07 43.29 74.00 -30.71 Peak  zdotal
3 7236.000 35.87 1.30 37.17 54.00 -16.83  Average rizbiatal
4 7236.000 47.07 1.30 48.37 74.00 -25.63 Peak blatdt
5 4824.000 33.95 -2.07 31.88 54.00 -22.12  Average ertigal
6 4824.000 45.19 -2.07 43.12 74.00 -30.88 Peak ioAbrt
7 7236.000 36.37 1.30 37.67 54.00 -16.83  Average rtica
8 7236.000 47.69 1.30 48.99 74.00 -25.01 Peak oadrti

IEEE 802.11n-HT20_ Channel 6:
1 4874.000 35.06 -2.05 33.01 54.00 -20.99  Averageorizdntal
2 4874.000 45.99 -2.05 43.94 74.00 -30.06 Peak  zdotal
3 7311.000 35.16 1.31 36.47 54.00 -17.53  Average rizbiatal
4 7311.000 47.28 1.31 48.59 74.00 -25.41 Peak biatdt
5 4874.000 35.31 -2.05 33.26 54.00 -20.Y4  Average ertigal
6 4874.000 47.54 -2.05 45.49 74.00 -28.51 Peak ioAbrt
7 7311.000 35.72 1.31 37.03 54.00 -16.97  Average rtica
8 7311.000 46.78 1.31 48.09 74.00 -25.91 Peak Oédrti

IEEE 802.11n-HT20_ Channel 11:
1 4924.000 34.45 -2.03 32.42 54.00 -21.58  Averageorizdntal
2 4924.000 45.21 -2.03 43.18 74.00 -30.82 Peak  zdotal
3 7386.000 35.37 1.31 36.68 54.00 -17.82  Average rizbiatal
4 7386.000 45.80 1.31 47.11 74.00 -26.89 Peak blatdt
5 4924.000 34.70 -2.03 32.67 54.00 -21.83  Average ertidal
6 4924.000 45.55 -2.03 43.52 74.00 -30.48 Peak ioAbrt
7 7386.000 36.33 1.31 37.64 54.00 -16.86  Average rticad
8 7386.000 45.94 1.31 47.25 74.00 -26.Y5 Peak Oérti
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Radiated Emission Test Data (Above 1GHz):

IEEE 802.11n-HT40_ Channel 3:

o | o | o | oo || S| oy | "oy | ot |
1 4844.000 33.68 -2.06 31.62 54.00 -22.88  Averageorizdntal
2 4844.000 44.32 -2.06 42.26 74.00 -31.74 Peak  zdotal
3 7266.000 35.86 1.31 37.17 54.00 -16.83  Average rizbiatal
4 7266.000 47.87 1.31 49.18 74.00 -24.82 Peak biatdt
5 4844.000 33.94 -2.06 31.88 54.00 -22.12  Average ertidal
6 4844.000 45.31 -2.06 43.25 74.00 -30.Y5 Peak ioAbrt
7 7266.000 35.95 1.31 37.26 54.00 -16.Y4  Average rticae
8 7266.000 47.11 1.31 48.42 74.00 -25.58 Peak Oédrti

IEEE 802.11n-HT40_ Channel 6:

1 4874.000 46.46 -2.05 44.41 74.00 -29.59 Peak  zdotal
2 4904.000 34.49 -2.04 32.45 54.00 -21.55  Averageorizdntal
3 7311.000 46.47 1.31 47.78 74.00 -26.p2 Peak biatdt

4 7356.000 34.65 1.31 35.96 54.00 -18.04  Average rizbiatal
5 4874.000 35.31 -2.05 33.26 54.00 -20.Y4  Average ertidal
6 4874.000 46.05 -2.05 44.00 74.00 -30.00 Peak ioAbrt
7 7311.000 35.26 1.31 36.57 54.00 -17.43  Average rticae
8 7311.000 46.34 1.31 47.65 74.00 -26.85 Peak Oédrti

IEEE 802.11n-HT40_ Channel 9:

1 4904.000 34.49 -2.04 32.45 54.00 -21.55  Averageorizdntal
2 4904.000 45.17 -2.04 43.13 74.00 -30.87 Peak  zdotal
3 7356.000 34.65 1.31 35.96 54.00 -18.04  Average rizbiatal

4 7356.000 46.38 1.31 47.69 74.00 -26.81 Peak blatdt
5 4904.000 34.57 -2.04 32.53 54.00 -21.47  Average ertical
6 4904.000 45.05 -2.04 43.01 74.00 -30.99 Peak ioAbrt
7 7356.000 34.81 1.31 36.12 54.00 -17.88  Average rtidad
8 7356.000 45.86 1.31 47.17 74.00 -26.83 Peak Oédrti

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Page 30 of 94

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198  Fax: (852) 2695 4177  E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. . A20043332(6) Date : 2025-12-29

Remark:

1. Correct Factor = Antenna Factor + Cable Loss - AfieplGain, the value was added to Original Receive
Reading by the software automatically.

2. Result = Reading + Correct Factor.

3. Margin = Result — Limit
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Report No. . A20043332(6) Date : 2025-12-29

7.8Band Edge Measurements (Radiated)

7.8.1 Measurement

Requirement : FCC 47 CFR Part 15 Subpart C Section 15.205/15.209
RSS-247 Issue 4, Section 6.6

Measuring procedure :ANSI C63.10-2020 Clause 11.12

Limit Referto 7.8.2

Test procedure - Radiated band edge measurements at 2390 MHz ai3d=2KiBiz were

made with the unit transmitting in the low end lné thannel range and
the high end closest to the restricted bands réspgc The
emissions were made on the 966 Semi-Chamber. gsel(tion
bandwidth (RBW) = 1 MHz, video bandwidth (VBW) =\&Hz for

peak levels and RBW = 1 MHz and VBW = 10 Hz or fdiraverage
levels).

1. Use radiated spurious emission test procedweritbed in clause
5.10. The transmitter output (antenna port) wasieoted to the test
receiver.

2. Set the PK and AV limit line.

3. Record the fundamental emission and emissiohefdabe band-

edge.

4. Determine band-edge compliance as required.
Test Setup: . Refer to section 6.5 for details.
Test Result *  Pass

7.8.2 Limit

Frequency |Limit (dBuV/m @3m) Remark

30 MHz-88 MHz 40.0 Quasi-peak Value
88 MHz-216 MHz 43.5 Quasi-peak Vallie
216 MHz-960 MHz 46.0 Quasi-peak Valfie

960 MHz-1 GHz 54.0 Quasi-peak Vajue

54.0 Average Valusg
Above 1 GHz 74.0 Peak Value
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Report No. A20043332(6) Date : 2025-12-29

7.8.3 Final Result

IEEE 802.11b:

Test Channel: | Lowest Channel | Ant. Polar. : Horizontal

120 Level (dBuVim)

110

100

a0

80

70

60

50

40

sl

30

20
2310

2320

2350

Frequency (MHz)

2430

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2384.309

50.90

74.00

2390.000

49.03

74.00

37.54

54.00

Pass
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Date :

2025-12-29

Test Channel: |

Lowest Channel

Ant. Polar. :

Vertical

120 Level (dBuVim)

110

100

a0

80

70

60

50

40

30

(T

sl

20
2310 2320

2350

Frequency (MHz)

2430

Frequency Peak level

Peak Limit

(MH2)

(dBuv/m)

(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2374.930

50.41

74.00

Pass

2390.000

49.56

74.00

37.54

54.00

Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Horizontal

120

Level (dBuWim)

110

100

a0

80

FCC PART 15C Band edge-Peak

70
60
50
40 1
30
20
2430 2450 2500
Frequency (MHz)
Frequency Peak level Peak Limit AV level AV Limit Conclusion
(MHz) (dBpVv/m) (dBpV/m) (dBpV/m) (dBpVv/m)
2483.500 50.75 74.00 37.27 54.00
2489.900 51.38 74.00 -~ - Pass
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Date :

2025-12-29

Test Channel: |  Highest Channel |

Ant. Polar. :

Vertical

120 Level (dBuWim)

110

100

a0

80

70

60

50

40

30

FCC PART 15C Band edge-Peak

]

20
2430 2450

Frequency (MHz)

2500

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2483.500

50.85

74.00

37.79

54.00

Pass

2490.321

50.97

74.00

Pass
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TESTING

Report No.

IEEE 802.11¢:

A20043332(6)

TEST REPORT

Date :

2025-12-29

Test Channel:

Lowest Channel

Ant. Polar. :

Horizontal

120 Level (dBuVim})

110

100

a0

a0

70

60

50

40

30

| S

20
2310 2320

2350

Frequency (MHz)

2430

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2390.000

51.77

74.00

38.51

54.00

Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Lowest Channel

Ant. Polar. :

Vertical

120 Level (dBuVim})

110

100

ao

a0

70

60

50

40

30

[ =

20
2310 2320

2350

Frequency (MHz)

2430

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2390.000

53.21

74.00

39.38

54.00

Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Horizontal

120

Level (dBuWim)

110

100

a0

80

70

60

50

40

30

20

FCC PART 15C Band edge-Peak

!

2430

2450

Frequency (MHz)

2500

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2483.500

49.76

74.00

37.27

54.00

Pass

2489.760

51.20

74.00

Pass
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Date :

2025-12-29

Test Channel: |  Highest Channel |

Ant. Polar. :

Vertical

120 Level (dBuWim)

110

100

a0

80

70

60

50

40

30

FCC PART 15C Band edge-Peak

]

20
2430 2450

Frequency (MHz)

2500

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2483.500

52.82

74.00

37.79

54.00

Pass

2483.728

54.05

74.00

Pass
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IEEE 802.11n-HT20:

Date :

2025-12-29

Test Channel:

| Lowest Channel

Ant. Polar. :

Horizontal

120 Level (dBuVim})

110

100

ao

a0

70

60

50

40

30

| PN

20
2310 2320

2350

Frequency (MHz)

2430

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2390.000

56.10

74.00

38.51

54.00

Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Lowest Channel

Ant. Polar. :

Vertical

120 Level (dBuVim})

110

100

ao

a0

70

60

50

40

30

[ =

20
2310 2320

2350

Frequency (MHz)

2430

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2390.000

67.95

74.00

39.38

54.00

Pass
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TESTING

Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Horizontal

120

Level (dBuWim)

110

100

a0

80

FCC PART 15C Band edge-Peak

70

60

50

40 1

30

20

2430 2450 2500
Frequency (MHz)
Frequency Peak level Peak Limit AV level AV Limit Conclusion
(MHz) (dBpVv/m) (dBpV/m) (dBpV/m) (dBpVv/m)

2483.500 50.23 74.00 37.27 54.00 Pass
2485.832 50.68 74.00 -~ - Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Vertical

120 Level (dBuVim)

110

100

ao

a0

70

60

50

40

30

20

FCC PART 15C Band edge-Peak

]

2430

2450

Frequency (MHz)

2500

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2483.500

53.35

74.00

37.79

54.00

Pass

2484.148

55.31

74.00

Pass
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IEEE 802.11n-HT40:

TEST REPORT

A20043332(6)

Date :

2025-12-29

:Test Channel:

Lowest Channel

Ant. Polar. :

Horizontal

120

110

100

a0

a0

70

60

50

40

30

Level (dBuVim})

[ =y

20
2310 2320

2350

Frequency (MHz)

2450

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2390.000

62.99

74.00

38.04

54.00

Pass
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Report No.

TEST REPORT

A20043332(6)

Date :

2025-12-29

Test Channel:

| Lowest Channel

Ant. Polar. :

Vertical

120 Level (dBuVim})

110

100

ao

a0

70

60

50

40

30

Pt

[ Y

20
2310 2320

2350

Frequency (MHz)

2450

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2390.000

55.98

74.00

38.51

54.00

Pass
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Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Horizontal

Level (dBuVim})

120

110

100

a0

a0

70

60

50

40

30

FCC PART 15C Band edge-Peak

]

20
2430

2450

Frequency (MHz)

2500

Frequency
(MHz)

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuv/m)

Conclusion

2483.500

50.39

74.00

37.27

54.00

Pass

2490.461

51.61

74.00

Pass
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Date :

2025-12-29

Test Channel:

| Highest Channel

Ant. Polar. :

Vertical

120

Level (dBuVim)

110

100

ao

a0

70

60

50

40

30

20

FCC PART 15C Band edge-Peak

!

2430

2450

Frequency (MHz)

2500

(MHz)

Frequency

Peak level
(dBuv/m)

Peak Limit
(dBuv/m)

AV level
(dBuv/m)

AV Limit
(dBuV/m)

Conclusion

2483.500

53.72

74.00

40.42

54.00

Pass
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7.9 Conducted Emission

7.9.1 Measurement

Requirement : 47 CFR Part 15C Section 15.207
RSS-Gen Issue 5, Section 8.8

Measuring procedure :ANSI C63.10-2020 Section 6.2

Limit Refer to 7.9.2

Test procedure : Test frequency range :150KHz-30MHz

1) The mains terminal disturbance voltage test was conducted in a
shielded room.

2) The EUT was connected to AC power source through a LISN 1
(Line Impedance Stabilization Network) which provides a
50Q/50uH + 5Q linear impedance. The power cables of all other
units of the EUT were connected to a second LISN 2, which was
bonded to the ground reference plane in the same way as the LISN
1 for the unit being measured. A multiple socket outlet strip was
used to connect multiple power cables to a single LISN provided
the rating of the LISN was not exceeded.

3) The tabletop EUT was placed upon a non-metallic table 0.8m
above the ground reference plane. And for floor-standing
arrangement, the EUT was placed on the horizontal ground
reference plane,

4) The test was performed with a vertical ground reference plane. The
rear of the EUT shall be 0.4 m from the vertical ground reference
plane. The vertical ground reference plane was bonded to the
horizontal ground reference plane. The LISN 1 was placed 0.8 m
from the boundary of the unit under test and bonded to a ground
reference plane for LISNs mounted on top of the ground reference
plane. This distance was between the closest points of the LISN 1
and the EUT. All other units of the EUT and associated equipment
was at least 0.8 m from the LISN 2.

5) In order to find the maximum emission, the relagesitions of
equipment and all of the interface cables mustiaaged
according to ANSI C63.10 on conducted measurement.

Test Setup: . Refer to section 6.5.2 for details.
Test Result : Pass

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Page 49 of 94

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198  Fax: (852) 2695 4177  E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. . A20043332(6) Date : 2025-12-29
7.9.2 Limit
Frequency range Limits (dB(pV)
(MHz) Quasi-peak | Average
0,15 to 0,50 66 to 56 56 to 46

0,50to 5 56 46

5to0 30 60 50
Remark:
1. The lower limit shall apply at the transitioeduencies.
2. The limit decreases linearly with the logaritbfithe frequency in the range 0.15 to 0.50
MHz.
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7.9.3 Final Result

The worst measurement datas follows:

Quasi Peak and Average:
Mode: Wi-Fi Link

Date :

2025-12-29

Live Line

200 dBw

FCC Part15C CE-Class B_QP

Lk
: Correction - .
No. Frequency | Reading o Result Limit Margin Detector
(MHz) (dBpV) (@B) (dBpv) | (dBpV) (dB)
1 0.1770 29.05 9.78 38.83 64.63 -25.80 QP
2 0.1770 13.06 9.78 22.84 54.63 -31.79 AVG
3 0.1949 27.00 9.80 36.80 63.83 -27.03 QP
4 0.1949 12.89 9.80 22.69 53.83 -31.14 AVG
5 0.2084 27.00 9.80 36.80 63.27 -26.47 QP
6 0.2084 11.99 9.80 21.79 53.27 -31.48 AVG
7 0.2354 24.75 9.77 34.52 62.26 -27.74 QP
8 0.2354 12.38 9.77 22.15 52.26 -30.11 AVG
9 0.6045 27.12 9.79 36.91 56.00 -19.09 QP
10 0.6045 17.64 9.79 27.43 46.00 -18.57 AVG
11 0.6314 21.21 9.79 31.00 56.00 -25.00 QP
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12 0.6314 12.32 9.79 22.11 46.00 -23.89 AVG
Neutral Line
/\ﬁ 7 y
20 /\/\f o
: Correction - :
NoO Frequency | Reading [— Result Limit Margin Detector
' (MHz) (dBpuV) (dB) (dBnV) (dBpuV) (dB)
1 0.1724 28.76 9.80 38.56 64.84 -26.28 QP
2 0.1724 14.18 9.80 23.98 54.84 -30.86 AVG
3 0.2040 28.01 9.76 37.77 63.45 -25.68 QP
4 0.2040 13.33 9.76 23.09 53.45 -30.36 AVG
5 0.2220 26.02 9.77 35.79 62.74 -26.95 QP
6 0.2220 11.62 9.77 21.39 52.74 -31.35 AVG
7 0.2625 24.12 9.78 33.90 61.35 -27.45 QP
8 0.2625 12.70 9.78 22.48 51.35 -28.87 AVG
9 0.5730 19.50 9.75 29.25 56.00 -26.75 QP
10 0.5730 8.14 9.75 17.89 46.00 -28.11 AVG
11 0.6045 24.75 9.74 34.49 56.00 -21.51 QP
12 0.6045 17.51 9.74 27.25 46.00 -18.75 AVG
Remark:

1. Correct Factor = LISN Factor + Cable Loss + Pulseiter Factor, the value was added to Original
Receiver Reading by the software automatically.
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2. Result = Reading + Correct Factor.

3. Margin = Result - Limit

4. An initial pre-scan was performed on the Phasereudral lines with peak detector. Quasi-Peak
and Average measurement were performed at thedneigs with maximized peak emission were
detected.

7.10 Antenna Requirement

Requirement : 15.203 requirement:
An intentional radiator shall be designed to enslia¢ no
antenna other than that furnished by the respanpioity shall
be used with the device. The use of a permanetitigleed
antenna or of an antenna that uses a unique cguplithe
intentional radiator, the manufacturer may designttnit so that
a broken antenna can be replaced by the usehéuist of a
standard antenna jack or electrical connectordhipited.

15.247(b) (4) requirement:

The conducted output power limit specified in paaaty (b) of
this section is based on the use of antennas wéhtnal gains
that do not exceed 6 dBi. Except as shown in papdg(c) of
this section, if transmitting antennas of direcéibgain greater
than 6 dBi are used, the conducted output powen fhe
intentional radiator shall be reduced below th&estaalues in
paragraphs (b)(1), (b)(2), and (b)(3) of this smttias
appropriate, by the amount in dB that the direciaain of the
antenna exceeds 6 dBi.

RSS-Gen Issue 5, Section 6.8 requirement:
According to RSS-Gen Issue 5, section 6.8, a tréatesncan
only be sold or operated with antennas with whickas
certified. A transmitter may be certified with mple antenna
types. An antenna type comprises antennas havimtasin-
band and out-of-band radiation patterns.

EUT Antenna : Antenna in the interior of the equipment and nosideration of
replacement. The gain of the antenna is 3.7 dBi.

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Page 53 of 94

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198  Fax: (852) 2695 4177  E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. . A20043332(6) Date : 2025-12-29

8.0 External photo, Internal Photo and Test configtation Photo

The External Photo, Internal Photo and Test Condiion Photo associated with this report for trstete
product are saved in separated pdf file listedhéenfollowing

File content File name

External Photo 2BLO9D-THERMALGLASSO External photdtp

Internal Photo 2BL9D-THERMALGLASSO Internal photdfp

Test Configuration Photo 2BL9D-THERMALGLASSO Testigp photo (FCC PART 15C).pdf
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Appendix A

Appendix A.1: 6dB Bandwidth

Test Result
Test Mode Antenna Frequency [MHz] DTS BW [MHz] Limit [MHz] Verdict
11B Antl 2412 8.556 0.5 PASS
11B Antl 2437 8.070 0.5 PASS
11B Antl 2462 8.562 0.5 PASS
11G Antl 2412 7.987 0.5 PASS
11G Antl 2437 7.680 0.5 PASS
11G Antl 2462 8.071 0.5 PASS
11N20SISO Antl 2412 17.31 0.5 PASS
11N20SISO Antl 2437 15.83 0.5 PASS
11N20SISO Antl 2462 13.88 0.5 PASS
11N40SISO Antl 2422 35.08 0.5 PASS
11N40SISO Antl 2437 33.82 0.5 PASS
11N40SISO Antl 2452 36.01 0.5 PASS
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Test Graphs

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO  |09:51:15 AMOct 14, 2025

Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.411 GHz

Ref Offset 11.86 dB

Ref 30.000BM 1.2634 dBm

Span 40 MHz
#VBW 300 kHz Sweep 3.867 ms|

Occupied Bandwidth Total Power 16.9 dBm
14.015 MHz

Transmit Freq Error -22.622 kHz OBW Power 99.00 %

x dB Bandwidth 8.556 MHz x dB -6.00 dB

MSG STATUS

11B-Ant1-2412-PASS

Agilent Spectrum Analyzer - Occupied BW.

509 DC | | [SENSEPULSE|SOURCE OFF ALIGN AUTO 09:58:36 AM Oct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain;Low #Atten: 40 dB Radio Device:BTS

Mkr1 2.43752 GHz

Ref Offset 11.88 dB

Ref 30.00 dBm 10.319 dBm

Center 2437 GHz Span 40 MHz

#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms CRSter

4.000000 MHz
uto Man

Occupied Bandwidth Total Power 25.5 dBm

13.696 MHz reqortse
Transmit Freq Error -202.19 kHz OBW Power 99.00 % 0Hz
x dB Bandwidth 8.070 MHz x dB -5.00 dB

MSG STATUS

11B-Ant1-2437-PASS
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Agilent Spectrum Analyzer - Occupied BW

s00 o | [ [SENSE:PULSE[SOURCE OFF

ALIGN AUTO 10:05:22 M Oct 14, 2025

Center Freq 2.462000000 GHz

#IFGain:Low

—»— Trig:Free Run
#Atten: 40 dB

Ref Offset 11.93 dB
Ref 30.00 dBm

#VBW 300 kHz

Total Power

Center Freq: 2.462000000 GHz
Avg|Hold: 100100

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.46352 GHz
10.099 dBm

Span 40 MHz
Sweep 3.867 ms|

25.7 dBm

Occupied Bandwidth

13.832 MHz
114.55 kHz OBW Power
8.562 MHz x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

MSG STATUS

11B-Ant1-2462-PASS

Agilent Spectrum Analyzer - Occupied BW
Center Freq 2.412000000 GHz

——
#IFGain:Low

[ | SEMNSE:PULSE| SOURCE OFF AUIGHAUTO  |10:12:30 M Oct 14, 2025
Center Freq: 2.412000000 GHz Radio Std: None
Trig: Free Run Avg|Hold: 100/100
#Atten: 40 dB

Frequency

Radio Device: BTS

Mkr1 2.41264 GHz

Ref Offset 11.86 dB 8.3765 dBm

Ref 30.00 dBm

Span 40 MHz

Sweep 3.867 ms| CF Step

4.,000000 MHz
Auto Man

#Res BW 100 kHz #VBW 300 kHz

Total Power 24.4 dBm

Occupied Bandwidth
13.873 MHz
-42.113 kHz OBW Power
7.987 MHz x dB

Freq Offset.
99.00 % OkH

-6.00 dB

Transmit Freq Error
x dB Bandwidth

MSG STATUS

11G-Antl1-2412-PASS
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Agilent Spectrum Analyzer - Occupied BW

S0 o | [ [SENSE:PULSE[SOURCE OFF

ALIGN AUTO 10:16:14 AMOct 14, 2025

Center Freq 2.437000000 GHz

#IFGain:Low

—»— Trig:Free Run
#Atten: 40 dB

Ref Offset 11.88 dB
Ref 30.00 dBm

#VBW 300 kHz

Total Power

Center Freq: 2.437000000 GHz
Avg|Hold: 100100

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.4372 GHZ
8.1957 dBm

Span 40 MHz
Sweep 3.867 ms|

24.4 dBm

Occupied Bandwidth
13.448 MHz
-177.98 kHz OBW Power
7.680 MHz x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

MSG STATUS

11G-Antl1-2437-PASS

Agilent Spectrum Analyzer - Occupied BW
Center Freq 2.462000000 GHz

——
#IFGain:Low

[ | SEMNSE:PULSE| SOURCE OFF AUIGHAUTO  |10:23:02 AMOct 14, 2025
Center Freq: 2.462000000 GHz Radio Std: None
Trig: Free Run Avg|Hold: 100/100
#Atten: 40 dB

Frequency

Radio Device: BTS

Mkr1 2.46244 GHz

Ref Offset 11.93 dB 7.4394 dBm

Ref 30.00 dBm

Span 40 MHz

Sweep 3.867 ms| CF Step

4.,000000 MHz
Auto Man

#Res BW 100 kHz #VBW 300 kHz

Total Power 23.8 dBm

Occupied Bandwidth

13.409 MHz
94.412 kHz OBW Power
8.071 MHz x dB

Freq Offset.
99.00 % OkH

-6.00 dB

Transmit Freq Error
x dB Bandwidth

MSG STATUS

11G-Antl1-2462-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Page 58 of 94

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198  Fax: (852) 2695 4177  E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. . A20043332(6) Date : 2025-12-29

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:30:13AMOct 14, 2025

Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.40576 GHz

Ref Offset 11.86 dB

Ref 30.000BM 4.9658 dBm

Span 40 MHz
#VBW 300 kHz Sweep 3.867 ms|

Occupied Bandwidth Total Power 22.1 dBm
17.773 MHz

Transmit Freq Error 1.133 kHz OBW Power 99.00 %

x dB Bandwidth 17.31 MHz x dB -6.00 dB

MSG STATUS

11N20SISO-Ant1-2412-PASS

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:34:38 AMOct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.432 GHz

Ref Offset 11.88 dB
Ref 30.00 dBm

Span 40 MHz

+ CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms| 4,000000 MHz

Occupied Bandwidth Total Power 21.9 dBm S e
17.639 MHz Freq Offset

Transmit Freq Error -33.593 kHz OBW Power 99.00 % Wik
x dB Bandwidth 15.83 MHz x dB -6.00 dB

MSG STATUS

11N20SISO-Ant1-2437-PASS
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Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:38:45 AMOct 14, 2025

Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.46076 GHz

Ref Offset 11.93 dB

Ref 30.00dBM 5.6694 dBm

Span 40 MHz
#VBW 300 kHz Sweep 3.867 ms|

Occupied Bandwidth Total Power 21.7 dBm
17.614 MHz

Transmit Freq Error 11.822 kHz OBW Power 99.00 %

x dB Bandwidth 13.88 MHz x dB -6.00 dB

MSG STATUS

11N20SISO-Ant1-2462-PASS

Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:43:39 AMOct 14, 2025

Center Freq 2.422000000 GHz Center Freq: 2.422000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.433628 GHz

Ref Offset 11.86 dB
Ref 30.00 dBm

Span 80 MHz

+ CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| 8,000000 MHz

Occupied Bandwidth Total Power 23.3 dBm S e
36.089 MHz Freq Offset

Transmit Freq Error 36.154 kHz OBW Power 99.00 % Wik
x dB Bandwidth 35.08 MHz x dB -6.00 dB

MSG STATUS

11N40SISO-Ant1-2422-PASS
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Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:50:29 AMOct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.43324 GHz

Ref Offset 11.88 dB

Ref 30.00¢BWM 2.2034 dBm

Span 80 MHz
#VBW 300 kHz Sweep 7.667 ms|

Occupied Bandwidth Total Power 21.8 dBm
35.999 MHz

Transmit Freq Error 30.143 kHz OBW Power 99.00 %

x dB Bandwidth 33.82 MHz x dB -6.00 dB

MSG STATUS

11N40SISO-Ant1-2437-PASS

Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:59:56 AMOct 14, 2025

Center Freq 2.452000000 GHz Center Freq: 2.452000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 21.457104 GHz

Ref Offset 11.88 dB
Ref 30.00 dBm

Span 80 MHz

+ CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms| 8,000000 MHz

Occupied Bandwidth Total Power 22.2 dBm S e
36.212 MHz Freq Offset

Transmit Freq Error -32.155 kHz OBW Power 99.00 % Wik
x dB Bandwidth 36.01 MHz x dB -6.00 dB

MSG STATUS

11N40SISO-Ant1-2452-PASS
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Appendix A.2: 99% Bandwidth

Test Result
T Channel Frequency
est Mode Antenna [MHZ] OCB [MHZz] FL [MHZz] FH [MHZz]
11B Antl 2412 14.192 2404.8585 2419.0505
11B Antl 2437 13.796 2429.9193 2443.7153
11B Antl 2462 13.825 2455.2024 2469.0274
11G Antl 2412 13.926 2405.0107 2418.9367
11G Antl 2437 13.555 2430.0412 2443.5962
11G Antl 2462 13.342 2455.4575 2468.7995
11N20SISO Antl 2412 18.279 2402.8661 2421.1451
11N20SISO Antl 2437 17.964 2427.9231 2445.8871
11N20SISO Antl 2462 17.853 2453.1157 2470.9687
11N40SISO Antl 2422 36.324 2403.8768 2440.2008
11N40SISO Antl 2437 36.161 2418.9890 2455.1500
11N40SISO Antl 2452 36.497 2433.6619 2470.1589
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Test Graphs

2025-12-29

11B-Ant1-2412

Agilent Spectrum Analyzer - Occupied BW.

509 DC | | [SENSEPULSE|SOURCE OFF ALIGN AUTO 09:58:43 AM Oct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None
oy~ Trig:Free Run Avg|Hold: 100/100
#IFGain:Low #iAtten: 40 dB Radio Device: BTS

Mkr1 2.43652 GHZ
Rof 30,00 dBm_ 10.630 dBm

Center 2437 GHz
#Res BW 430 kHz #/BW 1.3 MHz

Occupied Bandwidth Total Power 21.4 dBm
13.796 MHz

Transmit Freq Error -182.68 kHz OBW Power 99.00 %
x dB Bandwidth 18.28 MHz x dB -26.00 dB

MSG STATUS

Frequency

CF Step
4.000000 MHz
Man

Freq Offset
0Hz

11B-Ant1-2437

Agilent Spectrum Analyzer - Occupied BW.

509 DC | | [SENSEPULSE|SOURCE OFF ALIGN AUTO 10:05:29 AM Oct 14, 2025

Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: None
oy~ Trig:Free Run Avg|Hold: 100/100
#IFGain:Low #iAtten: 40 dB Radio Device: BTS

Mkr1 2.46252 GHZ
Rof 30,00 dBm_ 11.011 dBm

Center 2462 GHz
#Res BW 430 kHz #/BW 1.3 MHz

Occupied Bandwidth Total Power

13.825 MHz
Transmit Freq Error 114.87 kHz OBW Power 99.00 %
x dB Bandwidth 18.25 MHz x dB -26.00 dB

MSG STATUS

Frequency

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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2025-12-29

11B-Ant1-2462

Agilent Spectrum Analyzer - Occupied BW

s00 o | [ [SENSE:PULSE[SOURCE OFF

ALIGN AUTO

10:12:38 AM Oct 14, 2025

Center Freq 2.412000000 GHz

#IFGain:Low

—»— Trig:Free Run
#Atten: 40 dB

Ref Offset 11.86 dB
Ref 30.00 dBm

#VBW 1.3 MHz

Total Power

Occupied Bandwidth
13.926 MHz
-26.260 kHz
18.10 MHz x dB

Transmit Freq Error OBW Power

x dB Bandwidth

Center Freq: 2.412000000 GHz
Avg|Hold: 100100

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.4122 GHZ|
12.148 dBm

99.00 %
-26.00 dB

11G-Ant1-2412

Agilent Spectrum Analyzer - Occupied BW.

S0 oC ] || seuoePULe SoURCE OFF

ALIGNAUTO

10:16:20 AMOct 14, 2025

Center Freq 2.437000000 GHz

#IFGain:Low

oy~ Trig:Free Run
#iAtten: 40 dB

Ref Offset 11.88 dB
Ref 30.00 dBm

Center 2437 GHz

#Res BW 430 kHz #/BW 1.3 MHz

Occupied Bandwidth Total Power

13.555 MHz
-181.27 kHz OBW Power
17.78 MHz x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.437000000 GHz
Avg|Hold: 1001100

Radio Std: None Frequency

Radio Device: BTS

Mkr1 2.43624 GHz
12.215 dBm

CF Step
4.000000 MHz

22.9 dBm Man

Freq Offset
99.00 % gz
-26.00 dB

STATUS

11G-Ant1-2437

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:23:09 AMOct 14, 2025

Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.46168 GHz

Ref Offset 11.93 dB

Ref 30.00 dBm R 11.129 dBm

#VBW 1.3 MHz

Occupied Bandwidth Total Power

13.342 MHz
Transmit Freq Error 128.46 kHz OBW Power 99.00 %
x dB Bandwidth 17.78 MHz x dB -26.00 dB

11G-Ant1-2462

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:30:20 AMOct 14, 2025

Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.41132 GHz

Ref Offset 11.86 dB

Ref 30.000BWM 8.3012 dBm

+ CF Step
Res BW 430 kHz #VBW 1.3 MHz 4.000000 MHz.

Occupled Bandwidth Total Power 21.6 dBm Man
18.279 MHz —

Transmit Freq Error 5.571 kHz OBW Power 99.00 % Wik
x dB Bandwidth 25.76 MHz x dB -26.00 dB

MSG STATUS

11N20SISO-Ant1-2412

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1

Page 65 of 94

CMA Industrial Development Foundation Limited
Room 1302, Yan Hing Centre, 9-13 Wong Chuk Yeung St-o Tan, Shatin, N.T., Hong Kong.
Tel: (852) 2698 8198  Fax: (852) 2695 4177  E-maiinfo@cmatesting.oriVeb Site: http://www.cmatesting.org




TESTING
TEST REPORT

Report No. . A20043332(6) Date : 2025-12-29

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:34:46 AMOct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.43636 GHz

Ref Offset 11.88 dB

Ref 30.000BM 8.7032 dBm

#VBW 1.3 MHz

Occupied Bandwidth Total Power

17.964 MHz
Transmit Freq Error -94.944 kHz OBW Power 99.00 %
x dB Bandwidth 23.13 MHz x dB -26.00 dB

MSG STATUS

11N20SISO-Ant1-2437

Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:38:52 AMOct 14, 2025

Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

MK 2,46136 GHZ
Ref 3000 dBm 8.1553 dBm

+ CF Step
Res BW 430 kHz #VBW 1.3 MHz 4.000000 MHz.

Occupled Bandwidth Total Power 21.4 dBm Man
17.853 MHz —

Transmit Freq Error 42.219 kHz OBW Power 99.00 % Wik
x dB Bandwidth 22.86 MHz x dB -26.00 dB

MSG STATUS

11N20SISO-Ant1-2462

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Occupied BW.
S0¢ DC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:43:46 AMOct 14, 2025

Center Freq 2.422000000 GHz Center Freq: 2.422000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

Mkr1 2.42688 GHz

Ref Offset 11.86 dB

Ref 30.00¢BM 9.4564 dBm

#VBW 2.7 MHz

Occupied Bandwidth Total Power

36.324 MHz
Transmit Freq Error 38.812 kHz OBW Power 99.00 %
x dB Bandwidth 41.41 MHz x dB -26.00 dB

MSG STATUS

11N40SISO-Ant1-2422

Agilent Spectrum Analyzer - Occupied BW.
S0¢ OC | | | SENSE:PULSE[SOURCE OFF ALIGNAUTO | 10:50:36 AMOct 14, 2025

Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

==
#IFGain:Low #Atten: 40 dB Radio Device: BTS

MK 2,43164 GHZ
Refsoo0dBm 8.3474 dBm

+ CF Step
Res BW 820 kHz #VBW 2.7 MHz 8.000000 MHz.

Occupled Bandwidth Total Power 21.7 dBm Man
36.161 MHz —

Transmit Freq Error 69.535 kHz OBW Power 99.00 % Wik
x dB Bandwidth 41.34 MHz x dB -26.00 dB

MSG STATUS

11N40SISO-Ant1-2437

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer

o RL__ [ RF soe oc [
Center Freq 2.45

Ref Offset 11.88 dB
Ref 30.00 dBm

Occupied Bandwidth

Transmit Freq
x dB Bandwidt|

A20043332(6)

TEST REPORT

Date :

- Occupied BW.
[ | SEMNSE:PULSE| SOURCE OFF ALIGH AUTO
Center Freq: 2.452000000 GHz

Avg|Hold: 100100

11:00:03 AM Oct 14, 2025
Radio Std: None

2000000 GHz

#IFGain:Low

—»— Trig:Free Run

#Atten: 40 dB Radio Device: BTS

Mkr1 2.45512 GHz
7.8019 dBm

#VBW 2.7 MHz

Total Power

36.497 MHz

-89.565 kHz
41.84 MHz

OBW Power
x dB

Error
h

99.00 %
-26.00 dB

STATUS

Frequency

2025-12-29

11N40SISO-Ant1-2452

FCC ID:2BL9D-THERMALGLASSO

IC: 34837-TGEXPLORER1
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Appendix A.3: Maximum power spectral density

Test Result
Test Mode Antenna Frequency [MHz] Result [dBm/3-100kHz] Limit [dBm/3kHz] Verdict
11B Antl 2412 -2.48 <8.00 PASS
11B Antl 2437 -3.48 <8.00 PASS
11B Antl 2462 -2.23 <8.00 PASS
11G Antl 2412 -2.12 <8.00 PASS
11G Antl 2437 -2.87 <8.00 PASS
11G Antl 2462 -3.10 <8.00 PASS
11N20SISO Antl 2412 -8.30 <8.00 PASS
11N20SISO Antl 2437 -8.14 <8.00 PASS
11N20SISO Antl 2462 -8.20 <8.00 PASS
11N40SISO Antl 2422 -11.91 <8.00 PASS
11N40SISO Antl 2437 -11.81 <8.00 PASS
11N40SISO Antl 2452 -11.94 <8.00 PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Test Graphs

Center Freq 2.412000000 GHz
PNO: Fast —#+—
IFGain:Low HAtten:
Ref Offset 11.86 dB
Ref 20.00 dBm

Center 2.412000 GHz
#Res BW 3.0 kHz

#VBW 10 kHz

Agilent Spectrum Analyzer - Swept SA
ey | CEMSEPULEE]

Trig: Free Run

Mkr1 2.412 924 3 GHz

Date : 2025-12-29

SOURCE OFF ALTGN AUTO
#Avyg Type: RMS
Avg|Hold: 1001100

0255115 AMOct 14, 2025

Frequency

30 dB

-2.475 dBm

Span 12.83 MHz
Sweep 1.354 s (30000 pts’

STATUS

Agilent Spectrum Analyzer - Swept SA
i
Center Freq 2.437000000 GHz

PNO: Wide —»—
IFGain:Low

Trig: Fre
#Atten:

Ref Offset 11.88 dB
Ref 20.00 dBm

#VBW 10 kHz

11B-Ant1-2412-PASS

ey | SENSEFULSE

Mkr1 2.437 635 7 GHz

SOLRCE OFF ALIGN AUTO
#Avyg Type: RMS
Avg|Hold: 1001100

ee Run
30 dB

-3.477 dBm

Span 12.11 MHz
Sweep 1.278 s (30000 pts

STATUS

11B

-Ant1-2437-PASS
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Center Freq 2.462000000 GHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.93 dB
Ref 20.00 dBm

Center 2.462000 GHz
#Res BW 3.0 kHz

Agilent Spectrum Analyzer - Swept SA
M oRL R (S0 o | [ SENSERULEE]

Trig: Free Run
#Atten: 30 dB

#VBW 10 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:06:36 AMOct 14, 2025

Frequency

Mkr1 2.461 307 1 GHz
-2.231 dBm

Span 12.84 MHz
Sweep 1.356 s (30000 pts;

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.412000000 GHz
PNO: Wide —+—
IFGain:Low

Ref Offset 11.86 dB
Ref 20.00 dBm

Center 2.412000 GHz
#Res BW 3.0 kHz

11B-Ant1-2462-PASS

soo oc | | [SENSERULSE

Trig: Free Run
#Atten: 30 dB

#VBW 10 kHz

SOURCE OFF ALTGN AUTO
#Avg Type: RMS

Avg|Held: 30130

10:13:47 AMOct 14, 2025

Frequency

Mkr1 2.412 862 8 GHz
-2.122 dBm

Span 11.98 MHz
Sweep 1.264 s (30000 pts;

MSG

STATUS

11G-Ant1-2412-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Center Freq 2.437000000 GHz
PNO: Wide —+—
IFGain:Low

Ref Offset 11.88 dB
Ref 20.00 dBm

Center 2.437000 GHz
#Res BW 3.0 kHz

Agilent Spectrum Analyzer - Swept SA
M oRL | RF (S0 o | | [ SENSERULSE]

Trig: Free Run
#Atten: 30 dB

#VBW 10 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:19:25 AMOct 14, 2025

Frequency

Mkr1 2.435 564 4 GHz
-2.866 dBm

Span 11.52 MHz
Sweep 1.216 s (30000 pts;

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.462000000 GHz
PNO: Wide —+—
IFGain:Low

Ref Offset 11.93 dB
Ref 20.00 dBm

Center 2.462000 GHz
#Res BW 3.0 kHz

11G-Ant1-2437-PASS

soo oc | | [SENSERULSE

Trig: Free Run
#Atten: 30 dB

#VBW 10 kHz

SOURCE OFF ALTGN AUTO
#Avg Type: RMS

Avg|Held: 30130

10:25:12 AMOct 14, 2025

Frequency

Mkr1 2.463 507 9 GHz
-3.096 dBm

Span 12.11 MHz
Sweep 1.278 s (30000 pts;

MSG

STATUS

11G-Antl1-2462-PASS

FCC ID:2BL9D-THERMALGLASSO
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Center Freq 2.412000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.86 dB
Ref 20.00 dBm

Center 2.41200 GHz
#Res BW 3.0 kHz

A20043332(6)

Agilent Spectrum Analyzer - Swept SA
M oRL R[S0 o | | [ SENSEPULSE]

#VBW 10 kHz

TEST REPORT

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:32:10 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.411 373 8 GHz
-8.300 dBm

Span 25.97 MHz
Sweep 2.738 s (30000 pts;

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.437000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.88 dB
Ref 20.00 dBm

Center 2.43700 GHz
#Res BW 3.0 kHz

11N20SISO-Ant1-2412-PASS

soo oc || [SENSERULSE

#VBW 10 kHz

SOURCE OFF ALTGN AUTO
#Avg Type: RMS

Avg|Held: 30130

10:36:25 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.436 748 7 GHz
-8.137 dBm

Span 23.75 MHz
Sweep 2.504 s (30000 pts;

MSG

STATUS

11N20SISO-Ant1-2437-PASS
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Center Freq 2.462000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.93 dB
Ref 20.00 dBm

Center 2.46200 GHz
#Res BW 3.0 kHz

A20043332(6)

Agilent Spectrum Analyzer - Swept SA
M oRL R (S0 o | [ SENSERULEE]

#VBW 10 kHz

TEST REPORT

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:40:20 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.462 920 6 GHz
-8.202 dBm

Span 20.82 MHz
Sweep 2.196 s (30000 pts;

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.422000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.86 dB
Ref 20.00 dBm

Center 2.42200 GHz
#Res BW 3.0 kHz

11N20SISO-Ant1-2462-PASS

soo oc | | [SENSERULSE

#VBW 10 kHz

SOURCE OFF ALTGN AUTO
#Avg Type: RMS

Avg|Held: 30130

10:47:59 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.432 935 7 GHz
-11.913 dBm

Span 52.62 MHz
Sweep 5.550 s (30000 pts;

MSG

STATUS

11N40SISO-Ant1-2422-PASS
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Center Freq 2.437000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.88 dB
Ref 20.00 dBm

Center 2.43700 GHz
#Res BW 3.0 kHz

A20043332(6)

Agilent Spectrum Analyzer - Swept SA
M oRL | RF (S0 o | | [ SENSERULSE]

#VBW 10 kHz

TEST REPORT

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:57:31 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.436 302 4 GHz
-11.809 dBm

Span 50.73 MHz
Sweep 5.350 s (30000 pts;

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.452000000 GHz
PNO: Fast
IFGain:Low

Ref Offset 11.88 dB
Ref 20.00 dBm

Center 2.45200 GHz
#Res BW 3.0 kHz

11N40SISO-Ant1-2437-PASS

soo oc | | [SENSERULSE

#VBW 10 kHz

SOURCE OFF ALTGN AUTO
#Avg Type: RMS

Avg|Held: 30130

11:03:22 AMOct 14, 2025

Frequency

Trig: Free Run
#Atten: 30 dB

==

Mkr1 2.462 343 3 GHz
-11.942 dBm

Span 54.02 MHz
Sweep 5.696 s (30000 pts;

MSG

STATUS

11N40SISO-Ant1-2452-PASS
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Appendix A.4: Conducted out of Band Emission

Test Result
Test Mode | Antenna | Frequency [MHZz] Freiﬁ/th;ismge R(F;'Bl;ﬁ]\/ & Result [dBm] | Limit [dBm] | Verdict
11B Antl 2412 0~Reference 8.00 8.00 PASS
11B Antl 2412 30~1000 8.00 -58.65 <12 PASS
11B Antl 2412 1000~26500 8.00 -37.14 <12 PASS
11B Antl 2437 0~Reference 10.10 10.10 PASS
11B Antl 2437 30~1000 10.10 -58.86 <-9.9 PASS
11B Antl 2437 1000~26500 10.10 -40.9 <-9.9 PASS
11B Antl 2462 0~Reference 8.58 8.58 PASS
11B Antl 2462 30~1000 8.58 -58.62 <-11.42 PASS
11B Antl 2462 1000~26500 8.58 -39.88 <-11.42 PASS
11G Antl 2412 0~Reference 7.18 7.18 PASS
11G Antl 2412 30~1000 7.18 -59.28 <-12.82 PASS
11G Antl 2412 1000~26500 7.18 -39.82 <-12.82 PASS
11G Antl 2437 0~Reference 6.00 6.00 PASS
11G Antl 2437 30~1000 6.00 -58.97 <-14 PASS
11G Antl 2437 1000~26500 6.00 -44.34 <-14 PASS
11G Antl 2462 0~Reference 7.34 7.34 PASS
11G Antl 2462 30~1000 7.34 -58.64 <-12.66 PASS
11G Antl 2462 1000~26500 7.34 -43.48 <-12.66 PASS
11IN20SISO| Antl 2412 0~Reference 2.73 2.73 PASS
11IN20SISO| Antl 2412 30~1000 2.73 -58.44 <-17.27 PASS
11IN20SISO| Antl 2412 1000~26500 2.73 -47.33 <-17.27 PASS
11N20SISO Antl 2437 0~Reference 1.60 1.60 PASS
11IN20SISO| Antl 2437 30~1000 1.60 -59.32 <-18.4 PASS
11IN20SISO| Antl 2437 1000~26500 1.60 -46.93 <-18.4 PASS
11IN20SISO| Antl 2462 0~Reference 2.10 2.10 PASS
11IN20SISO| Antl 2462 30~1000 2.10 -59.16 <-17.9 PASS
11IN20SISO| Antl 2462 1000~26500 2.10 -45.06 <-17.9 PASS
11N40SISO Antl 2422 0~Reference -0.65 -0.65 PASS
11IN40SISO| Antl 2422 30~1000 -0.65 -58.86 <-20.65 PASS
11IN40SISO| Antl 2422 1000~26500 -0.65 -47.23 <-20.65 PASS
11N40SISO Antl 2437 0~Reference 0.82 0.82 PASS
11N40SISO| Antl 2437 30~1000 0.82 -59.18 <-19.18 PASS
11IN40SISO| Antl 2437 1000~26500 0.82 -47.66 <-19.18 PASS
11IN40SISO| Antl 2452 0~Reference 0.45 0.45 PASS
11N40SISO| Antl 2452 30~1000 0.45 -59.7 <-19.55 PASS
11IN40SISO| Antl 2452 1000~26500 0.45 -47.31 <-19.55 PASS
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Report No.

Test Graphs

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.412000000 GHz

Ref Offset 11.86 dB
Ref 30.00 dBm

Center 2.41200 GHz
#Res BW 100 kHz

A20043332(6)

A I I - EE

PNO: Fast —+—
IFGain:Low

TEST REPORT

Date : 2025-12-29

SOURCE OFF ALTGN AUTO
#Avyg Type: RMS
Avg|Hold: 10110

02:55:31 AMOct 14, 2025

Frequency
Trig: Free Run
#Atten: 30 dB
Mkr1 2.412 57 GHz|

7.998 dBm

Span 30.00 MHz
Sweep 2.933 ms {1001 pts)

#VBW 300 kHz

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

Ref Offset 11.86 dB
Ref 15.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

A N I - EE

PNO: Fast —+—
IFGain:Low

11B-Ant1-2412-0~Reference-PASS

SOURCE OFF ALTGN AUTO
#Avyg Type: RMS
Avg|Hold: 30130

Trig: Free Run
#Atten: 20 dB

Mkr1 996.99 MHzZ|
-58.647 dBm

-12.00 dBm|

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts

#VBW 300 kHz

MSG

STATUS

11B-Ant1-2412-30~1000-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Report No.

Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.86 dB
Ref 15.00 dBm
1

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

0%57: 14 AMQct 14, 2025

Frequency

Mkr2 4.824 15 GHz
-37.144 dBm

12,00 dBm|

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTION ‘WIDTH

FUNCTIONVALUE | |5

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.437000000 GHz
IFGain:Low

Ref Offset 11.88 dB
Ref 30.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

11B-Ant1-2412-1000~26500-PASS

soo o || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.435 50 GHz|
10.100 dBm

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

STATUS

11B-Ant1-2437-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA
M oRL R S0 oc | | [ SENSEPULSE] ALGNAUTO [10:01:37 AMOct 14, 2025
Center Freq 515.000000 MHz ) #Avg Type: RMS

PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

Mkr1 673,87 MHZ
Ref 15,00 dBM- -58.863 dBm

-9.90 o)

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG

STATUS

2025-12-29

Frequency

11B-Ant1-2437-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA
i RL | RE (S0 D | | [SENSE:PULSE[SOURCE OFF ALGNAUTO [10:03:10 AMOct 14, 2025
Center Freq 13.750000000 GHz ) #Avg Type: RMS

PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

MKr2 4.874 30 GHZ
Ref 15,00 dBM -40.899 dBm
1

-5.90 dBr|

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts;

©.843 dB

4,874 30 GH -40.899 dB

N

FUNCTION FUNCTION ‘WIDTH FUNCTIONVALUE | |5

<

STATUS

Frequency

11B-Ant1-2437-1000~26500-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA
M oRL R (S0 o | [ SENSERULEE]
Center Freq 2.462000000 GHz

PNO: Fast —»— 1rig:FreeRun
IFGain:Low #Atten: 30 dB

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 1010

10:06:52 AMOct 14, 2025

Date :

2025-12-29

Frequency

Ref Offset 11.93 dB
Ref 30.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

#VBW 300 kHz

Mkr1 2.464 04 GHz|
8.682 dBm|

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.93 dB
Ref 15.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

11B-Ant1-2462-0~Reference-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

Trig: Free Run
#Atten: 20 dB

#VBW 300 kHz

ALIGM AUTO 10:07:01 AMOct 14, 2025

#Avg Type: RMS Frequency

Avg|Held: 30130

Mkr1 884.09 MHz|
-68.619 dBm

-11.42 dBm|

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts

MSG

STATUS

11B-Ant1-2462-30~1000-PASS

FCC ID:2BL9D-THERMALGLASSO
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Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.93 dB
__Ref 15.00 dBm
v

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:08:30 AMOct 14, 2025

Frequency

Mkr2 4.923 60 GHz
-39.884 dBm

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTIONVALUE | |5

FUNCTION ‘WIDTH

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.412000000 GHz
IFGain:Low

Ref Offset 11.86 dB
Ref 30.00 dBm

Center 2.41200 GHz
#Res BW 100 kHz

11B-Ant1-2462-1000~26500-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.410 41 GHz|
7.179 dBm|

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

MSG

STATUS

11G-Ant1-2412-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
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Agilent Spectrum Analyzer - Swept SA

M oRL R S0 oc | | [ SENSEPULSE] ALIGNAUTO  [10:14:12 AMOct 14, 2025 Frequenc

Center Freq 515.000000 MHz ) #Avg Type: RMS auolcy
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130
IFGain:Low #Atten: 20 dB

Mkr1 997,15 MHZ
Ref 15,00 dBM- -59.275 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG

STATUS

11G-Ant1-2412-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA

i RL | RE (S0 D | | [SENSE:PULSE[SOURCE OFF ALIGNAUTO  [10:15:46 AMOct 14, 2025 Frequenc

Center Freq 13.750000000 GHz ) #Avg Type: RMS quency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130
IFGain:Low #Atten: 20 dB

Ref Offset 11.86 dB
Ref 15.00 dBm
1

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts;

FUNCTION FUNCTION ‘WIDTH FUNCTIONVALUE | |5

6.976 dB

4,824 15 GH ~39.824 dB

N

<

STATUS

11G-Ant1-2412-1000~26500-PASS
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Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | |EENSE:PULEE ALIGN AUTO 10:19;30 AM Oct 14, 2095

Center Freq 2.437000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 1010 Y

IFGain:Low #Atten: 30 dB

Mkr1 2.436 37 GHZ
Ref 30.00 dBM- 5.996 dBm

Center 2.43700 GHz Span 30.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

11G-Ant1-2437-0~Reference-PASS

Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | | EEMNSE:PULEE| SOURCE OFF ALIGN AUTO 10:19:40 AM Oct 14, 2095

Center Freq 515.000000 MHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

Mkr1 997,54 MHZ
Ref 15,00 dBM- -58.973 dBm

-14.00 dBm|

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG STATUS

11G-Ant1-2437-30~1000-PASS
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Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.88 dB
Ref 15.00 dBm
1

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:21:13 AMOct 14, 2025

Frequency

Mkr2 4.874 30 GHz
-44.338 dBm

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTIONVALUE | |5

FUNCTION ‘WIDTH

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.462000000 GHz
IFGain:Low

Ref Offset 11.93 dB
Ref 30.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

11G-Ant1-2437-1000~26500-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.460 38 GHz|
7.339 dBm|

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

MSG

STATUS

11G-Ant1-2462-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
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Agilent Spectrum Analyzer - Swept SA
M oRL R S0 oc | | [ SENSEPULSE]
Center Freq 515.000000 MHz )
PNO: Fast —»— 1rig:FreeRun
IFGain:Low #Atten: 20 dB

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:25:37 AMOct 14, 2025

Mkr1 495.18 MHZ
-68.642 dBm

Ref Offset 11.93 dB
Ref 15.00 dBm

Start 30.0 MHz

Stop 1.0000 GHz
#Res BW 100 kHz

#VBW 300 kHz Sweep 94.00 ms (30001 pts

Date :

MSG

STATUS

2025-12-29

Frequency

11G-Ant1-2462-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA
i RL | RE (S0 D | | [SENSE:PULSE[SOURCE OFF
Center Freq 13.750000000 GHz

PNO: Fast —»— 1rig:FreeRun
IFGain:Low #Atten: 20 dB

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:27:11 AMOct 14, 2025

Mkr2 4.923 60 GHz
-43.483 dBm

Ref Offset 11.93 dB
Ref 15.00 dBm

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

FUNCTION ‘WIDTH

#VBW 300 kHz

FUNCTION
7.350 dB

4,923 60 GH -43.483 dB

N

<

STATUS

FUNCTIONVALUE | |5

Frequency

11G-Ant1-2462-1000~26500-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | |EENSE:PULEE ALIGN AUTO 10:32;:26 AM Oct 14, 2095

Center Freq 2.412000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 1010 Y

IFGain:Low #Atten: 30 dB

Ref Offset 11.95 dB Mkr1 2.419 56 GHz

Ref 30.00 dBm 2.732 dBm

Center 2.41200 GHz Span 30.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

11N20SISO-Ant1-2412-0~Reference-PASS

Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | | EEMNSE:PULEE| SOURCE OFF ALIGN AUTO 10:32;35 AM Oct 14, 2095

Center Freq 515.000000 MHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

Mkr1 844,99 MHZ
Ref 15,00 dBM- -58.440 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG STATUS

11N20SISO-Ant1-2412-30~1000-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.86 dB
Ref 15.00 dBm
1

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:34:09 AMOct 14, 2025

Frequency

Mkr2 2.238 45 GHz
-47.333 dBm

G,

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTION ‘WIDTH

FUNCTIONVALUE | |5

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.437000000 GHz
IFGain:Low

Ref Offset 11.88 dB
Ref 30.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

11N20SISO-Ant1-2412-1000~26500-PASS

soo o || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.432 02 GHz|
1.603 dBm

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

MSG

STATUS

11N20SISO-Ant1-2437-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | |EENSE:PULEE ALIGN AUTO 10:35:40 AM Oct 14, 2095

Center Freq 515.000000 MHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130 Y

IFGain:Low #Atten: 20 dB

Ref Offset 11.85 dB Mkr1 878.95 MHZ

Ref 15.00 dBm -59.317 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG STATUS

11N20SISO-Ant1-2437-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | | EEMNSE:PULEE| SOURCE OFF ALIGN AUTO 10:38; 14 AMOct 14, 2095

Center Freq 13.750000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

MKr2 2.238 45 GHZ
Ref 15,00 dBM -46.927 dBm
1

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts;

FUNCTION FUNCTION ‘WIDTH FUNCTIONVALUE | |5

=
@
8
@
ES
d
&

11N20SISO-Ant1-2437-1000~26500-PASS
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Agilent Spectrum Analyzer - Swept SA

Center Freq 2.462000000 GHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.93 dB
Ref 30.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

soo oc | | [SENSERULSE

Trig: Free Run
#Atten: 30 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 1010

10:40:36 AMOct 14, 2025

Frequency

Mkr1 2.459 45 GHz|
2.100 dBm|

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.93 dB
Ref 15.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

11N20SISO-Ant1-2462-0~Reference-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

Trig: Free Run
#Atten: 20 dB

#VBW 300 kHz

ALIGM AUTO 10:40:45 AMOct 14, 2025

#Avg Type: RMS Frequency

Avg|Held: 30130

Mkr1 387.06 MHZz|
-§9.163 dBm

17 50 dBm|

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts

MSG

STATUS

11N20SISO-Ant1-2462-30~1000-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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A20043332(6)

Report No.

Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.93 dB
Ref 15.00 dBm
1

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:42:19 AMOct 14, 2025

Frequency

Mkr2 1.711 45 GHz
-45.055 dBm

-]

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTION ‘WIDTH

FUNCTIONVALUE | |5

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.422000000 GHz
IFGain:Low

Ref Offset 11.86 dB
Ref 30.00 dBm

Center 2.42200 GHz
#Res BW 100 kHz

11N20SISO-Ant1-2462-1000~26500-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.424 46 GHz|
-0.651 dBm

Span 60.00 MHz
Sweep 5.800 ms (1001 pts)

MSG

STATUS

11N40SISO-Ant1-2422-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Report No. . A20043332(6) Date : 2025-12-29

Agilent Spectrum Analyzer - Swept SA

M oRL R S0 oc | | [ SENSEPULSE] ALIGNAUTO  [10:48:24 AMOct 14, 2025 Frequenc

Center Freq 515.000000 MHz ) #Avg Type: RMS auolcy
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130
IFGain:Low #Atten: 20 dB

Mkr1 896,82 MHZ
Ref 15,00 dBM- -58.864 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG

STATUS

11N40SISO-Ant1-2422-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA

i RL | RE (S0 D | | [SENSE:PULSE[SOURCE OFF ALIGNAUTO  [10:49:58 AMOct 14, 2025 Frequenc

Center Freq 13.750000000 GHz ) #Avg Type: RMS quency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130
IFGain:Low #Atten: 20 dB

Ref Offset 11.86 dB
Ref 15.00 dBm

1

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts;

FUNCTION FUNCTION ‘WIDTH FUNCTIONVALUE | |5

1.273 dB

26.403 10 GH; 47,226 dB

N

<

STATUS

11N40SISO-Ant1-2422-1000~26500-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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TEST REPORT

Report No. A20043332(6)

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.437000000 GHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.88 dB
Ref 30.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

soo oc || [SENSERULSE

Trig: Free Run
#Atten: 30 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 1010

10:57:37 AMOct 14, 2025

Frequency

Mkr1 2.440 78 GHz|
0.819 dBm|

Span 60.00 MHz
Sweep 5.800 ms (1001 pts)

MSG

STATUS

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz
PNO: Fast —»—
IFGain:Low

Ref Offset 11.88 dB
Ref 15.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

11N40SISO-Ant1-2437-0~Reference-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

Trig: Free Run
#Atten: 20 dB

#VBW 300 kHz

ALIGM AUTO 10:57:46 AMOct 14, 2025

#Avg Type: RMS Frequency

Avg|Held: 30130

Mkr1 937.69 MHz|
-69.179 dBm

-19.18 dBm|

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts

MSG

STATUS

11N40SISO-Ant1-2437-30~1000-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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TESTING

TEST REPORT

A20043332(6)

Report No.

Agilent Spectrum Analyzer - Swept SA

Center Freq 13.750000000 GHz

IFGain:Low

Ref Offset 11.88 dB
Ref 15.00 dBm

1

s0o oc || [SENSERULSE

PNO: Fast —»— 1rig:FreeRun
#Atten: 20 dB

#VBW 300 kHz

Date : 2025-12-29

ALTGN AUTO
#Avg Type: RMS
Avg|Held: 30130

10:59:20 AMOct 14, 2025

Frequency

Mkr2 2.238 45 GHz
-47.655 dBm

Stop 26.50 GHz
Sweep 2.438 s (30001 pts;

—~oWONONLWN

[

FUNCTION FUNCTIONVALUE | |5

FUNCTION ‘WIDTH

MSG

@
3
d
“

Agilent Spectrum Analyzer - Swept SA
Center Freq 2.452000000 GHz
IFGain:Low

Ref Offset 11.88 dB
Ref 30.00 dBm

Center 2.45200 GHz
#Res BW 100 kHz

11N40SISO-Ant1-2437-1000~26500-PASS

s0o oc || [SENSE:PULSE[SOURCE OFF

PNO: Fast —»— 1rig:FreeRun
#Atten: 30 dB

#VBW 300 kHz

#Avg Type: RMS Frequency

Avg|Held: 1010

Mkr1 2.443 24 GHz|
0.452 dBm|

Span 60.00 MHz
Sweep 5.800 ms (1001 pts)

MSG

STATUS

11N40SISO-Ant1-2452-0~Reference-PASS

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | |EENSE:PULEE ALIGN AUTO 11:03:47 AMOct 14, 2095

Center Freq 515.000000 MHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130 Y

IFGain:Low #Atten: 20 dB

Ref Offset 11.85 dB Mkr1 993.53 MHz

Ref 15.00 dBm -59.704 dBm

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts

MSG STATUS

11N40SISO-Ant1-2452-30~1000-PASS

Agilent Spectrum Analyzer - Swept SA
50¢ 0OC | | | EEMNSE:PULEE| SOURCE OFF ALIGN AUTO 11:05:21 AMOct 14, 2095

Center Freq 13.750000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast —»— 1rig:FreeRun Avg|Held: 30130

IFGain:Low #Atten: 20 dB

Ref Offset 11.88 dB
Ref 15.00 dBm
1

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts;

FUNCTION FUNCTION ‘WIDTH FUNCTIONVALUE | |5

=
@
8
@
ES
d
&

11N40SISO-Ant1-2452-1000~26500-PASS
*reex End of Report ***+**

FCC ID:2BL9D-THERMALGLASSO
IC: 34837-TGEXPLORER1
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