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1. GENERAL INFORMATION

EUT DESCRIPTION

Model

RX-0002, RX-0002a

Product Name

Lotus Switch Cover

Serial Number

Conducted: DA:49:1E:19:CA:38
Radiated: C1:58:E3:39:07:4G

Power Supply

3.7vd.c

RF Specification

Bluetooth V4.2 LE (1 Mbps)

Transmitter Chain 1
Operating Environment Indoor
Operating Temperature 0°C~+40°C

RF SPECIFICATION SUBJECT TO THE REPORT

RF Specification

Bluetooth V4.2 LE (1 Mbps)

Transmitter Chain

1

Frequency Range

2402 MHz -2 480 MHz

Max. RF Output Power

Peak : 4.78 dBm (3.01 mW)

Modulation Type

GFSK

Number of Channels

40 Channels

Antenna Specification ¥

Antenna Type : PCB chip-antenna
Peak Gain : 1.00 dBi

Firmware Version?

RX_FC0103+4dB

Hardware Version 2

EVT2

Date(s) of Tests

April 3, 2025 ~ July 5, 2025

Note(s) :

1. Antenna information is based on the document provided.
2. Firmware and Hardware Versions are provided by the client.
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OPERATING FREQUENCY CHANNELS

Bluetooth LE
Channel Fr((elt\:{nu:zr;cy Channel Fr((e:nu:zr;cy Channel Fr((e:/lu:zr;cy

0 2402 14 2430 28 2458
1 2404 15 2432 29 2460
2 2 406 16 2434 30 2462
3 2408 17 2436 31 2464
4 2410 18 2438 32 2466
5 2412 19 2440 33 2468
6 2414 20 2442 34 2470
7 2416 21 2444 35 2472
8 2418 22 2446 36 2474
9 2420 23 2448 37 2476
10 2422 24 2450 38 2478
11 2424 25 2452 39 2480
12 2426 26 2454 - -

13 2428 27 2456 - -
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2. METHODOLOGY

FCC KDB 558074 D01 DTS Measurement Guidance v05r02 dated April 2nd, 2019 entitled “Guidance for Performing
Compliance Measurements on Digital Transmission Systems (DTS) and the measurement procedure described in ANSI
C63.10( Version : 2013) ‘the American National Standard of Procedures for Compliance Testing of Unlicensed Wireless
Devices’.

EUT CONFIGURATION

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions requirement
and operating in a manner that intends to maximize its emission characteristics in a continuous normal application.

EUT EXERCISE

The EUT was operated in the engineering mode to fix the Tx frequency that was for the purpose of the measurements.
According to its specifications, the EUT must comply with the requirements of the Section 15.207, 15.209 and 15.247
under the FCC Rule Part 15 Subpart C and the Section 2.1091 under the FCC Rule Part 2 / the RSS-GEN issue 5 Amd 2,
RSS-247 issue 3.

GENERAL TEST PROCEDURES

Conducted Emissions

The EUT is placed on the turntable, which is 0.8 m above ground plane. According to the requirements in Section 6.2
of ANSI C63.10. (Version :2013) Conducted emissions from the EUT measured in the frequency range between 0.15
MHz and 30MHz using CISPR Quasi-peak and average detector modes.

Radiated Emissions

The EUT is placed on a turn table, which is 0.8 m above ground plane below 1GHz. Above 1GHz with 1.5m using
absorbers between the EUT and receive antenna. The turntable shall rotate 360 degrees to determine the position of
maximum emission level. EUT is set 3 m away from the receiving antenna, which varied from 1 m to 4 m to find out
the highest emission. Also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical. In order to find out the maximum emission, the relative positions of this wall-mounted
transmitter (EUT) were rotated through three orthogonal axes according to the requirements in Section 5 of ANSI
€63.10. (Version: 2013)

Conducted Antenna Terminal
KDB 558074 D01 v05r02

DESCRIPTION OF TEST MODES

The EUT has been tested at BLE test mode. The EUT is equipped with Bluetooth LE with the data rate 1 Mbps.

3. INSTRUMENT CALIBRATION

The measuring equipment, which was utilized in performing the tests documented herein, has been calibrated in
accordance with the manufacturer's recommendations for utilizing calibration equipment’s, which is traceable to

recognized national standards. Especially, all antenna for measurement is calibrated in accordance with the
requirements of C63.5 (Version : 2017).
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4. FACILITIES AND ACCREDITATIONS

FACILITIES

The SAC (Semi-Anechoic Chamber) and conducted measurement facility used to collect the radiated data are located at
1726 Ringwood Avenue, San Jose, California 95131, USA.

The site is constructed in conformance with the requirements of ANSI C63.4. (Version :2014) and CISPR Publication 22.

CABID : 25729
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Accredlfed Laboratory

AZ2LA has accredited

HCT AMERICA, INC.

Milpitas, CA

for technical competence in the field of

Electrical Testing

This laboratory is accredited in accordance with the recognized International Standard ISO/IEC 17025:2017
General requirements for the competence of testing and calibration laboratories. This laboratory also meets the A2LA —
R256 — Specific Requirements —- FDA ASCA Program. This accreditation demonsirates technical competence for a
defined scope and the operation of a laboratory quality management system
(refer to joint ISO-ILAC-IAF Communiquée dated April 2017).

Presented this 17t day of July 2023.

Mr. Trace Mclinturff, Vice President, Accreditation Services
For the Accreditation Council

Certificate Number 4201.01

Valid to July 31, 2025

Revised May 1, 2025

For the tests to which this accreditation applies, please refer to the laboratery’s Eiectrical Scope of Accreditation.

EQUIPMENT

Radiated emissions are measured with one or more of the following types of Linearly polarized antennas: tuned dipole,
bi-conical, log periodic, bi-log, and/or ridged waveguide, horn. Spectrum analyzers with pre-selectors and quasi-peak
detectors are used to perform radiated measurements.

Conducted emissions are measured with Line Impedance Stabilization Networks and EMI Test
Receivers. Calibrated wideband preamplifiers, coaxial cables, and coaxial attenuators are also used for making
measurements.

All receiving equipment conforms to CISPR Publication 16-1, “Radio Interference Measuring
Apparatus and Measurement Methods.”
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5. ANTENNA REQUIREMENTS

According to FCC 47 CFR §15.203:

“An intentional radiator antenna shall be designed to ensure that no antenna other than that furnished by the
responsible party can be used with the device. The use of a permanently attached antenna or of an antenna that uses
a unique coupling to the intentional radiator shall be considered sufficient to comply with the provisions of this
section.”

(1) The antenna of this E.U.T is permanently attached and there is no provision for connection to an external antenna.
(2) The E.U.T Complies with the requirement of §15.203

According to RSS-Gen Issue 5 Amd 2 (Section 6.8) :

The applicant for equipment certification shall provide a list of all antenna types that may be used with the
transmitter, where applicable (i.e. for transmitters with detachable antenna), indicating the maximum permissible
antenna gain (in dBi) and the required impedance for each antenna. The test report shall demonstrate the compliance
of the transmitter with the limit for maximum equivalent isotropically radiated power (e.i.r.p.) specified in the
applicable RSS, when the transmitter is equipped with any antenna type, selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of each
combination of transmitter and antenna type, with the transmitter output power set at the maximum level. However,
the transmitter shall comply with the applicable requirements under all operational conditions and when in
combination with any type of antenna from the list provided in the test report (and in the notice to be included in the
user manual, provided below).

When measurements at the antenna port are used to determine the RF output power, the effective gain of the
device’s antenna shall be stated, based on a measurement or on data from the antenna’s manufacturer.

The test report shall state the RF power, output power setting and spurious emission measurements with each
antenna type that is used with the transmitter being tested.
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6. MEASUREMENT UNCERTAINTY

The measurement uncertainties shown below were calculated in accordance with the requirements of

ANSI C63.10-2013.

All measurement uncertainty values are shown with a coverage factor of k = 2 to indicate a 95 % level of confidence.
The measurement data shown herein meets or exceeds the Ucser measurement uncertainty values specified in CISPR
16-4-2 and, thus, can be compared directly to specified limits to determine compliance.

Parameter Expanded Uncertainty
Output Power, Conducted +0.54dB
Occupied Bandwidth +120.66 kHz
Unwanted Emissions, Conducted +0.54 dB
Radiated Emissions (below 1 GHz) +5.70dB
Radiated Emissions (Above 1 GHz) +5.25dB
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7. DESCRIPTION OF TESTS

7.1. DUTY CYCLE

TEST SETUP

EUT

TEST PROCEDURE

The transmitter output is connected to the Spectrum Analyzer.
Zero-span measurement method was used, 6 (b) in KDB 558074 D01 v05r02.

The largest available value of RBW is 8 MHz and VBW is 50 MHz.

The zero-span method of measuring duty cycle shall not be used if T < 6.25 microseconds. (50/6.25 = 8)

The zero-span method was used because all measured T data are > 6.25 microseconds and both RBW and VBW are >
50/T.

= RBW =8 MHz (the largest available value)

= VBW =8 MHz (> RBW)

= SPAN=0Hz

= Detector = Peak

= Number of points in sweep > 100

= Trace mode = Clear write

= Measure Tiotartand Ton

= Calculate Duty Cycle = Ton/ Ttotatand Duty Cycle Factor = 10*log(1/Duty Cycle)
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7.2. 6 dB BANDWIDTH / 99 % OCCUPIED BANDWIDTH

LIMIT

§15.247(a)(2) / RSS-247(lIssue 3) Section 5.2(a)

The bandwidth at 6 dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the receive antenna while the EUT is operating in transmission mode at the appropriate frequencies.

The minimum permissible 6 dB bandwidth is 500 kHz.

TEST SETUP

EUT

TEST PROCEDURE (6 dB BANDWIDTH)
Section 8.2 in KDB 558074 D01 v05r02, Subclause 11.8 in ANSI 63.10-2013

The transmitter output is connected to the Spectrum Analyzer.
The Spectrum Analyzer setting :

= RBW =100 kHz

= VBW >3 xRBW

= Detector = Peak

= Trace mode = max hold

= Sweep = auto couple

= Allow the trace to stabilize

= Use X dB bandwidth measurement function from the spectrum analyzer by setting X dB to 6 dB

TEST PROCEDURE (99% Bandwidth) for ISED
The transmitter output is connected to the spectrum analyzer.

= RBW =1% ~ 5% of the occupied bandwidth
= VBW = 3 xRBW

= Detector = Peak

= Trace mode = max hold

= Sweep = auto couple

= Allow the trace to stabilize

Note(s) :
We tested OBW using the automatic bandwidth measurement capability of a spectrum analyzer.
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7.3. OUTPUT POWER
LIMIT

§15.247(b)(3)
The maximum permissible conducted output power is 1 Watt.

RSS-247(Issue 3) Section 5.4(d)
For DTSs employing digital modulation techniques operating in the bands 902-928 MHz and 2400-2483.5 MHz, the
maximum peak conducted output power shall not exceed 1 W. The e.i.r.p. shall not exceed 4 W.

TEST SETUP

EUT

TEST PROCEDURE

The transmitter output is connected to the Spectrum Analyzer.
TX condition of the EUT is the actual operating mode by RF test program.
The Spectrum Analyzer setting :

Peak Power (Section 8.3.1.1 in KDB 558074 D01 v05r02, Subclause 11.9.1.1 in ANSI 63.10-2013)
= RBW 2= DTS Bandwidth

= VBW 23 x RBW

= SPAN >3 x RBW

= Detector Mode = Peak

= Sweep = auto couple

= Trace Mode = max hold

= Allow trace to fully stabilize.

= Use peak marker function to determine the peak amplitude level

Average Power (Section 8.3.2.2 in KDB 558074 D01 v05r02, Subclause 11.9.2.2 in ANSI 63.10-2013)
We use the spectrum analyzer’s integrated band power measurement function.

= Measure the duty cycle.

= Set span to at least 1.5 times the OBW.

= RBW =1-5% of the OBW, not to exceed 1 MHz

= VBW 23 x RBW

= Number of points in sweep = 2 x span / RBW. (This gives bin-to-bin spacing < RBW/2, so that narrowband signals
are not lost between frequency bins.)

=  Sweep time = auto.

= Detector = RMS (i.e., power averaging)

= Do not use sweep triggering. Allow the sweep to “free run”.

= Trace average at least 100 traces in power averaging (RMS) mode.

= Compute power by integrating the spectrum across the OBW of the signal using the instrument’s band power
measurement function with band limits set equal to the OBW band edges.

= Add 10 log (1/x), where x is the duty cycle, to the measured power in order to compute the average power during
the actual transmission times.

Sample Calculation
= Conducted Output Power (Peak) = Reading Value + ATT loss + Cable loss
= Conducted Output Power (Average) = Reading Value + ATT loss + Cable loss + Duty Cycle Factor
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7.4. POWER SPECTRAL DENSITY
LIMIT

§15.247(e) / RSS-247(Issue 3) Section 5.2 (b)
The transmitter power density average over 1-second interval shall not be greater than 8dBm in any 3kHz BW.

TEST SETUP

EUT

TEST PROCEDURE

The transmitter output is connected to the Spectrum Analyzer.
We tested according to Procedure 8.4 in KDB 558074 D01 v05r02, Procedure 11.10 in ANSI 63.10-2013.

The spectrum analyzer is set to :

= Set analyzer center frequency to DTS channel center frequency.

= Setspan to at least 1.5 times the OBW.

= RBW =3 kHz<RBW <100 kHz.

= VBW 23 x RBW.

= Sweep = auto couple

= Detector = power averaging (rms) or sample detector (when rms not available).

=  Ensure that the number of measurement points in the sweep > [2 xspan / RBW].

= Employ trace averaging (rms) mode over a minimum of 100 traces

= Use the peak marker function to determine the maximum amplitude level.

= Use the peak marker function to determine the maximum amplitude level within the RBW. If measured value
exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

= if then duty factor shall be added to adjust the result if the duty cycle is less than 98%
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7.5. CONDUCTED BAND EDGE (OUT OF BAND EMISSIONS) / CONDUCTED SPURIOUS EMISSIONS
LIMIT

§15.247(d) / RSS-247(Issue 3) Section 5.5

The maximum conducted (peak) output power was used to demonstrate compliance, then the peak power in any 100
kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 20 dB relative to the
maximum in-band peak PSD level in 100 kHz.

[ Conducted > 20 dBc ]

TEST SETUP

EUT

TEST PROCEDURE

The transmitter output is connected to the spectrum analyzer.
(Procedure 8.5 in KDB 558074 D01 v05r02, Procedure 11.11 in ANSI 63.10-2013)

= RBW =100 kHz

= VBW 23 x RBW

= Set span to encompass the spectrum to be examined.

= Detector = Peak

* Trace Mode = max hold

= Sweep time = auto couple

= Ensure that the number of measurement points > 2*Span/RBW

= Allow trace to fully stabilize.

= Use peak marker function to determine the maximum amplitude level.

Measurements are made over the 30 MHz to 25 GHz range with the transmitter set to the lowest, middle, and highest
channels.
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7.6. RADIATED EMISSIONS

RADIATION EMISSION LIMIT

FCC:47 CFR § 15.209

Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)
0.009 —0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30

1.705-30 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

ISED : RSS-GEN Section 8.9

Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)
0.009 —0.490 6.37/F(kHz) 300
0.490-1.705 63.7/F(kHz) 30

1.705-30 0.08 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

RECEIVER RADIATED EMISSION LIMIT

ISED : RSS-GEN Section 7.3
Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3
Report No.: HA250403-LTL-001-R01 15/ 46
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RESTRICTED BANDS OF OPERATION

FCC: 47 CFR § 15.205(a)

Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (MHz)
0.090-0.110 12.29-12.293 149.9 - 150.05 1660.0 - 1710.0 8025 - 8500
0.495 - 0.505 12.51975 - 12.52025 156.52475 - 156.52525 1718.8-1722.2 9000 - 9200

2.1735-2.1905 12.57675 - 12.57725 156.7 - 156.9 2200.0 - 2300.0 9300 - 9500

4.125-4.128 13.36-13.41 162.0125 - 167.17 2310.0-2390.0 10600 - 12700
4.17725 - 4.17775 16.42 - 16.423 167.72-173.2 2483.5 - 2500.0 13250 - 13400
4.20725 - 4.20775 16.69475 - 16.69525 240.0- 285.0 2690.0 - 2900.0 14470 - 14500

6.215-6.218 16.80425 - 16.80475 322.0-3354 3260.0 - 3267.0 15350 - 16200
6.26775 - 6.26825 25.5-25.67 399.9-410.0 3332.0-3339.0 17700 - 21400
6.31175-6.31225 37.5-38.25 608.0-614.0 3345.8 -3358.0 22010- 23120

8.291 - 8.294 73-74.6 960.0 - 1240.0 3600.0 - 4400.0 23600 - 24000

8.362 - 8.366 74.8 -75.2 1300.0 - 1427.0 4500.0 - 5150.0 31200 - 31800
8.37625 - 8.38675 108 - 121.94 1435.0 - 1626.5 5350.0 - 5460.0 36430 - 36500
8.41425 - 8.41475 123 -138 1645.5 - 1646.5 7250.0 - 7750.0 Above 38600

ISED : RSS-GEN Section 8.10
Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (MHz)
0.090-0.110 8.37625 - 8.38675 108 - 138 1660 -1710 8025 - 8500
0.495 - 0.505 8.41425 - 8.41475 149.9 - 150.05 1718.8-1722.2 9000 - 9200
2.1735-2.1905 12.29-12.293 156.52475 - 156.52525 2200 - 2300 9300 - 9500

3.020-3.026 12.51975 - 12.52025 156.7 - 156.9 2310- 2390 10600 - 12700

4,125-4.128 12.57675 - 12.57725 162.0125 - 167.17 2483.5 - 2500 13250 - 13400
417725 -4.17775 13.36-13.41 167.72-173.2 2655 - 2900 14470 - 14500
4.20725 - 4.20775 16.42 - 16.423 240 - 285 3260 - 3267 15350 - 16200

5.677 - 5.683 16.69475 - 16.69525 322-3354 3332-3339 17700 - 21400

6.215-6.218 16.80425 - 16.80475 399.9 - 410 3345.8 - 3358 22010 - 23120
6.26775 - 6.26825 25.5-25.67 608 - 614 3500 - 4400 23600 - 24000
6.31175-6.31225 37.5-38.25 960 - 1427 4500 - 5150 31200 - 31800

8.291 - 8.294 73-74.6 1435-1626.5 5350 - 5460 36430 - 36500

8.362 - 8.366 74.8-75.2 1645.5 - 1646.5 7250 - 7750 Above 38600
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TEST SETUP
Below 30 MHz
! ! RX Antenna
' 3m Ir:

EUT

Fully Soldered Metal Ground Plane

Spectrum Analyzer / Receiver

30 MHz - 1 GHz
RX Antenna

Fully Soldered Metal Ground Plane

Spectrum Analyzer / Receiver

Above 1 GHz
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TESTING CERT #4201.01

TEST PROCEDURE OF RADIATED SPURIOUS EMISSION (BELOW 30 MHz)

. The EUT was placed on a non-conductive table located on semi-anechoic chamber.
. The loop antenna was placed at a location 3m from the EUT
. The EUT is placed on a turntable, which is 0.8m above ground plane.
. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.
. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.
. Distance Correction Factor (0.009 MHz — 0.490 MHz) = 40*log(3 m/300 m) =- 80 dB

Measurement Distance: 3 m
7. Distance Correction Factor (0.490 MHz — 30 MHz) = 40*log(3 m/30 m) =- 40 dB

Measurement Distance: 3 m

8. Spectrum Setting

Uk, WN B

= Frequency Range = 9 kHz ~ 30 MHz
= Detector = Peak

= Trace = Max hold

= RBW =9 kHz

= VBW > 3*RBW

9. Total = Reading Value + Antenna Factor (A.F) + Cable Loss (C.L)
10. There is a comparison data both open-field test site and alternative test site — semi-Anechoic chamber according
to 414788 DO1. And the results are properly calibrated.

TEST PROCEDURE OF RADIATED SPURIOUS EMISSION (30 MHz — 1 GHz)

1. The EUT was placed on a non-conductive table located on semi-anechoic chamber.

2. The EUT is placed on a turntable, which is 0.8 m above ground plane.

3. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

4. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.
5. Spectrum Setting

(1) Measurement Type (Peak):
= Measured Frequency Range: 30 MHz — 1 GHz
= Detector = Peak
* Trace = Max hold
= RBW =100 kHz
= VBW > 3*RBW

(2) Measurement Type(Quasi-peak):
= Measured Frequency Range: 30 MHz — 1 GHz
= Detector = Quasi-Peak
= RBW =120 kHz

6. Total = Reading Value + Antenna Factor (A.F) + Cable Loss (C.L)
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TEST PROCEDURE OF RADIATED SPURIOUS EMISSION (ABOVE 1 GHz)

. The EUT is placed on a turntable, which is 1.5 m above ground plane.

. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

. EUT is set 3 m away from the receiving antenna, which is varied from 1m to 4m to find out the highest emissions.

. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

. Each emission was to be maximized by changing the polarization of receiving antenna both horizontal and vertical.
. The unit was tested with its standard battery.

. Spectrum Setting

c0ONO UL D WN PP

(1) Measurement Type(Peak):
= Measured Frequency Range : 1 GHz — 25 GHz
= Detector = Peak
= Trace = Max hold
= RBW=1MHz
= VBW > 3*RBW

(2) Measurement Type(Average): Duty cycle > 98%
= Measured Frequency Range : 1 GHz — 25 GHz
= Detector = RMS
= Averaging type = power (i.e., RMS)
= RBW=1MHz
= VBW = 3*RBW
= Sweep time = auto.
= Trace mode = average (at least 100 traces).

(3) Measurement Type(Average): Duty cycle < 98%, duty cycle variations are less than +2 %

= Measured Frequency Range : 1 GHz — 25 GHz

= Detector = RMS

= Averaging type = power (i.e., RMS)

= RBW=1MHz

= VBW 2 3*RBW

= Sweep time = auto.

= Trace mode = average (at least 100 traces).

= Correction factor shall be added to the measurement results prior to comparing to the emission limit to
compute the emission level that would have been measured had the test been performed at 100 % duty
cycle.

= Duty Cycle Factor (dB) : Please refer to the please refer to section 9.1.

10. Measurement value only up to 6 maximum emissions noted or would be lesser if no specific emissions from the
EUT are recorded (i.e.: margin > 20 dB from the applicable limit) and considered that is already beyond the
background noise floor.

11. Sample Calculation

(1) Total (Peak) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L) - Amp Gain(G)

(2) Total (Average, Duty > 98%) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L) - Amp Gain(G)

(3) Total (Average, Duty < 98%) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L) - Amp Gain(G) + Duty Cycle
Factor

(4) Alternative Method : Total (Average) = Total (Peak) + 20 log(Duty Cycle)
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TEST PROCEDURE OF RADIATED RESTRICTED BAND EDGE

c0ONO UL D WN PP

. Radiated test is performed with hopping off (if there is any)

. The EUT is placed on a turntable, which is 1.5 m above ground plane.

. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

. EUT is set 3 m away from the receiving antenna, which is varied from 1m to 4m to find out the highest emissions.

. Each emission was to be maximized by changing the polarization of receiving antenna both horizontal and vertical.
. The unit was tested with its standard battery.

. Spectrum Setting

(1) Measurement Type(Peak):

Detector = Peak
Trace = Max hold
RBW =1 MHz
VBW = 3*RBW

(2) Measurement Type(Average): Duty cycle > 98%
yp g y ¢y ,

Measured Frequency Range : 2310 MHz — 2390 MHz / 2483.5 MHz — 2500 MHz
Detector = RMS

Averaging type = power (i.e., RMS)

RBW =1 MHz

VBW 2 3*RBW

Sweep time = auto.

Trace mode = average (at least 100 traces).

(3) Measurement Type(Average): Duty cycle < 98%, duty cycle variations are less than +2 %

Measured Frequency Range : 2310 MHz — 2390 MHz / 2483.5 MHz — 2500 MHz

Detector = RMS

Averaging type = power (i.e., RMS)

RBW =1 MHz

VBW 2 3*RBW

Sweep time = auto.

Trace mode = average (at least 100 traces).

Correction factor shall be added to the measurement results prior to comparing to the emission limit in order
to compute the emission level that would have been measured had the test been performed at 100 % duty
cycle.

Duty Cycle Factor (dB) : Please refer to the please refer to section 9.1.

9. Measurement value only up to 6 maximum emissions noted or would be lesser if no specific emissions from the EUT
are recorded (i.e.: margin > 20 dB from the applicable limit) and considered that's already beyond the background
noise floor.

10. Sample Calculation

(1) Total (Peak) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L)
(2) Total (Average, Duty > 98%) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L) - Amp Gain(G)
(3) Total (Average, Duty < 98%) = Reading Value + Antenna Factor(A.F) + Cable Loss(C.L) - Amp Gain(G) + Duty Cycle

Factor
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7.7. AC POWER LINE CONDUCTED EMISSIONS
LIMIT

47 CFR § 15.207, RSS-GEN Section 8.8

For an intentional radiator that is designed to be connected to the public utility (AC) power line, the radio frequency
voltage that is conducted back onto the AC power line on any frequency or frequencies, within the band 150 kHz to 30
MHz, shall not exceed the limits in the following table, as measured using a 50 pH/50 ohms line impedance
stabilization network (LISN).

Limits (dBuV)
Frequency Range (MHz) -
Quasi-peak Average
0.15t0 0.50 66 to 56* 56 to 46*
0.50to 5 56 46
5to 30 60 50

*Decreases with the logarithm of the frequency.

Compliance with this provision shall be based on the measurement of the radio frequency.
voltage between each power line (LINE and NEUTRAL) and ground at the power terminals.

TEST SETUP
See test photographs attached in Annex A for the actual connections between EUT and support equipment.
TEST PROCEDURE

1. The EUT is placed on a wooden table 80 cm above the reference ground plane.
2. The EUT is connected via LISN to a test power supply.

3. The measurement results are obtained as described below:

4. Detectors : Quasi Peak and Average Detector.

According to FCC KDB 174176 D01 Line Conducted FAQ v01r01 :
Devices Operating Above 30 MHz

For a device with a permanent or detachable antenna operating above 30 MHz, measurements must be performed
with the antenna connected as specified in clause 6.2 of ANSI C63.10-2013.

Devices Operating Below 30 MHz

For a device with a permanent or detachable antenna operating at or below 30 MHz, the FCC will accept

measurements performed with a suitable dummy load in lieu of the antenna under the following conditions:

(1) Perform the AC power-line conducted tests with the antenna connected to determine compliance with Section
15.207 limits outside the transmitter's fundamental emission band;

(2) Retest with a dummy load in lieu of the antenna to determine compliance with Section 15.207 limits within the
transmitter's fundamental emission band. For a detachable antenna, remove the antenna and connect a suitable
dummy load to the antenna connector. For a permanent antenna, remove the antenna and terminate the RF
output with a dummy load or network which simulates the antenna in the fundamental frequency band. All
measurements must be performed as specified in clause 6.2 of ANSI C63.10-2013.

Sample Calculation

Quasi-peak(Final Result) = Reading Value + Correction Factor
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8. SUMMARY OF TEST RESULTS

Test Description Fcc. Part ISED. Part Test Limit Test Condition Test Result
Section(s) Section(s)

6 dB Bandwidth §15.247(a)(2) | RSS-247,5.2(a) > 500 kHz PASS
Occupied Bandwidth - RSS-GEN, 6.7 - PASS
Conducted Maximum

. <
Peak Output Power §15.247(b)(3) RSS-247, 5.4(d) <1W PASS
Maximum e.i.r.p. - RSS-247, 5.4(d) <4 W e.i.rp. Conducted PASS
Power Spectral Density §15.247(e) RSS-247,5.2(b) | <8 dBm/ 3 kHz PASS
Band Edge
15.247 RSS-247, 5. >20dB PA
(Out of Band missions) §15 (d) 55 Bk 0 dBe 55
AC Power ||.ne. §15.207 RSS-GEN, 8.8 cf. Section 7.7 PASS
Conducted Emissions
Radiated §15.247(d) .
Spurious Emissions §15.209 RSS-GEN, 8.9 cf. Section 7.6 PASS
Radiated §15.247(d) . .
Restricted Band Edge §15.205(a) RSS-GEN, 8.10 cf. Section 7.6 Radiated PASS
Receiver Spurious - RSS-GEN, 7.3 | cf. Section 7.6 PASS
Emissions
Note(s) :
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TESTING CERT #4201.01

WORST CASE CONFIGURATION
RADIATED TEST
1. EUT Axis

All X, Y, and Z positions for horizontal / vertical antenna polarization were investigated to find the worst-case position.
X position was selected for the final evaluation.

OUTPUT POWER SETTING

The output is preset as declared by the manufacturer
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TEST CONFIGURATION
Radiated Emission
&
EUT
LIST OF SUPPORT EQUIPMENT
Equipment Type Model No. Serial No. Manufacturer | Qty Note
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9. TEST RESULT

9.1. DUTY CYCLE

BLE 1M (GFSK) On time (ms) Total Time (ms) Duty Cyle (%)
Duty Cycle 258.4 624.5 41.377
=] TEST PLOTS
Duty Cycle

s Keysight Spectrum Analyzer - Swept SA
| RL RF CORREC | SENSE:INT| | ALIGN AUTO | 02:44:36 PM 2025

Center Freq 2.402000000 GHz #Avg Type: RMS WCE (FoRICey
TvPEQR

Trig: Free Run
PNO: Fast —»—
IFGain:Low #Atten: 40 dB iy P PPPPP

AMKr3 624.5 s Autcliune

-3.96 dB]

Ref 30.00 dBm

Center Freq
2.402000000 GHz

WW StartFreq
2.402000000 GHz

|
Stop Freq
2.402000000 GHz
[
Center 2.402000000 GHz Span 0 Hz CF Step
Res BW 8 MHz #VBW 8.0 MHz Sweep 1.267 ms (1001 pts) 8.000000 MHz
Auto Man
MKR| MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE &
a2 1]clial  zemausia)  oaram| | T
BT F 1 ¢] — sorfus[ ogeam[ | [ |
U Ad 1 [t AT eoabus[A] _ sseaB] | ] FreqOffset
it oorrus[ oppaem | [ | .
[ Y
[
Scale Type
< >

MSG [ STATUS
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9.2. 6 dB BANDWIDTH / 99% BANDWIDTH MEASUREMENT

RX-0002
BLE 1M (GFSK) 99% Bandwidth (kHz) 6 dB Bandwidth (kHz)
Frequency (MHz) Channel Result Result Limit
2402 0 1036.3 639.9
2440 19 1036.2 633.2 > 500
2 480 39 1036.0 639.0
RX-0002a
BLE 1M (GFSK) 99% Bandwidth (kHz) 6 dB Bandwidth (kHz)
Frequency (MHz) Channel Result Result Limit
2402 0 1039.0 637.3
2440 19 1039.4 634.2 > 500
2480 39 1041.4 638.7
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[=] TEST PLOTS
RX-0002

6dB BW : BLE 1M (CH 0)

99% OBW : BLE 1M (CH 0)

' Kepight Specum Anstyer - Occugied BW

Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz
T un AvglHold:>11
#Aten: 30 dB

Radio 5td: None

#IFGain:Low Radio Device: BTS

Ref 20.00 dBm

‘Center 2.402000 GHz

Span 2.000 MHz|
#Res BW 100 kHz

#VBW 300 kHz Sweep 1ms
Occupied Bandwidth

1.0808 MHz
Transmit Freq Error 65.195 kHz
x dB Bandwidth 639.9 kHz

Total Power 10.5 dBm

% of OBW Power
x dB

99.00 %
-6.00 dB

usG

0
il

Center Freq)
2.402000000 GH

CF Step
200,000 kH|

RL

‘Center 2.402000 GHz
#Res BW 30 kHz

Transmit Freq Error
x dB Bandwidth

usG

' Kepight Specum Anstyer - Occugied BW

Center Freq 2.402000000 GH:; s*ﬂw Freq:
.

Occupied Bandwidth
1.0363 MHz

Tl
- 7 AT et e

2.402000000 GHz Radio Std: None

r—= ree Run AvglHold: 11

#Atten: 30 dB

Frequency

#IFGain:Low Radio Device: BTS

Ref 20.00 dBm

Center Freq)
2.402000000 GH}

Span 2.000 MHz|

#VBW 91 kHz Sweep 2.133 ms|

CF Step
200,000 kH|

Total Power 10.6 dBm

74.520 kHz
1.288 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

6dB BW : BLE 1M (CH 19)

' Kepight Specum Anslyer - Occugied BW

9

9% OBW: BLE 1M (CH 19)

UZ:48:45 PM 40704, 2025
Radie Std: Nene

L
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz
Trig: Free Run AvglHol

Radio Device: BTS

Ref 20.00 dBm

‘Center 2.440000 GHz

Span 2.000 MHz|
#Res BW 100 kHz

#VBW 300 kHz Sweep 1ms
Occupied Bandwidth
1.0817 MHz

Transmit Freq Error 64.627 kHz
x dB Bandwidth 633.2 kHz

Total Power 10.5 dBm

% of OBW Power
x dB

99.00 %
-6.00 dB

MG

Frequency

Center Freq
2.440000000 GH|

' Kepight Specum Anslyer - Occugied BW

L
Center Freq 2.440000000 GHz ?:mr Freq: 2440000000 GHz

Ref 20.00 dBm

‘Center 2.440000 GHz

Occupied Bandwidth

124506 PH A0 0%, 2025
Radio Std: None Frequency
= ree Run AvglHold: 11

#A

HIFGain:Low

Radio Device: BTS

Center Freq
2.440000000 GH|

" Span 2,000 MHZ,

#VBW 91 kHz Sweep 2.133 ms|

CF Step
200.000 kH

Total Power 10.5 dBm

1.0362 MHz

Transmit Freq Error
x dB Bandwidth

75.434 kHz
1.289 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

6dB BW : BLE 1M (CH 39)

' Kepight Specum Anslyer - Occugied BW

99% OBW : BLE 1M (CH 39)

Center Freq 2.480000000 GHz Center Freq: 2.430000000 GHz
Trig: Free Run AvglHold:
#Atten: 30 dB

02:57:25 M
Radio Std: Nene

Radio Device: BTS

Ref 20.00 dBm

‘Center 2.480000 GHz

Span 2.000 MHz|
#Res BW 100 kHz

#VBW 300 kHz Sweep 1ms,

Occupied Bandwidth
1.0817 MHz

65.573 kHz
639.0 kHz

Total Power 10.3 dBm

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

99.00 %
-6.00 dB

MG

0
il

Frequency

Center Freq
2.480000000 GH|

MG

' Kepight Specum Anslyer - Occugied BW

Center Freq 2.480000000 GHz Center Freq: 2.430000000 GHz

Ref 20.00 dBm

Occupied Bandwidth

02:57:45 PM 010
Radie Std: Nene Frequency

Trig: Free Run
#Aten: 30 dB

AvglHold: 111
Radio Device: BTS

Center Freq
2.480000000 GH|

" Span 2,000 MHZ,
Sweep 2.133ms|

#VBW 91 kHz

Total Power 10.3 dBm

1.0360 MHz

Transmit Freq Error
x dB Bandwidth

75.615 kHz
1.287 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Note(s) :
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[=] TEST PLOTS
RX-0002a

6dB BW : BLE 1M (CH 0)

99% OBW : BLE 1M (CH 0)

[ ersight Spectnum Analyzer - Occugied EW = | s ] [ Feysiaht Spectnam Anabyzer - Occupied BW =] i e
o L R AR 1 10:02:05 AM Jul 4, 2025 L R AR 1 10:0 M Jul 04, 2025
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None
Trig: Fres Run AvglHold: 11 Trig: Fres Run AvglHold: 11
#FGainlow  #Auen: 30 dB Radio Device: BTS #FGainlow  #Auen: 30 dB Radio Device: BTS
Ref 20.00 dBm Ref 20.00 dBm
Center Fre Center Fre
2.402000000 GH| 2.402000000 G
Span 2 MHz CF Stey ‘Center 2,402 GHz Span 2 MHz CF Stey
HRes BW 100 kHz #VBW 300 kHz Sweep 1ms Py | eRes BW 30 kHz #VBW 91 kHz Sweep 2.133 ms| 200,000 k
. N Auto Mal 3 N Auto Mal
Occupied Bandwidth Total Power 9.13 dBm Occupied Bandwidth Total Power 9.23 dBm
1.0871 MHz FreqOffs: 1.0390 MHz FreqOffs:
Transmit Freq Error 38.501 kHz % of OBW Power 99.00 % g Transmit Freq Error 49.731 kHz % of OBW Power 99.00 % g
x dB Bandwidth 637.3 kHz x dB -6.00 dB x dB Bandwidth 1.291 MHz x dB -26.00 dB
0,
6dB BW : BLE 1M (CH 19) 99% OBW: BLE 1M (CH 19)
[ ersight Spectnum Analyzer - Occugied EW = | ir ] fom Feysiaht Spectnam Analyzes - Occupied BW =] i e
N A 0:05:25 394 ul 04, 2025 TR N A 0:05:45 394 ul 04, 2025
Center Freq: 2.440000000 GHz Hlamn Std: None Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Hlamn ;m None
= Trig: Frea Run AvglHold: 111 = Trig: Frea Run AvglHold:>1i1
#FGoindlow ___#Atten: 30dB Radio Device: BTS #FGainLow __ SAtten: 30 d8 Radio Device: BTS
Ref 20.00 dBm Ref 20.00 dBm
Center Fre Center Fre
2440000000 GHj 2440000000 G
‘Center 2,44 GHz CF Stey ‘Center 2,44 GHz Span 2 MHz CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 1ms| 200000 ke [ #VBW 91 kHz Sweep 2.133 ms| s
Auto Maf Auto Mal
Occupied Bandwidth Total Power 8.96 dBm Occupied Bandwidth Total Power 9.03 dBm
1.0882 MHz FreqOffs 1.0394 MHz FreqOffs
Transmit Freq Error 38.594 kHz % of OBW Power 99.00 % © Transmit Freq Error 49.061 kHz % of OBW Power 99.00 % ©
x dB Bandwidth 634.2 kHz x dB -6.00 dB x dB Bandwidth 1.290 MHz x dB -26.00 dB
. 0, .
6dB BW : BLE 1M (CH 39) 99% OBW : BLE 1M (CH 39)
[ ersight Spectrum Analyzer - Occugied EW = | ir ] fom Feysiaht Spectnam Analyzes - Occupied BW =] i e
TR N A 10:08:40 34 ul 04, 2025 TR N A 10:08:01 34 1
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radic Std: None Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radic Std: N
Trig: Free Run AvglHold: 111 Trig: Free Run AvglHold: 111
#FGoindlow ___#Atten: 30dB Radio Device: BTS #FGainLow __ SAtten: 30 d8 Radio Device: BTS
Ref 20.00 dBm Ref 20.00 dBm
Center Fre Center Fre
2480000000 GHj 2480000000 G
‘Center 2,48 GHz CF Stey ‘Center 2,48 GHz Span 2 MHz CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 1ms| 200000 ke [ #VBW 91 kHz Sweep 2.133 ms| s
Auto Maf Auto Mal
Occupied Bandwidth Total Power 9.16 dBm Occupied Bandwidth Total Power 9.20 dBm
1.0902 MHz s 1.0414 MHz s
Transmit Freq Error 38.908 kHz % of OBW Power 99.00 % © Transmit Freq Error 48.124 kHz % of OBW Power 99.00 % ©
x dB Bandwidth 638.7 kHz x dB -6.00 dB x dB Bandwidth 1.291 MHz x dB -26.00 dB
Note(s) :
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9.3. OUTPUT POWER
RX-0002
Peak Power
BLE 1M (GFSK) Test Result
Fr(::ﬂu:zr;cy Channel No. Measured Power(dBm) Limit (dBm) Result
2402 0 4.781 <30 Compliant
2440 19 4.706 <30 Compliant
2 480 39 4.566 <30 Compliant
RX-0002a
Peak Power
BLE 1M (GFSK) Test Result
F
rt(e:ﬂu:zr;cy Channel No. Measured Power(dBm) Limit (dBm) Result
2 402 0 3.437 <30 Compliant
2440 19 3.286 <30 Compliant
2480 39 3.490 <30 Compliant
Note(s) :
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[=] TEST PLOTS
RX-0002

Output Power : BLE 1M (CH 0)

Output Power : BLE 1M (CH 19)

' Keysigh Spectrum Analyzer - Suept SA
RL —
Center Freq 2.402000000 GHz Avg Type: Log-Pwr
PO Fos AvglHold: 111
IFG:

Mkr1
Ref 20.00 dBm

Center 2.402000 GHz
[#Res BW 680 kHz

MG

Span 2.000 MHz|
Sweep 1.000 ms (1001 pts);

#VBW 2.2 MHz

' Keysight Spectrum Analyzer - Swept S .
[T E P NSEINT] TGN AUTO | 02:49:2
Center Freq 2.440000000 GH:; Avg Type: Log-Pwr E
NG, Fost —+- Trig: Free Run AvglHold: 111
£Aten: 30 dB

Frequency
IFGain:Low

Ref 20.00 dBm

2.402000000 GH|

Center Fre i

Center 2.440000 GHz
#Res BW 680 kHz

Span 2.000 MHz

#VBW 2.0 MHz Sweep 1.000 ms (1001 pts)

MG

Output Power : BLE 1M (CH 39)

— Keysight Spectrum Anahyzer - Swept 54

WA

Center Freq 2.480000000 GHz
Trig: Fres Run
#Atten: 30 dB

Avg Type: Log-Pwr
AvglHold: 11

Ref 20.00 dBm

ICenter 2.480000 GHz Span 2.000 MHz|

Sweep 1.000 ms (1001 pts);
o

#VBW 2.2 MHz
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[=] TEST PLOTS
RX-0002a

Output Power : BLE 1M (CH 0)

Output Power : BLE 1M (CH 19)

[ Keysight Spectrim Analyzer - Suvept S&
AL R

enter Freq 2.402000000 Avg Type: Log-Pwr
Nt Tast e Trig: Free Run AvglHold: 11 —
\FGainlow _#Atten: 30 dB ddddd

[ Keysight Spectrim Analyzer - Suvept S&
AL R

ente e 440000000
A SIPRIEN Trig: Free Run
IFGain:Low #Anen: 30 dB

Avg Type: Log-Pwr
AvglHold: 11

Auto Ti Auto Tung
Ref 20.00 dBm Ref 20.00 dBm
Center Fre| Center Fre|
2402000000 GH} 2440000000 G|
StartF StartF
2.401000000 G| 2.439000000 G|
Stop Fri Stop Fri
2.403000000 G 2.441000000 G
CF Stey CF Stey
200.000 ki 200.000 ki
Auto Mal Auto Maj
Freq Offs: Freq Offs:
o o
Scale Scale
Center 2.402000 GHz Span 2.000 MHz |55 Center 2.440000 GHz Span 2.000 MHz |55
#Res BW 680 kHz #VBW 2.2 MHz Sweep 1.000 ms (1001 pts); #Res BW 680 kHz #VBW 2.0 MHz Sweep 1.000 ms (1001 pts);
usa sTaTus usa srarus
Output Power : BLE 1M (CH 39)
[ Keyright Spectrum Analyzer - Swept SA .
R v A o 2025
ente C 480000000 Avg Type: Log-Pwr
PNO: Fast ~+= Trig: Free Run AvglHold: 111
IFGainilow __ #Atten: 30 dB
Auto Ti
Ref 20.00 dBm
Center Fre
2.480000000 GH}
‘StartF
2478000000 G|
StopFr
2.481000000 G|
CF Ste|
200,000 ki
Auto Mal
Freq Offs:
o
Scale
Center 2.480000 GHz Span 2.000 MHz [
Res BW 680 kHz #VBW 2.2 MHz Sweep 1.000 ms (1001 pts)
Note(s) :
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9.4. POWER SPECTRAL DENSITY

RX-0002
BLE 1M (GFSK) Test Result
Frequency Measured Level Limit
(MHz) Channel No. (dBm/9.1kHz) (dBm/3kHz) Result
2402 0 -6.099 <8.000 Compliant
2440 19 -6.131 <8.000 Compliant
2 480 39 -6.263 <8.000 Compliant
RX-0002a
BLE 1M (GFSK) Test Result
Frequency Measured Level Limit
(MHz) Channel No. (dBm/9.1kHz) (dBm/3kHz) Result
2 402 0 -7.453 <8.000 Compliant
2440 19 -7.614 <8.000 Compliant
2480 39 -7.350 <8.000 Compliant
Note(s) :

1. Sample calculation (RX-0002 BLE1IM CHO)

P3knz=P9.1kH:—10-l0g10(9.1/3)
=-1.289-4.81=-6.099
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[=] TEST PLOTS

RX-0002
PSD : BLE 1M (CH 0)

PSD : BLE 1M (CH 19)

G ] Keysight Spectum Ansiyzer - Swept SA

— Keysight Spectrum Anahyzer - Swept 54
5 02

WAL o —
Center Freq 2.402000000 GHz Avg Type: Log-Pwr
2 Avg|Hold: 100/100

Ref 20.00 dBm

Span 2.162 MHz|

#VBW 27 kHz Sweep 24.97 ms (480 pts)|

Center 2.402000 GHz
[#Res BW 9.1 kHz

MG s

1GH AUTD__|02:45:46 PM g
Avg Type: Log-Pwr T
Avg[Hold: 100/100

W oEL
Center Freq 2.440000000 GH:
PNO: Wido

IFGain:Low

Trig: Free Run
#Atten: 30 dB

Mkr1 2
Ref 20.00 dBm

Center Fre
2.402000000 GH

Span 2.163 MHz
Sweep 24.99 ms (481 pts)

Center 2.440000 GHz
#Res BW 9.1 kHz

MG

#VBW 27 kHz

PSD : BLE 1M (CH 39)

— Keysight Spectrum Anahyzer - Swept 54

WA
Center Freq 2.480000000 GHz

Avg Type: Log-Pwr
AvglHold: 100/100

Ref 20.00 dBm

Center 2.480000 GHz
Res BW 9.1 kHz

#VBW 27 kHz

Span 2.163 MHz|
Sweep 24.99 ms (481 pts)

Stop Fre
2.481081702

MG

Note(s) :

The plots included in this report are based on uncorrected values, measured with an RBW of 9.1 kHz.
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[=] TEST PLOTS

RX-0002

PSD : BLE 1M (CH 0)

[ Keysight Spectium Analyzes - Swept SA
RL

PSD : BLE 1M (CH 19)

Avg Type: Log-Pwr

[ Keysight Spectrim Analyzer - Suvept S&
AL R

Avg Type: Log-Pwr
‘AvglHold: 100100

402000000
AN Trig: Free Run
IFGain:Low #Anen: 30 dB

Mkr1

Ref 20.00 dBm
Center Fre|

2.402000000 GH|

StartF
2400912925 Gl

Stop Fri
2.403087075 G

CF Stey
217 416 ki
Auto Mal

Freq Offse
[

Span 2.174 MHz|
Sweep 25.13 ms (483 pts)

Center 2.402000 GHz
#Res BW 9.1 kHz

#VBW 27 kHz

uss

Center Freq 2.440000000 G e Trig: FreeRun

Log Center 2.440000 GHz
#Res BW 9.1 kHz

AvglHold: 1001100

IFGain-Low #Atten: 30 dB

Mkr1

Ref 20.00 dBm

Span 2.176 MHz
Sweep 25.15 ms (484 pts)

#VBW 27 kHz

PSD : BLE 1M (CH 39)

[ Keysight Spectnum Analyzer - Swept SA
kL A 04, 2025
Avg Type: Log-Pwr

480000000
AvglHold: 100100

PNO: Wide ~+— Trig: Free Run
IFGainilow __ #Atten: 30 dB

Mkr1
Ref 20.00 dBm

Center Fre
2480000000 GHj

‘StartF
2478909815 Gl

StopFr
2.481030185 Gl

Span 2.180 MHz &)

Sweep 25.20 ms (485 pts)

Center 2.480000 GHz
#Res BW 9.1 kHz

#VBW 27 kHz

uss

Note(s) :

The plots included in this report are based on uncorrected values, measured with an RBW of 9.1 kHz.
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9.5. CONDUCTED BAND EDGE & SPURIOUS EMISSIONS

Out of Band Emissions at the Band Edge

RX-0002
BLE 1M (GFSK) Test Result
Frequency - Measured Level Limit
[MHz] Channel No. Position [dBc] [dBc] Result
2402 0 Low 46.038 220 Compliant
2480 39 High 51.041 >20 Compliant
RX-0002a
BLE 1M (GFSK) Test Result
Frequency ... Measured Level Limit
[MHz] Channel No. Position [dBc] [dBc] Result
2 402 0 Low 47.094 > 20 Compliant
2480 39 High 50.153 >20 Compliant
=] TEST PLOTS
RX-0002
BLE 1M (CH 0) BLE 1M (CH 39)
Ty re———

Ref 10.00 dBm

[Center 2.400000 GHz
[#Res BW 100 kHz

56

[T
Center Freq 2.400000000 GHz
PHO: Wid

e Trig: Free Run
#Aten: 20 B

AvglHold: 14

IFGain-Low

#VBW 300 kHz

02:45:1

Avg Type: Log-Pwr

‘Span 12.00 MHz|
Sweep 1.200 ms (1001 pts)

= Keysight Specinum Analyzer - Swept SA

Center Fre:
2.400000000 GH|

Center 2.483500 GHz
[#Res BW 100 kHz

56

[T
Center Freq 2.483500000 GHz

#VBW 300 kHz

Avg Type: Log-Pwr

rig: Free Run AvglHold: 11

#Atten: 20 4B
AMkr1 -3.56:

Center Fre:
2.483500000 GH|

Span 12.00 MHz|
Sweep 1.200 ms (1001 pts);

RX-0002a

BLE 1M (CH 0)

BLE 1M (CH 39)

[ Keysight Spectrum Anahyzer - Swept SA
AL

Avg Type: Log-Pur

Center Freq 2.400000000 GHz
- AvglHold: 11

e Trig: Free Run
#Aten: 20 dB

IFGain:Low

AMkr1 2.136 MHZ|

Ref 10.00 dBm 47.094 d B

Span 12.00 MHz|
1.200 ms (1001 pts);

Center 2.400000 GHz
#Res BW 100 kHz

#VBW 300 kHz

Auto Ma

Log

[ Keysight Spectrum Anslyzes - Swept SA
B =L

Center Freq 2.483500000 GHz i
PNO: Wide ~»— Trig: Free Run
#Atten: 20 9B

AvglHold: 1/1
IFGain:Low

Auto Tu

Ref 10.00 dBm

Center Fre
2.400000000 GHj|

StartFre
2394000000 GH

StopFr
2406000000 GH

CF Stey
1.200000 MH

Freq Offss
OHj

Scale

Center 2.483500 GHz

#Res BW 100 kHz #VBW 300 kHz

Avg Type: Log-Pur

AMkr1 -5.076 MHZ

50.153 dB]

Span 12.00 MHz|
Sweep 1.200 ms (1001 pts),

Note(s) :
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Conducted Spurious Emissions
RX-0002
BLE 1M (GFSK) Test Result
Frequency .. Measured Level Limit
[MHz] Channel No. Position [dBc] [dB] Result
2 402 0 Low 40.395 >20 Compliant
2 440 19 Middle 39.304 >20 Compliant
2480 39 High 38.876 >20 Compliant
RX-0002a
BLE 1M (GFSK) Test Result
Frequency .. Measured Level Limit
[MHz] Channel No. Position [dBc] [dB] Result
2402 0 Low 43.21 220 Compliant
2 440 19 Middle 42.842 >20 Compliant
2480 39 High 43.747 >20 Compliant
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TESTING CERT #4201.01

[=] TEST PLOTS
RX-0002

BLE 1M (CH 39)

30 MHz - 1 GHz

1 GHz-3 GHz

= Feysight Specinum Analyzer - Swept SA

Center Freq 515.000000 MHz
PNO: Fasi ~+= 1110
IFGain:Low ___ #At

AvglHeld: 111

Ref 0.00 dBm

Start 0.0300 GHz

##Res BW 100 kHz #VBW 300 kHz

Avg Type: Log-Pwr

Mkr1 944,
-5

Stop 1.0000 GHz
Sweep 93.33 ms (40001 pts)

usG oS!

= Keysight Spectnum Analyze - Swept SA
W Rl E o
Center Freq 2.000000000 GHz

PNO: Fost ~
IFGain:Low

Avg Type: Log-Pwr
Trig: Free Run AvglHold: 111

#Atten: 20 dB

Ref 10.00 dBm

Center Fre
£15.000000 MH|

Stop 3.000 GHz,

#VBW 300 kHz Sweep 192.0 ms (40001 pts)

3514 dBm
-38.876 dBm

2480 10 GHz |(A)
2607 86 GHz |

Frequency

l

Center Freq)
2.000000000 GH}

10 GHz - 25 GHz

AvglHeld: 111

Ref 10.00 dBm

Start 3.000 GHz

#VBW 300 kHz Sweep

Avg Type: Log-Pwr

Stop 10.000 GHz
669.3 ms (40001 pts]

= Feysight Specinum Analyzer - Swept SA

W P
Center Freq 17.500000000 GHz

PN Fast &

Avg Type: Log-Pwr
Trig: AvglHold: 111
ow BA

Ref 0.00 dBm

Stop 25.000 GHz
Sweep 1.435 s (40001 pts]

#VBW 300 kHz

IFGai

Note(s) :

The plots included in this report are only at the worst-case channel.
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TESTING CERT #4201.01

[=] TEST PLOTS
RX-0002a

BLE 1M (CH 19)

30 MHz - 1 GHz

1 GHz-3 GHz

[ Kepsioht Spectmam Azt~ Swept SA o epl] [ Kevight Specmam Anahzer - Swept S ey s
&0 ; o &0 ; o
Center Freq 515.000000 MHz Avg Type: Log-Pwr Center Freq 2.000000000 GHz Avg Type: Log-Pwr
BHO: Fast ~ee T11g: Free Run AvglHold: 111 A Taet e Trig: Free Run AvalHold: 14
IFGain:Low #Atten: 10 dB IFGain:Low #Anen: 20 dB
Mir1 AutoT Auto Tung
Ref 0.00 dBm Ref 10.00 dBm
Center Fre Center Fre
616.000000 MH} 2000000000 Gl
StartFri StartFri
30.000000 M) 1.000000000 G|
Stop Fr Stop Fr
1.000000000 G| 3,000000000 Gl
CF Stey Stop 3.000 GHz CF Stey
97.000000 M #VBW 300 kHz 200.000000 M
Auto Mal - Auto Mal
2.440 06 GHz | 3.106 dBm
FreqOffs 256776 GH:; -42.269 dBm FreqOffs
a a
Scale Scale
Start 0.0300 GHz Stop 1.0000 GHz |5 Log
#Res BW 100 kHz #VBW 300 kHz Sweep 93.33 ms (40001 pts]
3 GHz-10 GHz 10 GHz - 25 GHz
[ Kepsioht Spectmam Azt~ Swept SA o epl] [ Kevight Specmam Anahzer - Swept S ey s
&0 ; o &0 ; o
Center Freq 6.500000000 GHz Avg Type: Log-Pwr Center Freq 17.500000000 GHz Avg Type: Log-Pwr
PHO: Fst ~»e Tr1g: Free Run AvglHold: 111 e Tost e Trig: Free Run AvalHold: 14
IFGain:Low #Atten: 20 dB IFGain:Low #Anen: 10 dB
MKr1 6.053 750 GHZ el DA
Ref 10.00 dBm .008 dBm Ref 0.00 dBm
Center Fre Center Fre
6500000000 GH| 17 500000000 G|
StartFri StartFri
3.000000000 G| 10.000000000 G|
Stop Fr Stop Fr
10.000000000 G 25,000000000 G
CF Stey CF Stey
T00.000000 M 1.500000000 G|
Ma Mal
Freq Offs: Freq Offs:
a a
Scale Scale
Start 3.000 GHz Stop 10.000 GHz (5] Stop 25.000 GHz ()
R #VBW 300 kHz Sweep 669.3 ms (40001 pts] #VBW 300 kHz Sweep 1.435 s (40001 pts
Note(s) :
The plots included in this report are only at the worst-case channel.
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9.6 RADIATED SPURIOUS EMISSONS
Frequency Range : Below 1 GHz
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
F Reading Factor Level Limit Margin
r((al?llul-(lazr).cy Polarization | (dBuV) (dB) (dBuv/m) (dBuV/m) )
QP Corr Duty QP QP QP
No major peaks found
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 440 MHz (CH 19)
. Reading Factor Level Limit Margin
“(*l'j'ﬂ“:z';cy Polarization | (dBuV) (dB) (dBuv/m) (dBuV/m) (dB)
QP Corr® | Duty QP QP QP
No major peaks found
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
F Reading Factor Level Limit Margin
"(*:n“:z’)'cy Polarization | (dBuV) (dB) (dBuv/m) (dBuV/m) (dB)
QP Corr.! ‘ Duty QP QP QP
No major peaks found
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
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Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
F Reading Factor Level Limit Margin
"(*,‘j'n“:zr)'“’ Polarization | (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
QP Corr Duty QP QP QP
No major peaks found
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 440 MHz (CH 19)
F Reading Factor Level Limit Margin
“(*:'A“:z’)'cy Polarization | _(dBuV) (dB) (dBuv/m) (dBuV/m) (dB)
QP Corr! ‘ Duty QP QP QP
No major peaks found
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
F Reading Factor Level Limit Margin
“(*,'j'n“:z’)'“' Polarization | (dBuV) (dB) (dBuv/m) (dBuv/m) (dB)
QP Corr.! ‘ Duty QP QP QP
No major peaks found
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
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Frequency Range : Above 1 GHz

RX-0002
BLE 1M (GFSK)
2 402 MHz (CH 0)

Model
Test Mode
Operating Frequency

c Reading Factor Level Limit Margin
i | Polarization (dBuv) (d8) (dBuV/m) (dBuV/m) (dB)
AV PK Corr.t Duty? AV PK AV PK AV PK
2529.811 \% 38.6 63.1 -8.1 7.7 38.2 55.0 54 74 15.8 19.0
2529.941 H 36.3 64.6 -8.1 7.7 35.9 56.5 54 74 18.1 17.5
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 440 MHz (CH 19)
c Reading Factor Level Limit Margin
oy | Polarization (dBuv) (d8) (dBuv/m) (dBuv/m) (dB)
AV PK Corr Duty? AV PK AV PK AV PK
2551.874 Vv 32.3 59.6 -8.0 7.7 32.0 51.6 54 74 22.0 22.4
2 568.289 H 38.1 63.5 -8.0 7.7 37.8 55.5 54 74 16.2 18.5
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
: Reading Factor Level Limit Margin
"Mtz | Polarization (dBuv) (dB) (dBuv/m) (dBuv/m) (dB)
AV PK Corr2 Duty? AV PK AV PK AV PK
2592.031 H 37.5 62.0 -8.0 7.7 37.2 54.0 54 74 16.8 20.0
2592.197 \ 32.1 57.0 -8.0 7.7 31.8 49.0 54 74 22.2 25.0
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
2. Duty factor : 20log(1/duty cycle) = 20log(1/0.413) = 7.7
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Model RX-0002a
Test Mode BLE 1M (GFSK)

Operating Frequency 2 402 MHz (CH 0)

c Reading Factor Level Limit Margin
"Mty | Polarization (dBuV) (d8) (dBuV/m) (dBuV/m) (dB)
AV PK Corr.t Duty? AV PK AV PK AV PK
2513.912 \% 34.2 59.6 -8.0 7.7 33.9 51.6 54.0 74.0 20.1 22.4
2529.818 H 41.4 65.6 -8.0 7.7 413 57.6 54.0 74.0 12.7 16.4
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 440 MHz (CH 19)
c Reading Factor Level Limit Margin
Mt || Polarization (dBuv) (d8) (dBuv/m) (dBuV/m) (dB)
AV PK Corr Duty? AV PK AV PK AV PK
2551.918 H 36.2 63.2 -7.9 7.7 36.0 55.3 54.0 74.0 18.0 18.7
2 567.855 \% 33.8 55.6 -7.9 7.7 33.6 47.7 54.0 74.0 204 26.3
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
c Reading Factor Level Limit Margin
") | Polarization (dBuv) (dB) (dBuV/m) (dBuV/m) (dB)
AV PK Corr Duty? AV PK AV PK AV PK
2 351.799 \% 33.2 55.0 -8.8 7.7 32.1 54.3 54.0 74.0 219 19.7
2367.722 H 35.6 63.1 -8.8 7.7 34.5 46.2 54.0 74.0 19.5 27.8
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
2. Duty factor : 20log(1/duty cycle) = 20log(1/0.413) = 7.7
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TESTING CERT #4201.01

[=] TEST PLOTS

RX-0002

Radiated Spurious Emission 9 kHz — 30 MHz (Antenna Position 90°) : BLE 1M (CH 0)

[dB (uV/m} ]
130

<FCC

SkHz - 30 MHz QP>
QP

120 - .
9-30M HoriZ>

<TX R3E

Range (H, PR)

11

[}

100

90

dBuv/M

T T [T [ T T e T T I [ T T T T I T T T[T ITTr

.100 1.000 .000 30.000

Freguency [MH=z]

Radiated Spurious Emission 9 kHz — 30 MHz (Antenna Position 180°) : BLE 1M (CH 0)

SkHz - 30 MHz
QP
<T¥ RSE 9-30M Vert>

<FCC

QP>

Rangs (V, PK)

dBuv/M

‘.‘J‘?I'.N‘a
i

LI L L R L RN N N A LN N N LS

0.009 1.000 10.000 30.000

Freguency [MHz]

Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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TESTING CERT #4201.01

[=] TEST PLOTS

Radiated Spurious Emission 9 kHz — 30 MHz (Antenna Position Bent over) : BLE 1M (CH 0)

[dE (uV/m) ]
130

Range (V, PK)

dBuv/M

ll\..f..l |
o] i

L L L L L L L L O L

il
il

1.000 10.000 30.000

=
=
(s]
()
F
=
=

Freguency [MHz]

Radiated Spurious Emission 30 MHz — 1 GHz : BLE 1M (CH 0)

[dB (uV/m) ]
107

T
b}
7]
(9]
a1}

3m=

100 F ———— F
< 30-1G z2402>
Ranges (H, PR)
Range (V, PE)

——— Final Item(V,QP)
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w
=
-

40

30

ol

=

TT T =TT

F 3
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Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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[=] TEST PLOTS
Radiated Spurious Emission 1 GHz — 3 GHz : BLE 1M (CH 0)
[dB (uv/m) ]
107 <FCC B GHz 3m_TMD>
100 |F PK
E Y
E <TX RSE 1-3G 2402>
90
E Range (H, PR)
o Range (V, FR)
BO [ = Final Item(H,AV)
L —&—— Final Item(H,FPK)
70 E ——— Final Item(V,Z&V)
E —%—— Final Item(V,FPR)
= 60 [
~ E
=
@ 50 |
= C
40 f ||.|H||||
30 B
20 F
10 F
-
1000.000 2 3000.000
[MHZ ]
Radiated Spurious Emission 3 GHz — 18 GHz : BLE 1M (CH 19)
[dB (uV/m) ]
107 <FCC B GHz 3m IMD>
100 F PK
F AV
E <TX RSE 3-18G 2402>
90
C Range (H, PR)
£ — Range (V,PE)
30 = Final ITtem(H,LAV)
F —<—— Final Item(H,PE)
70 E ——— Final Item(V,AV)
E —%—— Final Item(V,PE)
- E
s
2
@
]
20 F
10 F
o E
3000.000 00 18000.000
[MHZ ]
Note:

1. The plots include all used factor values for cables, antenna, preamplifier, etc.
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TESTING CERT #4201.01

[=] TEST PLOTS
Radiated Spurious Emission 18 GHz — 25 GHz : BLE 1M (CH 0)
[dB (uV/m) ]
130 ¢ <FCC B GHz 3m IMD>
120 C PR
2 = _
110 L <TX RSE 18-26C 2402>
E Range (H, PR)
100 E Range (V, PE)
F —&—— Final Item(H,AV)
a0 F —S—— Final Item(H,FPE)
F —2—— Final Item(V,AV)
30 E —2—— Final Item(V,PE)
= :
= T0 E
= E
% g0 E
50 F
a0 E w 1
30 F
20 E
10 L
0 E
18000.000 20000.000 22500.000 26000.000

Freguency [MH=z]

Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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RX-0002a

Radiated Spurious Emission 9 kHz — 30 MHz (Antenna Position 90°) : BLE 1M (CH 0)

<FCC 9kHz -

1.000

Fregquency

Range (i, FK)

30 MH=z QP>

LA LA LU LI L L UL L L LA L L L L LR L )

100 l1.000

Freguency

Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.

Report No.: HA250403-LTL-001-R0O1
This document may not be copied or reproduced (reprinted) without written consent by HCT America, Inc.
HCT America, Inc., 840 Yosemite Way, Milpitas, CA 95035, USA TEL: +1-510-933-8848 FAX: +1-510-933-8849

47/ 46



o,
WSS
= N
=

i

g

AMERICA "f,,,///ﬁ\\\\s‘ [ACCREDITED)

TESTING CERT #4201.01

[=] TEST PLOTS

Radiated Spurious Emission 9 kHz — 30 MHz (Antenna Position Bent over) : BLE 1M (CH 0)
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Radiated Spurious Emission 30 MHz — 1 GHz : BLE 1M (CH 0)
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Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.

Report No.: HA250403-LTL-001-R0O1 48 / 46
This document may not be copied or reproduced (reprinted) without written consent by HCT America, Inc.
HCT America, Inc., 840 Yosemite Way, Milpitas, CA 95035, USA TEL: +1-510-933-8848 FAX: +1-510-933-8849



g,

NG
- SN="
AMERICA i ACcREBITED)
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Radiated Spurious Emission 1 GHz — 3 GHz : BLE 1M (CH 0)

[dB {uV/m) ]
107

100

dBuv/M
T

I
]
TTT[TTTT

[} v
o o
TTTT[TTTT ‘

1000.000 1500.000 2¢000.000 2500.000 3000.000
Freguency [MH=z]

Radiated Spurious Emission 3 GHz — 18 GHz : BLE 1M (CH 19)
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Note:
1. The plots include all used factor values for cables, antenna, preamplifier, etc.

Report No.: HA250403-LTL-001-R0O1 49 /46
This document may not be copied or reproduced (reprinted) without written consent by HCT America, Inc.
HCT America, Inc., 840 Yosemite Way, Milpitas, CA 95035, USA TEL: +1-510-933-8848 FAX: +1-510-933-8849



o\,

NS e
- SN="
AMERICA B e
[=] TEST PLOTS

Radiated Spurious Emission 18 GHz — 25 GHz : BLE 1M (CH 0)
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Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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9.7. RADIATED RESTRICTED BAND EDGES

Moel
Test Mode
Operating Frequency

RX-0002
BLE 1M (GFSK)
2 402 MHz (CH 0)

R o ngﬂ'\:‘)g Factor Level Limit Margin
(MHz) Polarization (dB) (dBuv/m) (dBuv/m) (dB)
AV PK Corr.! Duty? AV PK AV PK AV PK
2 389.098 H 314 59.5 -8.8 7.7 30.3 50.7 54 74 23.7 23.3
2 389.750 \% 31.1 58.4 -8.8 7.7 30.0 49.6 54 74 24.0 24.4
Moel RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
O o l::aBil\rl])g Factor Level Limit Margin
(MHz) Polarization (dB) (dBuVv/m) (dBuVv/m) (dB)
AV PK Corr. Duty? AV PK AV PK AV PK
2 483.524 \ 36.3 66.9 -8.2 7.7 35.8 58.7 54 74 18.2 15.3
2 483.632 H 37.4 70.2 -8.2 7.7 36.9 62.0 54 74 17.1 12.0
Note(s) :

1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
2. Duty factor : 20log(1/duty cycle) = 20log(1/0.413) = 7.7

= TEST PLOTS

Radiated Band Edges : BLE 1M (CH 0)

Radiated Band Edges : BLE 1M (CH 39)
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G w
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Note(s) :
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Moel RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
c Reading Factor Level Limit Margin
i | Polarization (dBuv) (d8) (dBuV/m) (dBuV/m) (dB)

AV PK Corr.t Duty? AV PK AV PK AV PK
2 389.961 H 31.6 58.9 -8.7 7.7 30.6 50.2 54.0 74.0 234 23.8
2 389.988 \% 304 51.6 -8.7 7.7 29.4 42.9 54.0 74.0 24.6 31.1
Moel RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 480 MHz (CH 39)
c Reading Factor Level Limit Margin
i | Polarization (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)

AV PK Corr! Duty? AV PK AV PK AV PK
2 483.444 H 39.0 70.9 -8.2 7.7 38.5 62.7 54.0 74.0 15.5 11.3
2 483.455 Vv 33.2 61.9 -8.2 7.7 32.7 53.7 54.0 74.0 21.3 20.3
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
2. Duty factor : 20log(1/duty cycle) = 20log(1/0.413) = 7.7
=] TEST PLOTS

Radiated Band Edges : BLE 1M (CH 0) Radiated Band Edges : BLE 1M (CH 39)
[dB (uV/m
] '* ;
S ) L M A .ﬂu Il i
2310.000  2325.000 235 ;:I:“Emy 2375.000 :4[:;;:.:::: 2480.000 45,000 ;::Nenly 2485.000 :5[:;1::_:.:‘:::-:
Note(s) :
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9.8. RECEIVER SPURIOUS EMISSION

Frequency Range : Below 1 GHz

Model
Test Mode

RX-0002

BLE 1M (GFSK)

Operating Frequency

2 402 MHz (CH 0)

Frequency Polarization Reading Corr. V) Total Limit Margin Measurement
(MHz) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB) Type
No major peaks found
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
Frequency — Reading Corr. V) Total Limit Margin Measurement
Polarization
(MHz) (dBuVv) (dB) (dBuVv/m) (dBuV/m) (dB) Type
No major peaks found
Frequency Range : Above 1 GHz
Model RX-0002
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
Frequency R Reading Corr. V) Total Limit Margin Measurement
Polarization
(MHz) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB) Type
No major peaks found
Model RX-0002a
Test Mode BLE 1M (GFSK)
Operating Frequency 2 402 MHz (CH 0)
Frequency L Reading Corr. 1) Total Limit Margin Measurement
Polarization
(MHz) (dBuv) (dB) (dBuV/m) (dBuV/m) (dB) Type
No major peaks found
Note(s) :
1. Correction Factor: Antenna Factor + Cable loss + Preamplifier Gain
2. The test was conducted in CH 0, which is a worst-case mode
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[=] TEST PLOTS
RX-0002
Receiver Spurious Emission below 1 GHz : BLE 1M (CH 0)
[dB (uV/m) ]
107 E B Zm
100 | ——— Q@
£ <RX RSE 30-1G 2402>
90 E Range (H, PR)
r —— Range (V, PR)
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2 50 F I
o E |
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I Iﬂlh-
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20 b 1
- "
10 F
o E
30.000 50.000 100.000 500.000 1000.000
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Receiver Spurious Emission above 1 GHz : BLE 1M (CH 0)
[dB (uV/m) ]
07 E <R38-Gen RX RSE GHz>
100 F —_— v
E <R¥ R3E 1-12.75G 2402>
90 F Range (H, PE)
C —— Range (V,FE)
r —&—— Final Item(H,Z&V)
80 | Final Item(V,4V)
70 F
= €0 [
&
o
20 F
10 F
5 E
1000.000 2000.000 5000.000 12750.000
Fregquency [MHz]
Note:

1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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RX-0002a

Receiver Spurious Emission below 1 GHz : BLE 1M (CH 0)
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Receiver Spurious Emission above 1 GHz : BLE 1M (CH 0)
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Note:
1. There were no major peaks and representative plots are included in this report
2. The plots include all used factor values for cables, antenna, preamplifier, etc.
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9.9. AC Power line Conducted Emissions

Model RX-0002

Test Mode BLE 1M (GFSK)

Frequency . Reading Corr. 9 Level Limit Margin
(MHz) Line (dBuv) (dB) (dBuv) (dBpV) (dB)
QP CAV QP CAV QP CAV QP CAV

0.151 L1 39.4 20.5 9.6 49.0 30.1 65.9 55.9 16.9 25.8
0.169 L1 37.7 19.3 9.6 47.3 28.9 65 55 17.7 26.1
0.210 L1 34.2 16.1 9.6 43.8 25.7 63.2 53.2 19.4 27.5
0.241 L1 31.0 14.3 9.6 40.6 23.9 62.1 52.1 21.5 28.2
0.303 L1 28.0 12.1 9.6 37.6 21.7 60.1 50.1 22.5 28.4
0.630 L1 31.7 24.2 9.6 41.3 33.8 56 46 14.7 12.2
0.156 N 39.2 20.4 9.6 48.8 30.0 65.7 55.7 16.9 25.7
0.163 N 38.3 19.4 9.6 47.9 29.0 65.3 55.3 174 26.3
0.204 N 34.3 15.8 9.6 43.9 25.4 63.4 53.4 19.5 28.0
0.629 N 31.5 19.7 9.6 41.1 29.3 56 46 14.9 16.7
1.101 N 21.3 11.0 9.7 31.0 20.7 56 46 25.0 25.3
1.773 N 18.1 8.1 9.7 27.8 17.8 56 46 28.2 28.2

Model RX-0002a

Test Mode BLE 1M (GFSK)

Frequency . Reading Corr. 3 Level Limit Margin
(MH2) Line (dBuv) (dB) (dBuv) (dBuv) (dB)
QP CAV QP CAV QP CAV QP CAV

0.153 L1 38.0 17.2 9.6 47.6 26.8 65.9 55.9 18.3 29.1
0.165 L1 36.7 16.1 9.6 46.3 25.7 65.2 55.2 18.9 29.5
0.179 L1 355 15.2 9.6 45.1 24.8 64.5 54.5 19.4 29.7
0.203 L1 325 13.9 9.6 42.1 235 63.5 53.5 21.4 30.0
0.243 L1 28.7 13.1 9.6 38.3 22.7 62 52 23.7 29.3
0.626 L1 32.9 221 9.6 42.5 31.7 56 46 13.5 14.3
0.166 N 36.8 15.4 9.6 46.4 25.0 65.2 55.2 18.8 30.2
0.187 N 34.2 13.6 9.6 43.8 23.2 64.1 54.1 20.3 30.9
0.208 N 32.7 12.4 9.6 42.3 22.0 63.3 53.3 21.0 31.3
0.608 N 26.1 15.2 9.6 35.7 24.8 56 46 20.3 21.2
0.626 N 30.4 17.7 9.6 40.0 27.3 56 46 16.0 18.7
1.236 N 20.2 7.3 9.7 29.9 17.0 56 46 26.1 29.0

Note(s) :

1. Quasi-peak(Final Result) = Reading Value + Correction Factor
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10. LIST OF TEST EQUIPMENT
No. Instrument Model No. I EiEILIL Manufacture Serial No.
(mm/dd/yy)
Signal Analyzer
X (1 Hz ~ 40.0 GH2) ESW44 10/15/2025 Rohde & Schwarz 102015
Signal Analyzer .
= (10 Hz ~ 26.5 GH2) N9020A 11/25/2025 Keysight MY52091291
Attenuator
X (20 dB, DC ~ 26.5 GHz) CFADC262002 10/1722025 CERNEX -
Loop Antenna
X (0.009 MHz ~ 30 MHz) HLA 6121 09/12/2025 TESEQ 43964
BI-LOG Antenna
X (30 MHz ~ 6 GH2) JB6 10/22/2026 Sunol A071116
Horn Antenna
|z| (1 GHz ~ 18 GHz) DRH-118 12/04/2026 Sunol A061616
|z| LNA PAM-118A 01/15/2026 Com-Power 18040074
(1 GHz ~ 18 GHz)
Horn Antenna
|z| (18 GHz ~ 40 GHz) DRH-1840 01/16/2027 Sunol 17121
LNA
|z| (18 GHz ~ 40 GHz) CBL18405045-01 12/03/2025 CERNEX, Inc. 27973
. . WHK10-2520- . .
X High Pass Filter 3000-18000-40EF 10/17/2025 Wainwright 9
|Z| EMI Test Receiver ESR3 12/06/2025 Rohde & Schwarz 102363
X LISN ENV216 12/05/2025 Rohde & Schwarz 101550
Note(s) :

1. Equipment listed above that calibrated during the testing period was set for test after the calibration.
2. Equipment listed above that has a calibration due date during the testing period, the testing is completed before
equipment expiration date.
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APPENDIX A. TEST SETUP PHOTOS

The setup photos are provided as a separate document.
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APPENDIX B. PHOTOGRAPHS OF EUT

B.1. EXTERNAL PHOTOS

The external photos are provided as a separate document.
B.2. INTERNAL PHOTOS

The internal photos are provided as a separate document.
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END OF TEST REPORT
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