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Laser level Remote control G-8

USer manual

During the warranty period,the following situations are not
covered by the warranty ]
Improper use leading to human damage

! :Damage due to improper transportation aftersale | User name:

| -Damage caused by failure to use the original accessories of the | Mr./Ms.: Age:
i company as required 4 | Name of the work unit:

l :

- Any selfmodified disassembled and repaired product
.L-Replacement'ofwearparts :
Any naturslwear

- Occupation: []Student [JWorker[ JWoodworking[IMetalworking
[‘Concreteworking[ IRenovation[ JHardware[ |Bydropower[ JEngineering
[Jothers

. Address: Province_ City  Road/Street NO.

V.common problems

1.After the receiving switch is turned t'ﬂ;the sters backlight will flz
which is a normal phenomenon;

Zipcode: Tel: Fax:

Mobile phone: Product number:

Date of purchase: Invoice receipt number:

Purchase company name:

Purchaser’ s address:

Vi.Safety precautions
1.Because of Laser shoul

Purchaser’ s phone:

Purchaser’ s seal:

User name:
Mr./Ms.: Age:

Name of the work unit:

Occupation: []Student []Worker[ JWoodworking[_JMetalworking
[[IConcreteworking[_JRenovation[ JHardware[_|Bydropower[_JEngineering
[Jothers

Address: Province_ City  Road/Street NO.

Zipcode: Tel: Fax:

Mobile ph Product number:

Date of purchase: Invoice receipt number:

Purchase company name:

Purchaser’ s address:

Certificate PiireliaRer"s phi

Purchaser’ s seal:
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Instrument specifications

Laser ray 360°X3 12 line (30)
360°X4 16 line (40)
Laser ray Wavelength 650nm,red light

Wavelength 515nm,blue light
Wavelength 532nm,green light

Horizontal/vertical accuracy: £0.2mm/10m

Automatic leveling range: =3

Waterproof grade:IP-54
Working range:about 25m in diameter

Working time:about 5 hours
Green light working temperature:-5°C~50°C
Blue light working temperature:-20°C~50°C

Red light working tenperature:-20°C~50°C
(requires a personalized custom)

Laser schematic 3D omnidirectional ground and wall sticker

1.Because of Laser radiation should not look directly at the laser beam;

2.Class 2 laser crystal,harmless to human body;

3.Forbidden to heavy press or vibrate;

4.The product shall be placed in the warehouse with ventilation,drying,heat-
insulated and fireproofing,and it is strictly prohibited to contact with corrosive
materiais;

5.Loading,unloading and use of products shall be handled gently,and shall not be
thrown or dropped

1.Daiiy maintenance

1)Please store the machine in a dry,ventilated,constant temperature and dust-
free place;

2)Please wipe the shell glass frequently to ensure the light transmission;

3)when not in use for a long time,please release the locking switch for half an hour
regularly to ensure that the bearing swings flexibly.

2.Attentions

1) check whether the horizontal line and vertical line are accurate before each ues,
otherwise the construction loss caused by inaccurate laser line has nothing to do
with our company;

2)non prof is,do not di ble the machine;

3)please avoid severe vibration,collison and falling of the machine;

4)please pay attention to lock the locking switch after use;

5)do not wipe the instrument with organic solvent

Functions:

1.The machine is inclined for 3° and automatically leveled;

2.Alarm function beyond the safe range;

3.The magneticd ation system ensures fast leveling time;

4.360° rotatable base,and equipped with fine adjustment mechanism,can make the
machine quickly find the target.

5.1t can be used with tripod to adjust the working height of the machine.

Features:

1.A 360° horizontal line can be drawn on the wall;

2.Twao 3607 vertical lines can be drawn on the wall;

(the 20 model has only one 360° vertical line)
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Instructions

1)Place the instrument on the tripod,T-type wall mounting
bracket or lifting platform as needed;

2)Push the main power switch forward to the ONposition and
the machine starts to work. Thehorizontal window automatically
opens and produces four horizontal laser rays;

3)Touch H key on the touch panel to control horizontal opening
and closing;

4)Touch the V key on the touch panel once,open a vertical window
with one click{tick),repeat again,the second vertical window opens,
and the third touch closes two vertical windows;

5)Long touch the = key for more than 3 seconds,and a click(tick)will
beheard,and turning on the diagonal function.At this time,you can
adjust it to the angle you want without alarm or flashing.Touch this
key again for more than 3 second,with one click(tick)to release this
Cfunction,the instrument works normally.

Note:The positive and negative terminals of the battery are
TTproperly installed.Please remove the battery if it is not used for a
long time.Please charge for more than 10 hours when you use it for
the first time.Please turn off the main switch after use.

Please use the charger that matches the machine to charge.

Please use this machine in the environment where this machine
is described.

Align the laser line closer to the food wall A Rotate the measuring instrument 180 degrees to
and level the measuring instument to find the level the instrument,find the intersection of the
intersection of the laser line on the wall A and laser line on thewall B,and mark the center of
mark the center of the point(paint 1] the point{point 11}

Hotate the measuring instrument 180 degrees,
but youcan not change the height of the
measuring instrument,adjust the measuring
instrument let thevertical laser line pass through
the peint 1 of the wall Alet the measuring
instrument level and make a mark an the

ligh tintersection point of wall a (paint I}

The difference d between wall point A and peint
Il is the actual height deviation of the measuring
instrument.

Move the measuring instrument closers to wall
Biwithout rotating the measuring instrument),
start the measuring instrument,and level the
instrument.Adjust the height of the measuring
instrument{witha tripod,if necessary, use the
spacer),so that the intersectian of the laser lines
is aceurately prejected on point 1l of wall B

You can use the follewing farmula to calculate the maximum allewable deviation,dmax,dmax=twice
the wall spacing x 0.2mm/m

Example:If the wall spacing is 5 meters,then the maximum allowabel deviation dmax=2x5 meters x
0.2mm/m=2mm.Therefore,the distance between the marks should not exceed 2mm.

360 degree _ _ _
flat water line

360-degree
vertical line

360 degree
flat water line

Power switch: OFF off/ON on Base/tripod link

j

control panel Install the battery and push it tewards the socket

& Key: Horizontal line onjoff line

W Key: Vertical onfoff line

@ Key: Press and hold for 2 seconds after
the power is turned on to turn on the
slash function
Turn on the slash function and press and

hold for 2 seconds to restore water Flat
function

Battery charging socket = == ==« &) -~ [:]

Note: Please use the original factory
adapted 5V charging voltage charger to charge

Display model 16 lines



Remote Control

- Product Instructions Operation Notes

Please read this manual carefully before use. 1. Aim the remote control at the laser level host
. during operation.

2. Dor not block the infrared receiving window of
the machine.
3. Replace the blara mrolller

3. Replace the battery promptly if the remote control
responds slowly.
Working indicator - 4, Avoid dropping, squeezing, high temperature
and humid environment.
Verticetal [ine
controller

Receipt

Horizontal line
: . To ensure you can enjoy the above warranty service, please
contler Special function key complete all forms amad sand the recelim tilo e ewirrk back To our
company 7 dayss The warranty service valal effect onvad the a
an the recesiv a cadrany the recint.

User name:
Contact:
Product model:
Product model:
Purchase date:
Signature:
Signature:




This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure statement

The device has been evaluated to meet general RF exposure requirement. The

device can be used in portable exposure condition without restriction.
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