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4. Product drawings
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Technical requirements:
1. FPC base material: Fi, the shaded part is copper foll,
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Bl 2. sheet thickness 1 half, Back glue model: 3m300. Desienlr ilians lin Name
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5. Passive performance test parameters
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6. 2D, 3D Performance figure

Frequency (MHz) 2400 | 2410 | 2420 | 2430 | 2440 | 2450 | 2460 | 2470 | 2480 | 2490 2500

Efficiency (dBi) -3.90, -3.79| -3.68| -3.79 -3.77| -3.78 -3.65( -3.75| -3.81 -3.91] -3.96

Gain (dBi) 1.13 1.42 1.98 1.89 1.66] 1.44 1.56 1.21 1.01 1.49 1.95

Efficiency (%) 40.72) 41.73 42.76| 41.70| 41.91] 41.87 43.08) 42.11| 41.52| 40.61] 40.11
2400.0MHz H+V, Eff 40.7% 2 Back View .

2400.0MHz Tetal(E1-XZ), Max= -0.00dBi 2400.0MHz Total(E2-YZ), Max=-0.87dBi Total(H-XY), Max=-1.70dBi, CirD=8.90
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2500.0MHz H+V, Eff 40.1%
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7+ Electrical performance test report

Electrical parameters

Frequency range 2400MHz-2500MHz

input impedance | 500

VSWR <2.0 control sample test pater

Maximum 2.4G:1.98dBi

Gain

Polarization mode | Vertical polarization

Radiation direction/ omnidirectional

connection method | IPEX

The mechanical parameters

Cable RF1. 13-White line

Salt spray test |24y

Environmental parameters

Working temperature
-40~85°C
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