Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260701008R

5.6 Radiated Spurious Emission Measurement

Test Specification

Test Requirement:

FCC Part15 C Section 15.209

Test Method:

ANSI C63.10: 2020

Frequency Range:

9 kHz to 26 GHz

Measurement Distance:

3m

Antenna Polarization:

Horizontal & Vertical

Operation Mode:

Transmitting mode with modulation

EUT Turn Table
re 1im

Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above {GHiz Peak 1MHz 10Hz Average Value
Frequenc Field Strength Measurement
9 y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength | easurement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Peak
For radiated emissions below 30MHz
RX Antenna
- 3m »>
Test Setup:

Ground Plane

Receiver
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30MHz to 1GHz

Ant. feed
point

"‘I" 1-4m
EUT | _temTaw
£ e
0.8 m)
= Ground Plane
| Receiver | IAmp_ I
Above 1GHz
- 3m
e

Ground Plane

1. For the radiated emission test below 1GHz:
The EUT was placed on a turntable with 0.8 meter
above ground. The EUT was set 3 meters from the
interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The
EUT was arranged to its worst case and then tune
the antenna tower (from 1 m to 4 m) and turntable
(from O degree to 360 degrees) to find the maximum
reading. A pre-amp and a high PASS filter are used
for the test in order to get better signal level.
2. For the radiated emission test above 1GHz:
Test Procedure: Place the measurement antenna on a turntable with
1.5 meter above ground, which is away from each
area of the EUT determined to be a source of
emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal.
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The final measurement antenna elevation shall be
that which maximizes the emissions. The
measurement antenna elevation for maximum
emissions shall be restricted to a range of heights of
from 1 m to 4 m above the ground or reference
ground plane.

3. Corrected Reading: Antenna Factor + Cable Loss +

Read Level - Preamp Factor = Level

4. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

5. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f < 1 GHz; VBW =RBW,;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f 1 GHz for
peak measurement.

6.For average measurement: VBW = 10 Hz, when duty

cycle is no less than 98 percent.VBW = 1/T, when
duty cycle is less than 98 percent where T is the
minimum transmission duration over which the
transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.

Test Results: PASS
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Test Data
Below 1GHz Test Results

All modes have been tested, only the worst mode of 802.11b Low channel TX is reflected.

Antenna polarity: Horizontal

130 FCC PART 15 C CLASS B

120
110
100
o0
80
70
60 : :FCC PAﬁT 15C :CI_ASS B-QP Limit

50 ; i i | =

Level[dBuV/m]

Frequency[Hz]
— QP Limit —— Horizontal PK

@ QP Detector

1 40.681 -13.43 2377 10.34 40.00 2966 100 38 Horizontal
2 55.245 -13.35 24 .84 11.49 40.00 2851 100 255 Horizontal
3 119.329 -16.17 2479 8.62 43.50 34.88 100 66 Horizontal
4 250.410 -13.12 2505 11.93 46.00 34.07 100 42 Horizontal
5 434895 -9.05 31 2226 46.00 23.74 100 292 Horizontal
6 722302 -3.92 26.53 2261 46.00 2339 100 42 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Antenna polarity: Vertical

130
120
110
100
el]
80
70
60

Level[dBpv/im]

FCC PART15C CLASS B

FCC PART 15 C CLASS B-QP Limit

50 [
40 [ :
30 -
20 ] ¢ w‘ﬂgw"‘»/ it ctaBbopraptror
o A ,( AN AN s et o Ko i o
30M 100M 16
Frequency[Hz]
— QP Limit — Veriical PK
@ QP Detector
Suspected List
Freq. Factor Reading Level Limit Margin Height Angle )
NO. Polarity
[MHz] [dB] [dBuV/m] [dBuV/m] [dBuV/m] [dB] [em] [l
1 41.652 -13.21 2860 15.39 40.00 24 61 100 45 Vertical
2 86.316 -17.42 3413 16.71 40.00 23.29 100 245 Vertical
3 139.720 -18.30 31.00 12.70 4350 30.80 100 276 Vertical
4 299930 -12.01 2551 13.50 46.00 32.50 100 170 Vertical
5 452 372 -8.81 32.31 2350 46.00 2250 100 102 Vertical
6 714535 -3.88 2578 21.90 46.00 2410 100 116 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level

Harmonics and Spurious Emissions

Frequency Range (9kHz-30MHz)

Frequency (MHz)

Level@3m (dBuV/m)

Limit@3m (dBuV/m)

Note:1. Emission Level=Reading+ Cable loss-Antenna factor-Amp factor.

2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.
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Above 1GHz Test Results
All modes have been tested, only the worst mode of 802.11b Low channel TX is reflected.
For 1GHz to 18GHz

Antenna polarity: Horizontal

130 FCC PART15CCLASS B

120
110
100
90
£ 80 FCC PART 15C CLASS B-PK Limit
E]l 70
g 60 FCE PART 15 C CLASS B-AV Limit
- 50
40 M
" M
20 [
10
0 I I L I | L |
1G 2G 3G 4G 6G 8G 18G
Frequency[Hz]
—— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV

1 1450.645 h4.12 3563 -18.49 74.00 38.37 150 330 Horizontal
2 2131313 54.70 3922 -15.48 74.00 3478 150 210 Horizontal
3 4999.700 514 41.21 -10.20 74.00 32.79 150 280 Heorizontal
4 7923.492 51.18 4873 -2.45 74.00 2527 150 240 Horizontal
5 9356.136 50.45 50.32 -0.13 74.00 2368 150 60 Horizontal
] 10685.269 50.05 b2.87 2.82 74.00 21.13 150 220 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Antenna polarity: Vertical

130 FCC PART15CCLASS B
120
110
100

90

80 FCC PART 15C CLASS B-PK Limit

70

Level[dBpV/m]

60 FCIE PART 15 C CLASS B-AV Limit

i 2 W
40 . - " .

30

20
10

0 . I H . . . I H )
1G 2G 3G 4G 6G 8G 18G

— PK Limit — AVLimit  — Vertical PK  —— Vertical AV el
1 1432.643 53.97 3545 -18.52 74.00 38.55 150 210 Vertical
2 2580.398 52.95 40.24 -12.71 74.00 33.76 150 350 Vertical
3 4824 162 52.32 4159 -10.73 74.00 32.41 150 0 Vertical
4 6396.340 52.59 4496 -1.63 74.00 29.04 150 150 Vertical
5 7797.480 51.95 45.08 -2.87 74.00 2492 150 280 Vertical
6 10775278 45.78 52.68 2.90 74.00 21.32 150 130 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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For 18GHz to 26GHz

Antenna polarity: Horizontal
130 FCC PART 15 C CLASS B
120
110
100
90

80 FCC PART 15C CLASS B-PK Limit
70

60 FCC PART 15C CLASS B-AV Limit

i A A A AL A g ALl s BN P I e

Level[dBpv/im]

30
20
10

0 I |
18G 20G 26G

Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV

1 19020102 38.63 4433 5.70 74.00 2987 150 30 Hoerizontal
2 19947395 38.15 44 34 6.19 74.00 29.66 150 50 Herizontal
3 20693.869 36.69 44 46 57T 74.00 2954 150 270 Horizontal
4 21941.994 40.64 46.33 5.69 74.00 27e7 150 40 Horizontal
5 22772477 41.31 4685 5.54 74.00 2715 150 40 Hoerizontal
4] 23682.168 40.07 4562 5.55 74.00 28.38 150 250 Herizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Antenna polarity: Vertical

130 FCC PART15CCLASS B
120
110
100

90

80 FCC PART 15C CLASS B-PK Limit

70
60

Level[dBpV/m]

FCC PART 15C CLASS B-AV Limit

50

4OMWWMMWMWWWM
e e A AL AR AN S AN P A KN A0

30
20
10

0 H )
18G 20G 266G

— PK Limit AU Verical PR — Vericalav
1 18788.079 38.19 43.72 5.563 74.00 30.28 150 160 Vertical
2 19580.158 36.24 44 33 6.09 74.00 2967 150 240 Vertical
3 20457 .846 38.76 4475 5.99 74.00 29.25 150 320 Vertical
4 21551.555 40.55 45.89 5.34 74.00 28.11 150 80 Vertical
5 22161216 4117 46.91 574 74.00 27.09 150 160 Vertical
4] 23197.320 40.14 4578 5.64 74.00 28.22 150 260 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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5.7 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be designed to
ensure that no antenna other than that furnished by the responsible party shall be used with the device. And
according to FCC 47 CFR Section 15.247, if transmitting antennas of directional gain greater than6dBi are
used, the power shall be reduced by the amount in dB that the directional gain of the antenna exceeds 6dBi.

Refer to statement below for compliance.

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a standard
antenna jack or electrical connector is prohibited. Further, this requirement does not apply to intentional
radiators that must be professionally installed.

Antenna Connected Construction
The antenna used in this product is a PCB Antenna, is a permanently attached antenna on the PCB. It
conforms to the standard requirements. The directional gains of antenna used for transmitting is 2.09dBi.

WIFI ANTENNA

i
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6. Test Setup Photos of the EUT

Radiated Emission
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AC Conducted Emission

]
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7. Photos of the EUT
Reference to the report: ANNEX A of external photos and ANNEX B of internal photos.
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