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11. PRODUCT FUNCTION
1.2.
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GENERAL PRODUCT INFORMATION

Refer to Technical Construction Form and User Manual.

EUT TECHNICAL DESCRIPTION

Product Name:

Remote control

Model No.:

MPT-04, MPT-03

Test Model No:

MPT-04

Difference:

Except for the different model names, all the PCBs, schematics and
RF components are exactly the same.

Serial No.:

N/A

Test sample(s) ID:

LP25120106C01-S001

Sample(s) Status

Engineer sample

Hardware: V1.0

Software: V1.0

Operation Frequency: 2402MHz-2480MHz
Channel numbers: 40

Channel separation: 2MHz

Modulation type: GFSK(1Mbps)
Antenna Type: PCB Antenna
Antenna gain: 0.55dBi

Ratings:

Input: 5V ===43mA
Battery Capacity: 3.7V, 50mAh, 0.185Wh

Dongguan Lepont Testing Service Co.,Ltd.
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1.3.

INDEPENDENT OPERATION MODES
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The EUT has been tested under its typical operating condition.

The EUT configuration for testing is installed on RF field strength measurement to meet
the Commissions requirement and operating in a manner which intends to maximize its
emission characteristics in a continuous normal application.

The Transmitter was operated in the normal operating mode. The TX frequency was
fixed which was for the purpose of the measurements.

Test of channel included the lowest and middle and highest frequency to perform the test,
then record on this report.

Pre-defined engineering program for regulatory testing used to control the EUT for
staying in continuous transmitting and receiving mode is programmed.

Test mode Low channel Middle channel High channel
GFSK(TX) 2402MHz 2440MHz 2480MHz
GFSK(RX) 2402MHz 2440MHz 2480MHz

Note: For the test results, the EUT had been tested with all conditions. But only the worst case
was shown in test report except the RF output power test was shown all conditions.

Frequency and Channel list

Channel No. Frequency (MHz) Channel No. Frequency(MHz)
1 2402 21 2442
2 2404 22 2444
3 2406 23 2446
4 2408 24 2448
5 2410 25 2450
6 2412 26 2452
7 2414 27 2454
8 2416 28 2456
9 2418 29 2458
10 2420 30 2460
11 2422 31 2462
12 2424 32 2464
13 2426 33 2466
14 2428 34 2468
15 2430 35 2470
16 2432 36 2472
17 2434 37 2474
18 2436 38 2476
19 2438 39 2478
20 2440 40 2480

Dongguan Lepont Testing Service Co.,Ltd.
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1.4

TX Level Default
1.5. GENERAL CONDITION
Temperature Humidity
Ambient Condition: 25°C 45%RH

1.6.

TEST SOFTWARE
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Software

Description

WS8xxx RF Test V0.1.0.exe

Set the COM Port Test Tool to set the
corresponding Test conditions

SUPPORT EQUIPMENT
EUT Cable List and Details
Cable Description Length (m) Shielded/Unshielded i 4 W'thOUt
Ferrite
/ / / /
Auxiliary Cable List and Details
Cable Description Length (m) Shielded/Unshielded W'tr;:/e\r/:i/,:tehom
/ / / /
Auxiliary Equipment List and Details
Description Manufacturer Model Ratings
Input:100-240~
ADAPTER OPPO VCBACBCH 50/60Hz, 2.5A
Output: 5V2A
Laptop computer Lenovo Xiaoxin Pro IASHR PF490VBO
Notes:

1.All the equipment/cables were placed in the worst-case configuration to maximize the emission

during the test.

2.Grounding was established in accordance with the manufacturer’s requirements and conditions for

the intended use.

Dongguan Lepont Testing Service Co.,Ltd.




YaE: 1587 page 7 of 43

2. TEST STANDARDS AND SITES
2.1. DESCRIPTION OF STANDARDS AND RESULTS

( . LEPONT Report No. LP26030138C01-01

The EUT have been tested according to the applicable standards as referenced below.

FCC Part Clause Test Parameter Verdict Remark
15.247(a)(2) DTS (6dB) Bandwidth PASS
15.247(b)(3) Maximum Peak Conducted Output Power PASS
15.247(e) Maximum Power Spectral Density Level PASS
15.247(d) Unwanted Emission Into Non-Restricted PASS
Frequency Bands(conducted)
15.247(d) Radiated Spurious Emission
15.209 PASS
15.207 Conducted Emission Test PASS
15.247(b) Antenna Requirement
15.203 PASS
NOTE1: N/A (Not Applicable)
NOTEZ2: The report use radiated measurements in the restricted frequency bands. In
addition, the radiated test is also performed to ensure the emissions emanating from the
device cabinet also comply with the applicable limits.

Dongguan Lepont Testing Service Co.,Ltd.
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2.2, LIST OF TEST AND MEASUREMENT INSTRUMENTS
For conducted emission at the mains terminals test(Shielded Room 1)
Equipment Manufacturer Model No. Serial No. Last Cal. Inzar:/.al Lab No. | Remark
EMI Test Receiver Rohde & Schwarz| ESCS30 1102.4500 [Dec. 10, 2025| 1 Year |LEP-E002 4
Artificial Mains Network Baluelec Lsnote [ BROH1122050h et 1, 2025 1 Year |LEP-EOS7|
Shielded Room 1 MR MR-L05 LEP-E053 |Oct. 21,2025| 3 Year |LEP-E053 4]
Test software EZ-EMC Fala LEPONT-03A2 N/A N/A N/A 4]
For radiated(9K-30M) emission test(966 Chamber 1)
Equipment Manufacturer Model No. Serial No. Last Cal. Inzar:/.al Lab No. [Remark
EMI Test Receiver Rohde & Schwarz ESR 3 101849 Dec. 10, 2025| 1 Year | LEP-E006 v
Active Loop Antenna Schwarzbeck FMZB 1519C 00008 Feb. 02,2024 3 Year | LEP-E068 ]
966 Chamber 1 MR MR-L02 LEP-E051 Oct. 21, 2025| 3 Year | LEP-E051 4|
Test software EZ-EMC Fala EMEC-3A1 N/A N/A N/A 4]
For radiated(30M-1G) emission test(966 Chamber 1)
Equipment Manufacturer Model No. Serial No. Last Cal. Inzar:/.al Lab No. [Remark
EMI Test Receiver Rohde & Schwarz ESR 3 101849 Dec. 10, 2025| 1 Year | LEP-E006 v
TRILOG Broadband Antenna| Schwarzbeck VULB 9163 743 Oct. 26, 2025| 3 Year | LEP-E005 4]
Signal Amplifier HP 8447D 1726A01222 |Dec. 03, 2025| 1 Year | LEP-E007 O
6dB Attenuator RswTech 5W 6dB LEP-E084 |Dec. 03, 2025| 1 Year | LEP-E084 O
966 Chamber 1 MR MR-L02 LEP-E051 Oct. 21, 2025| 3 Year | LEP-E051 ]
Test software EZ-EMC Fala EMEC-3A1 N/A N/A N/A 4]
For radiated(1-18G) emission test(966 Chamber 1)
Equipment Manufacturer Model No. Serial No. Last Cal. In?e?'i/-al Lab No. [Remark
Spectrum analyzer Agilent N9020A MY49100060 |Nov. 26, 2025| 1 Year | LEP-E020 ]
Horn antenna Schwarzbeck BBHA 9120D 01875 Oct. 26, 2025| 3 Year | LEP-E024 4]
Preamplifier Schwarzbeck BBN 9718B 00010 Dec. 03, 2025| 1 Year | LEP-E025 v
966 Chamber 1 MR MR-L02 LEP-E051 Oct. 21, 2025| 3 Year | LEP-E051 4]
Test software EZ-EMC Fala EMEC-3A1 N/A N/A N/A 4]
For radiated(18-40G) emission test(966 Chamber 1)
Equipment Manufacturer Model No. Serial No. Last Cal. Inzar:/.al Lab No. [Remark
Spectrum analyzer Rohde & Schwarz FSV40 101412 Oct. 21, 2025| 1 Year | LEP-EQ76 4]
Horn antenna+Preamplifier [ COM-POWER AHB840 10100020 |[Sep. 01, 2025| 3 Year | LEP-E075 4]
966 Chamber 1 MR MR-L02 LEP-E051 Oct. 21, 2025| 3 Year | LEP-E051 4]
Test software EZ-EMC Fala EMEC-3A1 N/A N/A N/A 4]
For RF test
Equipment Manufacturer Model No. Serial No. Last Cal. Inzar:/.al Lab No. [Remark
Spectrum analyzer Rohde & Schwarz FSV40 101412 Nov. 26, 2025| 1 Year | LEP-E076 v
Spectrum analyzer Agilent N9020A MY49100060 [Nov. 26, 2025| 1 Year | LEP-E020 4|
Vector source Agilent N5182A MY47420382 |Dec. 03, 2025| 1 Year | LEP-E021 4
Analog signal source Agilent N5171B MY51350292 |[Dec. 03, 2025| 1 Year | LEP-E022 4]
All instrument Rohde & Schwarz CMW 500 1201.002K50 |Dec. 03, 2025| 1 Year | LEP-E019 4
Highand low [emperalure | Math-mart | MT-120240 | LEP-E041 |Dec.03,2025( 1 Year | LEP-EO41|
control unit Tonscend JS0806-2 10165 N/A 1 Year | LEP-E034 4]
Testing software Tonscend JSTS1120-3 |Ver 2.6.77.0518(Nov. 26, 2025 N/A N/A v

Dongguan Lepont Testing Service Co.,Ltd.
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2.4,

MEASUREMENT UNCERTAINTY
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The following measurement uncertainty levels have been estimated for tests performed on the

apparatus:
Parameter Uncertainty

Radio Frequency +1x107-5
Maximum Peak Output Power Test +1.0%
Conducted Emissions Test +3.08dB
Radiated Emission Test +4.60dB
Power Density 10.9%
Occupied Bandwidth Test 12.3%
Band Edge Test +1.2%
Antenna Port Emission +3dB
Temperature +3.2%
Humidity 12.5%
Measurement Uncertainty for a level of Confidence of 95%

TEST FACILITY

EMC Lab. : The Laboratory has been assessed and proved to be in

compliance with CNAS/CL01

The Certificate Registration Number is L10100.
The Laboratory has been assessed and proved to be in

compliance with A2LA

The Certificate Registration Number is 6901.01

FCC Designation No.: CN1351

Test Firm Registration No.: 397428

ISED CAB identifier: CN0151
Test Firm Registration No.: 20133

Test Location

Address

Dongguan Lepont Testing Service Co., Ltd.

Room 102, Building 11, No.7, Houjie Science And Technology
Avenue, Houjie, Dongguan, Guangdong, China

Dongguan Lepont Testing Service Co.,Ltd.
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3.
3.1.

3.2.

SETUP OF EQUIPMENT UNDER TEST
RADIO FREQUENCY TEST SETUP 1

The EUT are connected to the measurement instrument per an appropriate attenuator. The
EUT is controlled by PC/software to emit the specified signals for the purpose of
measurements.

EUT Attenuator Measurement
Instrument

RADIO FREQUENCY TEST SETUP 2

The test site semi-anechoic chamber has met the requirement of NSA tolerance 4 dB according to the
standards: ANSI C63.10-2020. The test distance is 3m.The setup is according to the requirements in
Section 13.1.4.1 of ANSI C63.10-2020 and CAN/CSA-CEI/IEC CISPR 32.

Below 30MHz:

The EUT is placed on a turntable 0.8meters above the ground in the chamber, 3 meter away from the
antenna (loop antenna). The Antenna should be positioned with its plane vertical at the specified
distance from the EUT and rotated about its vertical axis for maximum response at each azimuth about
the EUT. The center of the loop shall be 1 m above the ground. For certain applications, the loop
antenna plane may also need to be positioned horizontally at the specified distance from the EUT.

Above 30MHz:

The EUT is placed on a turntable 0.8meters above the ground in the chamber, 3 meter away from the
antenna. The maximal emission value is acquired by adjusting the antenna height, polarisation and
turntable azimuth. Normally, the height range of antenna is 1 m to 4 m, the azimuth range of turntable
is 0° to 360°, and the receive antenna has two polarizations Vertical (V) and Horizontal (H).

Above 1GHz:

(Note: the FCC’s permission to use 1.5m as an alternative per TCBC Conf call of Dec. 2, 2014.)

The EUT is placed on a turntable 1.5 meters above the ground in the chamber, 3 meter away from the
antenna. The maximal emission value is acquired by adjusting the antenna height, polarisation and
turntable azimuth. Normally, the height range of antenna is 1 m to 4 m, the azimuth range of turntable
is 0° to 360°, and the receive antenna has two polarizations Vertical (V) and Horizontal (H).

(a) Radiated Emission Test Set-Up, Frequency Below 30MHz

Turntable e 3m _,

EUT
Test
0.8 m

Receiver

Ground Plan Coaxial Cable/

Dongguan Lepont Testing Service Co.,Ltd.
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(b) Radiated Emission Test Set-Up, Frequency Below 1000MHz

Turntable

EUT

Test
Receiver

| —

T

1mto4m

|

A
Insulation

(c) Radiated Emission Test Set-Up, Frequency above 1000MHz

Tumtable

s

o

Anterna (Boresight)
tower

Hom
antenna

Spectrum
analyzer

~ Pre-amp

Dongguan Lepont Testing Service Co.,Ltd.
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3.3

3.4.

CONDUCTED EMISSION TEST SETUP

The mains cable of the EUT (Perfect Share Mini) must be connected to LISN. The LISN
shall be placed 0.8m from the boundary of EUT and bonded to a ground reference
plane for LISN mounted on top of the ground reference plane. This distance is between
the closest points of the LISN and the EUT. All other units of the EUT and associated
equipment shall be at least 0.8m from the LISN.

Ground connections, where required for safety purposes, shall be connected to the
reference ground point of the LISN and, where not otherwise provided or specified by
the manufacturer, shall be of same length as the mains cable and run parallel to the
mains connection at a separation distance of not more than 0.8m.

According to the requirements in Section 13.1.4.1 of ANSI C63.10-2020 Conducted
emissions from the EUT measured in the frequency range between 0.15 MHz and 30
MHz using CISPR Quasi-Peak and average detector mode.

Reference
/Ground Reference
_ EUT Auxiliary Ground
EMI Receiver — Equipment
}g‘//l I | koo
80cm BOcm

BLOCK DIAGRAM CONFIGURATION OF TEST SYSTEM

EUT |— Laptop

Dongguan Lepont Testing Service Co.,Ltd.
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4,
41.

TEST RESULTS AND MEASUREMENT DATA
DTS 6DB BANDWIDTH TEST

4.1.1. Applicable Standard

According to FCC Part 15.247(a)(2) and KDB 558074 D01 15.247 Meas Guidance v05r02

4.1.2. Conformance Limit

The minimum -6 dB bandwidth shall be at least 500 kHz

4.1.3. Test Configuration
Test according to clause 3.1 radio frequency test setup 1
4.1.4. Test Procedure

The EUT was operating in BLE mode and controlled its channel. Printed out the test result
from the spectrum by hard copy function.

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.
The path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously

Set RBW = 100 kHz.

Set the video bandwidth (VBW) =300 kHz.

Set Span=2 times OBW

Set Detector = Peak.

Set Trace mode = max hold.

Set Sweep = auto couple.

Allow the trace to stabilize.

Measure the maximum width of the emission that is constrained by the frequencies
associated with the two outermost amplitude points (upper and lower frequencies) that are
attenuated by 6 dB relative to the maximum level measured in the fundamental emission.
Measure and record the results in the test report.

Dongguan Lepont Testing Service Co.,Ltd.
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Test Results:
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Test
Mode

Antenna

Frequency[MHZz]

DTS BW

[MHZz]

FL[MHz]

FH[MHz]

Limit{MHz]

Verdict

BLE_1M

Ant1

2402

0.728

2401.664

2402.392

0.5

PASS

BLE_1M

Ant1

2440

0.720

2439.676

2440.396

0.5

PASS

BLE_1M

Ant1

2480

0.716

2479.684

2480.400

0.5

PASS

Test Graphs:

BLE_1M_Ant1 2402

Agllent Spectrum Analyzer Swept SA

| SENSENT] ALIGNAUTO  [09:07:33 AM
Center Freq 2 402000000 GHz ) #Avg Type: RMS
ENO:Wide >+ Trig:Free Run Avg|Hold: 1001100

IFGain:low __ HAtten: 40 dB

Frequency

Auto Tune

Ref Offset 9.07 dB
Ref 30.00 dBm

CenterFreq
2402000000 GHz

StartFreq
2.400000000 GHz

StopFreq
2.404000000 GHz

(Center 2.402000 GHz ‘ ~Span 4.000 MHz CF Step
#Res BW 100 kHz #VBW 330 kHz Sweep 1.000 ms (1001 pts) 400.000 kHz
Auto Man

MKR| MODE| TRC| SCL FUNCTION | FUNCTION WIDTH FUNCTIONVALLUE &

| EEaEY T I — |
2.402 284 GHz 2320dBm| [

ToBkHA R 0aedR] [ | | FreqOffset

S B oHz

vse STATUS

Agilent Spectrum Analyzer - Swept SA
7 [s00  AC | SENSEINT]
Center Freq 2.440000000 GHz . #Avg Type: RMS
NGO Wide —»- Trig: Free Run AvglHold: 1001100
IFGain:Low #Atten: 40 dB

Frequency

Auto Tune

Ref Offset 8.94 dB
Ref 30.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2438000000 GHz

StopFreq
2442000000 GHz

Center 2.440000 GHz Span 4.000 MHz CFStep
#VBW 330 kHz Sweep 1.000 ms (1001 pts), 400.000 kHz

MKR MODE TRC SCL FUNCTION | FUNCTION WIDTH FUNET\UNVALUE o |ute L
1 ll'lll-— [
2 IIIII-———

___ FreqOffset
_— OHz

Msc STATUS

BLE_1M_Ant1_2480

Dongguan Lepont Testing Service Co.,Ltd.
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Agilent Spectrum Analyzer - Swept SA

| SENSEINT]

ALIGN AUTO

J RF
Center Freq 2.4 X
w»= Trig:Free Run

#Atten: 40 dB

Ref Offset 8.94 dB
Ref 30.00 dBm

#VBW 330 kHz

#Avg Type: RMS
Avg[Hold: 100/100

Span 4.000 MHz CF Step
Sweep 1.000 ms (1001 pts)f 400.000 kHz
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Frequency

Auto Tune

CenterFreq
2480000000 GHz

StartFreq
2.478000000 GHz

StopFreq
2482000000 GHz

Auto Man

MKR MODE| TR SCL X
2.479 684 GHz 4171 dBm

2.480 276 GHz 1519 dBm

fay 716 kHz|(A) 0.047 dB

FUNCTION | FUNCTION WIDTH

FUNCTION VALLE

-

Freq Offset

OHz

Dongguan Lepont Testing Service Co.,Ltd.
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4.2 MAXIMUM PEAK CONDUCTED OUTPUT POWER

4.21. Applicable Standard
According to FCC Part 15.247(b)(3) and KDB 558074 D01 15.247 Meas Guidance v05r02

4.2.2. Conformance Limit

The maximum peak conducted output power of the intentional radiator for systems using
digital modulation in the 2400 - 2483.5 MHz bands shall not exceed: 1 Watt (30dBm).

4.2.3. Test Configuration

Test according to clause 3.1 radio frequency test setup 1

4.24. Test Procedure

EUT Attenuator Spectrum analyzer

m  According to FCC Part15.247(b)(3)

As an alternative to a peak power measurement, compliance with the one Watt limit can be

based on a measurement of the maximum conducted output power. For smart system,

Maximum Conducted Output Power is defined as the total transmit power delivered to all

antennas and antenna elements averaged across all symbols in the signaling alphabet when

the transmitter is operating at its maximum power control level. Power must be summed

across all antennas and antenna elements. If multiple modes of operation are possible (e.g.,

alternative modulation methods), the maximum conducted output power is the highest total

transmit power occurring in any mode.

Set the RBW =DTS bandwidth(about 1MHz).

Set VBW =3*RBW(about 3MHz)

Set the span =3*RBW

Set Sweep time = auto couple.

Set Detector = peak.

Set Trace mode = max hold.

Allow trace to fully stabilize. Use peak marker function to determine the peak amplitude level.

m  According to FCC Part 15.247(b)(4):

Conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. If transmitting antennas of directional
gain greater than 6 dBi are used, the conducted output power from the intentional radiator
shall be reduced below the stated values in paragraphs (b)(3) of this section, as appropriate,
by the amount in dB that the directional gain of the antenna exceeds 6 dBi.

Dongguan Lepont Testing Service Co.,Ltd.
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m  Place the EUT on the desktop and set it to launch mode. Remove the antenna from the EUT
and connect the low-loss RF cable from the antenna port to the power meter. Measure the
peak power of each channel.
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Conducted EIRP
Test Mode | Antenna Fr?'\(allli'ezr;cy Peak S%r:td [lé%(:’nd] [EI:;E] Limit Verdict
Powert[dBm] [dBm]
BLE 1M Ant1 2402 3.35 <30 3.90 <36 PASS
BLE 1M Ant1 2440 3.20 <30 3.75 <36 PASS
BLE 1M Ant1 2480 2.54 <30 3.09 <36 PASS
Test Graphs

Agilent Spectrum Analyzer - Swept SA
| RL | RF__|500 AC

Center Freq 2.402000000 GHz
PNO:

Gain:Low

Ref Offset 9.07 dB
Ref 30.00 dBm

Center 2.402000 GHz

| SENSEINT]

BLE_1M_Ant1 2402

ALIGN AUTO

> Trig:Free Run
#Atten: 40 dB

#VBW 6.0 MHz

#Avg Type: RMS
Avg[Hold: 100/100

Mkr1 2.402 072 75 GHz

105:07:46 AM Mer 20, 2026
TRAC Frequency

Auto Tune

3.353 dBm

CenterFreq
2402000000 GHz

StartFreq
2.399000000 GHz

StopFreq
2.405000000 GHz

CF Step
600.000 kHz
uto Man

Freq Offset
0Hz

Span 6.000 MHz|

Sweep 1.067 ms (8001 pts)

STATUS

BLE_1M_Ant1_2440

Dongguan Lepont Testing Service Co.,Ltd.
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Agilent Spectrum Analyzer - Swept SA

| SENSENT] ALIGNAUTO
00 GHz #Avg Type: RMS Frequency
ENO Fast —» Trig:Free Run AvglHold: 1001100
IFGainilow  #Atten: 40 dB

MKr1 2.439 809 50 GHZ] B
Ref Offset 8.94 dB
Ref 30.00 dBm _ 3.204 dBm

CenterFreq
2440000000 GHz

StartFreq
2.437000000 GHz

StopFreq
2.443000000 GHz

CF Step
600.000 kHz
uto Man

Freq Offset
0Hz

Center 2.440000 GHz Span 6.000 MHz|
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.067 ms (8001 pts)

STATUS

BLE_1M_Ant1 2480

| SENSE:INT| ALIGNAUTO
#hvg Type: RMS Frequency
AvglHold: 100/100

Center Freq 2.480000000 GHz .
PhotFast —» Trig:Free Run
IFGain:Low #Atten: 40 dB

Mkr1 2.479 729 25 GHZ] LIRS
Rer 30,00 dBm 2.541 dBm

Center Freq
2.480000000 GHz

StartFreq
2477000000 GHz

StopFreq
2483000000 GHz

CF Step
600.000 kHz
uto Man

Freq Offset
OHz

Center 2.480000 GHz Span 6.000 MHz|
#Res BW 2.0 MHz #VBW 6.0 MHz Sweep 1.067 ms (8001 pts)

msc
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( . LEPONT Report No. LP26030138C01-01
43 MAXIMUM POWER SPECTRAL DENSITY

4.3.1. Applicable Standard
According to FCC Part 15.247(e) and KDB 558074 D01 15.247 Meas Guidance v05r02

4.3.2. Conformance Limit

The transmitter power spectral density conducted from the transmitter to the antenna shall not
be greater than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

4.3.3. Test Configuration

Test according to clause 3.1 radio frequency test setup 1

4.34. Test Procedure

This procedure shall be used if maximum peak conducted output power was used to
demonstrate compliance

The transmitter output (antenna port) was connected to the spectrum analyzer

Set analyzer center frequency to DTS channel center frequency.

Set the span to 1.5 times the DTS bandwidth.

Set the RBW to: 3 kHz

Set the VBW to: 10 kHz.

Set Detector = peak.

Set Sweep time = auto couple.

Set Trace mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum amplitude level within the RBW.

Test Mode | Antenna | Frequency[MHZz] Result[dBm/3kHz] Limit[dBm/3kHz] | Verdict

BLE_1M Ant1 2402 -11.84 <8.00 PASS
BLE_1M Ant1 2440 -12.77 <8.00 PASS
BLE_1M Ant1 2480 -12.61 <8.00 PASS
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Test Graphs
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BLE _1M_Ant1 2402

Agilent Spectrum Analyzer - Swept SA
! | senseT] ALIGNAUTO T —
Center Freq 2.402000000 GHz . #Avg Type: RMS HKSEEY,
NGO Wide —»- Trig: Free Run AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Mkr1 2.401 916 06 GHZ] LIRS
Ref 20.00 dBm ‘ -11.842 dBm

Center Freq
2.402000000 GHz

StartFreq
2401272000 GHz

StopFreq
2402728000 GHz

CF Step
145.600 kHz
uto Man

Freq Offset
OHz

Center 2.4020000 GHz Span 1.456 MHz
#VBW 10 kHz Sweep 154.0 ms (30000 pts]

STATUS

BLE_1M_Ant1 2440

| sENSEINT] ALIGN AUTO

Center Freq 2.440000000 GHz ) #Avg Type: RMS Frequency
PNO: Wide —»— 1rig:Free Run Avg|Hold: 100100

IFGain:Low #Atten: 30 dB

Mkr1 2.440 058 874 GHz| Auto Tune
Ref Offset 8.94 dB
Ref 20,00 dém _ -12.774 dBm

CenterFreq
2440000000 GHz

StartFreq
2.439280000 GHz

StopFreq
2440720000 GHz

CF Step
144.000 kHz
uto Man

Freq Offset
0Hz

Center 2.4400000 GHz Span 1.440 MHz|
#Res BW 3.0 kHz #VBW 10 kHz Sweep 152.0 ms (30000 pts)

STATUS

BLE_1M_Ant1_2480
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Agilent Spectrum Analyzer - Swept SA

il Rl [ FF

Center Freq 2.480000000 GHz
P

Ref Offset 8.94 dB
Ref 20.00 dBm

[Center 2.4800000 GHz
#Res BW 3.0 kHz

| SENSEINT]
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ALIGNAUTO  |09:35:27 AMMar 20, 2026

No:Wide ~»- Trig:Free Run
IFGain:low  HAtten: 30 dB

#VBW 10 kHz

#Avg Type: RMS Frequency

AvglHold: 1001100

MKr1 2.479 915 77 GHZ] BT
-12.606 dBm

CenterFreq
2480000000 GHz

StartFreq
2.479284000 GHz

StopFreq
2480716000 GHz

CF Step
143.200 kHz
uto Man

Freq Offset
0Hz

Span 1.432 MHz|
Sweep 152.0 ms (30000 pts

STATUS

Dongguan Lepont Testing Service Co.,Ltd.




YaE: 1587 page 22 of 43

( . LEPONT Report No. LP26030138C01-01
4.4 UNWANTED EMISSIONS IN NON-RESTRICTED FREQUENCY BANDS

4.4.1. Applicable Standard
According to FCC Part 15.247(d) and KDB 558074 D01 15.247 Meas Guidance v05r02

442. Conformance Limit

According to FCC Part 15.247(d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or
digitally modulated intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz
bandwidth within the band that contains the highest level of the desired power, based on
either an RF conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted
under paragraph (b)(3) of this section, the attenuation required under this paragraph shall be
30 dB instead of 20 dB.

4.43. Test Configuration

Test according to clause 3.1 radio frequency test setup 1

44.4. Test Procedure
The transmitter output (antenna port) was connected to the spectrum analyzer

[ | Reference level measurement

Establish a reference level by using the following procedure:

Set instrument center frequency to DTS channel center frequency.
Set the span to = 1.5 times the DTS bandwidth.

Set the RBW = 100 kHz.

Set the VBW = 3 x RBW.

Set Detector = peak.

Set Sweep time = auto couple.

Set Trace mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum PSD level.
Note that the channel found to contain the maximum PSD level can be used to establish the
reference level.
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L. LEPONT
730
[ | Emission level measurement
Set the center frequency and span to encompass frequency range to be measured.
Set the RBW = 100 kHz.
Set the VBW =300 kHz.
Set Detector = peak
Sweep time = auto couple.
Trace mode = max hold.
Allow trace to fully stabilize.
Use the peak marker function to determine the maximum amplitude level.
Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band
(excluding restricted frequency bands) are attenuated by at least the minimum requirements .
Report the three highest emissions relative to the limit.

Note: the test RF cable loss is 0.5 dB, we checked all test conducted spurious test data with
this loss that complied with FCC rule requirement.

Test Result
TestMode Antenna ChName Freq(MHz) RefLevel[dBm] Result[dBm] Limit[dBm] Verdict
Low 2402 3.09 -42.55 <-16.91 PASS
BLE_1M Antl High 2480 1.62 -49.54 <-18.38 PASS
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BLE 1M _Ant1 Low 2402

Agilent Spectrum Analyzer - Swept SA

| sENSEINT] ALIGNAUTO |09:22:45 AM Mar 20, 2026

Trig: Free Run AvalHold: 100/100

|
Center Freq 2.352500000 GHz #Avg Type: RMS
PNO: Fast ——
IFGain:Low #Atten: 30 dB

MIkr5 2.399 750 GHz
Ref Offset 9.07 dB 5
Ref 20.00 dBm ‘ ‘ -42.546 dBr

Start 2.30000 GHz Stop 2.40500 GHz
#VBW 300 kHz Sweep 10.07 ms (1001 pts)

1 Illll-——
I N [1T¢]  2400000GHz] 43119eBm[ [ [ 1]
[ 2390000GHz| 63670dBm[ [ [ |
[ 2310000GHz| 63941dBm| [ [ 1}
[ 2390760GHz| 42646eBm[ [ [ ]
- T r ]
S A S
) N
- r ]

MKR MODE| TRC| SCL FUNCTION | FUNCTION WIDTH FUNCTIONVALUE 4

Frequency

Auto Tune

Center Freq
2.352500000 GHz

StartFreq
2:300000000 GHz

StopFreq
2405000000 GHz

CF Step
10.500000 MHz
Auto Man

Freq Offset
OHz

1 - - r ]

1 [ [ [ B

< ¥
nse sTaTUS

| SENSEINT]

#Avg Type: RMS
: ~w- Trig:Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 8.94 dB
Ref 20.00 dBm

Start 247000 GHz Stop 2.55000 GHz|

#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts)

Frequency

Auto Tune

CenterFreq
2510000000 GHz

StartFreq
2.470000000 GHz

StopFreq
2550000000 GHz

CF Step
8.000000 MHz
Auto Man

MKR| MODE| TRC| SCL FUNCTION | FUNCTION WIDTH FUNCTION VALLE

1 NEN _
I N [ f[  248350GHz| _ 1982cBm| |
[ 250000GHz[  62804dBm[ |
__—
— — o T

-

Freq Offset
0Hz
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Test Result
TestMode | Antenna | Freq(MHz) F"T,‘\*A'T_"'iz’]‘ge R[‘*J'E';‘:r‘]’]e' ResultjdBm] | Limit[dBm] | Verdict
Reference 2.33 2.33 - PASS
2402 30~1000 2.33 -56.2 <-17.67 PASS
1000~26500 2.33 -36.97 <-17.67 PASS
Reference 1.57 1.57 - PASS
BLE_1M Ant1 2440 30~1000 1.57 -48.27 <1843 PASS
1000~26500 1.57 -38.29 <-18.43 PASS
Reference 1.29 1.29 - PASS
2480 30~1000 1.29 -59.18 <-18.71 PASS
1000~26500 1.29 -40.37 <-18.71 PASS
Test Graphs

BLE_1M_Ant1 2402 O~Reference

Agilent Spectrum Analyzer - Swept SA
: | SENSENT]| ALIGNAUTO _|03:22:50 AM

#Avq Type: RMS Frequency

Avg|Hold: 10/10

> Trig:Free Run
#Atten: 30 dB

MKr1 2.401 787 GHz BT

Ref Offset 9.07 dB 2.325 dBm

' Ref 29.07 dBm

CenterFreq
2402000000 GHz

StartFreq
2.400500000 GHz

StopFreq
2.403500000 GHz

CF Step
300.000 kHz

Span 3.000 MHz|
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 300 kHz

BLE_1M_Ant1 2402 30~1000

| SENSENT]

#hvg Type: RMS Frequency
AvglHold: 30730 st

= Trig: Free Run
#Atten: 20 dB

Auto Tune
Ref Offset 9.07 dB
sidiv. Ref 15.00 dBm

Center Freq
515.000000 MHz

StartFreq

30.000000 MHz
| | | | | -A767 den|

T

I I I I | StopFreq

1000000000 GHz

[

CF Step
97.000000 MHz
Auto Man

Freq Offset
OHz

Stop 1.0000 GHz
Sweep 94.00 ms (30001 pts]

STATUS

#VBW 300 kHz

BLE_1M_Ant1_2402_ 1000~26500
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Agilent Spectrum Analyzer - Swept SA

| SENSENT] ALIGNAUTO
000 GHz #Avg Type: RMS
G Fost mo Trig:Free Run Avg|Hold: 30730
IFGain:Low #Atten: 20 dB

Frequency

Auto Tune

WIkr2 7.206 70 GHZ
Refiso0dBm _ -36.972 dBm

CenterFreq
13750000000 GHz

StartFreq
1.000000000 GHz

StopFreq
26.500000000 GHz

~ Stop 26.50 GHz CFStep

#VBW 300 kHz LU R X R RINRN VLY | 2550000000 GHz

MKR MODE TRC SCL X X FUNCTION FUNCTION WIDTH FUNCTION VALUE & M Man
[

Freq Offset

0Hz

vse STATUS

BLE 1M Ant1 2440 O~Reference

| SENSE:INT| ALIGNAUTO
#hvg Type: RMS Frequency
AvglHold: 10/10

= Trig: Free Run
#Atten: 30 dB

Mkr1 2.440 303 GHzJIREEIEL
| 0303 Gz

Center Freq
2.440000000 GHz

StartFreq
2438500000 GHz

StopFreq
2441500000 GHz

CF Step
300.000 kHz
uto Man

Freq Offset
OHz

Center 2.440000 GHz Span 3.000 MHz|
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts)

msc STATUS

BLE_1M_Ant1_2440 30~1000
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Agilent Spectrum Analyzer - Swept SA

| SENSEINT] ALIGN AUTO.
#Avg Type: RMS
B >~ Trig:Free Run Avg[Hold: 30130
IFGain:Low #Atten: 20 dB

Mkr1 825.85 MHz|
Ref Offset 8.94 dB e
Reef 1§.eun dBm ] -48.268 dBm

Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts]

STATUS
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Frequency

uto

CenterFreq
515.000000 MHz

30.000000 MHz

1.000000000 GHz

97.000000 MHz

Auto Tune

StartFreq

StopFreq

CF Step

Man

Freq Offset
0Hz

BLE_1M_Ant1 2440 1000~26500

| sensenT]

#Avg Type: RMS

Center Freq 13.750000000 GHz
AvglHold: 3030

O Tost » Trig:Free Run
IFGain:Low #Atten: 20 dB

Ref Offset 8.94 dB
Ref 15.00 dBm

Stop 26.50 GHz
#VBW 300 kHz Sweep 2438 s (30001 pts

FUNCTION | FUNCTION WIDTH FUNCTION VALUE

MKR MODE| TRC| SCL X A

(N [1]f 2.43990 GHz 2416 dBm
2 RN 731975 GHz 38.285 dBm

£

8
9
ES
El
3

Fi

13.7560000000 GHz

1.000000000 GHz

26500000000 GHz

-=I

2
uto

Auto

[

Freq Offset
OHz

550000000 GHz

requency

Auto Tune

Center Freq

StartFreq

StopFreq

CF Ste,

Man

BLE 1M Ant1 2480 O~Reference
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Agilent Spectrum Analyzer - Swept SA

| SENSENT]| ALIGNAUTO
#Avq Type: RMS Frequency
WO 1 iq: Free Run Avg|Hold: 10/10
#Atten: 30 dB

Mkr1 2.480 294 G Hz|[ECULLL
Ref Offset 8.94 dB
R:f Z8s.e94 d_Bm ‘ 1.294 dBm

CenterFreq
2480000000 GHz

StartFreq
2.478500000 GHz

StopFreq
2481500000 GHz

CF Step
300.000 kHz
uto Man

Freq Offset
0Hz

Center 2.480000 GHz Span 3.000 MHz|
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts)

STATUS

BLE_1M_Ant1 2480 30~1000

| SENSE:INT| ALIGNAUTO
#hvg Type: RMS Frequency
AvglHold: 30730

Center Freq 515.000000 MHz )
SRO: Fast —+ Trig:Free Run

IFGain:Low #Atten: 20 dB

Mkr1 32.00 MHzZ LIRS
Ref 15.00 dem ‘ -59.178 dBm

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

StopFreq
1000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
OHz

Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 94.00 ms (30001 pts]

msc STATUS

BLE_1M_Ant1_2480_1000~26500
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Agilent Spectrum Analyzer - Swept SA

| SENSEINT] ALIGNAUTO

J RF
Center Freq 13.750000000 GHz #Avg Type: RMS
PNO:

Ref

—»- Trig:Free Run Avg|Hold: 30530
IFGain:Low #Atten: 20 dB

Mkr2 7.440 45 GHZ Auto Tune
~40.370 dBm

Offset 8.94 dB

Ref 15.00 dBm

Start 1.00 GHz

Stop 26.50 GHz CF Step
#Res BW 100 kHz #VBW 300 kHz Sweep 2.438 5 (30001 pts)
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Frequency

CenterFreq
13750000000 GHz

StartFreq
1.000000000 GHz

StopFreq
26.500000000 GHz

2550000000 GHz
Auto Man

MKR| MODE| TRC| SCL

X o FUNCTION | FUNCTION WIDTH

247985 GHz 1074dBm| | |
7.440 45 GHz [ 1
]

FUNCTIONVALLUE &

Freq Offset
0Hz
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RADIATED SPURIOUS EMISSION

4.5.1. Applicable Standard
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According to FCC Part 15.247(d) and 15.209 and KDB 558074 D01 15.247 Meas Guidance

v05r02

4.5.2. Conformance Limit

According to FCC Part 15.247(d): radiated emissions which fall in the restricted bands, as
defined in §15.205(a), must also comply with the radiated emission limits specified in
§15.209(a) (see §15.205(c)).

According to FCC Part15.205, Restricted bands

MHz MHz MHz GHz
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
10.495-0.505 16.69475-16.69525 608-614 5.35-5.46

2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 (2)
13.36-13.41

According to FCC Part15.205, the level of any transmitter spurious emission in Restricted
bands shall not exceed the level of the emission specified in the following table

Restricted Field Strength Field Strength Measurement
Frequency(MHz) (MV/m) (dBpV/m) Distance
0.009-0.490 2400/F(KHz) 20 log (uV/m) 300
0.490-1.705 2400/F(KHz) 20 log (uV/m) 30
1.705-30 30 29.5 30
30-88 100 40 3
88-216 150 43.5 3
216-960 200 46 3
Above 960 500 54 3
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4.5.3. Test Configuration
Test according to clause 3.2 radio frequency test setup 2
4.5.4. Test Procedure

This test is required for any spurious emission that falls in a Restricted Band, as defined in
Section 15.205. It must be performed with the highest gain of each type of antenna proposed
for use with the EUT. Use the following spectrum analyzer settings:

The EUT was placed on a turn table which is 0.8m above ground plane.

Maximum procedure was performed on the highest emissions to ensure EUT compliance.
Span = wide enough to fully capture the emission being measured

RBW = 1 MHz for f > 1 GHz(1GHz to 25GHz), 100 kHz for f < 1 GHz(30MHz to 1GHz)

VBW > RBW

Sweep = auto

Detector function = peak

Trace = max hold

Follow the guidelines in ANSI C63.10-2020 with respect to maximizing the emission by
rotating the EUT, measuring the emission while the EUT is situated in three orthogonal planes
(if appropriate), adjusting the measurement antenna height and polarization, etc. A pre-amp
and a high pass filter are required for this test, in order to provide the measuring system with
sufficient sensitivity. Allow the trace to stabilize. The peak reading of the emission, after
being corrected by the antenna factor, cable loss, pre-amp gain, etc., is the peak field
strength, which must comply with the limit specified in Section 15.35(b). Submit this data.
Now set the VBW to 10 Hz, while maintaining all of the other instrument settings. This peak
level, once corrected, must comply with the limit specified in Section 15.209. If the dwell time
per channel of the hopping signal is less than 100 ms, then the reading obtained with the 10
Hz VBW may be further adjusted by a “duty cycle correction factor”, derived from 20log(dwell
time/100 ms), in an effort to demonstrate compliance with the 15.209 limit. Submit this data.
Repeat above procedures until all frequency measured was complete.

Test Results:

[ | Spurious Emission below 30MHz (9KHz to 30MHz)

Meter Emission

Frequency Factor Reading Level

Limits Margin Ant. Pol.

Detector AV
(MHz) (dB) (dBuV) | (dBuVim) | (dBuV/im) (dB) Type

Note: the amplitude of spurious emission that is attenuated by more than 20dB below the
permissible limit has no need to be reported.

Distance extrapolation factor =40log(Specific distance/ test distance)( dB);

Limit line=Specific limits(dBuV) + distance extrapolation factor
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[ | Spurious Emission Above 1GHz (1GHz to 25GHz)

BLE mode have been tested, and the worst case result(1Mpbs) was report as below:
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Test mode: GFSK Frequency: Channel 1: 2402MHz
Frequency R“e/le?é?r:g Factor ErCiesvsei?n Limits Margin Ant. Pol.
Detector Y,
(MHz) (dBpVv) (dB) (dBpV/m) (dBpV/m) (dB) Type
4808 45.89 -3.28 42.61 74 -31.39 peak Vv
7103 39.98 274 42.72 74 -31.28 peak Vv
8106 41.96 2.28 44.24 74 -29.76 peak Vv
4825 34 -3.29 30.71 54 -23.29 AVG Vv
7222 30.08 2.69 32.77 54 -21.23 AVG Vv
8191 30.64 245 33.09 54 -20.91 AVG Vv
4808 46.84 -3.28 43.56 74 -30.44 peak H
7205 52.2 2.7 54.9 74 -19.1 peak H
9602 41.28 4.29 45.57 74 -28.43 peak H
4825 35.09 -3.29 31.8 54 -22.2 AVG H
7222 40.36 2.69 43.05 54 -10.95 AVG H
9500 29.58 4.24 33.82 54 -20.18 AVG H
Test mode: GFSK Frequency: Channel 20: 2440MHz
Frequency R'\eA:;I?r:g Factor Enljiesvsei?n Limits Margin Ant. Pol.
Detector V]
(MHz) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB) Type
3465 47.55 -3.48 44.07 74 -29.93 peak Vv
4910 4512 -3.36 41.76 74 -32.24 peak Vv
7987 434 2.07 45.47 74 -28.53 peak Vv
3482 345 -3.45 31.05 54 -22.95 AVG Vv
4927 33.66 -3.37 30.29 54 -23.71 AVG Vv
8004 30.61 2.05 32.66 54 -21.34 AVG Vv
3465 47.55 -3.48 44.07 74 -29.93 peak H
4910 4512 -3.36 41.76 74 -32.24 peak H
7987 434 2.07 45.47 74 -28.53 peak H
3482 345 -3.45 31.05 54 -22.95 AVG H
4927 33.66 -3.37 30.29 54 -23.71 AVG H
8004 30.61 2.05 32.66 54 -21.34 AVG H
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Test mode: GFSK Frequency: Channel 40: 2480MHz
Frequency R'\él::i?r:g Factor ET;SVS;?n Limits Margin Ant. Pol.
Detector V]

(MHz) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB) Type

4961 4463 -3.39 41.24 74 -32.76 peak vV
7069 39.91 2.76 42.67 74 -31.33 peak vV
9704 41.26 4.33 45.59 74 -28.41 peak vV
4978 32.65 -3.4 29.25 54 -24.75 AVG vV
7103 29.94 2.74 32.68 54 -21.32 AVG vV
9721 30.04 4.34 34.38 54 -19.62 AVG Vv
4961 47.85 -3.39 44.46 74 -29.54 peak H
7443 52.42 257 54.99 74 -19.01 peak H
9840 41.61 4.39 46 74 -28 peak H
4978 36.12 -3.4 32.72 54 -21.28 AVG H
7460 41.14 257 43.71 54 -10.29 AVG H
9874 29.92 4.41 34.33 54 -19.67 AVG H

Note: (1) All Readings are Peak Value (VBW=3MHz) and Peak Value (VBW=10Hz).

(2) Emission Level= Reading Level+Probe Factor +Cable Loss.

(3) The amplitude of spurious emissions which are attenuated by more than 20dB below the

permissible value has no need to be reported.
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[ | Spurious Emission below 1GHz (30MHz to 1GHz):

BLE mode have been tested, and the worst result was report as below:
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Test Mode: GFSK | 2402 Test Voltage: DC 3.7V
Temperature: 24.2°C Phase: Vertical
Relative Humidity: 57% Pressure: 101.3KPa

80.0 dBuV/m
70
[51] 1 1
C PART 158 3M Hal:TaliOI'
50 IMasrgin EHB | |
f
0 | |
[
30 - S p—
; i W
10 !
0.0
30.000 60.000 90.000 (MHz) 300.000 600.000 1000.0
Frequency | Factor | Reading | Level Limit [Margin
No- | " " MHz)  |(dBuvim)| (@BuV) [(dBuv/m)|(dBuvim)| (dB) |Petector|M [ Remark
1 520251 | 1352 | 881 | 2233 | 4000 |-17.67| peak | *
2 | 1020013 | 1151 | 843 | 19.04 | 4350 |-23.56| peak
3 | 2284904 | 1209 | 10.04 | 2213 | 46.00 |-23.87| peak
4 | 348.0274 | 1549 | 1044 | 2593 | 46.00 |-20.07| peak
5 | 1654866 | 938 | 919 | 1857 | 4350 |-24.93| peak
6 | 646594 | 1147 | 906 | 2053 | 40.00 |-19.47| peak
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Test Mode: GFSK | 2402 Test Voltage: DC 3.7V
Temperature: 24.2°C Phase: Horizontal
Relative Humidity: 57% Pressure: 101.3KPa

80.0 dBu¥/m
70
60 { {
FCC PART|15B 3M Radiation
50 3 Margin -5 fR
[

it [

| ]

NW:M . 83 s 2 —

10

0.0
30.000 .000 90.000 [MHz) 300.000 600.000 1000.0

Na. Fr?&lﬁezr;w (d';i(\:ft;)ntl) T:;ﬂlx?)g (déﬁ‘\'ﬁ'm) (dém}m) h}?jrg;n PERORE | M B
1 | 46.6663 | 14.00 | 812 | 2212 | 40.00 |-17.88| peak | *

2 | 57.7962 | 1287 | 827 | 21.14 | 4000 |-18.86| peak

3 | 1086470 | 11.08 | 897 | 2005 | 4350 |-23.45| peak

4 | 1965098 | 11.30 | 892 | 2022 | 4350 |-23.28| peak

5 | 2556231 | 1264 | 907 | 21.71 | 46.00 |-24.29| peak

6 | 1023506 | 1149 | 764 | 1913 | 4350 |-24.37| peak

Dongguan Lepont Testing Service Co.,Ltd.




L =

Report No. LP26030138C01-01
page 36 of 43

[ | Spurious Emission in Restricted Band 2310-2390MHz and 2483.5-2500MHz
BLE mode have been tested, and the worst result was report as below:

Test Mode: GFSK | 2402 Test Voltage: DC 3.7V
Temperature: 23.7C Phase: Vertical
Relative Humidity: 52% Pressure: 102.6KPa
86.9 dBm
77 FEE-Elass B-IM-Hadiation Peak{Above 16}
67
57 —FEE s oM 1'nr|'rﬁ+r0n'.-\vfri>i\-.hnvr"H}ié’};
[®
47 |
o i
37 1
bbby b Ardl DTN RIPTIRTIPNS.| ISARURRRET Ny I IERTR VL B ST RSP, W ﬁ‘|| \
"R *v\f AVEG
27
SR S IS [ .} S S| ——, 4 %’M Y
17
6.9 _
2300000 2311.00 232200 233300 234400  (MHz) 2366.00  2377.00  2388.00  2339.00  2410.00
Frequency | Factor | Reading | Level Limit [Margin
No. | MHz) @Bm) | @Buw) | @Bm) | @Bm) | (@B) |Peesr| MK [ Remark
1 2390.000 -6.33 40.87 34.54 74.00 |-39.46| peak
2 2400.000 -6.29 62.21 55.92 74.00 |-18.08| peak
3 2390.200 -6.33 30.35 24.02 54.00 [-29.98| AVG
4 2400.320 -6.29 58.54 52.25 5400 | -175| AVG | *
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Test Mode: GFSK | 2402 Test Voltage: DC 3.7V
Temperature: 23.7C Phase: Horizontal
Relative Humidity: 52% Pressure: 102.6KPa
86.9 dBm
77 FEG Elass B 3M Hadrabon Peak{Above Ha)
67 IN
57 FHEEEtass -3 FradmtonAygbibove—tHa) |
47 =
!#
37 | 1 A5
" TR iy oy ol syt st et il B B L ‘*AJ_WWJ WW
|
27 3
=) i S—— e EE—" A I TR -
17
6.9
2300.000 2311.00  2322.00  2333.00 234400  ([MHz) 2366.00  2377.00  2388.00  2399.00  2410.00
Frequency | Factor | Reading | Level Limit [Margin
No. | " "(MHz) | (dBm) | @Buv) | (dBm) | (dBm) | (dB) |Petector MK [ Remerk
1 2390.000 -6.33 40.88 34.55 74.00 |-39.45| peak
2 2400.000 -6.29 60.00 53.71 74.00 |-20.29| peak
3 2390.090 -6.33 30.89 24 56 5400 |-29.44| AVG
4 2400.100 -6.29 45.85 39.56 5400 |-14.44| AVG | *
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Test Mode: GFSK | 2480 Test Voltage: DC 3.7V
Temperature: 23.7C Phase: Vertical
Relative Humidity: 52% Pressure: 102.6KPa
86.9 dBm
7 / ﬂrwh\\\ FEE Elass B-3M Radiation Peak{Above 16}
\
67

G Elass M- Radistion-AygiAbore 163

=
=]
-
arl

a7 Fj

37 h \%\g&w T )

”MWW"MW W(J/J \“' MEM\MNM Tty b rtgtpisdosU s, o peak
."'\‘

7 w‘\h\f&»—mm L ; 'memmw.m; ~ \N.MHTMJ‘U—‘ AVG

17

6.9
2470.000 2473.00 2476.00 2479.00 2482.00 [MHz) 2488.00 2491.00 2494.00 2497.00 2500.00

N Frequency Factor | Reading | Level Limit [Margin
9 (MHz) (dBm) | (dBuV) | (dBm) (dBm) | (dB)

2483.500 -5.99 45.23 39.24 74.00 |-34.76| peak
2485.000 -5.99 42.58 36.59 74.00 |-37.41| peak
2483.500 -5.99 30.43 24.44 5400 |-29.56| AVG | *
2485.000 -5.99 29.97 23.98 54.00 |-30.02| AVG

Detector | MK. Remark

alw|n|~
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Test Mode: GFSK | 2480 Test Voltage: DC 3.7V
Temperature: 23.7C Phase: Horizontal
Relative Humidity: 52% Pressure: 102.6KPa

86.9 dBm

7 f’ﬁ\.“ FEE-Elass B-3M-Fadiation PeakAbove 16}

[ )
67 : [ l\
57 ]X Ed FHE-Elass B-3M-FradistionAgtAbove Haj—]

47 \"l

)
/
R I L .

it P,

Mmmmmwmw peak

e "3
7 [t Lol s, |
Sl e LA P WS PE G ~AAVE
17
69 .
2470.000 2473.00 2476.00 2479.00 2482.00 [(MHz) 2488.00 2491.00 2494.00 2497.00 2500.00

N Frequency | Factor | Reading | Level Limit [Margin
i (MHz) (dBm) | (dBuV) | (dBm) (dBm) | (dB)

2483.500 -5.99 48.65 42.66 74.00 |-31.34| peak
2485.000 -5.99 47.81 41.82 74.00 [-32.18| peak
2483.560 -5.99 38.75 32.76 5400 |-21.24| AVG | *
2485.060 -5.99 35.06 29.07 54.00 |-24.93| AVG

Detector | MK. Remark

alw|n| o
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4.6. CONDUCTED EMISSION TEST

4.6.1. Applicable Standard

According to FCC Part 15.207(a)

4.6.2. Conformance Limit

Report No. LP26030138C01-01
page 40 of 43

Conducted Emission Limit

Frequency(MHz) Quasi-peak Average
0.15-0.5 66-56 56-46
0.5-5.0 56 46
5.0-30.0 60 50

Note: 1. The lower limit shall apply at the transition frequencies
2. The limit decreases in line with the logarithm of the frequency in the
range of 0.15 to 0.50MHz.

Remark: Test results were obtained from the following equation:

Measurement (dBuV) = LISN Factor (dB) + Cable Loss (dB) + Reading (dBuV)
Margin (dB) = Measurement (dBuV) - Limit (dBuV)

4.6.3. Test Configuration

Test according to clause 3.3 conducted emission test setup

4.6.4. Test Procedure

The EUT was placed on a table which is 0.8m above ground plane.
Maximum procedure was performed on the highest emissions to ensure EUT compliance.
Repeat above procedures until all frequency measured were complete.
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All BLE modes have been tested and only the worst modes are represented in the report:

Test Mode: Charging | Test Voltage: AC 120V/60Hz
Temperature: 24.1°C Phase: L1
Relative Humidity: 51% Pressure: 101.5KPa

80.0 dBuV

40

Conduction[QP)

Conduchon|AVYG)

._n_,n_wJ

Lu ol MJLM”ME‘J 'L“—”ﬂ“

{peak

A AVG
0.0
0.150 05 (MHz) 5 30.000
No. | Tiai | @) | @ouy | amuy | @Buvy | (@B || P | Reman
1 0.2655 10.31 22.42 32.73 61.26 |-28.53| QP | P
2 0.2655 10.31 12.00 22.31 51.26 |-28.95| AVG | P
3 0.3704 10.33 19.82 30.15 5849 |-28.34| QP | P
4 0.3704 10.33 13.66 23.99 48.49 |-24.50] AVG | P
5 0.6360 10.38 21.42 31.80 56.00 |-24.20f QP | P
6 0.6360 10.38 14.55 24.93 46.00 |[-21.07| AVG | P
7 0.7691 10.40 22.08 32.48 56.00 |-23.52| QP | P
8 0.7691 10.40 15.35 25.75 46.00 |[-20.25| AVG | P
9 1.2384 10.44 20.94 31.38 56.00 |-2462| QP | P
10 1.2384 10.44 13.06 23.50 46.00 |(-22.50] AVG | P
11 2.3746 10.46 16.18 26.64 56.00 |-29.36| QP | P
12 2.3746 10.46 1.45 11.91 46.00 |[-34.09] AVG | P
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Test Mode: Charging Test Voltage: AC 120V/60Hz
Temperature: 24.1°C Phase: N
Relative Humidity: 51% Pressure: 101.5KPa

80.0 dBuV

//

Conduction[QF)

Conduchon|AYG)

peak
AVG

0.0

0.150 0.5 [MHz) 5 30.000

No. | Feaueney | Facr [reatng [ 1o T ot e ouuc [ | wonn

1 0.2655 10.38 25.64 36.02 6126 [-25.24| QP P

2 0.2655 10.38 14.86 25.24 51.26 |-26.02| AVG | P

3 0.3704 10.39 21.12 31.51 5849 |-26.98| QP P

4 0.3704 10.39 14.50 24.89 4849 (-23.60| AVG | P

5 0.6360 10.44 22.08 32.52 56.00 |-23.48| QP P

6 0.6360 10.44 15.26 25.70 46.00 (-20.30| AVG | P

s 0.9014 10.47 22.62 33.09 56.00 |-22.91| QP B

8 0.9014 10.47 13.55 24.02 46.00 [-21.98| AVG | P

9 1.2383 10.47 21.68 32.15 56.00 |-23.85| QP P

10 1.2383 10.47 13.55 24.02 46.00 [-21.98| AVG | P

11 2.8730 10.49 20.26 30.75 56.00 |-25.25| QP 2

12 2.8730 10.49 0.96 11.45 46.00 [-34.55| AVG | P
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4.7. ANTENNA APPLICATION

4.7.1. Antenna Requirement

Standard Requirement

An intentional radiator shall be designed to ensure that no
antenna other than that furnished by the responsible party shall
be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the
intentional radiator shall be considered sufficient to comply with
the provisions of this section. The manufacturer may design the
unit so that a broken antenna can be replaced by the user, but
the use of a standard antenna jack or electrical connector is
prohibited. This requirement does not apply to carrier current

FCC CRF Part 15.203 devices or to devices operated under the provisions of §15.211,
§15.213, §15.217, §15.219, or §15.221. Further, this
requirement does not apply to intentional radiators that must be
professionally installed, such as perimeter protection systems
and some field disturbance sensors, or to other intentional
radiators which, in accordance with §15.31(d), must be
measured at the installation site. However, the installer shall be
responsible for ensuring that the proper antenna is employed so
that the limits in this part are not exceeded.

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall
be designed to ensure that no antenna other than that furnished by the responsible party
shall be used with the device.

4.7.2.Result:

PASS.
The EUT has 1 antennas: an PCB Antenna for BLE, antenna has a gain of 0.55 dBi;

Note:which in accordance to section 15.203, please refer to the internal photos.
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