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Test Result Certification
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VStarcam Industrial Park, No. 8 Bao Tian Rd, Shuitian

Address .....cccceeeeeeeeeeeeeeennnnnn.... Community, Shiyan Town, Bao’an District Shenzhen City,
Guangdong Province, China

Manufacturer's Name............. Shenzhen EagletVision Intelligence Technology Co., Ltd.
VStarcam Industrial Park, No. 8 Bao Tian Rd, Shuitian

Address ......cccceeeeeeeeeeeeeeennnnnn.... Community, Shiyan Town, Bao’an District Shenzhen City,

Guangdong Province, China
Product description

Trade Mark: N/A
Product name.........ccccoeeveen. : Smart camera

QC16Y2, KY-KO3W, Y2, A2, WPC020, VP080S,
WP-Y13B1-1V3-R4W4-W, WPC12, HY-1WYO1-2, K5Q

FCC Rules and Regulations Part 15 Subpart C Section 15.247
ANSI C63.10: 2020

This publication may be reproduced in whole or in part for non-commercial purposes as long as
the Shenzhen HUAK Testing Technology Co., Ltd. is acknowledged as copyright owner and source
of the material. Shenzhen HUAK Testing Technology Co., Ltd. takes no responsibility for and will
not assume liability for damages resulting from the reader's interpretation of the reproduced
material due to its placement and context.
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Standards ............ccoeeveiiiinl

Dateof Test..........ocooviiiiiiiiiieee :

Date (s) of performance of tests ............. . Sep. 08, 2025 ~ Oct. 22, 2025
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Testing Engineer

Technical Manager
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1. Test Result Summary

1.1. Test Procedures and Results

Requirement CFR 47 Section Result
Antenna requirement §15.203/§15.247(b)(4) PASS
AC PoweEr L!ne. Conducted §15.207 PASS
mission
ConducteFfi Peak Output §15.247(b)(3) PASS
ower
6dB Emission Bandwidth §15.247(a)(2) PASS
Power Spectral Density §15.247(e) PASS
Band Edge §15.247(d) PASS
Spurious Emission §15.205/§15.209 PASS

Note:
1. PASS: Test item meets the requirement.

2. Fail: Test item does not meet the requirement.

N\ Wl Y /4

3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

1.2. Information of the Test Laboratory

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai
Street, Bao’an District, Shenzhen, Guangdong, China
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1.3. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU
1 Conducted Emission +2.71dB
2 RF power, conducted +0.37dB
3 Spurious emissions, conducted +0.11dB
4 All emissions, radiated(<1G) +3.90dB
5 All emissions, radiated(>1G) 14.28dB
6 Temperature 10.1°C
7 Humidity +1.0%

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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2. EUT Description
2.1. General Description of EUT

Equipment: Smart camera

Model Name: QC16Y2

KY-KO3W, Y2, A2, WPCO020, VP080S,
WP-Y13B1-1V3-R4W4-W, WPC12, HY-1WYO1-2, K5Q

All model's the function, software and electric circuit are
Model Difference: the same, only with product model named different. Test
sample model: QC16Y2.

Series Model(s):

Trade Mark: N/A

FCC ID: 2BLVV-QC16Y2
Antenna Type: PCB Antenna
Antenna Gain: 2.23dBi

802.11b/g/n(HT20)/ax(HE20): 2412~2462MHz
802.11n(HT40)/ax(HE40): 2422~2452MHz
802.11b/g/n(HT20)/ax(HE20): 11CH
802.11n(HT40)/ax(HE40): 7CH

Operation frequency:

Number of Channels:

Modulation Type: DSSS, OFDM, OFDMA
Power Source: DC 5V From Type-C
Power Rating: DC 5V From Type-C
Hardware Version: V82

Software Version: 20.211.109

Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

2. Antenna gain Refer to the antenna specifications.

3. The cable loss data is obtained from the supplier.

4. The test results in the report only apply to the tested sample.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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2.2. Carrier Frequency of Channels

Report No.: HK2509085124-1E

Channel List for 802.11b/ 802.11g/ 802.11n(HT20)/ 802.11ax(HE20)
Frequency Frequency Frequency Frequency
Channel (MHz) Channel (MHz) Channel (MHz) Channel (MHz)
01 2412 04 2427 07 2442 10 2457
02 2417 05 2432 08 2447 1" 2462
03 2422 06 2437 09 2452
Channel List for 802.11n(HT40) / 802.11ax(HE40)
Frequency Frequency Frequency Frequency
Channel (MHz) Channel (MHz) Channel (MHz) Channel (MHz)
- - 04 2427 07 2442 -- e
- - 05 2432 08 2447 - --
03 2422 06 2437 09 2452
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel see

below:

2.3. Operation of EUT During Testing

Operating Mode

The mode is used: Transmitting mode for 802.11b/802.119/802.11n(HT20)/802.11ax(HE20)
Low Channel: 2412MHz
Middle Channel: 2437MHz
High Channel: 2462MHz

The mode is used: Transmitting mode for 802.11n(HT40)/802.11ax(HE40)
Low Channel: 2422MHz
Middle Channel: 2437MHz
High Channel: 2452MHz

/4 > 1T Q\
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2.4. Description of Test Setup

Page 9 of 97

Report No.: HK2509085124-1E

Operation of EUT during AC conducted testing and radiation testing:

Adapter

AC Plug

EUT

Operation of EUT during RF conducted testing:

DC 5V

EUT

RF automatic

Desktop

control unit

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of
3m chamber. Measurements in both horizontal and vertical polarities were performed.
During the test, each emission was maximized by: having the EUT continuously working,
investigated all operating modes, rotated about all 3 axis (X, Y & Z) and considered typical
configuration to obtain worst position, manipulating interconnecting cables, rotating the
turntable, varying antenna height from 1m to 4m in both horizontal and vertical polarizations.
The emissions worst-case are shown in Test Results of the following pages. The worst case

is X position

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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2.5. Description of Support Units

The EUT has been tested as an independent unit together with other necessary

Report No.: HK2509085124-1E

accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

Item Equipment |Trade Mark| Model/Type No. Specification Remark
1 Smart camera N/A QC16Y2 N/A EUT
2 USB cable N/A N/A Length:1.0m Accessory
Input: 100-240V,
50/60Hz, 0.7A ,
3 Adapter N/A MDY-10-EH Output: 5V, 3A/9V, Peripheral
3A/12V, 2.25A/20V, 1.35A
Input: 100-240V,
4 Adapter N/A N/A 50/60Hz, 0.5A Peripheral
Output: 5VDC, 2A
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended

use.

3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious

Emissions), the antenna of EUT is connected to the test equipment via temporary antenna connector, the

antenna connector is soldered on the antenna port of EUT, and the temporary antenna connector is listed in the
Test Instruments.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
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3. Genera Information
3.1. Test Environment and Mode

Page 11 of 97 Report No.: HK2509085124-1E

Operating Environment:

Temperature: 25.0 °C
Humidity: 56 % RH
Atmospheric Pressure: 1010 mbar

Test Mode:

Engineering mode:

Keep the EUT in continuous transmitting
by select channel and modulations

We have verified the construction and function in typical operation. All the test
modes were carried out with the EUT in transmitting operation, which was shown in
this test report and defined as follows:

which it was worst case.

Per-scan all kind of data rate in lowest channel, and found the follow list

Mode Data rate
802.11b 1Mbps
802.119g 6Mbps

802.11n(HT20)/ax(HEZ20) 6.5Mbps
802.11n(HT40)/ax(HE40) 13.5Mbps

Shenzhen HUAK Testing Technology Co., Ltd.

Tel.: +86-0755-2302 9901

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,

E-mail: info@huak.com Web.: www.huak.com
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Final Test Mode:

Operation mode:

Keep the EUT in continuous transmitting
with modulation

make EUT continuous transmit/receive.

3. Mode Test Duty Cycle

1. For WIFI function, the engineering test program was provided and enabled to

2. According to ANSI C63.10 standards, the test results are both the “worst case”
and “worst setup” 1Mbps for 802.11b, 6Mbps for 802.11g, 6.5Mbps for
802.11n(HT20)/ax(HE20), 13.5Mbps for 802.11n(HT40)/ax(HE40).

Mode Duty Cycle
802.11b 0.9645
802.11g 0.9645

802.11n(HT20) 0.9624
802.11n(HT40) 0.9265
802.11ax(HE20) 0.9624
802.11ax(HE40) 0.9265

Test plots as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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802.11b
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802.11ax(HE20)
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4. Test Results and Measurement Data
41. AC Power Line Conducted Emission

Test Specification

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10: 2020

Frequency Range:

150 kHz to 30 MHz

Receiver setup:

RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Frequency range Limit (dBuV)
(MHz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.U.T[—]ac power [[50em [LISN
Test Setup: [Filter |— Ac power
Test table/Insulation plane
EMI
Remark Receiver
EUT Equipment Under Test
LISN L ine Impedence Stabiization Network
Test tabie haight=0.8m
Test Mode: transmitting with modulation

Test Procedure:

1.

The E.U.T is connected to the main power through a line
impedance stabilization network (L.I.S.N.). This provides a
500hm/50uH coupling impedance for the measuring
equipment.

. The peripheral devices are also connected to the main

power through a LISN that provides a 500hm/50uH
coupling impedance with 50ohm termination. (Please refer
to the block diagram of the test setup and photographs).

.Both sides of A.C. line are checked for maximum

conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of the
interface cables must be changed according to ANSI
C63.10: 2020 on conducted measurement.

Test Result:

PASS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Instruments
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Conducted Emission Shielding Room Test Site (843)
Equipment Manufacturer Model Serial Number SEllEE CellloEifer
Date Due
Receiver R&S ESR HKE-005 Feb. 19, 2025 | Feb. 18, 2026
LISN R&S ENV216 HKE-002 Feb. 19, 2025 | Feb. 18, 2026
LISN R&S ENV216 HKE-059 Feb. 19, 2025 | Feb. 18, 2026
Coax cable ,
(9KHz-30MHz) Times 381806-002 N/A Feb. 19, 2025 | Feb. 18, 2026
EMI Test JS32-CE
Software Tonscend 2506 HKE-081 N/A N/A
10dB Attenuator | Schwarzbeck |VTSD9561F HKE-153 Feb. 19, 2025 | Feb. 18, 2026

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,

Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com



%} Page 17 of 97 Report No.: HK2509085124-1E

HUAK TESTING

Test Result

Remark: All the test modes completed for test. only the worst result
Of was reported as below:
Conducted Emission on Line Terminal of the power line (150 kHz to 30MHz)

Test Specification: Line

130
120
110
100
90
80
70
60
50

R
v

FCC PART 15 C CLASS B(L)

Level[dBuV]

Ry

20

10
1q.'>0k M 10M 30M
Frequency[Hz]
— QP Limit —— AV Limit — PK — AV
o QP Detector %* AV Detector

-
WJ."‘
1

N\ Wl Y /4

1 0.5730 43.56 19.78 56.00 12.44 23.78 PK L
2 1.3875 38.97 19.93 56.00 17.03 19.04 PK L
3 1.9500 39.40 2013 56.00 16.60 19.27 PK L
4 3.6600 4042 20.33 56.00 15.58 20.09 PK L
5 4.4565 38.43 20.37 56.00 17.57 18.06 PK L
6 5.3700 37.64 20.41 60.00 22.36 17.23 PK L

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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HUAK TESTING

Test Specification: Neutral
130
120
110
100
)
80
70
60
50

FCC PART 15 C CLASS B (N)

Level[dBuV]

40
s VALt
, .

20 - ’,/-“M ;“I -
W

10 -

)/
£
T

T

|

1q50k ™ 10M 30M
Frequency[Hz]

— QP Limit —— AV Limit — PK — AV

o QP Detector * AV Detector

1 0.5730 44.98 19.75 56.00 11.02 25.23 PK N
2 1.1670 38.71 19.81 56.00 17.29 18.90 PK N
3 1.9455 39.30 19.93 56.00 16.70 19.37 PK N
4 3.5870 40.13 20.13 56.00 15.87 20.00 PK N
5 4.4655 37.41 20.21 56.00 18.59 17.20 PK N
6 6.0495 36.94 2040 60.00 23.06 16.54 PK N

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

4.2. Maximum Peak Conducted Output Power

Test Specification

Test Requirement: FCC Part15 C Section 15.247 (b)(3)
Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02
Limit: 30dBm
Test Setup: e 00 _ i
RF automatic control unit EUT
Test Mode: Transmitting mode with modulation

1. The testing follows the Measurement Procedure of FCC
KDB 558074 D01 15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the RF automatic
control unit by RF cable. The path loss was compensated

Test Procedure: to the results for each measurement.

3. Set to the maximum power setting and enable the EUT
transmit continuously.

4. Measure the Peak output power and record the results in
the test report.

Test Result: PASS

Test Instruments

RF Test Room
Equipment Manufacturer| Model |Serial Number Celllrzien Gellleifer
Date Due
Spectrum Agilent N9020A | HKE-025 | Feb. 19,2025 | Feb. 18, 2026
analyzer
Spectrum Agilent N9020A | HKE-117 | Feb. 19,2025 | Feb. 18, 2026
analyzer
Power meter Agilent E4419B HKE-085 Feb. 19,2025 | Feb. 18, 2026
Power Sensor Agilent E9300A | HKE-086 | Feb. 19,2025 | Feb. 18, 2026
RF cable Times 1-40G HKE-034 | Feb. 19,2025 | Feb. 18, 2026
RF automatic | . coond | JS0806-2 | HKE-060 | Feb. 19,2025 | Feb. 18, 2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,
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HUAK TESTING
Test Data
Maximum Peak
Mode Test Frequency Conducted LIMIT
Elerne] Output Power
(MHz) (dBm) dBm

802.11b CHO1 2412 12.87 30

802.11b CHO6 2437 14.46 30

802.11b CH11 2462 14.02 30

802.11g CHO1 2412 11.55 30

802.11g CHO6 2437 11.36 30

802.11g CH11 2462 11.26 30
802.11n(HT20) CHO1 2412 12.02 30 ?
802.11n(HT20) CHO06 2437 12.12 30 %
802.11n(HT20) CH11 2462 12.31 30 g
802.11n(HT40) CHO3 2422 11.24 30
802.11n(HT40) CHO06 2437 12.63 30
802.11n(HT40) CHO09 2452 11.58 30
802.11ax(HE20) CHO1 2412 11.24 30
802.11ax(HEZ20) CHO06 2437 12.47 30
802.11ax(HE20) CH11 2462 11.26 30
802.11ax(HE40) CHO03 2422 12.02 30
802.11ax(HE40) CHO6 2437 11.41 30
802.11ax(HE40) CHO09 2452 11.12 30

Note: 1.The test results including the cable lose.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

4.3. Emission Bandwidth

Test Specification

Test Requirement: FCC Part15 C Section 15.247 (a)(2)

Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02
Limit: >500kHz

Test Setup: 00 o

Spectrum Analyzer EuUT

Test Mode: Transmitting mode with modulation

1. The testing follows FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.
2. Set to the maximum power setting and enable the

EUT transmit continuously. —

Test Procedure: 3. Make the measurement with the spectrum analyzer's Ez
: resolution bandwidth (RBW) = 100 kHz. Set the U

Video bandwidth (VBW) = 300 kHz. In order to make o

an accurate measurement. The 6dB bandwidth must PF

be greater than 500 kHz. s

4. Measure and record the results in the test report.
Test Result: PASS

Test Instruments

RF Test Room
Equipment Manufacturer| Model |Serial Number SEllEUE SellEE
Date Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 | Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19,2025 | Feb. 18, 2026
RF automatic | 5 c0end | JS0806-2 | HKE-060 | Feb. 19,2025 | Feb. 18, 2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
Test data
6dB Emission Bandwidth (MHz)
Test channel 802116 | 802.11q | 80211 | 802.1in | 802.11ax | 802.11ax
' M9 HT120) | (HT40) (HE20) (HE40)
Lowest 9.52 15.60 15.32 35.12 15.32 36.16
Middle 9.08 16.32 17.56 34.08 18.08 34.88
Highest 9.08 16.36 14.32 36.08 18.08 37.44
Limit: >500KHz
Test Result: PASS

Test plots as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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HUAK TESTING
802.11b Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA

S0Q_ AC

Center Freq 2.412000000 GHz
PHO:

| [ sENsEmN] | ALIGNAUTO 12:11:55PM Sep12, 2025
R

#Avg Type: RMS Frequency

o Trig: Fres Run AvglHold: 100100
#Atten: 40 dB
Auto Tune
Ref Offset8.64 dB
Ref 30.00 dBm
Center Freq
2.412000000 GHz
[—
StartFreq|
2.392000000 GHz
J—
Stop Freq
2.432000000 GHz
IR
Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4000000 MHz,
MKR MODE TRC| SC_| FUNCTION FUNCTIONWIDTH FUNCTION VALUE m td
N T —— [
2 INEREEA 241296 GHz 393dBm | [ |
EREAI os2MHZ Al 21908 | [ | FreqOffset
I I
I o
) S S B

Aé.lem Spectrum Analyzer Swept SA

T N T S B

Center Freq 2 437000000 GHz . #Aug Type: RMS
PHO: Fast = TM13: AvglHold: 100/100
F #Atten: 40 dB

Frequency

Auto Tune|

Ref Offset 8.64 dB.
Ref 30.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.417000000 GHz

Stop Freq
2.457000000 GHz

\ Wl Y /4

Span 40.00 MHz| CF Step
#/BW 300 kHz Sweep 3.867 ms (1001 pts), 4000000 MHz|
Auto Man

>

FUNCTION | FUNCTIONWIDTH FUNCTION VALLE

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA
500

i —
Center Freq 2.462000000 GHz . #Avg Type: RMS
5 Trig: Free Run Avg|Hold: 1001100

: -
IFGam Low #Atten: 40 dB

Frequency

Auto Tune|

Ref Offset 8.64 dB
Ref 30.00 dBm

Center Freq

2.462000000 GHz

[—

StartFreq|

2.442000000 GHz

[

Stop Freq

2.482000000 GHz

JE—

Span 40.00 MHz CFStep

#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4000000 MHz

MKR MODE TRC| SC_ FUNCTION FUNCTIONWIDTH FUNCTION VALUE A m ey

1 I i8] 44 Criy ofredam| | M
[N 1[f]  246148GHz| _ 6z06daml [ | |

908MHz(A) _ 08saB| | | | FreqOffset

0Hz,

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11g Modulation
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Lowest channel

Agilent Spectrum Analyzer - Swept SA

==
#Atten: 40 dB

Ref Offset 8.64 dB.
Ref 30.00 dBm

#VBW 300 kHz

#Avg Type: RMS

Trig: Free Run AvglHold: 100/100

Span 40.00 MHz
Sweep 3.867 ms (1001 pts)

X A
I N [1]f]  240408GHz|  3.149dBm| P
PA N [1[F]  241462GHz|  26%dBm[ [ T |
A1 [fFlgA)  1560MHz[(A) ©0200dB] [ T |
[ 1

FUNCTION | FUNCTION WIDTH FUNCTION VALUE

Report No.: HK2509085124-1E

Frequency

Auto Tune

Center Freq|
2412000000 GHz

StartFreq|
2.392000000 GHz,

Stop Freq
2.432000000 GHz

-5|

CF Ste|
4.000000 MHz,
Auto Man

J—
Freq Offset
0 Hz|

Agilent Spectrum Analyzer - Swept SA
Kl RL 505

Center Freq 2.437000000 GHz

PNO: Fast ~+—

IFGain:Low

Ref Offset 8.64 dB.
Ref 30.00 dBm

#VBW 300 kHz

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 40 dB

Span 40.00 MHz,
Sweep 3.867 ms (1001 pts),

Frequency

Auto Tune

Center Freq|
2437000000 GHz

StartFreq
2.417000000 GHz

Stop Freq
2.457000000 GHz,

CF Step
4.000000 MHz|

v

[ 2433%8GHz|  1313dBm| [ T |

A 1632MHz[() 110408] [ T |
r 1

FUNCTION | FUNCTION WIDTH FUNCTION VALUE

Auto Man

Freq Offset
OHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.462000000 GHz

PNO: Fast ——

IFGain:Low

Ref Offset 8.64 dB
Ref 30.00 dBm

#VBW 300 kHz

sog acl L | SEMEINT] [ AUGNAUTY

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100

#Atten; 40 dB

Span 40.00 MHz,
Sweep 3.867 ms (1001 pts)

MKF MODE TRC SCL X

A
(I N [1]f] 245380 GHe| 4170 dBm
[ N[1[f] 246260 GHe]

FUNCTION | FUNCTION WIDTH FUNCTION VALUE

Frequency

Auto Tune

CenterFreq
2.462000000 GHz,

StartFreq|
2.442000000 GHz

Stop Freq
2482000000 GHz

'5|

CF Ste|
4.000000 MHz

Shenzhen HUAK Testing Technology Co., Ltd.

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Lowest channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.412000000 GHz

g™

Center 2.41200 GHz

sog ac | L | sEwEINT] [ AUGNAUTD

#Avg Type: RMS

MKF MODE TRC SCL

o A1 (1] f]

o Trig: Free Run AvglHold: 100100
#Atten: 40 dB
Auto Tune
Ref Offset8.64 dB
Ref 30.00 dBm
CenterFreq
2.412000000 GHz
[—
StartFreq|
2.392000000 GHz
J—
Stop Freq
2.432000000 GHz
IR
Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz,
FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~ m Han)
1 TR T Y —— [
NI 240824 GHz 246008m | [ |
B tss2MHz@  os4del | | | FreqOffset
I I
I o
S A A B

Report No.: HK2509085124-1E

Frequency

Agilent Spectrum Analyzer - Swept SA
09

AC
Center Freq 2.437000000 GHz

e
Trig: Free Run Avg|Hold: 1001100

==
#Atten: 40 dB

Ref Offset 8.64 dB.
Ref 30.00 dBm

Span 40.00 MHz

#VBW 300 kHz Sweep 3.867 ms (1001 pts),

[ 242870 GHe|
243636 GHz
1756

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  ~

-4110dBm

Frequency

Auto Tune

Center Freq|
2437000000 GHz

StartFreq
2.417000000 GHz

Stop Freq
2.457000000 GHz,

CF Step
4.000000 MHz,
Auto Man

Freq Offset
OHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.462000000 GHz

PNO: Fast ——

IFGain:Low

Ref Offset 8.64 dB
Ref 30.00 dBm

sog acl L | SEMEINT] [ AUGNAUTY

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100
¥Atten: 40 dB

dBj

Span 40.00 MHz,

#VBIW 300 kHz Sweep 3.867 ms (1001 pts)

MKF MODE TRC SCL

mgn 2 45480 GHz 0. 102 dBm| ]

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  »

Frequency

Auto Tune

CenterFreq
2.462000000 GHz,

StartFreq|
2.442000000 GHz

Stop Freq
2482000000 GHz

CF Ste|
4.000000 MHz

'5|
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802.11n (HT40) Modulation
L

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.422000000 GHz

==
#Atten: 40 dB

Ref Offset 8.64 dB.
Ref 30.00 dBm

Center 2.42200 GHz
#Res BW 100 kHz

sog ac | L | sEwEINT] [ AUGNAUTD

#VBW 300 kHz
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owest channel

#Avg Type: RMS

Trig: Free Run AvglHold: 100/100

Span 80.00 MHz
Sweep 7.667 ms (1001 pts)

MKF MODE TRC SCL

1
5.303 dBm

FUNCTION WIDTH FUNCTIONVALUE  ~

FUNCTION
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Frequency

Auto Tune

Center Freq|
2422000000 GHz

StartFreq|
2.382000000 GHz,

Stop Freq
2.462000000 GHz

CF Ste|
8.000000 MHz,

-5|

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA
Kl RL 505

Center Freq 2.437000000 GHz

PNO: Fast ~+—
IF o

Ref Offset 8.64 dB.
Ref 30.00 dBm

G el

#VBW 300 kHz

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100

#Atten: 40 dB
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CF Step
8.000000 MHz|

Auto Man

Freq Offset
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Agilent Spectrum Analyzer - Swept SA
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Ref Offset 8.64 dB
Ref 30.00 dBm

#VBW 300 kHz
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#Avg Type: RMS
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#Atten; 40 dB
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Sweep 7.667 ms (1001 pts)

X Y
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Lowest channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.412000000 GHz

==
#Atten: 40 dB

Ref Offset 8.64 dB.
Ref 30.00 dBm

Wwwﬂﬂh V"M

Center 2.41200 GHz

#VBW 300 kHz

sog acl | [ SENSEINT| |  ALIGNAUTD  [DL:0G:30PM Sep 12,2025
TRAC
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Frequency
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Ref Offset 8.64 dB
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#Avg Type: RMS
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#Atten; 40 dB
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Lowest channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.422000000 GHz

Ref Offset 8.64 dB.
Ref 30.00 dBm

e

Center 2.42200 GHz
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Frequency

Agilent Spectrum Analyzer - Swept SA
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FUNCTION FUNCTIONVALUE  »

FUNCTION WIDTH

Frequency

Auto Tune

CenterFreq
2.452000000 GHz,

StartFreq|
2.412000000 GHz

Stop Freq
2492000000 GHz

CF Ste|
8.000000 MHz

'5|

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com
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4.4. Power Spectral Density

Test Specification

Test Requirement:

FCC Part15 C Section 15.247 (e)

Test Method: KDB 558074 D01 15.247 Meas Guidance v05r02
The average power spectral density shall not be greater
Limit: than 8dBm in any 3kHz band at any time interval of
continuous transmission.
Test Setup: ‘ 2 _O -
Spectrum Analyzer EuT
Test Mode: Transmitting mode with modulation

Test Procedure:

1. The testing follows Measurement procedure 10.2
method PKPSD of FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW): 3 kHz < RBW < 100
kHz. Video bandwidth VBW = 3 x RBW. Set the span
to at least 1.5 times the OBW.

5. Detector = Peak, Sweep time = auto couple.

6. Employ trace averaging (Peak) mode over a minimum
of 100 traces. Use the peak marker function to
determine the maximum power level.

7. Measure and record the results in the test report.

Test Result:

PASS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Test Instruments
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Report No.: HK2509085124-1E

RF Test Room
Equipment Manufacturer| Model |Serial Number Sl Cellenznen
Date Due
Spectry Agilent NO020A | HKE-025 | Feb. 19,2025 | Feb. 18, 2026
analyzer
Spectrum Agilent N9020A | HKE-117 | Feb. 19,2025 | Feb. 18, 2026
analyzer
RF cable Times 1-40G HKE-034 | Feb. 19,2025 | Feb. 18, 2026
RF automatic | o coond | JS0806-2 | HKE-060 | Feb. 19,2025 | Feb. 18, 2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
Test data
EUT SetMode | Channel (Jgf; /Fgg;‘fl';) Result (dBm/3kHz)
Lowest 0.32 -9.68
802.11b Middle 1.92 -8.08
Highest -0.11 -10.11
Lowest -1.33 -11.33
802.11g Middle -1.17 -11.17
Highest -0.84 -10.84
Lowest -1.08 -11.08
802.11n(HT20) Middle 0.35 -9.65
Highest 1.89 -8.11
Lowest -4.53 -14.53
802.11n(HT40) Middle -2.92 -12.92
Highest -3.85 -13.85
Lowest -2.70 -12.70
802.11ax(HE20) Middle -1.20 -11.20
Highest -0.36 -10.36
Lowest -6.38 -16.38
802.11ax(HE40) Middle -5.51 -15.51
Highest -4.31 -14.31
PSD test result (dBm/3kHz)= PSD test result (dBm/30kHz)-10
Limit: 8dBm/3kHz
Test Result: PASS

Test plots as follows:

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11b Modulation
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Lowest channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.412000000 GHz

PNO: Fast ~»—

IFGain:Low

Ref Offset 8.64 dB.
Ref 20.00 dBm

ICenter 2.412000 GHz

sig acl | [ SENSEINT| [ ALGNAUTD  [12:1257PMSep12,2025
RACE

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Span 19.04 MHz

Res BW 30 kHz #VBW 100 kHz #Sweep 22.00 ms (30000 pts

sTaTUS

-5|

Report No.: HK2509085124-1E

Frequency

Auto Tune

Center Freq|
2412000000 GHz

StartFreq|
2.402480000 GHz

Stop Freq
2421520000 GHz

CF Ste|
1.904000 MHz|
Auto Man

FreqOffset
OHz

Middle channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.437000000 GHz

PNO: Fast ~+—

IFGain:Low

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center 2.437000 GHz

sog ec | L | SEMEINT] [ ALICNAUTD 1€
TRACE

#Avg Type: RMS
Trig: Free Run AvglHold: 100/100
#Atten: 30 dB

Span 18.16 MHz|

Res BW 30 kHz #VBW 100 kHz #Sweep 22.00 ms (30000 pts

Frequency

Auto Tune

Center Freq|
2437000000 GHz

StartFreq
2.427920000 GHz

Stop Freq
2.446080000 GHz,

CF Step
1.816000 MHz|
uto Man

Freq Offset
OHz

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.462000000 GHz

PNO: Fast ——

IFGain:Low

Ref Offset 8.64 dB.
Ref 20.00 dBm

sog acl L | SEMEINT] [ AUGNAUTY

#Avg Type: RMS
Trig: Free Run Avg|Hold: 1001100
¥Atten: 30 dB
Mkr1 2.461 306 6 GHz|
-0.112 dBm|

Span 18.16 MHz,
#VBW 100 kHz #Sweep 22.00 ms (30000 pts)

Frequency

Auto Tune

CenterFreq
2.462000000 GHz,

StartFreq|
2.452920000 GHz

Stop Freq
2471080000 GHz

CF Step
1.816000 MHz|

Shenzhen HUAK Testing Technology Co., Ltd.

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com
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802.11g Modulation
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Lowest channel

Agilent Spectrum Analyzer - Swept SA
sog ac | L | sEwEINT] [ AUGNAUTD

Center Freq 2.412000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2412000000 GHz

StartFreq|
2.396400000 GHz,

Stop Freq
2427600000 GHz

CF Ste|
3.120000 MHz,
Auto Man

-5|

FreqOffset
OHz

ICenter 2.41200 GHz Span 31.20 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 38.00 ms (30000 pts

sTaTUS

Middle channel

sog ec | L | SEMEINT] [ ALICNAUTD i2E:

Center Freq 2.437000000 GHz #Avg Type: RMS TRACE Frequency
PO: Fast Trig: Free Run AvglHold: 100/100

-
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.420680000 GHz

Stop Freq
2.453320000 GHz,

CF Step
3.264000 MHz,
uto Man

Freq Offset
OHz

Span 32.64 MHz|
#VBW 100 kHz #Sweep 38.00 ms (30000 pts)

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA
so Al L | SENEINT] | ALGNAUTY

Center Freq 2.462000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2,462 591 9 GHZ] Auicliine
Ref 20.00 GBm -0.840 dBm

CenterFreq
2.462000000 GHz,

StartFreq|
2.448720000 GHz

Stop Freq
2475280000 GHz

CF Step
2.656000 MHz

Span 26.56 MHz|
#VBW 100 kHz #Sweep 38.00 ms (30000 pts)

No.: HK2509085124-1E

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11n (HT20) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
sog ac | L | sEwEINT] [ AUGNAUTD

Center Freq 2.412000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2412000000 GHz

StartFreq|
2.396680000 GHz,

Stop Freq
2427320000 GHz

CF Ste|
3.064000 MHz,
Auto Man

-5|

FreqOffset
OHz

ICenter 2.41200 GHz Span 30.64 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 38.00 ms (30000 pts

sTaTUS

Middle channel

sog ec | L | SEMEINT] [ ALICNAUTD 41

Center Freq 2.437000000 GHz #Avg Type: RMS TRACE Frequency
PO: Fast Trig: Free Run AvglHold: 100/100

-
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.419440000 GHz

Stop Freq
2.454560000 GHz,

CF Step
3512000 MHz,
uto Man

Freq Offset
OHz

Span 35.12 MHz|
#VBW 100 kHz #Sweep 38.00 ms (30000 pts)

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA
so Al L | SENEINT] | ALGNAUTY

Center Freq 2.462000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2,462 590 5 GHZ] Auicliine
Ref 20.00 GBm 1.891 dBm

CenterFreq
2.462000000 GHz,

StartFreq|
2.447680000 GHz

Stop Freq
2476320000 GHz

CF Step
2.864000 MHz

Span 28.64 MHz|
#VBW 100 kHz #Sweep 38.00 ms (30000 pts)

No.: HK2509085124-1E

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
802.11n (HT40) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
sog ac | L | sEwEINT] [ AUGNAUTD

Center Freq 2.422000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2422000000 GHz

StartFreq|
2.386880000 GHz,

Stop Freq
2457120000 GHz

CF Ste|
7.024000 MHz,
Auto Man

-5|

FreqOffset
OHz

ICenter 2.42200 GHz Span 70.24 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 82.00 ms (30000 pts

sTaTUS

Middle channel

sog ec | L | SEMEINT] [ ALICNAUTD

Center Freq 2.437000000 GHz X #Avg Type: RMS R Frequency
PO: Fast Trig: Free Run AvglHold: 100/100

-
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.402920000 GHz

Stop Freq
2.471080000 GHz

CF Step
6.816000 MHz,
uto Man

Freq Offset
OHz

Span 68.16 MHz|
#VBW 100 kHz #Sweep 82.00 ms (30000 pts)

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA
so Al L | SENEINT] | ALGNAUTY

Center Freq 2.452000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2,461 336 1 GHZ] Auicliine
Ref 20.00 GBm -3.854 dBm

CenterFreq
2.452000000 GHz,

StartFreq|
2.421920000 GHz

Stop Freq
2482080000 GHz

CF Step
6.016000 MHz

Span 60.16 MHz;
#VBW 100 kHz #Sweep 82.00 ms (30000 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
802.11ax (HE20) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
sog ac | L | sEwEINT] [ AUGNAUTD

Center Freq 2.412000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2412000000 GHz

StartFreq|
2.396680000 GHz,

Stop Freq
2427320000 GHz

CF Ste|
3.064000 MHz,
Auto Man

-5|

FreqOffset
OHz

ICenter 2.41200 GHz Span 30.64 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 42.00 ms (30000 pts

sTaTUS

Middle channel

sog ec | L | SEMEINT] [ ALICNAUTD 14

Center Freq 2.437000000 GHz #Avg Type: RMS TRACE Frequency
PO: Fast Trig: Free Run AvglHold: 100/100

-
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.418920000 GHz

Stop Freq
2.455080000 GHz,

CF Step
3.616000 MHz,
uto Man

Freq Offset
OHz

Span 36.16 MHz|
#VBW 100 kHz #Sweep 42.00 ms (30000 pts;

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA
so Al L | SENEINT] | ALGNAUTY

Center Freq 2.462000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2,460 703 6 GHZ] Auicliine
Ref 20.00 GBm -0.356 dBm

CenterFreq
2.462000000 GHz,

StartFreq|
2.443920000 GHz

Stop Freq
2480080000 GHz

CF Step
3.616000 MHz

Span 36.16 MHz,
#VBW 100 kHz #Sweep 42.00 ms (30000 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China




WAL
Page 37 of 97 Report No.: HK2509085124-1E

HUAK TESTING
802.11ax (HE40) Modulation

Lowest channel

Agilent Spectrum Analyzer - Swept SA
sog ac | L | sEwEINT] [ AUGNAUTD

Center Freq 2.422000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune

Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2422000000 GHz

StartFreq|
2.385840000 GHz,

Stop Freq
2.458160000 GHz

CF Ste|
7.232000 MHz,
Auto Man

-5|

FreqOffset
OHz

ICenter 2.42200 GHz Span 72.32 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 82.00 ms (30000 pts

sTaTUS

Middle channel

sog ec | L | SEMEINT] [ ALICNAUTD

Center Freq 2.437000000 GHz X #Avg Type: RMS R Frequency
PO: Fast Trig: Free Run AvglHold: 100/100

-
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 8.64 dB.
Ref 20.00 dBm

Center Freq|
2437000000 GHz

StartFreq
2.402120000 GHz

Stop Freq
2.471880000 GHz,

CF Step
6.976000 MHz,
uto Man

Freq Offset
OHz

Span 69.76 MHz|
#VBW 100 kHz #Sweep 82.00 ms (30000 pts)

sTATUS

Highest channel

Agilent Spectrum Analyzer - Swept SA
so Al L | SENEINT] | ALGNAUTY

Center Freq 2.452000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.446 947 5 GHz] Auto Tune
Tt s 3475 GHd

CenterFreq
2.452000000 GHz,

StartFreq|
2.419200000 GHz

Stop Freq
2484800000 GHz

CF Step
6.560000 MHz

Span 65.60 MHz;
#VBW 100 kHz #Sweep 82.00 ms (30000 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.5. Conducted Band Edge and Spurious Emission Measurement

Test Specification

Test Requirement:

FCC Part15 C Section 15.247 (d)

Test Method:

KDB 558074 D01 15.247 Meas Guidance v05r02

Limit:

In any 100 kHz bandwidth outside of the authorized
frequency band, the emissions which fall in the
non-restricted bands shall be attenuated at least 20 dB /
30dB relative to the maximum PSD level in 100 kHz by RF
conducted measurement and radiated emissions which fall
in the restricted bands, as defined in Section 15.205(a),
must also comply with the radiated emission limits
specified in Section 15.209(a).

Test Setup:

ol <

Spectrum Analyzer EUT

Test Mode:

Transmitting mode with modulation

Test Procedure:

1. The testing follows FCC KDB Publication 558074 D01
15.247 Meas Guidance v05r02.

2. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was compensated
to the results for each measurement.

3. Set to the maximum power setting and enable the EUT
transmit continuously.

4. Set RBW = 100 kHz, VBW=300 kHz, Peak Detector.
Unwanted Emissions measured in any 100 kHz
bandwidth outside of the authorized frequency band
shall be attenuated by at least 20 dB relative to the
maximum in-band peak PSD level in 100 kHz when
maximum peak conducted output power procedure is
used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a
time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per
15.247(d).

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded
against the limit line in the operating frequency band.

Test Result:

PASS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

Test Instruments

RF Test Room
Equipment Manufacturer| Model |Serial Number CElloEe CellarEiz
Date Due
Spectrum analyzer Agilent N9020A HKE-025 Feb. 19, 2025 | Feb. 18, 2026
Spectrum analyzer Agilent N9020A HKE-117 Feb. 19, 2025 | Feb. 18, 2026
RF cable Times 1-40G HKE-034 Feb. 19, 2025 | Feb. 18, 2026
RF automatic Tonscend | JS0806-2 | HKE-060 | Feb. 19,2025 | Feb. 18, 2026
control unit
JS1120-3
RF Test Software Tonscend Version HKE-083 N/A N/A
3.5.39

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

/4 > 1T MR\

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,

Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Lowest Channel

Highest Channel

Band Edge

=T

Agilent Spectrum Analyzer - Swept SA
CENET

e
Center Freq 2.365000000 GHZ

Fast —~
IFsz:an

ALIGNAUTO
#Avg Type: RMS

Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

Mkr5 2.398 02 GHz]

Ref Offset8.64 dB -32.669 dBm|

Ref 20.00 dBm

2.3

‘ it
24

Stop 243000 GHz
Sweep 12.47 ms (1001 pts)

Stan 2.30000 GHz
#VBW 300 kHz

[ [ 1 N

sTaTUS

Frequency

2.365000000 GHz|

ep
13.000000 MHz

Auto Tune|

Center Freq|

StartFreq
00000000 GHz,

Stop Freq
30000000 GHz

CF Ste|

Agilent Spectrum Analyzer - Swept SA
R

e
Center Freq 2.495000000 GHZ

Ref Offset8.64 dB
Ref 20.00 dBm

Band Edge

=T

500

#Avg Type: RMS Frequency
Fast <» Trig: Free Run AvglHold: 100/100
IFGth:an #Atten: 30 dB

Auto Tune|

1

Center Freq|
2.495000000 GHz

StartFreq
2.440000000 GHz|

Stop Freq
2550000000 GHz

Stop 2.55000 GHz
Sweep 10.53 ms (1001 pts)

CF Step
11.000000 MHz|

X FORCTION | FURCTIONWDTH FRCToRvalle (@ L FORCTION | FURCTIONWDTH FRCToRvalle (@ L
[E— T I N S— J—
____ . [ 54034dBm|
[ 239%000GHz| 63180dBm| | [ | FreqOffset [ 53690dBm| Freq Offset
[ 231000GHz| &2579dBm| | [ | 0Hz [ 249093GHz| 46446cdBm| | [ | 0Hz
93 02 GHZ 32 669 dBm __—_ _—_—_

]

[ [ 1 N

B

sTaTUS

Spurious Emission

Agilent Spectrum Analyzer - Swept SA
o | R sog ac L [ SENSEINT] ALIGNAUTO |

Center Freq 2.412000000 GHz #Avg Type: RMS
PNO: Fast AvglHold: 1001100

IFGain:| an

= Trig: Free Run
#Atten; 30 dB
Mkr1 2,412 48 GHz|

Ref Offset8.64 dB 3.354 dBm|

Ref 28.64 dBm

Pl i

uto

Span 30.00 MHz,
Sweep 2.933 ms (1001 pts)

sTaTUS

#BW 300 kHz

Frequency

2.412000000 GHz|

2.397000000 GHz|

2.427000000 GHz|

Auto Tune|

Center Freq

StartFreq|

Stop Freq

CF Step
3.000000 MHz,
Man

Freq Offset
0Hz,

Agilent Spectrum Analyzer - Swept SA
R RIS ac ] | ENSEINT| ALIGNAUTO [
Center Freq 2.462000000 GHz

Ref Offset8.64 dB
Ref 28.64 dBm

Center 2.46200 GHz

Spurious Emission

#Avg Type: RMS Frequency
= Trig: Free Run AvglHold: 1001100

#Atten; 30 dB

PNO: Fast
IFGain:} an
Auto Tune|

Mkr1 2.462 96 GHz|
5.167 dBm|

Center Freq
2.462000000 GHz|

StartFreq|
2.447000000 GHz,

WMM

Stop Freq
2477000000 GHz

s

'5|

CF Ste|
3.000000 MHz

uto Man

Freq Offset
0Hz,

Span 30.00 MHz,
Sweep 2.933 ms (1001 pts)

sTaTUS

#BW 300 kHz

Shenzhen HUAK Testing Technology Co., Ltd.
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

o | R [soo Al SENSEINT| E 3 T TR
Center Freq 515.000000 MHz . #Avy Type: RNIS e e Center Freq 515.000000 MHz . #Avy Type: RMS
oH0: Fast —» Trig: Free Run AvglHold: 1010 ot e Trig: Free Run AvglHold: 1010
#Atten: 20 dB

Frequency

IFGain:Low #Atten: 20 dB

Auto Tune|

Auto Tune|
Ref OffsetB.64 dB .. Ref OffsetB.64 dB
Ref 18.64 dBm d Ref 18.64 dBm

CenterFreq|
515000000 MHz

CenterFreq|
515000000 MHz

StartFreq
30.000000 MHz,

StartFreq
30.000000 MHz,

Stop Freq
1.000000000 GHz|

Stop Freq
1.000000000 GHz|

CF Step CF Step
97.000000 MHz, 97.000000 MHz,
Auto Man Auto Man

FreqOffset
OHz

FreqOffset
OHz

Stan 30.0 MHz Stop 1.0000 GHz Stan 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts) #VBW 300 kHz Sweep 94.00 ms (30001 pts)

sTATUS sTATUS

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
U R | RF[S0Q aC | [ [ ENSEINT] ALIGNAUTO 2:14:20PM Sep 12,2025 U R | RF[S0Q aC | [ [ ENSEINT] ALIGNAUTO 2:20:37 PM Sep 12, 2025
P RA

Center Freq 13.750000000 GHz ) #Avg Type: RNS Frequency Center Freq 13.750000000 GHz ) #Avg Type: RNS
eraet e Trig: Free Run AvglHold: 1010 eraet e Trig: Free Run AvglHold: 1010
IFGain:Low #Atten: 20 dB : #Atten: 20 dB

Auto Tune
Ref Offset8.64 dB Mkr2 4.824 15 GHz Ref Offset8.64 dB
Ref 18.64 dBm - Ref 18.64 dBm

Frequency

Auto Tune|

1
v CenterFreq|

13.750000000 GHz

CenterFreq|
13.750000000 GHz

StartFreq StartFreq —
1000000000 GHz, 1000000000 GHz, m
IR
Stop Freq Stop Freq
26500000000 GHz 26500000000 GHz J /

s T
Start 1.00 GHz Stop 26.50 GHz| CFStep Start 1.00 GHz Stop 26.50 GHz| CFStep
#VBW 300 kHz Sweep 2.438 5 (30001 pts)fBPEE NI F#/BW 300 kHz Sweep 2.438 5 (30001 ptsHIPEE T RC
SCL Y FUNCTION FUNCTION WIDTH FUNCTIONYVALUE A L{O han) Y FUNCTION FUNCTION WIDTH FUNCTIONYVALUE A L{O han) T
e T B N — || - T B N — ||
Y11 R - O — — — [F]  492360GHz| _43srtaBm | | |
FreqOffset ] FreqOffset
o ] o
S A A B
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Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
T = MM T | o e o o T | ALGIALTO (120 Sepia, 202
Center Freq 2.437000000 GHz i #Avg Type: RNS RACE i Center Freq 515.000000 MHz i #Avg Type: RMS RACE

S Trig: Free Run AvglHold: 100/100 ONO:Fast > Trigi Free Run Avg|Held: 10/10

[FGainilow __#Atten: 30 B FGainlow __HAtten: 20 dB
Auto Tune Auto Tune|
Ref Offset .64 1B . Ref Offset 8.64 dB Mkr1 599.97 MHz
Ref 28.64 dBm - Ref 18,64 dBm -61.531 dBm

Frequency

CenterFreq|
515.000000 MHz

Center Freq|
2.437000000 GHz

1
StartFreq|
30.000000 MHz|

StartFreq
2422000000 GHz|

’
MW
JJ“W

Stop Freq
1.000000000 GHz,

Stop Freq
2.452000000 GHz

CF Step CFstep
3.000000 MHz, 87.000000 MHz|
Auto Man Auto Man

FreqOffset|
0 Hz|

FreqOffset
0Hz

Span 30.00 MHZ Stop 1.0000 GHz
#VBW 300 KHz Sweep 2.933 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agilent Spectrum Analyzer - Swept SA
- T T N I ==
Center Freq 13.750000000 GHz

PNO: Fast -~
IFGain:Low

#Avg Type: RNS Frequency
Trig: Free Run AvglHold: 10110

#Atten: 20 dB

Auto Tune|

Ref Offset8.64 dB
Ref 18.64 dBm . ——

Center Freq|
13.750000000 GHz

|-

StartFreq
1.000000000 GHz|

Stop Freq
26500000000 GHz

Start 1.00 GHz Stop 26.50 GHz, CFStep
HRes BW 100 kHz #VBW 300 kHz RUCE R KR RIL G | 2550000000 GHz
Auto

=
5
5

MKFR MODE| TRC SCL B FUNCTION | FUNCTION WIDTH FUNCTIONVALLE A

FreqOffset
0Hz
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802.11g Modulation
Lowest Channel Highest Channel

Band Edge Band Edge
Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

sio ac ] ] [ SENSEINT| [ ALIGNAUTD  [12:2511PNSep soo ac | | [ SEMSEINT] [ ALGNAUTO  [12:32:00FMSepis, 2025 Frequency
TRACE TRA

Center Freq 2.365000000 GHz ) RALaNIENS) RS Center Freq 2.495000000 GHz ) #vg Type: RMS
POt fast - Trig: Free Run Avg|Hold: 1001100 o> Trig: Free Run Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB IF e #Atten: 30 dB

Auto Tune|

Auto Tune
Ref Offset 8.64 dB. " Ref Offset 8.64 dB

Ref 20.00 dBm - Ref 20.00 dBm
CenterFreq CenterFreq|
2.365000000 GHz 2.495000000 GHz|
J—
StartFreq| StartFreq|
2.300000000 GHz 2.440000000 GHz|
,.,MW pr—
ey TP RS TSP T YT ¥ TR
Stop Freq| Stop Freq|
2.430000000 GHz 2550000000 GHz|
e
Start 2.30000 GHz Stop 2.43000 GHz| CF Step Slart 2.44000 GHz Stop 2.55000 GHz| CF Step
#VBW 300 kHz Sweep 1247 ms (1001 pts) 13000000 MHz #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz|
FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~ & Han) MER MOJE| TF FUNCTION FUNCTION WIDTH FUNCTIONVAUE A & et
I T 57 N S — ||
PY N 1| oss3s0GHr|  d3btdeBm| | | |
FreqOffset N 1T I 1 O E— — Freq Offset|
oo I N1 f|  24p444ChHz| S7epedBm| | | | o
i A B

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
g R R [soe ac [ [ SEMEINT] [ AUGNAUTD | F e Rl R oo ac L [ SENSEINT| | ALGNAUTO  [12:32 2 F
Center Freq 2.412000000 GHz ) #Avg Type: RMS requency Center Freq 2.462000000 GHz ) #Avg Type: RMS TRA requency
Fast o Trig: FreeRun AvgHold: 100/100 o NPt Trig; Free Run AvgiHold: 1001100
\FGainilow _ #Atten: 30 dB #Atten: 30 dB
Auto Tune Auto Tune
Ref Offoct .64 0B MKr1 2.409 51 GH RefOart 854 a8 MKr1 2.462 57 GHZ
Ref 28.64 dBm 2.157 dBm| Ref 28.64 dBm 0.783 dBm

CenterFreq|
2462000000 GHz

Center Freq|
2412000000 GHz

\WQ ZEIDN | T/

‘1 StartFreq StartFreq
2:397000000 GHz 2.447000000 GHz

WMMWWWMWWWWW
jw Stop Freq Stop Freq|
2.427000000 GHz 2.477000000 GHz|

MW““ VWWMWW CF Step M CF Step
3.000000 MHz| 3.000000 MHz|

Man|

FreqOffset|
0 Hz|

Freq Offset
OHz

Center 2.41200 GHz Span 30.00 MHz| Center 2.46200 GHz Span 30.00 MHz|
#VBW 300 kHz Sweep 2.933 ms (1001 pts) #VBW 300 kHz Sweep 2.933 ms (1001 pts)
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Agilent Spactrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
T === I N T S =T . T === I W= F
Center Freq 515.000000 MHz i #Avg Type: RMS E requency Center Freq 515.000000 MHz i #Avg Type: RMS = L ey
i Fast > Trig: Free Run AvglHold: 1010 'PNO: Fast ~»~ Trig; Free Run Avg|Held: 10/10
[FGainilow _#Atten: 20 dB FGainlow _ #Atten: 20 dB
Auto Tune| Auto Tune|
MIkr1 500.03 MHZ AofOfente0a dE MK 500,03 MHZ]

Ref Offset 8.64 dB
Ref 18.64 dBm -59.953 dBm Ref 18.64 dBm -58.652 dBm

CenterFreq|

Center Freq|
515.000000 MHz

515.000000 MHz

StartFreq|
30.000000 MHz|

StartFreq|
30.000000 MHz

Stop Freq
1.000000000 GHz,

Stop Freq
1.000000000 GHz

CFstep
87.000000 MHz|
Auto Man

CF Step
97.000000 MHz
Auto Man

FreqOffset|
0 Hz|

FreqOffset
0Hz,

Stal‘t 30.0 MHz Stop 1.0000 GHz Stal‘t 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts] #VBW 300 kHz Sweep 94.00 ms (30001 pts;

Agilent Spactrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
soe Al L | SENGEINT| [ AUGNAUTD F soa aC |l [ SEMSEINT| | ALGNAUTO
5 requency 5
Center Freq 13.750000000 GHz . #Avg Type: RMS o (T Center Freq 13.750000000 GHz . #Avg Type: RMS
TNO: Fast ~» Trig: Free Run Avg|Hold: 1010 PNO: Fast > Trig: Free Run Avg|Hold: 1010
IFGain:Low #Atten: 20 dB IFGain an #Atten: 20 dB

Auto Tune
Mkr2 25.276 85 GHz|
Ref Offset 8.64 dB Ref Offset 8.64 dB
Ref 18.64 dBm -48.959 dBm Ref 18,64 dBm

Frequency

Auto Tune

CenterFreq|

Center Freq
13.750000000 GHz 13.750000000 GHz|
[
StartFreq

StartFreq|

1.000000000 GHz| 1.000000000 GHz|

Stop Freq Stop Freq|

26.500000000 GHz 26500000000 GHz|

J——

Start 1.00 GHz Stop 26.50 GHz, CF Step Slart 1.00 GHz Stop 26.50 GHz, CF Step

#VBW 300 kHz Sweep 2.438 5 (30001 pte)iPTEIIIY TS #VBW 300 kHz Sweep 2.438 s (30001 pts) P ELIITERE

FUNCTION FUNCTION WIDTH FUNCTIONVALUE & M Gw kF FUNCTION FUNCTION WIDTH FUNCTION VAUE A w L=

| 240675GHz|  0362dBm| J— J—
[ 2b627665GHa| Jeg5edBm| [ [ | [ 2677325GHs| ds94dBm| [ [ |

] O A S Freq Offset 0 A S B Freq Offset

O A B i ] oy
O A B R ) IS N B
O A B R ) IS N B

[ [ [ [ [ N

B
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Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA

Agilent Spectrum Analyzer - Swept SA
I T S === B = MM EEE TR e R T e T e | AGAT0 | laesanmiseta s
Center Freq 2.437000000 GHz X #Avg Type: RNS AcE requency Center Freq 515.000000 MHz ) #Avg Type: RMS Rac

‘DRO! Fat > Trig: Free Run AvglHold: 100/100 Ot Fast > Trigi Free Run AvglHold: 10/10

Feaintow . #tter: 30 dB Foantow _Htten: 20 dB
Auto Tune Auto Tune|
Ref Offset8.64 dB . Ref Offset 8.64 dB Mkr1 600.00 MHz|
Ref 28.64 dBm . Ref 18.64 dBm -59.130 dBm|

Frequency

CenterFreq|
515.000000 MHz

Center Freq|
2.437000000 GHz

StartFreq|
30.000000 MHz|

StartFreq
2422000000 GHz|

Stop Freq
1.000000000 GHz,

Stop Freq
2.452000000 GHz

CF Step CFstep
3.000000 MHz, 87.000000 MHz|
Auto Man Auto Man

FreqOffset|
0 Hz|

FreqOffset
0Hz

[Center 243700 GHz Span 30.00 MHZ Start 30.0 Mz Stop 1.0000 GHz
#VBW 300 KHz Sweep 2.933 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

sTaTUS

Agilent Spectrum Analyzer - Swept SA
I T B == ALIGNAUTO

e
Center Freq 13.750000000 GHZ . #Avg Type: RNS
Trig: Free Run AvglHold: 10110

PNO: Fast =5
Fosiou . #Atten:20 dB

Frequency

Auto Tune|

WIkrZ 25.767 30 GHz
Rer 15,64 dEm 49,262 dBm|

Center Freq|
13.750000000 GHz

StartFreq
1.000000000 GHz|

Stop Freq
26500000000 GHz

Start 1.00 GHz Stop 26.50 GHz, CFStep
#VBW 300 kHz RUCE R KR RIL G | 2550000000 GHz
Auto

=
5
5

MKR MODE TRC SCL % FUNCTION FUNCTION WIDTH FURCTIONVALUE A
IIIII-_
2 | 2576730GHz| 49262dBm| [ | |
_—__— Freq Offset|
- ¢ 0Hz
- ¢
- ¢

- ¢
- ¢
]
1 N Y N N
1 [ [ 1 N
<

B
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