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- Camera Overview -
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OK Button
Mode Button
Lock Button

Power Button
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Rear view Mount
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- Button Descriptions -

Up Button

Menu Button

Down Button
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Button

Recording Mode

Menu Mode

A

Up Button

Short Press: Switch 4 display
modes (Front, Rear, Front +
Rear, PIP)

Long Press: Turn WiFi on/off

Up Navigation
Key

Return to
Men Press to enter menu/settings prevngus step
u or exit current
Button operation
o Short Press: Take a photo
Down

Down
Button

Long Press: Turn microphone
on/off

Navigation Key

D

OK Button

Press to start/pause recording
manually

Confirm
selection

)

Mode
Button

Switch to Playback Mode
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Button Recording Mode Menu Mode

@

Lock Press to lock/unlock recording file
Button

Short Press: Turn screen on/off
@ (recording continues, blue light
Power | flashes)

Button Long Press: Turn camera on/off

Press the 0 key to switch viewing modes

i = e o

Display Mode 1: dual cams Display Mode 2: front camera
display display only

Display Mode 3: rear camera Display Mode 4: dual cams
display only display
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- Menu Setting -

- How to access the menu settings -

Mirrar image of tear comera

- Key Feature Settings -

-Resolution

Choose between 1080p, 2K, or 4K for video recording
quality.

-Loop Recording

Set the loop duration to 1, 3, or 5 minutes for continuous
recording.
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*Microphone

Turn the microphone on or off. When enabled, audio will be
recorded along with the video. You can adjust this setting in
the video menu.

- Mirror image of Rear Camera

Turn on or off the mirroring feature for the rear camera.

*Mirror Flip

Enable or disable the option to invert the rear camera video
vertically (recommended to keep off to avoid accidents while
reversing).

-Screen Saver

You can set it off/10 seconds/30 seconds/1 Min.

It will come with a clock display screen saver. If you don't
want to bring a clock display. You can short press the power
button to switch to full black mode display.

*Preview Mode

You can set the display of front and rear views on the screen.
(However, you can LONG press the UP button to set shortcut
keys)

-Volume

You can set the size of your button sound or turn it off.
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-G-Sensor

Choose between Off, Low, Medium, or High sensitivity. The
dash cam will automatically lock files upon detecting a
collision. (It's recommended to set to Low while driving).

- Brand Watermark Switch

You can turn on or off the watermark display for the brand
‘Milerong'

-Boot Sound

You can turn off or turn on the power on sound of the dash
cam.

-Voice control

When you say any of the following commands, the dash cam
will take action according to the command;

show front camera show rear camera
open screen turn off display
open recording turn off recording
take picture lock the video

- Motion Detection

Enable or disable motion detection for automatic recording
when motion is detected.
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-Language

Choose the language you want.

-Date and Time Settings

Set the date and time (Year/Month/Day, Hour/Minute/Sec-
ond) by using the Up/Down buttons to adjust and the OK
button to confirm.

- Light source frequency
You can choose 50HZ/60HZ

- Auto Power Off

You can choose off/1 min/3 min/5 min. (We suggest that it is
best to disable this feature.)

-Format

You can press OK button to format the memory card. The
videos saved on the storage card will be formatted.

- Default Setting

Press the OK button to restore the factory settings. For
example, you can perform this operation when the dash cam
is stuck.

- Firmware version

Version number of the dash cam.
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- How to Connect WiFi -

1.Download the Viidure App

Scan the QR code below or search for
"Viidure" in the Apple/Android app store to
download and install the app.

2.Enable WiFi on the Dashcam
In the dashcam settings, turn on WiFi.

3.Finalize Connection
1.0pen the Viidure app and select "Add Camera."

2.Connect to the dashcam's WiFi network named
"CVR_51144E14" using the password "12345678."

3.0nce connected, you can use the app to control the
dashcam.
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- Important Notes -

* This feature allows you to view the live feed from the
dashcam on your phone via WiFi.

* The maximum stable connection distance is 3-5 meters.

* The WiFi connection is for short-range viewing only; remote
monitoring from distant locations is not possible.

- App Main Interface Overview -

When the dashcam is successfully connected to the app,
you'll be taken directly to the "Device" screen. Here, you can
access the live preview, view the device's photo gallery, and
adjust various settings for the dashcam.

LT PR

& G _ @ Switch Screen Orientation

@ Toggle between the front and
rear camera views.

@ Turn the microphone on or off.

@ Record/Pause

®0
o) @ Take a Photo
® File Management
(3 g @ Camera Settings
N —
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- Camera file on Viidure App -

In this section, you can view all the files recorded by the
dashcam. You can choose to download or delete files by
tapping on them. To select multiple files for download or

deletion, long-press on any file.

All regularly recorded video files are
stored under the "Loop™ tab.

Photos captured during emergency
situations or manually taken are
stored under the "Snapshot" tab.

When the dashcam detects a
collision (e.g., sudden braking or an
accident), it will capture an emergen-
cy photo and a corresponding video.
These files are stored in the
"Locked" tab.

-

J

Video files recorded while the vehicle is parked are stored under

the "Parking” tab.
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- Camera setting on Viidure App -

Tap on "Camera Settings" to access the settings page. Here,
you can adjust various parameters of the dashcam to suit
your preferences.

~

18004 e

< Camaera Sattings

Sound Recording c

Spaaker Volume

Viden Resolution

Loap Recard Options
Colsion Sansing

Wi-Fi Name
WI-Fi Password
Firmware Version
Format

Factory Reset
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- How to Playback the Video -

Way 1 to Playback on Dash Cam

-Access Playback Mode

Press the M Button to enter Playback Mode.
Use “(0)” button to go back to the previous step

- Switch Camera Files

Tap this opinion H " to switch between front “ J=g” and

rear camera “ H ” files.

17



«In the File List

1. Press the OK Button to play the selected video.
2. Use the @ option to select multiple files.

+In the Playback Screen

1. Press the “OK” Button to pause or play the video.
2. Use the “ Q ” e 0 "buttons to play the previous or next

video.
3. Press the “M”Button to delete the video.
4. Use the “(@)” button to lock the current file.
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Way 2: Playback on PC

Insert the memory card into a card

reader and connect it to your PC.

Way 3: Playback on Phone

* Connect your phone to the dash cam via WiFi.

* Access the recording file through the app and play it on your
phone.
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- How to View GPS Track -

1.View on Viidure App:

1. Open the Viidure app on your
hone. -

2. Select a video from the camera fieoy S

fle. The GPS track, location, B

speed, and other related informa-

tion will be displayed below the P

video. @, 8. 8
—

2.View on PC using GXPlayer:

1. The GXPlayer installation package is preloaded on the
memory card.

2. Insert the memory card into your computer, install the
GXPlayer software, and use it to open the dash cam videos.
The GPS track will be displayed along with the video.
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- Installation Guidance -

Before Installation
- Test the Dash Cam:

Before installing, please test both the front and rear cameras
to ensure they work properly. Use the provided cigarette
lighter charger to power the dash cam.

*Need Help?

If you encounter any issues before or after installation,
contact us at Milerong_service@163.com.

- Mounting Structure Diagram -

=D Reversing Lamp Positive Lead

Reversing Lamp
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Dash cam front

Rear camera

- Install the Front Cam -
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Step 1: Insert the Memory Card

Insert the memory card into the slot until you hear a click. The
spring mechanism will secure the card in place.

Ensure the card is inserted in the correct direction.
Important: Format the memory card before first use.

Step 2: Mount the Front Cam onto the
Windshield

Clean the windshield where the f'

camera will be mounted.

Attach the suction cup mount to the windshield.




Adjust the camera angle by
loosening the screw,

positioning the camera, and
then tightening the screw
to lock it in place.

You can rotate the
camera 360° to
capture your
preferred view.

Step 3: Connect the Power:

* Plug the car charger into the dash cam and the cigarette
lighter socket.

* Hide the excess cable by tucking it into the gaps in the
interior trim.
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- Install the Rear Cam -

There are two ways to place the camera.

Way 1: Mount on the rear windshield. Please clean the rear
windshield and find a suitable position, then paste the rear

camera on the windshield.

Way 2: (Recommended!) Install it near the license plate. There
are fixing screws inside the package to help you fix it

Note: when you install the rear camera, you can find a slim
red cable, please connect it to the reversing lamp positive-
lead! With that red wire connected, when you reverse, it will
display the reverse assist wire on the camera screen.

If your car has a reversing system, you do not need to

connect that red wire.

Connecting Method

Rear Camera Connect to dash cam

Reversing Lamp E O

Reversing Lamp Positive Lead
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- Please connect the cables as shown above:

-Connect the socket to the dash camera's rear camera interface.

-Connect the red cable to the positive lead of reversing lamp.
(back up light)

If the rear camera cannot be displayed in the dash cam:

(1). Please try to switch the recording screen (single front lens,
single rear lens or dual lens display) in standby mode by short
pressing the up and down keys. If it still cannot be displayed,
please try 2.

(2). Reconnect the rear cam cable, especially the connection of
the two sections of the rear cam cable part. If it still cannot be
displayed, please try 3.

(3). Contact the amazon seller's email, our engineer will help you
better: Milerong_service@163.com




Detail on Rear Cam Installation

(1) Select a flat and central place that near the
number plate lamp at the rear of the vehicle.

hold the camera in position while installing, and
drill two small holes , one for the first screw, the
second to run the reverse camera.

(3) Use a screwdriver to fix the first screw
leaving the screw loose enough to adjust the
camera.

(4) Insert the camera wire through the in tended drilled hole,
checking the installation position.

(5) Mark the place that suitable for the second
screw and drill a small hole for it.

(6) Fix the second screw and securely tighten
both screws.

' ' B | TT
CEEEETRAY

Need using these accessories during installing the rear cam
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(7) After the installation is completed, connect the rear plug to the
rear camera interface of the recorder.

Then start the car engine to turn on the dash cam front and rear.

(if turn on front cam firstly then connect rear cam to dash
cam , maybe will lead to short circuit black screen - reboot
dash cam maybe can fix this problem)

Please Note
- Connection of the Rear Cam:

If not connect the red cable to the positive lead of reversing lamp:
Will not appear the Reversing Mode when you reversing, but will
keep recording. If connect, the cam will appear the reversing
mode when you reversing, will not recording during that time. But
the rear cam will keep recording normal when you driving.

- Connect to your Computer to playback the
recording file:

the FREE Memory Card Reader: insert the Memory Card into the
Memory Card Reader and insert it into the Computer.

If you have ruled out the wiring issue yourself and are using
the stock car charger issue and the rear camera is not
working, please contact us to request a replacement:
Milerong_service@163.com.
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- Questions & Answer -

Q1: Camera won't turn on?
A: This could be due to three reasons:

1) The dash cam may not be receiving power. Check if the power
connection is secure.

2) The dash cam might need to be reset. Connect the power, then
use a pin to press the reset hole (see photo 1) to restart the
camera.

3) A defective memory card could be causing the issue. Remove
the card or try a new one.

photo 1

Q2: Rear Camera Not Displaying?
A: There are four potential causes:

1) Ensure you are using the provided dash cam charger.
2) Press the "Up" button to switch the recording screen.
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3) Don'’t plug in the rear camera's AV-IN port after the dash cam
is on, as it may cause a short circuit or black screen. Restarting
the dash cam might help.

4) Reconnect the rear camera cable, especially at the connection
points.

Q3: Camera automatically stops recording?
A: This may happen due to:

1) The memory card needs formatting. Try formatting it in the
settings menu. Lower the G-sensor sensitivity if it's locking too
many video files.

2) The memory card might be faulty. Replace it with a high-speed
Class 10 card (32-256GB) and test again.

Q4: Camera automatically powers off/on?
A: Possible solutions:

1) Test with a USB Type-C cable to check if the car charger is
faulty.

2) Remove the memory card, charge the dash cam with the
provided cigarette charger, and then reset the camera.
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Q5: Dash cam keeps asking to format the
memory card?

A: 1) Format the memory card, reset the dash cam to default
settings, then use a pin to reset the dash cam via the reset hole.

2) Try using a different memory card.

3) Lower the G-sensor sensitivity and format the card periodically.

Q6: Dash cam freezing, lagging, or crashing?

A: Reset the camera by pressing the reset hole with a pin. If the
dash cam automatically turns off and on again, the reset was
successful.

Q7: Missing video files?

A: Hard impacts might corrupt files. If files are missing, send the
files recorded before and after the incident to us for further
assistance.

Q8: Dash cam can't automatically turn on/off
with your car?

A: 1) Use the provided dash cam charger.

2) Reset the dash cam to factory settings. Stop recording, press
the left middle button twice, select "Default Setting," and confirm.
Remove the memory card and reset the dash cam with a pin.

3) Check if your car’s cigarette lighter is providing constant power.
If it is, you may need to unplug the charger when the car is off.
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Q9: Recorded video keeps flashing or
displaying odd colors?

A: 1) Ensure the Frequency option is set to 60Hz for North

America.

2) Restore factory settings or reset the dash cam via the reset
hole.

Q10: Dash cam shows a red light but no display?
A: 1) Check if the Screen Saver is on. If so, turn it off in the menu.

2) Use the provided charger to charge the dash cam, reset it, and
long-press the power button to turn it back on.

3) Remove the memory card and see if the dash cam turns on. If
it does, the card may be faulty.

Q11: Dash cam feels hot?

A: It's normal for the camera to get slightly hot due to recording at
high speed. The temperature should not exceed 170°F (75°C).

Q12: Can't save the Date & Time settings?

A: Charge the dash cam with the provided charger for 30
minutes. Remove the memory card, reset the dash cam, and set
the Date & Time. After setting, manually turn off the dash cam to
save the settings. Keep it charging for 20 more minutes.
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Q13: What if | forget the Wi-Fi password?

A: The default Wi-Fi password is "12345678". If you forget the
password, you can reset the dash cam by pressing the reset
button with a pin. After resetting, the Wi-Fi password will revert to
"12345678". You can also connect to the dash cam via your
phone and change the password in the "Dash Cam Settings"
menu.

Q14: Why can’t the app connect to the dash
cam’s Wi-Fi, or why does the app
disconnect automatically?

A: Several factors can cause this issue:

1) Ensure the phone and dash cam are within 2 meters of each
other, and the dash cam is working correctly (check the status of
the indicator light—if it's solid red, there might be an issue).

2) Verify if the Wi-Fi password was changed.

3) Disable any smart network switching (Settings > Wi-Fi >
Advanced settings > Disable “Always allow scanning”).

4) Turn off your phone's 4G network.
5) Try turning off and then back on the Wi-Fi on your phone.

6) If multiple phones have connected frequently, wait about a
minute before reconnecting.

7) If in an environment with many Wi-Fi hotspots, interference
may be an issue. Try connecting in an area with fewer Wi-Fi
signals, such as outdoors or while driving.
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Q15: Can | use the dash cam’s function buttons
while connected to the app?

A: No, while using the app, the dash cam's function buttons are

disabled, and the LCD screen is locked. Once you exit the app,

the LCD screen will automatically unlock.

Q16: Why can't | see the GPS track on the app?

A: 1) Ensure you are using the original car charger, as the GPS
tag is integrated with the charger.

2) Check the GPS signal: Try to search for the signal in an open
area. If the signal is weak, verify that the antenna connection is
secure.

Q17: Need help or a replacement accessory
(e.g., suction cup)?

A: Contact us through the Amazon seller's email :
Milerong_service@163.com. We're always here to help.
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- Product Specification -

Product Model A26G
LCD Screen Size 3" IPS Screen
Resolu Front 4K(3840x2160p) /
esolution Rear 1080p
Input 5V/2A
WIFi/GPS Built-in
Video Format MP4
16G (inserted into the dashcam),
Memory Card Max support 256G (Class 10,
High Speed)
Aperture/Fov F1.5/Fov 170°
Power Supply Type-C Port
Interface
C t
urren 50HZ / 60HZ
Frequency
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- WARRANTY -

Thank you for choosing the A26G Dash Cam! We're committed
to ensuring you have a great experience with our product,
backed by our exceptional customer service.

? NEED ASSISTANCE?

We're here to help with any concerns, including:

@ Issues with your purchase?

@ Defective or damaged product?

® Missing parts or need replacements?

@ Questions about product features or installation?

(> CONTACT US FIRST:

Before initiating a return, please reach out to us directly. We are
dedicated to resolving any issues promptly and ensuring your
satisfaction.

(O How to Reach Us:

Email: Milerong_service@163.com

Amazon Orders: Visit your order history, Go to "Your
Orders."Find your A26G Dash Cam order and select "Get help"
or "Contact Seller."

Amazon Support: If needed, Amazon Buyer Service can assist
you in contacting our after-sales team.

Please note: For detailed product inquiries, it's best to contact
us directly, as Amazon Support may not have the specific
answers you need.
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FCC Warning

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, including
interference that may cause undesired operation.

NOTE 1: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance
with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

NOTE 2: Any changes or modifications to this unit not expressly approved by the party responsible for compliance could void the
user's authority to operate the equipment.

RF Exposure Statement

To maintain compliance with FCC'S RF Exposure guidelines, This equipment should be installed and operated with minimum
distance of 20cm between the radiator and your body. This device and its antenna(s) must not be co-located or operation in
conjunction with any other antenna or transmitter.



