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SCAN THE QR CODE TO GO THERE NOW >>

Thank you for your purchase from the Tru-Scapes team!

INSTALLATION AND SAFTEY INSTRUCTIONS
READ THESE INSTRUCTIONS BEFORE ATTEMPTING INSTALLATION

This fixture is intended for installation in accordance with the National Electric Code (NEC) and
Local code specifications. Failure to adhere to these codes and instructions may result in serious
injury and/or property damage and will void the warranty.

)  WARNING: This fixture is not to be installed within 10 feet (3M) of a pool, spa or fountain.

) This fixture is to be used only with a power unit (transformer) rated a maximum of 300 W (25 AMPS) 15 volts.
) The #18 ga. fixture wire is not intended for direct burial.

)

Direct burial rated wire is to be buried a minimum of 6" (152mm) beneath the surface of the ground. Contact your Tru-Scapes
Dealer for direct burial wire.

5)  Wiring connections must be made with provided wire nuts or other equally suitable connector for the application. Do not
exceed manufacturers’ wiring combination specifications for size and quantity of conductors.
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CAUTION - WHEN INSTALLING ANY LANDSCAPE LIGHTING (LINE VOLTAGE OR LOW VOLTAGE), CARE SHOULD BE TAKEN
TO KEEP CLEAR OF POTENTIALLY COMBUSTIBLE MATERIALS. WHEN MAINTAINING THE FIXTURES, BE SURE TO
REMOVE LEAVES, PINE NEEDLES, GRASS CLIPPINGS, MULCH, OR ANY DEBRIS THAT HAS ACCUMULATED ON THE LIGHT
BULB, LENS, OR BODY OF THE FIXTURE.

FCC Statement

-- ient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
P a rt N u m b e rs -- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.
-- Consult the dealer or an experienced radio/TV technician for help.
~ Changes or modifications not expressly approved by the party responsible for compliance
- -xxx po s cap I g s could void the user's authority to operate the equipment.
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any
i interference received, including interference that may cause undesired operation
3 RF Exposure Statement
2) WI re ‘ ea d S S h O u | d be The distance between user and products should be no less than 20cm.

tfrimmed as necessary to
keep connections well
above ground level

3) Make wire connections
using supplied wire nuts
at point A.

4)  Once connections are
made, put wires inside

post and attach cap light to post. || ] T Post
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