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TEST REPORT

Equipment under Test . T19 Detector

Model /Type ;. T19

Listed Models : N/A

Applicant - Shenzhen Shiying Technology Co., Ltd.

Room 511,Building 3A,Yintian Industrial Zone, Xixiang Street,Bao'an

Add
ress District, Shenzhen City,Guangdong Province, China
Manufacturer - Shenzhen Shiying Technology Co., Ltd.
Room 511,Building 3A,Yintian Industrial Zone, Xixiang Street,Bao'an
Address

District, Shenzhen City,Guangdong Province, China

Test Result: PASS

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test
laboratory.
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1. TEST STANDARDS

The tests were performed according to following standards:

47 CFR FCC Part 15 Subpart B (Class B) Radio Frequency Devices — Unintentional Radiators — Limits and

methods of measurement
ANSI C63.4: 2014 American National Standard for Methods of Measurement of Radio-Noise Emissions from

Low-Voltage Electrical and Electronic Equipment in the Range of 9 kHz to 40 GHz.

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
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2. SUMMARY
2.1. General Remarks

Date of receipt of test sample : | May 22, 2026
Testing commenced on * | May 22, 2026
Testing concluded on © | May 29, 2026

2.2. Product Description

Product Name: T19 Detector
Model: T19
Input: DC 5V

Power supply: Battery: 3.7V 300mAh

i _ CTA260522004-1# (Engineer sample),
testing sample ID: CTA260522004-2#(Normal sample)

2.3. EUT operation mode

As the function of the EUT, test mode selected to test as below to conform this standard:

Operation mode Description
Mode 1 Working

Test item Test mode
Conducted emission Mode 1
Radiated emission Mode 1

2.4. EUT configuration

The following peripheral devices (Supplied by the testing Lab) and interface cables were connected during the
measurement:

ltem Name Description Model Certificate | Note
Input: AC 100-240V 50/60Hz
Note1 b
1Note Adapter Output: DC 5V 2A EP-TA20CBC / /
2Notet / / / / /

Note1: This Auxiliary used during the test is provided by the test laboratory.

2.5. Modifications

No modifications were implemented to meet testing criteria

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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3. TEST ENVIRONMENT

3.1. Address of the test laboratory

Shenzhen CTA Testing Technology Co., Ltd.

Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community,Fuhai Street, Bao‘an District,
Shenzhen, China

3.2. Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

FCC-Registration No.: 517856 Designation Number: CN1318
Shenzhen CTA Testing Technology Co., Ltd. has been listed on the US Federal Communications Commission
list of test facilities recognized to perform electromagnetic emissions measurements.

A2LA-Lab Cert. No.: 6534.01

Shenzhen CTA Testing Technology Co., Ltd. has been listed by American Association for Laboratory
Accreditation to perform electromagnetic emission measurement.

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.10 and CISPR 16-1-4:2010.

3.3. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Normal Temperature: 15-35°C
Lative Humidity 30-60 %
Air Pressure 950-1050mbar

3.4. Test Description

Emission Measurement

. _ 47 CFR FCC Part 15 Subpart B Class B
Radiated Emission ANS| C63.4 2014 PASS
. 47 CFR FCC Part 15 Subpart B Class B
Conducted Emission ANS| C63.4 2014 PASS

Remark:1. N/A means “not applicable”.
2.The measurement uncertainty is not included in the test result.

3.5. Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to TR-100028-01" Electromagnetic compatibility
and Radio spectrum Matters (ERM);Uncertainties in the measurement of mobile radio equipment
characteristics; Part 17 and TR-100028-02 “Electromagnetic compatibility and Radio spectrum Matters
(ERM);Uncertainties in the measurement of mobile radio equipment characteristics; Part 2 “ and is
documented in the Shenzhen CTA Testing Technology Co., Ltd. quality system acc. to DIN EN ISO/IEC
17025. Furthermore, component and process variability of devices similar to that tested may result in
additional deviation. The manufacturer has the sole responsibility of continued compliance of the device.
Hereafter the best measurement capability for Shenzhen CTA Testing Technology Co., Lid. :

Measurement
Test Range Uncertainty Notes
Radiated Emission 9KHz~30MHz 3.02dB (1)
Radiated Emission 30~1000MHz 4.06 dB (1)

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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Radiated Emission 1~18GHz 5.14 dB (1
Radiated Emission 18-40GHz 5.38 dB (1
Conducted Disturbance 0.15~30MHz 2.14 dB (1
Output Peak power 30MHz~18GHz 0.55 dB (1
Power spectral density / 0.57 dB (1
Spectrum bandwidth / 1.1% (1)
Radiated spurious emission 5
(30MHz-1GHz) 30~1000MHz 4.10dB (1)
Radiated spurious emission -

(1GHz-18GHz) 1~18GHz 4.32dB (1)
Radiated spurious emission

(18GHz-40GHz) 18-40GHz 5.54 dB (1)
Time / +2% (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.

3.6. Equipments Used during the Test

. Equipment Calibration Calibration
Test Equipment Manufacturer Model No. q Npo. Date Due Date
LISN R&S ENV216 CTA-308 2025/08/04 | 2026/08/03
LISN R&S ENV216 CTA-314 2025/07/30 | 2026/07/29
EMI Test Receiver R&S ESPI CTA-307 2025/07/30 | 2026/07/29
EMI Test Receiver R&S ESCI CTA-306 2025/07/30 | 2026/07/29
Spectrum Analyzer Agilent N9020A CTA-342 2025/07/30 | 2026/07/29
V%‘gggg%?a' Agilent N5182A CTA-305 2025/07/30 | 2026/07/29
Anglog Signal R&S E4421B CTA-304 2025/07/30 | 2026/07/29
WIDEBAND RADIO
COMMUNICATION R&S CMWS500 CTA-302 2025/07/30 | 2026/07/29
TESTER
Tﬁumrﬂ%ﬁ?}t,“r;eef‘er}d Chigo ZG-7020 CTA-326 2025/07/31 | 2026/07/30
UltraBroadband | schwarzbeck VULB9163 CTA310 | 2023/10/17 | 2026/10/16
Horn Antenna Schwarzbeck BBHA 9120D CTA-309 2023/10/13 | 2026/10/12
Loop Antenna Zhinan ZN30900C CTA-311 2023/10/17 | 2026/10/16
Horn Antenna Schwarzbeck BBHA 9170 CTA-346 2025/05/18 2028/05/17
Amplifier Schwarzbeck BBV9745 CTA-312 2025/07/30 | 2026/07/29
Amplifier Tonscend TAP-011840 CTA-313 2025/07/30 | 2026/07/29
High-Pass Filter XingBo XBLBQ-GTA18 CTA-402 2025/07/30 | 2026/07/29
High-Pass Filter XingBo XBLBQ-GTA27 CTA-403 2025/07/30 | 2026/07/29
Automatic control Tonscend JS0806-2 CTA-351 2025/07/30 | 2026/07/29
Amplifier SKET LNPA 1840G-50 CTA-345 2026/05/16 | 2027/05/15
Spectrum analyzer R&S FSV40-N CTA-344 2026/05/16 | 2027/05/15
Programmable
onstant DONGGUAN
Temperature And JINGYU HT-H-408 CTA-053 2025/07/30 | 2026/07/29
Humidity Test
Chamber
EMI Test Software Tonscend TS®JS32-RE 5.0.0.2 N/A N/A
EMI Test Software Tonscend TS®JS32-CE 5.0.0.1 N/A N/A
RF Test Software Tonscend TS®JS1120-3 3.1.65 N/A N/A
RF Test Software Tonscend TS®JS1120 3.1.46 N/A N/A

Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Web:http://www.cta-test.cn
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4. TEST CONDITIONS AND RESULTS

4.1. EMISSION
41.1. LIMITS OF DISTURBANCE (CLASS B)
Frequency (MHz) Distance (Meters) Field Strengths Limits (dBuV/m)
30 ~ 88 3 40
88~216 3 43.5
216 ~ 960 3 46
Above 960(AV) 3 54
Above 960(PK) 3 74

Note: (1) The tighter limit shall apply at the edge between two frequency bands.

(2) Distance refers to the distance in meters between the test instrument antenna and the closest
point of any part of the E.U.T.

4.1.2. TEST CONFIGURATION

a) Radiated emission test set-up, frequency below 1000MHz:

I T
Turntable

\ EUT 1m to 4m

Test ? e
Receiver .H. L , ,
| 7
Coaxial Cable

Ground Plane

b) Radiated emission test set-up, frequency above 1000MHz

Turntables :
\ EUT. i 1m to dme
Test.
Receiver: Il].ﬂm
I ]
I
Ground Planes Coaial Cable ;

4.1.3. TEST PROCEDURE

EUT is tested in Semi-Anechoic Chamber. EUT is placed on a nonmetal table which is 0.8 meter above
a grounded turntable. The turntable can rotate 360 degrees to determine the azimuth of the maximum
emission level. EUT is set 3 meters away from the center of receiving antenna. The antenna can move
up and down from 1 to 4 meter to find out the maximum emission level. Both horizontal and vertical
polarizations of the antenna are set on the test.

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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4.1.4. TEST RESULTS
Passed

Note: Both 120 VAC, 50/60 Hz and 240 VAC, 50/60 Hz power supply have been tested, only the worst
result of 120 VAC, 60 Hz was reported as below:

Please refer to the below test data:

Polarization: Horizontal Test mode: Mode 1
7] [ I
*
#
* . * L]
W &l
¥ oy
Suspected Data List
Freq. | Readin Level | Factor Limit Margin | Height e
no. | Fred g rg €ig Ang Polarity
[MHz] [dBpV] | [dBpVim] | [dB/m] | [dBpV/m] [dB] [cm] [l
1_|526738 | 27.89 1720 | -10.69 40.00 22.80 100 89 Horizontal
2 [107.357 | 2769 14.88 | -12.81 43.50 28.62 100 242 Horizontal
3 | 14737 | 3475 17.85 | -16.90 43.50 25.65 100 357 Horizontal
4 | 31815 | 2873 17.06 | -11.67 46.00 28.94 100 242 Horizontal
5 |697.845| 29.16 2450 | 466 46.00 21.50 100 103 Horizontal
6 |974901| 2980 2850 | -1.30 54.00 25.50 100 266 Horizontal

Note:1).Level(dBuV/m)= Reading (dBpV)+ Factor (dB/m)
2). Factor(dB/m)=Antenna Factor (dB/m) + Cable loss (dB) - Pre Amplifier gain (dB)
3). Margin(dB) = Limit (dBpV/m) - Level (dBuV/m)

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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Polarization: Vertical Test mode: Mode 1
7] I I
. *
- = * #
¥ okl
Free wyf
# TF =i
Suspected Data List
Freq. Readin Level Factor Lirnit Margin Height le
NO. req g rg eig Ang Folarity
[MHz [dBpY] [dBpYfm] | [dBim] | [dBu\Wim] [dB] [em] gl
1 57.16 29.59 18.17 -11.42 40.00 21.83 100 360 Vertical
2 95.6275 27.32 14.45 -12.87 43.50 29.05 100 242 Vertical
3 176.106 31.97 16.30 -15.67 43.50 27.20 100 354 Vertical
4 306.328 28.58 16.72 -11.86 46.00 2928 100 230 Vertical
5 £98.693 29.51 2488 463 46.00 21.12 100 206 Vertical
5 976.962 29.53 28.22 -1.31 £4.00 2578 100 48 Vertical

Note:1).Result (dBuV/m)= Reading (dBuV)+ Factor (dB/m)
2). Factor(dB/m)=Antenna Factor (dB/m) + Cable loss (dB) - Pre Amplifier gain (dB)
3). Margin(dB) = Limit (dBuV/m) - Level (dBuV/m)

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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Polarization: Horizontal Test mode: Mode 1
FCCPART 15 BCLASE B 1-B3
ED
il
L]
é 1
¥ e , - _ R Aol
g —— - AP P _--...-r.--'..-d--m.,.._..-..-.-.l--\.-t\! To T R THRTR T T MWW
30
H
in
“Il; 2G ¥ l;? Eicl [
Fripramuyf-id
# PE Deisonr # AV Deisoor
1 11275 61.01 37.32 -23.69 74.00 36.68 100 180 Vertical
2 1931.25 G0.44 3B.08 -22.38 74.00 35.94 100 1] Vertical
3 | 3021.25 60.02 39.49 -20.53 74.00 34.51 100 100 Vertical
4 | 4861.25 60.12 4374 -16.38 74.00 30.26 100 110 Vertical

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:.cta@cta-test.cn Web:http://www.cta-test.cn
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Polarization: Vertical Test mode: Mode 1
" FCCPART I EBCLASS Bi-60
B
Rl
L]
é 5
i . . . Mm
g “ [ umte R ey - .""‘?“-'1}-.1."\. i i g R "Uh-.m:_ 3 H#MWH
Fiil
an
“Ir, G ¥ l;i Elc) [
Frogprasuyfeia
# PEDveisonr #® AV Dwei=onr
1 1136.25 6121 37.53 -23.68 74.00 36.47 100 60 Vertical
2 1600 £0.99 3740 -23.59 74.00 36.60 100 230 Vertical
3 | 243875 59.39 38.02 -21.37 74.00 35.98 100 220 Vertical
4 3306.25 5789 37.70 -20.19 74.00 36.30 100 210 Vertical

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:.cta@cta-test.cn Web:http://www.cta-test.cn
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4.2. Conducted Emission
4.2.1. LIMITS OF DISTURBANCE (CLASS B)

Limits (dBuV)
Frequency Range (MHz) -

Quasi-Peak Average
0.150~0.500 66~56 56~46
0.500~5.000 56 46
5.000~30.000 60 50

Note: (1) The tighter limit shall apply at the edge between two frequency bands.
4.2.2. TEST CONFIGURATION

Vert. reference
plane

’ﬁ EMI receiver
o

)
LISN > Al

Reference ground plane

4.2.3. TEST PROCEDURE

EUT is placed on a nonmetal table which is 0.8 meter (or 0.1 meter for floor-stood equipments) above
the grounded reference plane. Connect the power line of the EUT to the LISN. Voltage of the power
supply is varied over a range of 0.9 to 1.1 times of the rated voltage in order to check whether the level
of disturbance varies considerably with the supply voltage at the selected frequency about 160KHz.
Perform an initial measurement on each line with peak detector to identify the frequencies where the
maximum disturbances may occur. Then measure and record the maximum disturbances with quasi-
peak and average detector.

4.2.4. TEST RESULTS

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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Note: Both 120 VAC, 50/60 Hz and 240 VAC, 50/60 Hz power supply have been tested, only the worst result
of 120 VAC, 60 Hz was reported as below:

Line: L Test mode: Mode 1

(I'..'

FGG PART §3 B CLASS BLOP Limd

H FOC PART 158/ 0LASS BAY Limit
S P R f
fTus '_',- R g T ity s Ll i

TR P Pt o, 1 . i - £
w - T AL ey ‘_"""'"""""_-WO-'!% .

(3 - ¥

g3

— P L — AL == PE == FrequencyiHe]

1 01725 5.90 3556 4545 54,88 1838 23.60 33.50 5484 21.34 PASS
2z 0.554 1025 3320 &2.43 S5.00 115 13.44 29.73 £E.00 1627 PASS
3 14888 10.2E 2816 3862 S5.00 7= 17.99 2845 £g.00 17.55 PASE
4 2488 10.81 1750 28.M 5500 7= 5.47 1728 £g.00 Z8.72 PASE
5 10.342% 11.60 Ag4s 30.04 €000 29,55 537 1697 50.00 33.03 PASE
& 26470 13.32 A7TAT 30.7a €000 2921 522 1858 50.00 346 PASE

Note:1).QP Value (dBuV)= QP Reading (dBuV)+ Factor (dB)
2). Factor (dB)=insertion loss of LISN (dB) + Cable loss (dB)
3). QPMargin(dB) = QP Limit (dBpV) - QP Value (dBpV)
4). AVMargin(dB) = AV Limit (dBpV) - AV Value (dBuV)

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:.cta@cta-test.cn Web:http://www.cta-test.cn
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Line: N Test mode: Mode 1
120 Lkl
1k
1664
"
Bl
bl
g F—— FLC PART 1Y B CLASS BLGP Ll
3 " TTT— r
5 . h‘—‘—-—._._‘_\_\_‘_‘_‘_-_‘_‘_ G2 PART 158 CLASE B4V Limi
L I._ - T R i

150k "] "M 30

= OF Linit =AUl == PE =Y Fraquencyi-z|

1 01725 9.90 T3 &7.23 ] 1rE 21.86 3176 54.B4 Z3i.08 PAZE
z 05405 1026 348 4514 S5.00 1085 8 2597 4g.00 17.03 PAEE
3 1.5045 10.21 2833 3863 S5.00 1737 17.64 2205 4g.00 17.95 PAEE
4 6.185 1107 1928 30.35 E0.00 1554 5.53 17.00 50.00 3300 PAERE
5 12.705 12,00 19,15 NAS E0.00 | ES 5.65 17.69 50.00 323 PAERE
& 26.16 13.51 1675 3025 E0.00 2974 4.7 1826 50.00 31.74 PAZE

Note:1).QP Value (dBuV)= QP Reading (dBuV)+ Factor (dB)
2). Factor (dB)=insertion loss of LISN (dB) + Cable loss (dB)
3). QPMargin(dB) = QP Limit (dBpV) - QP Value (dBpV)
4). AVMargin(dB) = AV Limit (dBpV) - AV Value (dBuV)

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China
Tel:+86-755 2322 5875 E-mail:.cta@cta-test.cn Web:http://www.cta-test.cn
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5. Test Set-up Photos of the EUT
H\ T T T T 1 +

et
S S i )

ottt
R

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community, Fuhai Street, Bao’an District, Shenzhen, China

’Tel +86-7’55 2322 5875 E-mail:cta@cta-test.cn Web:http://www.cta-test.cn
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6. External and Internal Photos of the EUT
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