
GAS-502F 档位款说明书英文 400×90mm荷包折 _

SMART SCENT DIFFUSER
USER MANUAL

Basic

Please read and follow the instructions carefully. You may also scan
the QR code below to view the operation video:

Product Information

Size: 215×165×80.5mm Weight: 0.9Kg Power: 5W

Input: DC 12V/1A Capacity: 400ml Coverage: 500-1000m³

Packaging accessories

Scent Diffuser (with 
bottle) ×1

Power adapter 
×1 Gasket ×1 Keys

Atomizer
components × 1

Wall-mounted
hooks × 1

After-sales card 
×1 User Manual ×1

INSTALLATION

Wall-mounted: First, fi x the wall hooks to the wall, then hang the device 
along the screw position on the back panel hole.
Warning: After loading essential oils, the device must always remain upright 
and facing upwards, not inverted or tilted, otherwise it may damage the 
internal components of the device.

NDICATOR LIGHT / BUTTON

1 Sound prompt
The device emits a “beep” upon any valid button operation. 
Bluetooth connection or data reception: the buzzer will beep three time. 

2 Indicators

- Concentration Level Indicator Lights:
Level 1: ● One blue light on, on for 30 s, off for 300 s.
Level 2: ●● Two blue lights on, on for 60 s, off for 300 s.
Level 3: ●●● Three blue lights on, on for 120 s, off for 300 s. 

- Timing Level Light:
Level 1: ● One blue light on, Set timer for 1 hour.
Level 2: ●● Two blue light on, Set timer for 4 hour.
Level 3: ●●● Three blue light on, Set timer for 8 hour.
Level 4: ●●●● Four blue light on, Set timer for 24 hour.
 (corresponding to timing levels)

- Work Indicator Light:
● Green light on during work, ●red light on during pause

- Bluetooth Indicator Light:
● Blue light fl ashes quickly 3 times and then stays on when connected; Light 
turns off when disconnected; ● Green light fl ashesquickly 3 times when 
updating data.

3 Buttons

- Start/Pause Button:
Single click: Start/Pause operation.
Long press for 5 seconds: Restore factory settings 
Default: concentration level 2, timing level 2.

- Concentration Level Button: 
Short press to switch concentration levels.

- Timing Level Button: 
Short press to switch timing levels.
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APP CONTROL

1. Download the APP

Use your browser to Scan the QR code above to download the app, or use 
another APP to scan and then navigate to the browser to download and 
install Scent Tech. You can also search for Scent Tech on Google Play/App 
Store to download the APP.

Return to 
Previous Page

Device Name

Button Lock

Fan Button

Settings: Enter to 
set device name

Disconnect

Start/Standby

Mode Bar: Displays 
the current mode 
number in operation. 
Tap to enter mode 
settings.

Status Bar: Displays 
current time, day 
of the week, and 
the mode number 
and parameters in 
operation.

Important Tips: 
1) APP permission settings: It is recommended that you allow all 
permissions, including location services, Bluetooth connection, and 
notifi cations.
2) This device only supports Bluetooth mode. No login is required. Click 
“Bluetooth” to search for and connect to the device.

2. Add a Device
Scan: Scan the QR code on the device to connect.
Search and Connect: Go to the app’s home page and click on “Bluetooth” 
to search for and connect to the device.
 - My Devices: Displays the devices that have been connected before. 
Click on any device bar to enter the working interface of that device for 
device management. Long-press the device bar to remove the device.
 - Available Devices: Displays the available Bluetooth devices within the 
Bluetooth range. Click on the device you want to connect to enter the detail 
page of that device.

3. Device Details Page

Status The mobile phone can turn the device on/off.

Fan The mobile phone can turn the fan on/off.

Device Lock The mobile phone can lock/unlock the device.
Working Mode 5-segment working mode. Click any column to customize 

the setting of the week, timing power-on and power-off 
time periods, and fragrance frequency setting, etc.

More Click the more icon in the upper right corner to rename 
the device.

CONCENTRATION & CONSUMPTION

Grade On time(s) Pause time(s) Consumption 
(g/h)

Minimum concentration 5s 600s 0.02

Medium concentration 100s 300s 0.67

Maximum concentration 200s 20s 2.42

100% Text Continuous On 0 2.66

Note: The data is for reference only. The amount of mist produced by 
different essential oils may vary. The data above is based on the essential 
oil used in the test: Park Hyatt  (density ≥ 0.95).

REPLACE ATOMIZER COMPONENTS
T h e  a t o m i z e r  h e a d  a s s e m b l y  i s  d i v i d e d  i n t o :  A t o m i z e r 
head, Atomizer components ,and essential oil bottle.
Operation steps: Unscrew the essential oil 
bottle, pull out the suction tube, remove 
the atomizer core, and insert the new 
atomizer core into the atomizer head. Align 
the suction tube with the small hole in the 
atomizer core and press it fi rmly.
(Note: Press all components firmly to 
prevent detachment.)

MAINTENANCE AND UPKEEP
Scent diffusers require regular cleaning and maintenance every 1-2 months 
when in normal use. Below is the method for cleaning.

- Spray nozzle cleaning
* Use 95% “alcohol + cotton swab” to gently wipe the nozzle, removing the 
residue of essential oil liquefaction
* Cleaning the atomizer core can be cleaned by soaking a cotton swab in 
95% alcohol and wiping the core with it, or by soaking the atomizer core in 
alcohol and then allowing it to dry.

- Oil bottle cleaning
* Before changing essential oils each time, clean the oil bottle with alcohol 
and allow it to dry completely.
When equipment is not used for a long period, it is necessary to clean the 
internal nozzles and other components thoroughly.
* Add 95% industrial alcohol to the empty bottle.
* Turn on the device and run it for 10-15 minutes.
* Turn off the device, pour out the alcohol from the bottle and let it dry 
before reassembling the device.
* Power off storage, unplug the power supply, to prevent electrostatic 
damage to the circuit.

       SAFETY PRECAUTIONS FOR USE

- Safe use:
① After loading the essential oil, the device must always remain upright 
and facing upwards, not inverted or tilted, otherwise it may damage the 
internal components of the device.
② During the transportation of the equipment, it is necessary to empty 
the essential oils from the bottles to avoid oil leakage and damage to the 
equipment.
③ This device cannot be used for air humidifi cation and cannot be fi lled 
with water;
④ Please place it in a location inaccessible to children and pets.
⑤ Store in a dry and cool place, do not use this device in high temperature 
or humid environments.

- Forbidden:

① Do not cover the equipment in use.
② Prohibit the use of overloaded power outlets, power cords, or damaged 
power plugs, as this may damage equipment or even cause fi res.
③ Essential oils should not be ingested and should be kept away from 
contact with the eyes. In case of eye contact, rinse thoroughly with plenty of 
water; if there is a strong sensation, seek medical attention immediately.
④ Please do not disassemble the equipment. If any abnormalities are found 
in the product, please contact us promptly.



This device complies with part 15 of the FCC Rules. Operation is subject to the 

following two conditions: (1) This device may not cause harmful interference, and (2) 

this device must accept any interference received, including interference that may cause 

undesired operation. 

Any Changes or modifications not expressly approved by the party responsible for 

compliance could void the user's authority to operate the equipment. 

Note: This equipment has been tested and found to comply with the limits for a Class B 

digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 

provide reasonable protection against harmful interference in a residential installation. 

This equipment generates uses and can radiate radio frequency energy and, if not 

installed and used in accordance with the instructions, may cause harmful interference 

to radio communications. However, there is no guarantee that interference will not 

occur in a particular installation. If this equipment does cause harmful interference to 

radio or television reception, which can be determined by turning the equipment off and 

on, the user is encouraged to try to correct the interference by one or more of the 

following measures: 

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the

receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure statement
The device has been evaluatec to meel general RF exposure requirement. The device 
can be used in portable exposure condition without restriction.


