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Please read this user manual before fitting and using your door lock!
If you need help,please let us know.



Installation Video

Please watch this video first
and use this manual as a guide.

(O SCAN ME
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Packing List

E-Plastic Box x1
% /*%a g /g
% J-Mounting Plate
% Screws x3
;% @1
% @]
F-Strike Plate x1 G-Backup Key x2 H-Interior Assembly |-Latch and K-IC Cardsx2

Screws x2 Strike Screws x4



Installation Dimension 'Door Thickness
1-3/8” to 2"

(35mm or 50mm)

~ Cross Bore: |
~ 2-1/8" (54mm)

I
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¥
Backset: | R RS SRR O
~ 2-3/8"or2-3/4" Latch Hole:: C% 0
(60mm or 70mm): 17 (25mm) | kg



(9 Hold for 3s - Secure Lock

or Return
or Unlock )

f The secure mode is turned on to allow only the administrator to unlock the door.
When the administrator opens the lock, the secure mode is automatically disabled.

‘ — Short Press - Lock/Unlock

| Hold for 8s - Factory Reset

-
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Install the Latch and Adjust the Backset of Latch (if needed)

Backset
60mm | 2-3’8" or 2-3/4"
(60mm or 70mm)

| 70mm |

@ Hold the latch in front of the door hole, with the latch face flush against the door edge.

€ Centered

€3 Uncentered

?
j

@ Insert the retracted deadbolt with the word “Up" and up arrow facing upwards.
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Installation Steps

STEP 1: Install the bolt
STEP 2; Install the keypad
STEP 3- Install the backplate
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Installation Steps

STEP 4: Connect the cable
D

STEP 5: ) Install the back lock
O
D

STEP 6: () Install the batteries
9
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Reset Methods

STEP 1:
Q % 1. Press and hold for 8 seconds to restore factory settings
SIEF 2.
K2
=i 2.Press the é‘button to confirm.

& Note: To ensure user safety, perform a system reset before using the door lock.
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Operation of Tuya APP

|.Scan the Given QR Code with Your Smart Phone to Download the APP.

TUYA SMART
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Add the Door Lock

STEP 1: Turn on your phone's Bluetooth to search for the device.

STEP 2: After waking up the door lock panel, the door lock appears on the
APP page.

Add Device =2 Add Device -

Searching for nearby devices, Make sure your device Searching for nearby devices. Make sure your device
has entered pairing made. has entered pairing mode

Turn on Wi-Fi o l
Wilj=F recuired 1o search for devices

Add Manually

Add Manually

Phug Socket Socket
(BLE#W-Fi) (Wi-Fi) (Zigbee)
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Add Members

You can add or invite members and edit their permissions in Member
Management

< Members [@ -+

family member

" Me Admin
n

share member

O 1813 [Me] Bind device

e Temporary Code
0 10:47 [Me] SetVolume [Norma... € o Member Management f
9 Temporary Code % o Smart Scenes
e Member Management > o more

[ﬁ add

share

Cancel

Note: Family members cannot be deleted in Member Management but in Home
Management of "Me" Page.
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Add Members

Cancel

Add Member

Please enter a home membei

China

Please enter the account

When you add your first family member, the
APP will ask you to create a family and then add
member. The Tuya account for family members
will receive to invitation and it will appear in the
family member acceptance.

13



Temporary Code

Type

Custom

Time-Limited

One-Time

Dynamic

Clearing

Must Connect
to App

Yes

No

No

No

No

How to activate the code

Unnecessary

The code Activated after use
it at least once within 24
hours of the validity period

It can be used only once
within 6 hours after creation

Unnecessary

Use once within
24 hours after creation

How to delete the code
before it expires

After the App connects to
the door lock,delete
it through the App

Use the Clearing
Code to delete it

Invalid after one use

Expires automatically
unavailable

Invalid after one use

& Note: For security reasons, temporary passwords are invisible once set, so please
remember the temporary codes you set.
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Add Fingerprints

Tap Member Management—=>Admin—>Add Fingerprint-Follow the on-screen
instructions to add a fingerprint.

To recognize your fingerprints
better:

7" Fingerprint

1. Make sure the fingerprint sensor
and your finger are clean and dry.
L) 1873 [Mel] Bind device
2.Place your finger on the fingerprint
sensor.Move your finger around to
capture different parts of it.

@ Temporary Code
9 Member Management ﬂ 3

Effective Time
o Smart Scenes b

O

& Note: This door lock can record 100 fingerprints, 50 codes and 50 IC cards.
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System Settings

<

Remote Unlock

Remote Voice Unlock
Code-hased verification is required to unlock the

door with a Google speaker
Auto Lock

Electronic anti-lock

After activating the electronic anti-lock, the door
lock cannot be opened from the outside except for
the administrator's door opening authority and

PSP Ty e N ;
mecCnaniCal ney.

Lock Volume

Lock Language

r—_—_—_—_—_—_—_—__‘

Auto Lock Delay:
The lock-off time can be customized and set to a
maximum of 30 seconds.

Lock Volume:
Lock volume includes 4 modes Mute, Low Volume,
Normal Volume, High Volume.

Lock Language:
Lock Language includes 3 languages, Simplified
Chinese, English and Spanish.
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Add Gateway

Add Bluetooth Gateway (Not Included) for Remote Control
1.With IRONZON Tuya Bluetooth Gateway, you can control the door lock via Internet.

2.Gateway Connection Procedure: Please refer to the manual in the Gateway box for detailed
steps, or contact Customer Service for assistance.

& Note: Gateways from other band may possibly no work with it!

iy

Smartphone Internet WIFI Router Tuya Gateway Door Lock

& Note: Before you bind the lock with the Bluetooth Gateway, make sure at
least one password or fingerprint has already recorded in the lock.

| ¥



Emergency Unlock

STEP 1:

L]
T8 2
B 0O db’

Plug the Type-C power cord into the connector.

STEP 2:

i %%H N “\ Press the registered fingerprint or password.

D Unlocking is successful.
T~

& Note: This interface does not support charging and is limited to emergency
unlocking when the battery is powered off.
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) This device may not cause harmful interference.

(2) This device must accept any interference received, including interference that may cause unde-

sired operation.

& Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equip-
ment generates, uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio com-

munications. However, there is no guarantee that interference will not occur in a particu-

lar installation.
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Useful Tips

1. Keep at least one key out of the door for emergency.
2. When the battery is low, the indicator will blink red light. The rest power

could only be used for about 50 times.

After-Sales Service

If you have any problem during installation or operation, please contact us.

E-mail: support@ironzon.com
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following measures:

*Reorient or relocate the receiving antenna.

eIncrease the separation between the equipment and receiver.

«Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

«Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer could
void your authority to operate this equipment.

RF Exposure Information
The device has been evaluated to meet general RF exposure requirement. The device can be used in
portable exposure condition without restriction.



