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DC5V: Microphone Charging

USB Port 3.5mm Headphone Port

Micro

CHARGING THE MICROPHONE

Before using this microphone for the first time, charge for 24 hours.

1. Plug the UsB-C end of the charging cable into the DC5V port on the bottom of the microphones
handle. Plug USB end into a computer’s USB port or a compatible AC wall adapter.

2.The red LED will turn on the bottom of the handle to indicate the device is charging.

3. Once fully charged, the red LED will turn off.

4. When Battery is low, approximately 3-5 hours of charging time is needed to fully recharge the battery.

PAIRING THE MICROPHONE

1. Place microphone within 30ft/10m of Bluetooth enabled device.

2. Press and hold the M/POWER button. A tone will sound to indicate pairing mode.
3.0On your device's Bluetooth menu, find and select “ Uptech Bling Karaoke Mic*

4. Atone with sound when pairing is complete.

Compatible with iOS and Android mobile devices and most Karaoke Applications

SPECIFICATIONS

Frequency Range: 2402-2480MHZ

Radio Frequency Range: 2.400 _2.4835 GHZ
Transmission Power: 1.43mW(1.55dBm)

Max Sound Pressure Level: >115DB 1KHZ TDG <1%
Power Supply: Built-in Li-Battery

Battery Capacity:800mAh

Playtime: up to 1 hour

SAFETY INFORMATION

Do not attempt to disassemble the device. Doing so, may result in an electric shock.
Do not use this device on an aircraft or in a hospital.

Do not expose this device to direct sunlight, heat, or open flame.

The device may become warm while charging.

When charging this device do not exceed the stated charge time.

FCC Caution:

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment. This device complies
with part 15 of the FCC Rules. Operation is subject to the following

two conditions: (1) This device may not cause harmful interference, and (2) this device

must accept any interference received, including interference that may cause undesired
operation.

IMPORTANT NOTE:

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures: —Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.

FCC ID: 2BNG5-THUPTO04



