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Primary Installation & Download
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Built-in hanging hooks
Inner diameter 7.5mm/0.29in

Power supply

PET Material, Diameter 6cm/2.36in
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Cable ties X 15

02 Remote control



The Way of Powe Input
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1. Check the product list on the package to make sure everything is clear.

2. Install the product in the right way.

3. Check the power supply and controller and know how to turn the power on/off.
Short press the controller button to switch the light mode , long press the controller

button for 5 seconds to turn off the light.

The connection between Short press: Turn on /Switching Modes
the controller and the Long press: Hold on 5 seconds tum off
power supply the lights
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Download Surplife APP

> GET ITON
pp° Google Play

A\ Fop Store

Download "Surplife" in App Store or Scan the QR Code.



HOW TO COl‘ll’leCt TO SLI I‘plife App Register/Login your Surplife account.

Register account
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Enter “Surplife” app, tap “add device” or click "+ to add the device.

MyHome - *

Add device

Livingroom

When adjusting, please make sure that your phone is not too far
away from the light's power source and that the wireless pairing
function of your phone isturned on. Enter your account and click

"Add Device” or click "'+" to add a device
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Rename the device and select a room for it.




Instructions for Connecting
Multiple Units




Situation 1: End-to-End Connection

Example: Three units connected using the head-to-tail (daisy-chain) method

Select one unit’s power supply and connect it to the controller @ @

using the supplied connection cable.

Connect the end connector of the
Ist unit to the feed-in connector of the 2nd unit

[ ] ]y ___________________
Store the power supplies and controller connection cables
from the remaining two units securely for future use.

Connection Steps:

Connect the three in series by joining the head and tail ends using

N
Ny

Connect the end connector of the
2nd unit to the feed-in connector of the 3rd unit

-
&u-

the feed-in connector and end connector (Remove the end cap
from the end connector prior to connection).
Once connected, fully tighten the locking nut to ensure seal.

Note:

Recommended maximum head-to-tail

connection: 2 units. Connecting 3 units may

result in reduced overall brightness due to voltage

drop. Use based on actual installation requirements.
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Situation 2: Group Control via Mobile App
(Maximum App Connectivity: 5 Units)

Example: Three Units with Independent Power Supplies Controlled via App Grouping
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Operation Steps:

1) Power each of the three units independently using their respective power supplies

2) Use the mobile app to connect each unit individually

As shown in the illustration, the app display all three LED units as successfully connected

Note:
This configuration is recommended when power outlets are plentiful or when multiple units are
installed in separate zones (not in the same continuous run).

Important: Ensure all units remain within the Wireless connection range.
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Group Control

This mode allows you to create different groups to control more than one controllers at the same time.

InSplicing’
1 First we need to jump out of Splicing page to main page. Then long time press the

targetdevice icons and select them, click 'Create Group’. Name this group and finish naming.

11



Independent Power Supply for Each

We recommend combining the methods from Situation 1 and
Situation 2:

Connect 3 units in a head-to-tail daisy-chain configuration to create
one controllable unit, then supply power independently and

control via the mobile app

Theoretical Maximum Number of Centralized Controllers:

3 units connected end to end x 5 units with group control = a total

of 15 sets of LED string lights for centralized control

Note:
If app grouping is not used, the remote control can

simultaneously control up to 30 units.
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Upgraded App Smart Settings




Start smart settings

MyHame *

Livingroom
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DeviceBCF2

100%

Click Inthe Device lcon for Smart Manipulations;

Detailed introduction of APP functions

In ‘Static Light', we can frame any single static color we want. The light contains 16
million colors to choose from! We can set the color of the whole string and adjust the
brightness. Click on the on/off button to turn the light on/off at any time.



E ffe ct fu nction therearebuiltindo lighting effects, and adjustable speed and brightness.

"Built-in effects":
@We can choose the built-in light patterns for colorful flowing or flashing

effects. Themes areyystiuff am yste drowe fem Aty soh tha he

nuatgyoweaglutoy fnabrightness.
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Custom effects

"Custom effect™

@Click Custom to add custom lighting effects to achieve different color flow, jumping
and other effects, etc.

@ Select the appropriate light change mode.,




"Customn effect™

@ Select the appropriate direction of light change.

@ The rocket icon is for adjusting the speed and the sun icon is for adjusting the
brightness.

"Customn effect™

@&Change the color you want by the color scale, and then change the name of the
theme you want after all the colors have been adjusted

@Click to save the custom changes and start enjoying!
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Create a Carousel List

"Create a carousel list™:

(TSelect and save the built-in light pattern combinations by "Create Rotating List".

@ Click "Add" or "Edit-Add" to add and save the light patterns, and you can also modify the
playback time of each effect. Click "Play” to start.
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"Music Mode™;

@ Synchronization of lights and music tempo.
a. Slide up and down the light modes, and select your favorite mode.

b. Click "+" to select the music in the list.
¢. Click *Add Music” to import music files or import from the built-in music

| library.

"Music Mode™:
@ There are two ways to input the audio signal on the receiver: phone microphone or

device microphone, so when our phone microphone or device microphone captures
the sound, the color of the light will reflect and change with the rhythm of the sound.
The sensitivity of the microohone can be adjusted by the slider.
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Schedule - Timer for Lighting

) B

In ‘Schedule’

dxAdd Schedule, st specific hours, minutes and day in a week for Timer function. Click
Perform Action” to choose ‘Lights OFff /7 Lights On / Turm on the lights and perfarm

Device Information

In this interface, you can check the device information and setting remote control.

“Device Information”

Basic information: device name, firmware version, more device information
MNetwork status, display the current network status

@ Remote control settings can be set to “Open all remote control” by default.
@ Support online feedback and help, FAQ



Remote Control
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Key Instruction

This remote controller Configured by customer’ s requirements.

(D Static - Adjust brightness

Music rhythm - Adjust sensitivity

@ Scenery: two-color/three

o
s
-

Continuously press to swilch the
two-color/three-color arrangement
of the lamp beads.

@ Color area: Monochrome/colorful

& AUTO: dynamic effect casting
“r+/7r-: Adds/removes dynamic

000G
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:

effects from the current cast (Up to 12
effects can be stored)

M1: Dynamic Rhythm  M2: Movie Nigh
M3: Champagne Party M4: Moonlight

00®

M5: Summer Breeze Mé6: Macaran
M7: Rainbow Flow M8: Fireworks Celebration
Mg: Date Night

OO0

)
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@ Musical rhythm

OEOEO®
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@ On light/Off light

@ Adjust the speed of dynamic

@ M+/M-:See the full effect of the
built-in dynamic list

——(@ Timing mode:

6/8H: Set the timing offfor 6/8 hours
6639H: 6h on 6h off 3h on Sh off
TIMER OFF :Disables the timer
function



Attention
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Read and follow all safety instructions:

1. Read and follow all safety instructions.

2. Connect the product to a ground fault circuit interrupter (GFCI) outlet when the product is
used outdoors. If not provided, contact a qualified electrician for proper installation.

3. Keep the plug in a dry environment.

4. For input voltage, use an AC voltage within the specified range.

5. Do not install or place near gas or electric heaters, fireplaces, candles or other similar hea.
sources,

&. Do not secure the product's wiring with staples or nails, or place on sharp hooks or nails.
7. Do not allow the lamp to rest on a power strip or any electrical cord,

8. Unplug the product when you leave home, or when you go to bed at night, or when it is
left unattended.

9. This is an electronic product - not a toy! To avoid the dangers of fire, burns, personal injury,
strangulation and electric shock, it should not be played with or left in a place accessible to
small children.

10. Do not use this product for anything other than its intended purpose.

11. Do not hang decorations or other objects from ropes, cords or light cords.

12. Do not cover the product with cloth, paper, or any material that is not part of the product
when in use.

13, Do not close doors or windows over the product or extension cord as this may damage
the insulation of the cord.

Instructions for use and care

a. When this product is mounted on a tree, the tree should be well secured and stabilized.
The same applies when mounted on an indoor or outdoor wall or elsewhere.

b. Carefully inspect the product before use or reuse. Discard any product that has cut
damage, frayed wire insulation or wires, cracks in the lamp base or housing, loose
connections or exposed copper wires.

c. When storing the product, carefully remove the product from the area in which it was
placed, including trees, branches, or bushes, to avoid any undue stress on the product’s
conductors, connections, and wiring.

d. When not in use, store neatly in a cool, dry place out of sunlight.

WARNING - To reduce the risk of fire and electric shock:

a. Do not install in trees with needle or branch coverings of metal or materials that look like

metal.
b. Do not install or support wires in a manner that could cut or damage wire insulation.

* Ingestion hazard: This product contains a button cell or coin battery,

= Death or serious injury can occur if ingested.

* Aswallowed button cell or coin battery can cause Internal chemical bums in as little
as 2 hours,

» Keep new and used batteries out of reach of children,

» Seek immediate medical attention if a battery is suspected to be swallowed or
inserted inside any part of the body.

ﬁ The crossed-out wheeled bin symbol indicates that the item should be disposed of
separately from household waste. The item should be handed in for recycling in accordance
with local environmental regulations for waste disposal.

System Requirement
The minimum system requirement for mobile phones are i0S 12.0 and Android 7.0 Check
the app store for the latest update to ensure the best performance.

Technical Specifications
Power supply: on labels







Experience the brilliance of Smart Christmas Lights
as we illuminate innovation worldwide!




FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection againstharmful interference in a residential installation. This equipment generates,
uses and can radiateradio frequency energy and, if not installed and used in accordance with
the instructions, maycause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.





