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8# SAR Measurement at Band 5 (850) (Body, Validation Plane) 
Date of measurement: 31/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.32 

Area Scan dx=15mm dy=15mm, Complete 

Zoom Scan 5x5x7,dx=8mm dy=8mm 
dz=5.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band Band 5 (850) 

Signal WCDMA 

Channels/Frequency Middle (4182)/ frequency 836.40 Mhz 

Mode Release 99 

Connection Type RMC, 12.2 kbps 

 
 B. Permitivity 

Middle TX Frequency (MHz) 836.40 

Relative permitivity (real part) 41.62 

Relative permitivity (imaginary part) 19.54 

Conductivity (S/m) 0.91 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-18.00, Y=-59.00 ; SAR Peak: 0.35 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.125 

SAR 1g (W/Kg) 0.221 

Variation (%) -0.03 

Horizontal validation criteria: minimum 
distance (mm) 

16.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

60.39 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 0.340 0.228 0.136 0.079 0.056 0.033 0.029 
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 F. 3D Image 

3D screen shot Hot spot position 

  
 



 

                   Page 92 of 174    Report No.: N26081206815E 

 
9# SAR Measurement at LTE band 2 (Cheek, Left) 
Date of measurement: 30/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.63 

Area Scan dx=15mm dy=15mm, Complete 

Zoom Scan 5x5x7,dx=8mm dy=8mm 
dz=5.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band LTE band 2 

Signal LTE FDD 

Channel Center [EARFCN] / Channel Center 
[MHz] 

Middle (18900)/ frequency 1880.00 Mhz 

Cell Bandwidth 20 Mhz 

Modulation SC-OFDM - QPSK 

Middle TX Frequency (MHz)  1880.00 

 
 B. Permitivity 

Middle TX Frequency (MHz) 1880.00 

Relative permitivity (real part) 39.17 

Relative permitivity (imaginary part) 13.89 

Conductivity (S/m) 1.45 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-51.00, Y=-51.00 ; SAR Peak: 0.94 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.376 

SAR 1g (W/Kg) 0.626 

Variation (%) 4.24 

Horizontal validation criteria: minimum 
distance (mm) 

17.89 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

66.90 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 0.897 0.648 0.433 0.287 0.197 0.135 0.091 
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 F. 3D Image 

3D screen shot Hot spot position 
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10# SAR Measurement at LTE band 2 (Body, Validation Plane) 
Date of measurement: 30/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.63 

Area Scan dx=15mm dy=15mm, Complete 

Zoom Scan 5x5x7,dx=8mm dy=8mm 
dz=5.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band LTE band 2 

Signal LTE FDD 

Channel Center [EARFCN] / Channel Center 
[MHz] 

Middle (18900)/ frequency 1880.00 Mhz 

Cell Bandwidth 20 Mhz 

Modulation SC-OFDM - QPSK 

Middle TX Frequency (MHz)  1880.00 

 
 B. Permitivity 

Middle TX Frequency (MHz) 1880.00 

Relative permitivity (real part) 39.17 

Relative permitivity (imaginary part) 13.89 

Conductivity (S/m) 1.45 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-23.00, Y=-28.00 ; SAR Peak: 1.60 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.567 

SAR 1g (W/Kg) 0.896 

Variation (%) -1.29 

Horizontal validation criteria: minimum 
distance (mm) 

17.89 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

71.12 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 1.396 0.963 0.618 0.392 0.293 0.157 0.117 
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 F. 3D Image 

3D screen shot Hot spot position 
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11# SAR Measurement at LTE band 4 (Cheek, Left) 
Date of measurement: 19/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.45 

Area Scan dx=15mm dy=15mm, Complete 

Zoom Scan 5x5x7,dx=8mm dy=8mm 
dz=5.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band LTE band 4 

Signal LTE FDD 

Channel Center [EARFCN] / Channel Center 
[MHz] 

Middle (20175)/ frequency 1732.50 Mhz 

Cell Bandwidth 20 Mhz 

Modulation SC-OFDM - QPSK 

Middle TX Frequency (MHz)  1732.50 

 
 B. Permitivity 

Middle TX Frequency (MHz) 1732.50 

Relative permitivity (real part) 39.83 

Relative permitivity (imaginary part) 13.49 

Conductivity (S/m) 1.30 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-52.00, Y=-52.00 ; SAR Peak: 0.36 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.159 

SAR 1g (W/Kg) 0.249 

Variation (%) -4.84 

Horizontal validation criteria: minimum 
distance (mm) 

17.89 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

68.50 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 0.353 0.263 0.180 0.126 0.091 0.063 0.049 
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 F. 3D Image 

3D screen shot Hot spot position 
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12# SAR Measurement at LTE band 4 (Body, Validation Plane) 
Date of measurement: 19/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.45 

Area Scan dx=15mm dy=15mm, Complete 

Zoom Scan 5x5x7,dx=8mm dy=8mm 
dz=5.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band LTE band 4 

Signal LTE FDD 

Channel Center [EARFCN] / Channel Center 
[MHz] 

Middle (20175)/ frequency 1732.50 Mhz 

Cell Bandwidth 20 Mhz 

Modulation SC-OFDM - QPSK 

Middle TX Frequency (MHz)  1732.50 

 
 B. Permitivity 

Middle TX Frequency (MHz) 1732.50 

Relative permitivity (real part) 39.83 

Relative permitivity (imaginary part) 13.49 

Conductivity (S/m) 1.30 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-21.00, Y=-29.00 ; SAR Peak: 0.72 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.292 

SAR 1g (W/Kg) 0.474 

Variation (%) -2.25 

Horizontal validation criteria: minimum 
distance (mm) 

24.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

77.17 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 0.904 0.489 0.222 0.208 0.119 0.086 0.057 

 



 

                   Page 99 of 174    Report No.: N26081206815E 

 

 

 
 F. 3D Image 

3D screen shot Hot spot position 
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13# SAR Measurement at U-NII-1 (Cheek, Left) 
Date of measurement: 25/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.07 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band U-NII-1 

Signal IEEE 802.11 a 

Channels/Frequency Middle (40)/ frequency 5200.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5200.00 

Relative permitivity (real part) 36.10 

Relative permitivity (imaginary part) 15.58 

Conductivity (S/m) 4.50 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-7.00, Y=24.00 ; SAR Peak: 2.18 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.265 

SAR 1g (W/Kg) 0.701 

Variation (%) 2.60 

Horizontal validation criteria: minimum 
distance (mm) 

8.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

74.24 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 1.33
4 

0.89
5 

0.46
5 

0.43
6 

0.20
3 

0.18
6 

0.12
0 

0.11
0 

0.09
0 

0.09
0 

0.08
3 

0.08
5 
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 F. 3D Image 

3D screen shot Hot spot position 
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14# SAR Measurement at U-NII-1 (Body, Validation Plane) 
Date of measurement: 25/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.07 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band U-NII-1 

Signal IEEE 802.11 a 

Channels/Frequency Middle (40)/ frequency 5200.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5200.00 

Relative permitivity (real part) 36.10 

Relative permitivity (imaginary part) 15.58 

Conductivity (S/m) 4.50 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=7.00, Y=28.00 ; SAR Peak: 0.84 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.161 

SAR 1g (W/Kg) 0.374 

Variation (%) -3.86 

Horizontal validation criteria: minimum 
distance (mm) 

12.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

69.71 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 0.86
3 

0.57
9 

0.31
9 

0.25
8 

0.17
5 

0.14
3 

0.11
2 

0.09
6 

0.08
0 

0.07
9 

0.07
9 

0.07
7 
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 F. 3D Image 

3D screen shot Hot spot position 
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15# SAR Measurement at U-NII-2a (Cheek, Left) 
Date of measurement: 5/9/2026 
 
 A. Experimental conditions. 

Probe SN 07/25 EPGO448 

ConvF 1.45 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band U-NII-2a 

Signal IEEE 802.11 n 

Channels/Frequency Middle (56)/ frequency 5280.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5280.00 

Relative permitivity (real part) 34.55 

Relative permitivity (imaginary part) 15.77 

Conductivity (S/m) 4.63 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-7.00, Y=25.00 ; SAR Peak: 2.18 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.278 

SAR 1g (W/Kg) 0.712 

Variation (%) 3.89 

Horizontal validation criteria: minimum 
distance (mm) 

8.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

69.55 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 1.33
6 

0.91
7 

0.63
8 

0.40
4 

0.26
8 

0.17
3 

0.13
3 

0.11
3 

0.09
4 

0.08
9 

0.08
9 

0.08
4 
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 F. 3D Image 

3D screen shot Hot spot position 
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16# SAR Measurement at U-NII-2a (Body, Validation Plane) 
Date of measurement: 5/9/2026 
 
 A. Experimental conditions. 

Probe SN 07/25 EPGO448 

ConvF 1.45 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band U-NII-2a 

Signal IEEE 802.11 a 

Channels/Frequency Middle (56)/ frequency 5280.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5280.00 

Relative permitivity (real part) 34.55 

Relative permitivity (imaginary part) 15.77 

Conductivity (S/m) 4.63 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=1.00, Y=27.00 ; SAR Peak: 1.11 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.202 

SAR 1g (W/Kg) 0.447 

Variation (%) -2.07 

Horizontal validation criteria: minimum 
distance (mm) 

12.00 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

62.24 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 1.00
9 

0.68
8 

0.42
8 

0.31
1 

0.21
3 

0.15
7 

0.11
7 

0.09
9 

0.08
4 

0.08
1 

0.07
5 

0.07
8 
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 F. 3D Image 

3D screen shot Hot spot position 
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17# SAR Measurement at U-NII-3 (Cheek, Left) 
Date of measurement: 26/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.04 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band U-NII-3 

Signal IEEE 802.11 a 

Channels/Frequency Middle (159)/ frequency 5795.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5795.00 

Relative permitivity (real part) 35.91 

Relative permitivity (imaginary part) 16.66 

Conductivity (S/m) 5.36 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-15.00, Y=25.00 ; SAR Peak: 0.47 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.122 

SAR 1g (W/Kg) 0.227 

Variation (%) 0.94 

Horizontal validation criteria: minimum 
distance (mm) 

11.31 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

76.13 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 0.36
3 

0.25
3 

0.16
6 

0.14
1 

0.10
6 

0.09
8 

0.09
4 

0.09
1 

0.09
1 

0.09
1 

0.08
9 

0.09
2 
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 F. 3D Image 

3D screen shot Hot spot position 
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18# SAR Measurement at U-NII-3 (Body, Validation Plane) 
Date of measurement: 26/8/2026 
 
 A. Experimental conditions. 

Probe 3423-EPGO-426 

ConvF 2.04 

Area Scan dx=10mm dy=10mm, Complete 

Zoom Scan 7x7x12,dx=4mm dy=4mm 
dz=2.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band U-NII-3 

Signal IEEE 802.11 n 

Channels/Frequency Middle (159)/ frequency 5795.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 5795.00 

Relative permitivity (real part) 35.91 

Relative permitivity (imaginary part) 16.66 

Conductivity (S/m) 5.36 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=1.00, Y=28.00 ; SAR Peak: 0.44 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.112 

SAR 1g (W/Kg) 0.200 

Variation (%) 1.52 

Horizontal validation criteria: minimum 
distance (mm) 

11.31 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

76.13 

 
 E. Z Axis Scan 

Z (mm) 0.00 2.00 4.00 6.00 8.00 10.0
0 

12.0
0 

14.0
0 

16.0
0 

18.0
0 

20.0
0 

22.0
0 

SAR (W/Kg) 0.41
6 

0.28
9 

0.17
9 

0.15
7 

0.11
7 

0.10
2 

0.09
7 

0.09
3 

0.08
8 

0.09
2 

0.08
8 

0.08
5 
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 F. 3D Image 

3D screen shot Hot spot position 
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19# SAR Measurement at ISM (Cheek, Left) 
Date of measurement: 12/9/2026 
 
 A. Experimental conditions. 

Probe SN 07/25 EPGO448 

ConvF 1.62 

Area Scan dx=12mm dy=12mm, Complete 

Zoom Scan 7x7x7,dx=5mm dy=5mm 
dz=5.0mm,Complete 

Phantom Left head 

Device Position Cheek 

Band ISM 

Signal IEEE 802.11 b 

Channels/Frequency Middle (1)/ frequency 2412.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 2412.00 

Relative permitivity (real part) 39.47 

Relative permitivity (imaginary part) 12.88 

Conductivity (S/m) 1.73 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-13.00, Y=23.00 ; SAR Peak: 1.33 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.307 

SAR 1g (W/Kg) 0.656 

Variation (%) -0.36 

Horizontal validation criteria: minimum 
distance (mm) 

7.07 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

54.66 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 1.221 0.748 0.396 0.190 0.119 0.072 0.050 
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 F. 3D Image 

3D screen shot Hot spot position 

  
 



 

                   Page 114 of 174    Report No.: N26081206815E 

 
20# SAR Measurement at ISM (Body, Validation Plane) 
Date of measurement: 12/9/2026 
 
 A. Experimental conditions. 

Probe SN 07/25 EPGO448 

ConvF 1.62 

Area Scan dx=12mm dy=12mm, Complete 

Zoom Scan 7x7x7,dx=5mm dy=5mm 
dz=5.0mm,Complete 

Phantom Validation plane 

Device Position Body 

Band ISM 

Signal IEEE 802.11 b 

Channels/Frequency Middle (1)/ frequency 2412.00 Mhz 

 
 B. Permitivity 

Middle TX Frequency (MHz) 2412.00 

Relative permitivity (real part) 39.47 

Relative permitivity (imaginary part) 12.88 

Conductivity (S/m) 1.73 

 
 C. SAR Surface and Volume 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-15.00, Y=43.00 ; SAR Peak: 0.60 W/kg 

 
 D. SAR 1g & 10g 

SAR 10g (W/Kg) 0.198 

SAR 1g (W/Kg) 0.350 

Variation (%) -1.71 

Horizontal validation criteria: minimum 
distance (mm) 

15.81 

Vertical validation criteria: SAR ratio M2/M1 
(%) 

64.90 

 
 E. Z Axis Scan 

Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR (W/Kg) 0.572 0.389 0.232 0.155 0.081 0.066 0.041 
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 F. 3D Image 

3D screen shot Hot spot position 
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6. Appendix D. Calibration Certificate 
 

Table of contents 

E Field Probe - 3423-EPGO-426 

835 MHz Dipole - SN 03/15 DIP 0G835-347 

1800 MHz Dipole - SN 03/15 DIP 1G800-349 

1900 MHz Dipole - SN 03/15 DIP 1G900-350 

2450 MHz Dipole - SN 03/15 DIP 2G450-352 

5000-6000 MHz Dipole - SN 13/14 WGA 33 

Justification of the extended calibration 
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