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1. Summary

1.1 Test Procedures and Results

DESCRIPTION OF TEST SECTION NUMBER RESULT
AC CONDUCTED EMISSIONS TEST 15.207 PASS
RADIATED EMISSION TEST 15.249(a)/15.209 PASS
BAND EDGE 15.249(d)/15.205 PASS
OCCUPIED BANDWIDTH MEASUREMENT 15.215(c) PASS
ANTENNA REQUIREMENT 15.203 PASS

Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

1.2 Information of the Test Laboratory

Shenzhen DL Testing Technology Co., Ltd.

Add.: 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1
Baolong Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China
Designation Number: CN1307

1.3 Measurement Uncertainty

The reported uncertainty of measurement y £ U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of
approximately 95 %.

No. Item Uncertainty
1 Conducted Emission Test 1+2.56dB
2 RF power,conducted +0.42dB
3 Spurious emissions,conducted +2.76dB
4 All emissions,radiated(<1G) 1+3.65dB
5 All emissions,radiated(>1G) 1+4.89dB
6 Temperature +0.5°C
7 Humidity 2%

8 6dB Bandwidth +0.2MHz
9 Power Spectral Density 10.3dBm
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2. General Information

2.1 General Description of EUT

Product Name: Gaming mouse

Model Name: Pathfinder 1A

Series Model(s): Pathfinder I, Pathfinder Il, Pathfinder Pro
All model's the function, software and electric circuit are the same,

Model Difference: only with product appearance, color and model named different.
Test sample model: Pathfinder 1A.

Antenna Type: PCB antenna

Antenna Gain: 1.87dBi

Operation Frequency: 2403-2479MHz
Number of Channels: 39CH

Modulation Type: GFSK

Power Source: DC5V from Type-C or DC3.7V from Battery
Power Rating: DC5V from Type-C or DC3.7V from Battery
Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

2. Antenna gain Refer to the antenna specifications.

3. The cable loss data is obtained from the supplier.

4. The test results in the report only apply to the tested sample.
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2.2 Carrier Frequency of Channels

Channel Frequency (MHz) Channel Fr?&l;'ezr;cy
1 2403 21 2443
2 2405 22 2445
3 2407 23 2447
4 2409 24 2449
5 2411 25 2451
6 2413 26 2453
7 2415 27 2455
8 2417 28 2457
9 2419 29 2459
10 2421 30 2461
11 2423 31 2463
12 2425 32 2465
13 2427 33 2467
14 2429 34 2469
15 2431 35 2471
16 2433 36 2473
17 2435 37 2475
18 2437 38 2477
19 2439 39 2479

20 2441

This device randomly uses five channels, and the channels used will not overlap with each other.
2.3 Operation of EUT during Testing

Operating Mode

The mode is used: Transmitting mode
Low Channel: 2403MHz
Middle Channel: 2441MHz
High Channel: 2479MHz
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2.4 Description of Test Setup

Operation of EUT during AC Conducted and Radiation below 1GHz testing:

AC Main

Laptop

Operation of EUT during Radiation above 1GHz testing:

EUT

Operation of EUT during RF Conducted testing:

EUT

EUT

RF Automatic
control unit

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of 3m
chamber. Measurements in both horizontal and vertical polarities were performed. During the test, each
emission was maximized by: having the EUT continuously working, investigated all operating modes,
rotated about all 3 axis (X, Y & Z) and considered typical configuration to obtain worst position,
manipulating interconnecting cables, rotating the turntable, varying antenna height from 1m to 4m in
both horizontal and vertical polarizations. The emissions worst-case are shown in Test Results of the
following pages. The worst case is X position.
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2.5 Description of Support Units
The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test
configuration during the tests.

Item Product Name Trade Mark Model Name Specification Note
Gaming mouse |Orbital Works| Pathfinder 1A N/A EUT
2 USB Cable N/A N/A Length: 150cm
3 Laptop Lenovo ThinkPad L480 DC20V, 2.25/3.25A
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended use.

3. For conducted measurements (20dB Bandwidth), the antenna of EUT is connected to the test equipment via
temporary antenna connector, the antenna connector is soldered on the antenna port of EUT, and the temporary

antenna connector is listed in the Test Instruments.

2.6 The Worse Case Power Setting Parameter
During testing, channel & power controlling software provided by the customer was used to control the
operating channel as well as the output power level. The RF output power selection is for the setting of
RF output power expected by the customer and is going to be fixed on the end product.

Test Software Version 4K RF Test V1.01
Modulation Type Transmit Antenna Number Test Software setting value
GFSK 1 default
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616019R

2.7 Measurement Instruments List

Radiation test, Band-edge test and 6db bandwidth test equipment

Item Equipment Manufacturer Type No. Serial No. Last calibration| Calibrated until
’ Sf’gekclj';‘{gs’;”gg:)er Agilent E44088 | MY50140780 | Oct. 25,2025 | Oct. 24, 2026
2 | (odirot R&S ESRP7 101393 | Oct. 25,2025 | Oct. 24, 2026
3 | Goneor R&S VULB9162 00306 | Oct. 25,2025 | Oct. 24, 2026
4 (';'gﬂz’f;‘;eé‘lf“;‘) Schwarzbeck | BBHA9120D 02139 Oct. 25,2025 | Oct. 24, 2026
5 | 1":3‘31'?_2%8&32) AH. Systems | SAS-574 588 Oct. 25,2025 | Oct. 24, 2026

Amplifier
6 | (oKHe.6GHz) | Schwarzbeck | BBV97438 00153 Oct. 25, 2025 | Oct. 24, 2026
7 | G’i‘_l"z‘ﬂ'gngz) EMEC EM01G8GA 00270 Oct. 25,2025 | Oct. 24, 2026
8 | ( 183’4‘"2"_"'1%%'42) Quanjuda DLE-161 97 Oct. 25, 2025 | Oct. 24, 2026
9 (g‘:("l_ﬁ’zl_z”éﬁ/l”'fl‘:) Schwarzbeck | FMZB1519B | 00014 | Oct. 25,2025 | Oct. 24, 2026
T (SKFH‘;E_’:’gil) Cheng'Yu 966 004 Oct. 25, 2025 | Oct. 24, 2026
| éigfﬂ‘ésﬁz) Cheng'Yu 966 003 Oct. 25, 2025 | Oct. 24, 2026
12 | Antenna connector | Florida RF Labs N/A RF 01# Oct. 25, 2025 | Oct. 24, 2026
13 | Power probe KEYSIGHT | U2021XA | MY55210018 | Oct. 25,2025 | Oct. 24, 2026
14 3'3.3312‘2;”2%?; Agilent N9O20A | MY55370280 | Oct. 25,2025 | Oct. 24, 2026
15 ;g;;sj%eé":; R&S ESU 40 100376 | Oct. 25, 2025 | Oct. 24, 2026
16 | D.C. Power Supply LongWei PS-305D 010964729 Oct. 25, 2025 | Oct. 24, 2026

Conduction Test equipment

ltem Equipment Manufacturer Type No. Serial No. Last calibration |Calibrated until
1 |843 Shielded Room|  ChengYu 843 Room 843 Nov. 05, 2023 | Nov. 04, 2026
2 | EMIReceiver R&S ESR 101421 Oct. 25, 2025 | Oct. 24, 2026
3 LISN R&S ENV216 102417 | Oct. 25,2025 | Oct. 24, 2026
4 | 843 Cable 1# ChengYu CE Cable 001 Oct. 25, 2025 | Oct. 24, 2026

Other

Item Name Manufacturer Model Software version
1 | EMC Conduction Test System FALA EZ EMC EMC-CON 3A1.1
2 EMC radiation test system FALA EZ EMC FA-03A2
3 RF test system MAIWEI MTS8310 2.0.0.0
4 | RF communication test system MAIWEI MTS8200 2.0.0.0
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

3. AC Conducted Emissions Test

3.1 AC Conducted Power Line Emission Limit
For unintentional device, according to § 15.107(a) Line Conducted Emission Limits is as following.

E Maximum RF Line Voltage (dBuV)
re{‘,ﬁ:f s CLASS A \ CLASS B
Q.P. Ave. Q.P. Ave.
0.15-0.50 79 66 66-56* 56-46*
0.50 - 5.00 73 60 56 46
5.00-30.0 73 60 60 50

* Decreasing linearly with the logarithm of the frequency.
For intentional device, according to §15.207(a) Line Conducted Emission Limit is same as above table.

3.2 Test Setup
Reference Plane

40cm

E.U.T —ac power [ soam LLISN]

| Filter I— AC power

Test table/Insulation plane

EMI
Remaric Receiver
F LT Equipment Uinder Tast

LISN Line impedance Stabiizaiion Nefwork
Test table haight=0.8m

3.3 Test Procedure

1. The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. The EUT is a tabletop system, a wooden table with a height of 0.8 meters is used and is placed
on the ground plane as per ANSI C63.10.

2. Support equipment, if needed, was placed as per ANSI C63.10.

3. All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10.

4. If a EUT received DC power from the USB Port of Notebook PC, the PC’s adapter received
AC120V/60Hz power through a Line Impedance Stabilization Network (LISN) which supplied power
source and was grounded to the ground plane.

5. All support equipments received AC power from a second LISN, if any.

6. The EUT test program was started. Emissions were measured on each current carrying line of the EUT
using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two
monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1
connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1
connected to a 50 ohm load and Line 2 connected to the Analyzer / Receiver.

7. Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 11 of 38



Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

3.4 Test Result
All the test modes completed for test. Only the worst result was reported as below:

Test Specification: Line
FCC PART 15 C CLASS B(L)

130
120
110
100
90
s 80
A —
T 60
SR B—
PUEAN, WVRE B N ] :
ol TR il
sopl et 1 NIl it gl et
VRPTRTUT T i
0 AL :
1[!50k ™M 10M i 30M
Frequency[Hz]
—— QP Limit —— AV Limit — PK — AV

o QP Detector # AV Detector

1 0.1635 47 .55 19.82 65.28 1773 2773 PK L
2 0.1950 44 61 19.76 63.82 19.21 2485 PK L
3 0.2805 40.68 19.78 60.80 2012 2090 PK L
4 0.5820 4470 19.89 56.00 11.30 24 81 PK L
5 42765 46.75 20.20 56.00 8925 26.55 PK L
6 7.2870 40.23 20.40 60.00 19.77 19.83 PK L

1 4.2750 20.20 15.20 56.00 40.10 -4.30 1033 46.00 35.67 -9.87 L

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor
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Test Specification: Neutral

130 FCC PART 15 C CLASS B (N)

120
110
100
90
80
70
60
50
40
30
20

Level[dBuVv]

N Ll

TR

ox ™ TOM ' 30M
Frequency[Hz]

—— QP Limit —— AV Limit —PK — AV

o QP Detector #* AV Detector

1 0.1635 46.74 19.90 6528 18.54 26.84 PK N
2 0.1950 42 86 19.77 63.82 20.96 23.09 PK N
3 0.2265 40.66 19977 6258 21.92 20.89 PK N
4 0.2940 39.69 19.81 60.41 2072 19.88 PK N

0.5865 43.39 19.95 56.00 12.61 23.44 PK N
6 42270 46.05 2023 56.00 9.95 2582 PK N

1 42346 2023 31.00 58.00 25.00 1077 2307 46.00 2203 284 N

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616019R

4. Radiated Emission Test

4.1 Radiation Limit

For unintentional device, according to § 15.109(a), except for Class A digital devices, the field strength of
radiated emissions from unintentional radiators at a distance of 3 meters shall not exceed the following

values:
Frequency Distance Radiated Radiated
(MHz) (Meters) (dBuV/m) (MV/m)
0.009-0.490 300 20log 2400/F (kHz) 2400/F (kHz)
0.490-1.705 30 20log 24000/F (kHz) 24000/F (kHz)
1.705-30 30 20log 30 30
30-88 3 40 100
88-216 3 43.5 150
216-960 3 46 200
Above 960 3 54 500

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated
emissions from intentional radiators at a distance of 3 meters shall not exceed the above table.

For unintentional device, according to § 15.249(a), Except as provided in paragraph (b) of this section, the
field strength of emissions from intentional radiators operated within these frequency bands shall comply

with the following:

Fundamental Field strength of fundamental Field strength of harmonics
frequency (millivolts/meter) (microvolts/meter)
902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

4.2 Test Setup

(1) Radiated Emission Test-Up Frequency Below 30MHz

IO.B m

—————— am —————>

RX Antenna

Test Report

Tel: 400-688-3552

Ground Plane

Web:www.dl-cert.com

!

Receiver | |

Email: service@dl-cert.com
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(2) Radiated Emission Test-Up Frequency 30MHz~1GHz

Ant. feed
point i

: am ——————»
1 |14m
EUT Turm Table

=

'y

i
IO.E! m

Ground Plane

Receiver "'_

(3) Radiated Emission Test-Up Frequency Above 1GHz

' Y
Ant. feed |
point 1
i 1 ™=~ '\-1
* im ———————» |
EUT ~
1-4m
Turn Takle
| . |
1.5m
L .

Ground Plane

4.3 Test Procedure

1. Below 1GHz measurement the EUT is placed on turntable which is 0.8m above ground plane. And above
1GHz measurement EUT was placed on low permittivity and low tangent turn table which is 1.5m above
ground plane.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

3. EUT is set 3m away from the receiving antenna, which is varied from 1m to 4m to find out the highest
emissions.

4. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5. And also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical.

6. Repeat above procedures until the measurements for all frequencies are complete.

7. The test frequency range from 9KHz to 26GHz per FCC PART 15.33(a).

Note:
For battery operated equipment, the equipment tests shall be performed using a new battery.
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

4.4 Test Result

PASS
Field strength of fundamental:

Operation Mode: TX CH Low (2403MHz)
Antenna polarity: Horizontal

130 : : ‘ : FCC PARET 15.249

120

110

100

90

80

FCC PART 15.249-PK Limit

70

60

FCC PART 15 249-AV Limit.

Level[dBuvim]

50 [ ol

Ly

40 R B e i) S

30

20

10

0 I I | I I I I I I ]
23926 24018G 24116G 24214G 24312G 244G 2.4508G 2.4608G 24704G 2.4802G 249G

Frequency[Hz]
—— PK Limit —— AV Limit —— Horizontal PK

#* AV Detector

1 2403.085 112.16 97.81 -14.35 114.00 16.19 150 175 Horizontal

1 2403.085 -14.35 7418 594.00 19.82 150 175 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

Antenna polarity: Vertical

FCC PART 15.249

130
120
110
100
90 x‘l‘]/\
i 80 / \ FCC PART 15 249-PK Limit
Z 70 * ; :
@ H |
= 50 \ : -
% i \ | FCC PART 15.249-AV Limit.
i " J”“/i \M‘Lhm |
A0 [y aphws e e et S L e e eV o L 1) e e e
30 : ‘
20
10
0 | |
2.392G 24018G 2411866 24214G 243126 244G 2.4508G 2.46086G 24704G 2.4802G 249G
Frequency[Hz]
— PK Limit — AV Limit — Vertical PK

#* AV Detector

1 2403.085 103.67 89.32 -14.35 114.00 24.68 150 160 Vertical

1 2403.085 -14.35 71.07 594.00 2293 150 160 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616019R

Operation Mode: TX CH Middle (2441MHz)
Antenna polarity: Horizontal

130 FCC PART 15.249

120

10

100 ;

90 Tad R

80

T15.449-PK Limit

0 [T

FCG FAL

60 ///

Level[dBuv/m]

50 ﬂ"‘/

FCC PART 15 249-AV Limit;

AM

40

’ﬂ‘\\ oy

30

=

20

10

0

2392G 24018G 24116G 24214G 24312G 244G 2.4508G

Frequency[Hz]

— PK Limit — AV Limit —— Horizontal PK

#* AV Detector

2.4606G

]
24704G 2.4802G 249G

1 2440951 111.30 96.75 -14.55 114.00 17.25

150

164 Horizontal

150

164 Horizontal

1 2440951 -14 55 7821 94.00 15.79
Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Antenna polarity: Vertical

130 FCC PART 15.249

120

10

100

90

80

FCC PART 15 49-PK Limit.

0 La

60 / \

Level[dBuv/m]

50 [ \

FCC PART 15 249-AV Limit;

pn M,

A0 i i P A VY WP o rrerew 1¥
30

Mwwﬂ,w arimo b, bkt

20

10

0

2392G 24018G 24116G 24214G 24312G 244G 2.4508G

Frequency[Hz]
— PK Limit — AV Limit — Vertical PK

#* AV Detector

]
24704G 2.4802G 249G

1 2441.049 104.15 89.60 -14.55 114.00

150 58 Vertical

58 Vertical

1 2441.049 -14 55 7027 94.00 2373
Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Operation Mode: TX CH High (2479MHz)
Antenna polarity: Horizontal

130 FCC PART 15.249

120

10

100

5 ; ; T ; X

& H]l{ T Yuw—rn Lirmit
70 : ]

E // s |
e ; / FCCPART 15 49-AV Limit
50 5 " g‘qm—w_ —
40 . petreny ety Wabh"™ Fada | ‘M %“"“

30

Level[dBuv/m]

20

10

0 ; ;
2392G 24018G 24116G 24214G 24312G 244G 2.4508G 24606G 24704G 2.4802G 249G

Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK

#* AV Detector

1 2476915 112.68 97.97 -14.71 114.00 16.03 150 173 Horizontal

1 2478.915 -141M 768.83 94.00 1517 150 173 Haorizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

Antenna polarity: Vertical

130 FCC PART 15.249

120

10

100

90

80 I'L.?’ FAl P\Ib,AQH—PK LiITlil:
70 ! |

o /y.j,l.. PART |\i€45+\v Limit,

7 L

A A b powe e A AR o At b i VMWMMW%—MMMWMMM A Wl M
30 : i

Level[dBuv/m]

50

20

10

0 ; ‘
2392G 24018G 24116G 24214G 24312G 244G 2.4508G 24606G 24704G 2.4802G 249G

Frequency[Hz]
— PK Limit — AV Limit — Vertical PK

#* AV Detector

1 2479.013 102.31 §7.60 -14.71 114.00 26.40 150 60 Vertical

1 2479.013 -14.71 68.87 94.00 2513 150 60 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

All the test modes completed for test. only the worst mode of Low channel TX is reflected.
Below 1GHz Test Results:

Antenna polarity: Horizontal

130 . : FCC PART15CCLASS B

120
10
100
90
80
70

Level[dBuWim]

60 i 'FCC PART 15 C CLASS B-QP Limit
50 ; ; | | i | [

40

30M 100M 16

Frequency[Hz]
—— QP Limit —— Horizontal PK

® QP Detector

1 216.426 -14.46 46.95 32.49 46.00 13.51 100 128 Horizontal
2 239.730 -13.51 4928 3577 46.00 1023 100 352 Horizontal
3 264.004 -12.71 4123 2852 46.00 17.48 100 229 Horizontal
4 479.560 -8.19 40.30 321 46.00 13.89 100 182 Horizontal
5 715.506 -3.89 34.91 31.02 46.00 14.98 100 27 Hernzontal
6 960.190 -0.62 4042 39.80 54.00 14.20 100 273 Honzontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

Antenna polarity: Vertical

130 FCC PART15C CLASS B

120
110
100
%
80
70
60 FCC PART 15 C CLASS B-QP Limit
50 [
40 I ;
30

Level[dBuv/m]

| Ly
F |

3 [ | W

sttt J\,,\MJUR;’M NM«)*W-WM M il

0 I I I I I I ]

30M 100M 1G
Frequency[Hz]
— QP Limit —— Vertical PK
® QP Defector
Suspected List
Freq. Factor Reading Level Limit Margin Height Angle :
NO. Polarity
[MHz] [dB] [dBuV/m] [dBpV/m] [dBuV/m] [dB] [cm] 1
1 145.546 -18.42 4386 2544 4350 18.06 100 357 Vertical
2 216.426 -14.46 50.74 36.28 46.00 972 100 308 Vertical
3 238.759 -13.54 53.56 40.02 46.00 598 100 42 Vertical
4 479.560 -8.19 3368 2549 46.00 20.51 100 128 Vertical
5 720.380 -3.96 323 28.85 46.00 17.15 100 257 Vertical
6 960.190 -0.62 3315 3253 54.00 21.47 100 49 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level

Harmonics and Spurious Emissions
Frequency Range (9 kHz-30MHz
Frequency (MHz) Level@3m (dBuV/m) Limit@3m (dBuV/m)

Note: 1. Emission Level=Reading+ Cable loss+ Antenna factor-Amp factor.
2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616019R

Above 1GHz Test Results

All the test modes completed for test. only the worst mode of Low channel TX is reflected.

For 1GHz to 18GHz

Antenna polarity: Horizontal

130
120
110
100
90
80

FCC PART15 CCLASS B

FCC PART 15T CLASS B-PK Limit

70
60

. FCC PART 15 C CLASS B-AV Limit

Level[dBuvim]

50
40

30

20
10

0

1G

— PK Limit

26 3G 4G 6G 8G 18G

Frequency[Hz]
— AV Limit —— Horizontal PK —— Horizontal AV

1 2243124 55.50 40.93 -14.57 74.00 33.07 150 190 Horizontal

2 2555156 58.95 4473 -14.22 74.00 2927 150 55 Horizontal

3 4807.681 51.35 40.60 -10.75 74.00 33.40 150 78 Hornizontal

4 7206.421 52.37 48.35 -4.02 74.00 2565 150 195 Horizontal

5 9608.161 51.64 52.50 0.86 74.00 21.50 150 148 Haorizontal

6 10631.263 49 52 5229 277 74.00 21.71 150 107 Horizontal
Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

Antenna polarity: Vertical

130
120
10
100
90
80

FCC PART15CCLASS B

FCC PART 15C CLASS B-PK Limit

70
60

Level[dBuWim]

FCi F’ARE 15C CLASS B-AV Limit

50
40

30

20
10

0

1G

26 3G 4G 6G 8G 18G
Frequency[Hz]

— PKLimit — AV Limit — Vertical PK — Vertical AV

1 2624962 56.47 4253 -13.94 T74.00 31.47 150 58 Vertical

2 4807 681 5324 4249 -10.75 74.00 31.51 150 107 Vertical

3 T209.421 53.96 49.95 -4.01 74.00 24.05 150 195 Vertical

4 9612.661 51.21 52.09 0.88 74.00 21.91 150 328 Vertical

5 10776.778 50.60 53.50 2.90 T74.00 20.50 150 36 Vertical

6 12009.901 48 90 5397 507 74.00 20.03 150 276 Vertical
Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

For 18GHz to 26GHz

Antenna polarity: Horizontal

130 FCC PART15C CLASS B

120
10
100

90

80 FCC PART 15C CLASS B-PK Limit
70

60 FCC PART 15C CLASS B-AV Limit
50 i : i i
A Ao A L A5, AN 3 PN B

Level[dBuv/m]

30
20
10

0 | ]
18G 20G 286G

Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV

1 19565.757 3779 43.89 6.10 74.00 3011 150 10 Horizontal
2 20192219 3841 44.49 5.08 74.00 29.51 150 300 Horizontal
3 21109.911 39.51 44.33 532 74.00 2917 150 110 Horizontal
4 22076.408 40.75 46.49 574 74.00 27.51 150 230 Horizontal
5 23307.731 40.16 45383 567 74.00 2817 150 100 Horizontal
6 24487.049 41.29 47.00 511 74.00 27.00 150 160 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit — Level
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616019R

Antenna polarity: Vertical

130 FCC PART 15 C CLASS B

120

110

100

90

= 8 FCC PART 15C CLASS B-PK Limit
2 70
m
=
T e FCC PART 15C CLASS B-AV Limit
[
&

50

5 MWWMMWMMWwMWWMJM
o oAU N Sy N S0 NNy NN PP
20

10

0 I i
18G 206 266G

Frequency[Hz]

— PKLimit — AV Limit — Vertical PK — Vertical AV

1 19168117 36.28 4417 5.89 74.00 29.83 150 130 Vertical
2 19972.997 38.16 4436 6.20 74.00 29.64 150 170 Vertical
3 21093.109 39.49 44 .81 532 74.00 29.19 150 280 Vertical
4 21897.990 40.93 46.58 565 74.00 27.42 150 100 Vertical
5 22686.069 41.28 46.85 557 74.00 27.15 150 320 Vertical
6 24444 644 41.16 46.83 567 74.00 2717 150 100 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level
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