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FCC 15.247 # Maximum peak conducted output power ~ Generic 0G9

hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:10:34

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 Maximum Peak Output Power Conducted FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp
EUT1

nom

nom

True | Freq [MHz] 902.4
True | Freq [MHz] 914.8
True | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/

00000001:00000001:00000000:00000110
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Test at TX 902.4 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.69 dBm INFO
TMHz/1MHz cond.
Ref. frequency 902.500 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.6911.88 |33
Start [MHz] | Stop [MHz] 901.650 | 903.150
RBW [MHZz] | VBW [MHZ] 1.000000 | 3.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 2001001001 | SWE
30.0 - ; 4Bm
28.0 -
26.0 —
24.0
220
g
S 200-
s
18.0 —
16.0 —
14.0 -
12.0 -
MHz {
10.0 — i i i i w w
901.80 902.00 902.20 902.40 902.80 903.00
Frequency
Peak output power
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Peak power - 24 19.77 dBm PASS
Frequency at peak - - 902.318 MHz INFO
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Testat TX914.8 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.15 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 914.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 241511933
Start [MHz] | Stop [MHz] 914.050]915.550
RBW [MHZz] | VBW [MHZ] 1.000000 | 3.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 2001001001 | SWE
30.0 - ; 4Bm
28.0 -
26.0 —
24.0
220
g
S 200-
s
18.0 —
16.0 —
14.0 -~
12.0 -
MHz {
10.0 — i i i \ w w
914.20 914.40 914.60 914.80 915.20 915.40
Frequency
Peak output power
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Peak power - 24 19.26 dBm PASS
Frequency at peak - - 914.697 MHz INFO
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Testat TX 927.6 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.52 dBm INFO
TMHz/1MHz cond.
Ref. frequency - - 927.700 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 23.5211.93 |32
Start [MHz] | Stop [MHz] 926.850 | 928.350
RBW [MHZz] | VBW [MHZ] 1.000000 | 3.000000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 2001001001 | SWE
30.0 - ; 4Bm
28.0 -
26.0 —
24.0
220
g
S 200-
s
18.0 —
16.0 —
14.0 -
12.0 -
MHz {
10.0 - T I T T T I
927.00 927.20 927.40 927.60 927.80 928.20
Frequency
Peak output power
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Peak power - 24 18.55 dBm PASS
Frequency at peak - - 927.519 MHz INFO

Verdict
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PASS
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FCC 15.247 # Bandwidth 99pct ~ Generic 0G9 hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:20:31

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 Bandwidth 99pct FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31
Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp

EUT1

nom

nom

True | Freq [MHz] 902.4
True | Freq [MHz] 914.8
True | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/
00000001:00000001:00000000:00000110
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Test at TX 902.4 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.70 dBm INFO
TMHz/1MHz cond.
Ref. frequency 902.400 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.7011.88|33
Start [MHZ] | Stop [MHz] 901.6501903.150
RBW [MHz] | VBW [MHZz] 0.006250 | 0.020000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501400 | 10001 | SWE

20.0 - § 4gm

10.0 -

0.0 -

10.0 -
3
£ 200 -
2

-30.0 -

-40.0 -

-50.0 —

MHz i
-600 o 1 1 1 1 1 1 1
901.80 902.00 902.20 902.40 902.60 902.80 903.00
Frequency
BW 99PCT

Plot: Bandwidth within Band
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20.0 -
10.0 -
0.0-
-10.0 -
-20.0 -

-30.0 -

-40.0 -

-50.0 —’

-60.0 -

Magnitude

-70.0 -

-80.0 -

-90.0 -
902.00

RESULT

T
904.00

advanced

T T
906.00 908.00

T T
910.00 912.00

T T
916.00 918.00

Frequency

BW within Band 99pct

T
920.00

T
922.00

T
924.00

MHz [}

T
926.00 928.00

DESCRIPTION
Bandwidth 99pct
T1 99pct

T2 99pct

LOWER LIMIT

902.000000

UPPER LIMIT

928.000000

MEASURED
285.919
902.2494
902.5353

UNIT
kHz

MHz
MHz

VERDICT
INFO
PASS
PASS
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Testat TX 914.8 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.13 dBm INFO
TMHz/1MHz cond.

Ref. frequency - - 914.700 MHz INFO
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 241311933

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZz]
Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm

10.0 -

-10.0 -

Magnitude
N
o
o
|

-30.0 -
-40.0 -
-50.0 -

-60.0 — ! ! !
914.20 914.40 914.60

Plot: Bandwidth within Band

914.0501915.550
0.006250 | 0.020000
POS | MAXH

501400 | 10001 | SWE

MHz [
1 1 1 1
914.80 915.00 915.20 915.40
Frequency

BW 99PCT
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20.0

{ dBm

10.0

0.0

-10.0

-20.0

@

o

o
1

-40.0

Magnitude

-50.0

-60.0

-70.0

-80.0

-90.0
902.00

RESULT

T
904.00

advanced

T T
906.00 908.00

T T
910.00 912.00

T
914.00

T
916.00

Frequency

BW within Band 99pct

T
918.00

T
920.00

T
922.00

T
924.00

MHz [}

T
926.00 928.00

DESCRIPTION
Bandwidth 99pct
T1 99pct

T2 99pct

LOWER LIMIT

902.000000

UPPER LIMIT

928.000000

MEASURED
286.181
914.6490
914.9352

UNIT
kHz

MHz
MHz

VERDICT
INFO
PASS
PASS
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Testat TX 927.6 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.51 dBm INFO
TMHz/1MHz cond.

Ref. frequency 927.500 MHz INFO
READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 23.5211.93 |32

Start [MHZ] | Stop [MHz]
RBW [MHz] | VBW [MHZz]
Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

20.0- 7 4Bm

10.0 -

-10.0 -

Magnitude
N
o
o
|

-30.0 -
-40.0 -
-50.0 -

-60.0 - 1 1 1
927.00 927.20 927.40

Plot: Bandwidth within Band

926.850 | 928.350
0.006250 | 0.020000
POS | MAXH

501400 | 10001 | SWE

MHz [{
I T I T
927.60 927.80 928.00 928.20

Frequency

BW 99PCT
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20.0 7 dBm
10.0
0.0

-10.0

-20.0 -

-30.0

-40.0

-50.0 \

-60.0

Magnitude

-70.0

-80.0

MHz [l

-90.0 - T T T T T T T T T T T T
902.00 904.00 906.00 908.00 910.00 912.00 914.00 916.00 918.00 920.00 922.00 924.00 926.00 928.00

Frequency

BW within Band 99pct

RESULT

DESCRIPTION
Bandwidth 99pct
T1 99pct

T2 99pct

Verdict

LOWER LIMIT

902.000000

UPPER LIMIT

928.000000

MEASURED
286.197
927.4491
927.7353

UNIT
kHz

MHz
MHz

VERDICT
INFO
PASS
PASS
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FCC 15.247 # Bandwidth 20dB ~ Generic 0G9 hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:22:59

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 Bandwidth 20dB FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp

EUT1

nom

nom

True | Freq [MHz] 902.4
True | Freq [MHz] 914.8
True | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/
00000001:00000001:00000000:00000110

cetecom advanced GmbH
Untertirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-9816-25-05-02_TR1-A201-R01

Release 1 - Page 15 of 51



cetecom

advanced

Test at TX 902.4 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Ref. power - - 19.71 dBm INFO

TMHz/1MHz cond.

Ref. frequency 902.500 MHz INFO

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 24.7111.88133

Start [MHZ] | Stop [MHz] 901.650 1 903.150

RBW [MHz] | VBW [MHZz] 0.006250 | 0.020000

Detector | TraceMode POS | MAXH

Sweep: time [ms] | count | points per Section | type 501400 | 10001 | SWE
00~ 4 dBm
10—
-2.0 % *
.30 —
4.0 -

e

S -50-

s
6.0 -
7.0-
_80 —
9.0 -

00 MHz
' 00226 90228 90230 90232 90234 90236 00238 90240 90242 90244 90246 90248 90250 90252
Frequency
BW 20dB
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&

MultiView =
Ref Level 24.71 d2m

Spectrum

CHifset 1.08 6B & RBW 6.25 kHz SGL

.Atl 34 = SWT S0ms & VBW 20kkrz  Mode Sweep Cnunl:-ll]D
: == . Mi[1] : 6 (ln
204 - Q02316 110 MH|
| | |l|
Il L
P AN
A |
-0
) / K-\
1 |“~
-2 JN. I'.‘I 'kL
- il
- ;.#”f M‘M
o
T il \""’W "*m Pl
e B ST
-
CF 9024 Mz 106001 pats 1 50,0 b/ Spean 1.5 MHx
ooy N S RGNS
FCC 15.247 # Bandwidth 20dB ~ Generic 0G9 hopp 20dB
20.0 4 dBm
10.0
0.0 -
Yok
-10.0
-20.0
S -30.0
5
< -40.0
-50.0
-60.0 -
-70.0
-80.0
MHz
-90.0 - T T T T T T T T T T T T
902.00 90400  906.00  908.00  910.00  912.00 91400 91600 91800  920.00 92200 92400  926.00  928.00
Frequency
BW within Band 20dB
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB 1500 286 kHz PASS
T120dB 902.000000 902.2439 MHz PASS
T2 20dB 928.000000 902.5296 MHz PASS
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Testat TX914.8 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 19.14 dBm INFO
TMHz/1MHz cond.
Ref. frequency 914.800 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 241411933
Start [MHZ] | Stop [MHz] 914.0501915.550
RBW [MHz] | VBW [MHZz] 0.006250 | 0.020000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501400 | 10001 | SWE

00~ 4 dBm

10—

2.0-

* *

.30 —

4.0 -
e
S -50-
s

6.0 -

7.0-

_80 —

9.0 -

00 MHz
' 901466 91468 91470 01472 91474 91476 01478 91480 91482 01484 91486 91488 01490 91492
Frequency
BW 20dB
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MultiView = Spectrum
Ref Level 24.14 dBm  Odfset 1,90 ¢B = REW 6.25kHz SGL
Att T3dL e EWI  S0ms ® VEW  20kMz  Mode Sweep Count 400,300
= " Mi[1] ! -|2 cln
2n ] GIA.717 810 Miiy
I f
LA
f\vwf HLK
0 A v
1 ! \
J i
f o
. I, "y
rl W Wl
-5 X !
A i
P
]
W
P m”"‘m’ﬂm«
-&
-m

CF 914.8 Mz 10001 pis 1500 kb f Spean 1.5 Mz
- e T

Date: 16.JIL.20ZE 0% 31:53

FCC 15.247 # Bandwidth 20dB ~ Generic 0G9 hopp 20dB

20.0 4 4Bm
10.0

0.0
* *
-10.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0 |

-70.0

-80.0

MHz [}
-90.0 -

T T T T T T T T T T T T
902.00 904.00 906.00 908.00 910.00 912.00 914.00 916.00 918.00 920.00 922.00 924.00 926.00 928.00

Frequency

BW within Band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB - 1500 286 kHz PASS
T120dB 902.000000 - 914.6437 MHz PASS
T2 20dB - 928.000000 914.9295 MHz PASS
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Testat TX 927.6 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Ref. power - - 18.52 dBm INFO
TMHz/1MHz cond.
Ref. frequency 927.600 MHz INFO
READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 23.5211.93 |32
Start [MHZ] | Stop [MHz] 926.850 | 928.350
RBW [MHz] | VBW [MHZz] 0.006250 | 0.020000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 501400 | 10001 | SWE
00~ 4 dBm
10—
2.0-
30, >
4.0 -
e
S -50-
s
6.0 -
7.0-
_80 —
9.0 -
00 MHz
' 92746 92748 92750 02752 927.54 927.56 92758 027.60 927.62 927.64 027.66 927.68 92770 927.72
Frequency
BW 20dB
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&

MultiView = Spectrum

Ref Level 23.52 dBm  OHfset 1.95 6B ® RBW 6.25kHz SGL
Att Tadl e EWI  SOms @ VEW  20kMz  Mode Sweep Count 400, 300
eep 100 B

Mifi] 16.78 dBm
977,517 310 MHz]

10 M- I' |[|
[ ,.;F""\J Iq{ﬂr\ M'UI ]\I'“'\_
=10 \.II
. A z; \“. i

p‘ W W |ll
-0 "f. “'\\*

Hh

- " g
WM;W“ ‘M"J‘W » m

CF 937.6 Mz 10001 pis 1500 kb f Spean 1.5 Mz
- e T

Date: 16.JIL.20ZE 0% 33:07

FCC 15.247 # Bandwidth 20dB ~ Generic 0G9 hopp 20dB

20.0 4 4Bm
10.0

0.0
* Kk
-10.0

-20.0

-30.0

Magnitude

-40.0

-50.0

-60.0 |

-70.0

-80.0

MHz [}

-90.0 - T T T T T T T T T T T T
902.00 904.00 906.00 908.00 910.00 912.00 914.00 916.00 918.00 920.00 922.00 924.00 926.00 928.00

Frequency

BW within Band 20dB

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Bandwidth 20dB - 1500 286 kHz PASS
T120dB 902.000000 - 927.4434 MHz PASS
T2 20dB - 928.000000 927.7293 MHz PASS
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Verdict
PASS
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FCC 15.247 # TX spurious conducted 20dBc ~ Generic 0G9 hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:26:40

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 TX Emissions conducted FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31
Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp

EUT1

nom

nom

True | Freq [MHz] 902.4
True | Freq [MHz] 914.8
True | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/
00000001:00000001:00000000:00000110
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Test at TX 902.4 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

20.0

UPPER LIMIT

MEASURED
19.72

902.400

UNIT
dBm

MHz

VERDICT
INFO

INFO

'dBm

10.0 -

0.0 —

-10.0 -

Magnitude
N
o
IS)
|

[

o

o
I

-40.0 -

-50.0 -

-60.0 —

-70.0 - T T I
1000.00 2000.00 3000.00

READ SA SETTINGS:

TX emissions

I I I
5000.00 6000.00 7000.00

Frequency

MHz [
I 1
9000.00 10000.00

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

19.7216.66 | 24
9755.000 | 10000.000
0.100000 | 0.300000
POS | MAXH
200401501 | SWE
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20.0 - 7 4Bm

10.0 —

0.0

-10.0 -

Magnitude
N
o
o
|

[

<

o
I

-40.0 -
-50.0 -
-60.0 —

800.00 820.00 840.00 860.0!

RESULT

T T T T
0 880.00 900.00 920.00 940.00

Frequency

TX emissions band zoomed

MHz [I
T T 1
960.00 980.00 1000.00

DESCRIPTION LOWER LIMIT

Reference @ 902.33 -
MHz

No peaks detected

Lowest margin to 0
limit 901.833 MHz

UPPER LIMIT MEASURED UNIT
- 19.59 dBm

- 37.36 dB

VERDICT
INFO

PASS
INFO
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Testat TX 914.8 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

20.0 -

UPPER LIMIT

MEASURED
19.15

914.700

UNIT
dBm

MHz

VERDICT
INFO

INFO

2oan
waBn

10.0 -

0.0~

-10.0 -

Magnitude
N
o
IS)
|

[

o

o
I

-40.0 -

-50.0 -

-60.0 -

-70.0 - T T I
1000.00 2000.00 3000.00

READ SA SETTINGS:

TX emissions

I I I
5000.00 6000.00 7000.00

Frequency

MHz [{
I 1
9000.00 10000.00

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

19.1516.66 | 23
9755.000 | 10000.000
0.100000 | 0.300000
POS | MAXH
200401501 | SWE
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20.0 - 7 4Bm

10.0 —

0.0 -

-10.0 -

Magnitude
N
o
o
|

[

<

o
I

-40.0 -
-50.0 -
-60.0 —

800.00 820.00 840.00 860.0!

RESULT

T T T T
0 880.00 900.00 920.00 940.00

Frequency

TX emissions band zoomed

MHz [I
T T 1
960.00 980.00 1000.00

DESCRIPTION LOWER LIMIT

Reference @ 914.67 —
MHz

No peaks detected

Lowest margin to 0
limit 1829.667 MHz

UPPER LIMIT MEASURED UNIT
- 19.03 dBm

- 41.23 dB

VERDICT
INFO

PASS
INFO
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Testat TX 927.6 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

20.0~ 5 4pm

MEASURED
18.52

927.600

UNIT
dBm

MHz

VERDICT
INFO

INFO

10.0 -

0.0 -

-10.0 -

Magnitude
N
o
IS)
|

[

o

o
I

-40.0 -

-50.0 -

-60.0 -

-70.0 -

READ SA SETTINGS:

I I I I
1000.00 2000.00 3000.00 4000.00

TX emissions

I I I
5000.00 6000.00 7000.00

Frequency

MHz [{
I 1
9000.00 10000.00

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

18.5216.66 |22
9755.000 | 10000.000
0.100000 | 0.300000
POS | MAXH
200401501 | SWE

cetecom advanced GmbH
Untertlirkheimer Str. 6-10, 66117 Saarbriicken

Document No. 1-9816-25-05-02_TR1-A201-R01

Release 1 - Page 28 of 51



cetecom

advanced

20.0 - 7 4Bm

10.0 —

0.0 -

-10.0 -

Magnitude
N
o
o
|

[

<

o
I

-40.0 -

-50.0 -

-60.0 -

MHz [l
-70.0 — 1 | T 1 1 1 1 1 T 1
800.00 820.00 840.00 860.00 880.00 900.00 920.00 940.00 960.00 980.00 1000.00

Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Reference @ 927.50 - — 18.37 dBm INFO
MHz

No peaks detected PASS

Lowest margin to 0 34.87 dB INFO
limit 928.167 MHz

Verdict

PASS
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FCC 15.247 # TX spurious conducted 20dBc ~ Generic 0G9 hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:54:17

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 TX Emissions conducted FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp

EUT1

nom

nom

True | Freq [MHz] 902.4
False | Freq [MHz] 914.8
False | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/
00000001:00000001:00000000:00000110
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Test at TX 902.4 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

200~y 4m

MEASURED UNIT
16.30 dBm

902.400 MHz

VERDICT
INFO

INFO

i

0.0 -

-10.0 -

N

©

o
1

Magnitude

[

o

o
I

-40.0 -
-50.0 -
-60.0 -

-70.0 T T T
890.00 895.00 900.00 905.00

READ SA SETTINGS:

I
910.00

I I I
915.00 920.00 925.00

Frequency

TX emissions

I
930.00

MHz [
I 1
935.00 940.00

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

16.3011.88 125
890.000 | 940.000
0.100000 | 0.300000
POS | MAXH
2001001501 | SWE
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20.0 - 7 4Bm

10.0 —

0.0-

-10.0 -

N

o

o
1

Magnitude

[

<

o
I

-40.0 —

-50.0 —

-60.0 —

MHz [l
-70.0 — 1 | T 1 1 1 1 1 T 1
800.00 820.00 840.00 860.00 880.00 900.00 920.00 940.00 960.00 980.00 1000.00

Frequency

TX emissions band zoomed

RESULT

DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Reference @ 902.47 — — 16.31 dBm INFO
MHz

No peaks detected PASS

Lowest margin to 0 29.99 dB INFO
limit 900.967 MHz

Verdict

PASS

cetecom advanced GmbH Document No. 1-9816-25-05-02_TR1-A201-R01
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FCC 15.247 # TX spurious conducted 20dBc ~ Generic 0G9 hopp

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 09:56:19

not enabled | not enabled
6.1.0.0

FCC 15.247 | NI

FCC 15.247 TX Emissions conducted FHSS

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Switch matrix,cetecom advanced GmbH,USM,D001,1.0.0

Test Parameter

Technology to test

EUT port

Temperature

Voltage

Frequency low to test
Frequency mid to test
Frequency high to test
Auto control enabled power supply | Climatic Box
Additional path loss [dB]
Full path type

Full path name

Switch bits

Generic 0G9 hopp

EUT1

nom

nom

False | Freq [MHz] 902.4
False | Freq [MHz] 914.8
True | Freq [MHz] 927.6
No | No

0

EUT_SA_GEN_SIG
EUT1.MP.SIG1/EUT1.SA/
00000001:00000001:00000000:00000110
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Testat TX 927.6 MHz

RESULT: Reference power cond.

DESCRIPTION LOWER LIMIT UPPER LIMIT

Ref. power - -
TMHz/1MHz cond.

Ref. frequency

200~y 4m

MEASURED
16.29

902.430

10.0 —

0.0 -

VERDICT
INFO

INFO

-10.0 -

Magnitude
N
o
IS)
|

[

o

o
I

-40.0 -
-50.0 -
-60.0 -

70.0 T T T T
890.00 895.00 900.00 905.00 910.00

READ SA SETTINGS:

I I I
915.00 920.00 925.00

Frequency

TX emissions

MHz [
I 1
935.00 940.00

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHz] | Stop [MHz]

RBW [MHZz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

16.2911.88 125
890.000 | 940.000
0.100000 | 0.300000
POS | MAXH
2001001501 | SWE
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20.0 - 7 4Bm

. M
v

-10.0 -

N

o

o
1

Magnitude

[

<

o
I

-40.0 —

-50.0 —

-60.0 —
MHz I
-70.0 — 1 | T 1 1 1 1 1 T 1
800.00 820.00 840.00 860.00 880.00 900.00 920.00 940.00 960.00 980.00 1000.00
Frequency
TX emissions band zoomed
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Reference @ 921.10 — — 16.06 dBm INFO
MHz
No peaks detected PASS
Lowest margin to 0 19.67 dB INFO

limit 928.133 MHz

Verdict

PASS
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NA # Hardcopy SA ~ Time of occupancy 10 s

References

TC start 16.07.2026 10:59:02

Ambit temp (test rack) [°C] | humidity [rel%)] not enabled | not enabled
System version 6.1.0.0

Standard | Version NA | NI

Method

Description Hardcopy spectrum analyzer
Information Time of occupancy 10 s
Equipment

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0011.88]39

Start [MHz] | Stop [MHZ] 902.400 | 902.400
RBW [MHZ] | VBW [MHz] 0.100000 | 1.000000
Detector | TraceMode POS | MAXH

Sweep: time [ms] | count | points per Section | type 12000010001 | SWE

MultiView * Spectrum -

Ref Level 30,00 d3m  Offset 1,26 ¢6 & RBW 100 kHz SGEL
AL 540 & SWT 12 = & VEYY 1Mz
TRG:VID
Lo 1Fk M
MI[1] 16.11 dBm
a0 2 0«1
1T€ B ITTT\?W%?'?'“LV e T B T T T N WY
| | T
i |
y
I
L f
£ CBit - =
1 | | | | | | | |
.- Q02,4 MHZ 100021 s 125
2 Marker Pealk List
> EwEIT 3 " e o100
e 3589600 = 16105 dBm &1 F ORS00 s 16,110 cBm
ey 4040600 5 16172 dBm 62 DEEE00 5 16.165 Bm
rasd 4.199600 & 16162 dBm 63 209600 5 16.173 cBm
=0 4240600 5 16,175 dBm 6 DALE00 5 16.109 Bm
3 4.499600 & 16111 dBm 65 Q599600 5 16,175 cBm
Er 40600 = 16,111 dBm 6 Q750600 5 16,168 &Bm
33 4799600 ¢ 16173 dEm &7 SO00END 5 16,172 dBm
k=S 4240600 = 16170 dBm .
moacy S e
Date: 16.AML.2026 11:0%:52
NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Time 0.000 ms INFO
Marker 1 Mag. 16.11 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Verdict

INFO

cetecom advanced GmbH Document No. 1-9816-25-05-02_TR1-A201-R01
Untertirkheimer Str. 6-10, 66117 Saarbriicken Release 1 - Page 37 of 51



cetecom

advanced

NA # Hardcopy SA ~ Time of occupancy single

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 11:03:04

not enabled | not enabled
6.1.0.0

NA | NI

Hardcopy spectrum analyzer

Time of occupancy single

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHZz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

MultiView * Spectrum

Ref Level 3000 d3m  Offser 122 B & REW
At 940 @ EWT L0 ms & VEW

30.0011.88(39
902.400 | 902.400
0.100000 | 1.000000
POS | MAXH
1010110001 | SWE

| B2

M1 1.34 dBm|
0=
zn I — S
5,722 940 s
" Wf
oz
n-dam- Fab— b N 0 DN
"
-2 S8
= B
e
-
TRG
g2
51
CF 9024 MHz 10001 pts 1.0 ms,
vaasuring... ERENENENL T ERLLE
Date: 16_AML.2A026 11:0%: 54

NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Time 0.000 ms INFO
Marker 1 Mag. 1.34 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Delta Marker 2 Time - 5.723 ms INFO
Delta Marker 2 Level - -0.607 dB INFO
Verdict

INFO
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NA # Hardcopy SA ~ Carrier frequency separation SET2_IDO

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 11:18:47

not enabled | not enabled
6.1.0.0

NA | NI

Hardcopy spectrum analyzer

Carrier frequency separation SET2_ID0

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0010]30
Start [MHz] | Stop [MHZ] 902.000 | 903.000
RBW [MHZ] | VBW [MHz] 0.1700000 | 0.100000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 11011001 | SWE

Ref Level 30,00 dBm & RBW 100kHz

A0 dt SWT L.0Lms
==l

VEW 100kHz Mode Sweep

2] 506 G
A1, 900 kHzl
" 11 1010 el
R PE 400 MHz
R e _ i PR O
L. N -
115050 2 - il i
__- B r \
. i,
o dim o == kS
-
../
=10 CBre L
o X
ey
)
I
|
W
0 dare
-4 cBiir
-5 B
= cBr
D020 Al 001 pts T00.0 ki) GO0 8

Date: 16.JTL.2026 11:2%5:37

weasuring... ([ NNENEEER S 1026-07-18

NA # Hardcopy SA ~

102837
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 902.250400 MHz INFO
Marker 1 Mag. 10.13 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Delta Marker 2 Freq. - 0.401900 MHz INFO
Delta Marker 2 Level - 0.526 dB INFO
Verdict

INFO
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NA # Hardcopy SA ~ Carrier frequency separation SET3_ID4

References

TC start 16.07.2026 11:20:20

Ambit temp (test rack) [°C] | humidity [rel%)] not enabled | not enabled

System version 6.1.0.0

Standard | Version NA | NI

Method

Description Hardcopy spectrum analyzer
Information Carrier frequency separation SET3_ID4
Equipment

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0010]30

Start [MHz] | Stop [MHZ] 908.000 | 910.000
RBW [MHZ] | VBW [MHz] 0.1700000 | 0.100000
Detector | TraceMode POS | MAXH

Sweep: time [ms] | count | points per Section | type 11011001 | SWE

MultiView * Spectrum -

Ref Level 30,00 dBm & RBW 100kHz
A0 4 SWT LOlms  WBW 100kHz  Mode Sweep

e

Gzli] 0,22 48]
FOET0 kHz
2 1L 953 dBe
GBS 00 MHZ
S N P I N —
M oz -,
11000
. 7 . 7
/ | |/ |
q \
0 dnn 4 h! y
.J‘
J
=10 CBre =
rl.'
P
_r{l ]
=210 GBI e
]
J0
il
0 dare
~ i
3 i
Bt
~E0) G-
= cBr
0.0 A 001 pts T00.0 Wz, D100 M

weasuring... ([ NNENEEER S 1026-07-18

11:22:10

Date: 16.JTL.2026& 11:27:10

NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 908.939000 MHz INFO
Marker 1 Mag. 9.83 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Delta Marker 2 Freq. - 0.395800 MHz INFO
Delta Marker 2 Level - 0.310 dB INFO
Verdict

INFO
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NA # Hardcopy SA ~ Carrier frequency separation SET4_ID10

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 11:17:18

not enabled | not enabled
6.1.0.0

NA | NI

Hardcopy spectrum analyzer

Carrier frequency separation SET4_ID10

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:
RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0010]30
Start [MHz] | Stop [MHZ] 926.000 | 928.000
RBW [MHZ] | VBW [MHz] 0.1700000 | 0.100000
Detector | TraceMode POS | MAXH
Sweep: time [ms] | count | points per Section | type 11011001 | SWE

Ref Level 30,00 dBm & RBW 100kHz

A0 dt SWT L.0Lms

e

VEW 100kHz Mode Sweep

2] 011 o
ADL,20 kHz|
a0 TN 1007 dlBir
G26.534 10 MHz
—— T M R Np— S [ ] -
™, - T o
. HLae = ./ = N
A \ |/ 7 NV
| Ll \
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=10 cBrrr
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[
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-0 g
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NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 926.534100 MHz INFO
Marker 1 Mag. 10.25 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Delta Marker 2 Freq. - 0.401200 MHz INFO
Delta Marker 2 Level - -0.317 dB INFO
Verdict

INFO
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NA # Hardcopy SA ~ Number of hopping channels SET2_IDO

References

TC start

Ambit temp (test rack) [°C] | humidity [rel%)]
System version

Standard | Version

Method

Description

Information

Equipment

16.07.2026 11:23:29

not enabled | not enabled
6.1.0.0

NA | NI

Hardcopy spectrum analyzer

Number of hopping channels SET2_ID0

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB]
Start [MHZ] | Stop [MHZz]
RBW [MHz] | VBW [MHZ]

Detector | TraceMode

Sweep: time [ms] | count | points per Section | type

MultiView * Spectrum

Ref Level 30,00 dBm & RBW 100kHz
- ARt I0dt SWT LOdms  WBW 100kHz  Mode Sweep

30.0010130
900.000 | 914.000
0.100000 | 0.100000
POS | MAXH
11011001 | SWE

| B2

Mi[1] 12

] GUE 2710 W]

o B o Bl B B M[E B R EOE B BB oW % o om @
Y f 'n'hlU i 'l';-\"a' VY "FP A

16 dBm|

- cBr -

a1
l.’
A [,

40 o8| 4
u"'—'{/ W,
=GB
0.0 paHzE 1001 pis 1.4 MHz, 9140 MHz
2 Marker Peak List

L 902315000 MHz 14.495 dEm 14 907517 000 MHz 14,319 cirn B

2 P02, 720000 MHZ 14,481 dBm 13 905063000 MHZ 149,200 cBm

3 £03.112000 MHz 14.475 dBm 16 905,31 5000 MHz 4,285 cBm

4 03517000 MRz 14.a6% dim 17 905, 7056000 MHZ 4,280 cBm

5 203,209 000 MHzZ 1d.d60 dEm i Q05112000 MHz 4.7 cBm

4 04, 315000 MHz 14450 dgm 19 Qx5 7050 MHz 4,277 cBm

7 204,706 000 MHZ 14.437 dBm 20 905,909 000 MHz 4.268 B

] 05112000 MHz 14 472 dim 21 Q10.315000 MHz 4,256 cbm

3 205.517 000 MHz 14405 dBm 2 910.720000 MHz 4.264 B

10 SO5, 909000 MHz 14.382 dBm 23 Q11112000 MHz 4,250 cBm

11 906.315000 MHz 14.371 dBm 24 911.517 000 MHz 4.248 cBm

12 6, 574000 MHz 14.342 dBm 25 911905000 MHz 4,233 Bm

13 207.112000 MHz 14.335 dBM

Date: 16.JIL.2026 11:30:1%

weasuring... [ NNENEEER S 1026-07-18

11:30:70
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 902.271000 MHz INFO
Marker 1 Mag. 13.46 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Verdict

INFO
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NA # Hardcopy SA ~ Number of hopping channels SET3_ID4

References

TC start 16.07.2026 11:25:09

Ambit temp (test rack) [°C] | humidity [rel%)] not enabled | not enabled

System version 6.1.0.0

Standard | Version NA | NI

Method

Description Hardcopy spectrum analyzer
Information Number of hopping channels SET3_ID4
Equipment

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0010]30

Start [MHz] | Stop [MHZ] 905.000 | 920.000
RBW [MHZ] | VBW [MHz] 0.1700000 | 0.100000
Detector | TraceMode POS | MAXH

Sweep: time [ms] | count | points per Section | type 11011001 | SWE

| B2

MultiView * Spectrum

Ref Level 30,00 dBm & RBW 100kHz
- ARt J0dt SWT LOLlms  WBW 100kHz  Mode Sweep

MI[1] 5475 dBm|

| r ) ‘:-. i 3" im, o [T Y ,’g _; ]’: }i,, b EL.I ﬂ". 3??4 22 SOSO00 ORI
P I T T s B 9R e P e g

i |

}
=210 cBrr- I"r llr'l

|
L

.-.N -1 _|rl T T" -A'\IJ '\-\'”
F o ol
=60 GBrr-
G050 MHE 1001 pts 1.5 Mz U200 HE

2 Marker Pealk List

1 203, 709000 MHz 14.271 dBm 14 9129020000 MHz 14,180 B
2 209,253 000 MHZ 14.312 dBm 15 914,31 3000 MHz 19,115 dBm
3 200, 518000 MHz 14.315 dBrm H 914868000 MHz 14,102 B
4 209,908 000 MHZ 14,307 dEm 17 913272000 MHz 19,161 dBm
3 210312000 MHz 14284 dBm 18 91551 2000 MHz 1d.108 B
] 210, 702000 MHz 14275 dBm 19 91591 7000 MHz 14117 cBm
7 211,106 000 MHz 14.271 dBm 20 915.321 000 MHz2 14,173 Brn
a Al 511000 MHz 14 LE7 dBm 21 914711 000 MHz 14,176 cBm
a 2911.216000 MHz 14174 dBm 22 917.115000 MHz2 14116 «Bm
10 12470000 MHz 14218 dim 23 91T ATO000 MHz 14,155 2Bm
11 912860000 MHz 14.201 dBm 24 917910000 MHz2 14.139 «Bm
12 13114000 MHz 14200 dBm 25 918314000 MHz 14,085 Bm
1z ‘213,519000 MHz 14,167 dEm
saasuring... |INNENEERN R
Date: 16.AL.2026 11:31:5%
NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 905.000000 MHz INFO
Marker 1 Mag. -51.85 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Verdict

INFO
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NA # Hardcopy SA ~ Number of hopping channels SET4_ID10

References

TC start 16.07.2026 11:27:10

Ambit temp (test rack) [°C] | humidity [rel%)] not enabled | not enabled

System version 6.1.0.0

Standard | Version NA | NI

Method

Description Hardcopy spectrum analyzer
Information Number of hopping channels SET4_ID10
Equipment

Signal analyzer,Rohde&Schwarz,FSW-50,1331.5003K50/101929,6.31

Test Parameter

Technology to test

READ SA SETTINGS:

RefLevel [dBm] | RefLevelOffset [dB] | InpAtt [dB] 30.0010]30

Start [MHz] | Stop [MHZ] 902.000 | 930.000
RBW [MHZ] | VBW [MHz] 0.1700000 | 0.100000
Detector | TraceMode POS | MAXH

Sweep: time [ms] | count | points per Section | type 11011001 | SWE

| B2

MultiView * Spectrum

Ref Level 30,00 dBm & RBW 100kHz
- ALt J0dt SWT LOT ms  WBW 100kHz  Mode Sweep
MI[1] Z20E dEm|
2{%' Iil' I‘L,_i.\ﬁ;,l Ijl,:i;. .L.I,si.\ll.t:f_ 5{ ,*I.I,Tlﬁl.f; 3%}. 'le.;wou HE
#L T |’.|'|'|"II'.'H|.'J"fL|"l'f"J||'F]'.'l'FII
T
| 1
.'?“L" l[.'l |
ol | ‘I
40 fBr— ! —
T i
0 BI\V\‘I I\—,— Inl - .n. LS N e Dt ™ ..Pl‘,l'\f -J[ v ! ﬂ‘m\r
-0 GEm
A0 MHE 1001 pts 2.8 Mz AL HE

2 Marker Pealk List

] D02, 462000 MHx 14,544 dBm 14 Q2E 105000 MHz 135971 <Bm
2 PUE 439000 MHZ 13514 dBm 13 923 497 000 MHz
3 S18.825000 MHz 1Z.458 dBm 16 924000000 MHz
4 19,103 000 MHZ 14115 dBm i 924 336000 MHz
3 219,457 000 hMHz 14118 dBrm 18 924 567 000 MHz
] WL Q30 000 MHz 14.114 dBm 1. 25 258000 MHz
7 S20.308 000 MH2 1Z.972 dBm 20 925 672000 MHz
8 WL ST 000 MHz 14.05% dBm 2l 25 A0 000 MHz
El = 000 MHz 14109 dBm 22 926 322000 MHz
10 S21L850000 MHz 14.065 dBm 23 Q26 TER 000 MHz
11 921902000 MHz 13962 dBm 24 927105000 MHz
12 A2, 462000 MHE 14.072 dBm 25 Q27,407 000 MHz
13 SE2.713000 MHz 14.07% dBm

weasuring... [ NNENEEER S 10206-07-18

11:34:00

Date: 16.JIL.2026& 11:34:00

NA # Hardcopy SA ~
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RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT
Marker Readout
Marker 1 Freq. 902.000000 MHz INFO
Marker 1 Mag. -31.96 DBM INFO
RESULT
DESCRIPTION LOWER LIMIT UPPER LIMIT MEASURED UNIT VERDICT

Delta Marker Readout

Verdict

INFO

- END OF DOCUMENT -
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