Manufacturer

Shenzhen Figette Intelligent Technology
Co., Ltd.

Address No. 12, Building 3, 3rd Floor, Jianlong
Street, Yuanshan Subdistrict, Longgang
District, Shenzhen City

Model DL10

Antenna type PCB antenna

Antenna Gain 2.00dBi for 2.4G

1.Test equipment and conditions:

1.1.Network Analyzer
Aglent 87530 Agilent 5071B
1.2.Communication test equipment

Agilent ESS15C  E&s  ChIWS00

1.3.Test system
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1.4.Matching circuit

2.Test Data:
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2.2 Efficiency

Passive Test For 2. 4G

Freqg Effi Effi Galn
(MHz) (%) (dB) (dBi)
2400 [19.51 7. 1 -0. 87
2410 [19.91 —7. 01 —0, 89
2420 [19.26 -7. 15 -1. 17
2430 [19.29 -7.15 -1. 28
2440 |18. 82 -7. 25 -0. 48
2450 19,85 =7, 02 0.19
2460 |21, 34 . 71 0. 76
2470 22,13 —£. 54 2. 00
2480 |23.2 —£. 34 1. 38
2490 [24.19 .16 1. 23
2000 (24,88 —5. 04 1.24




2.3.Directivity diagram

Phi 0 2D &: Phi 90 2D /& Theta 90 2D

3D 2400: 3D 2450: 3D 2500

3.Antenna drawing (mm) :
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