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® Operating Environment Description

< Working temperature: 0-45

4 Working humidity: 10%~90% without condensation

<+ Please use the standard adapter, otherwise it may cause no display, burning, or other
mechanical damage.

+ Please dispose of di: batteries in with local
Note: Please turn off the host and unplug the power cord, network cable, etc. connected to
the host during thunderstorm weather.
Choosing a suitable environment for the product helps ensure stable operation of the host

and can extend its lifespan.

Memory and SSD installation

First, remove the four screws from the base,
Then remove the bottom cover to install and
upgrade the memory and SSD.

® Product interface

Product specification sheet

CPU AMD Ryzen 7 Processors AMD Ryzen 5 Processors
0s Windows 11 Pro Windows 11 Pro
Memo Barebone/32G(2*16G) SO-DIMM Barebone/32G(2*16G) SO-DIMM
Y DDR5 5600MHz Dual Channel DDR4 3200MHz Dual Channel
SSD Barebone/1TB M.2 2280 PCIE4.0 SSD | Barebone/512GB M.2 2280 PCIE3.0 SSD
Display HDMI/DP/Type-C HDMI/DP/Type-C
Wireless Wi-Fi 6, Bluetooth 5.2 Wi-Fi 6, Bluetooth 5.2
/0 USB2.0 x2, USB3.2 x2 USB2.0x2, USB3.2 x2
LAN RJ45 X2(2X2.5GE) RJ45*2 (1*2.5GE,1*1GE)
Audio 3.5mm Audio Jack 3.5mm Audio Jack
DC Type-C 19V6.32A Type-C 19V3.42A

Optimizing Boot al and Power Settings

The Mini PC offers powerful control features that allow users to optimize boot performance and
power efficiency through BIOS settings. These adjustments not only impact the overall operation
of the server but also determine its performance levels.

Yo i y adjusting the

your server's power

following modes in the BIOS:

Minimal Power Mode:

Minimizes power consumption, ideal for tasks that require long operation times but low
performance.

Normal Mode:

Balances power consumption and system performance, perfect for everyday tasks and
general usage.

Performance Mode:

Maximizes system performance to handle high-load tasks.

Operation Path:

1. After starting the Mini PC, press the *“DEL** key to enter the BIOS interface.

2. Navigate to the **Advanced** tab and select the **Power Configuration** submenu.

3. Inside the submenu, you will find the **Power Configuration** option, where you can
modify the power settings to optimize your system's operation.

Name: Woksea Technologie Deutschland GmbH
Add: ichi str.9 D

Zip Code: 91126

Contact Person: Mao

Tel/Fax: +49 9122 9835684

E-mail: wokseaeu@gmail.com

Name: ERMENEGILDO SMART LIMITED

Add: 6 PROSPECT WAY ROYAL OAK INDUSTRIAL ESTATE DAVENTRY
NORTHAMPTONSHIRE UNITED KINGDOM NN11 8PL

Contact Person: Mihai Lambert

Tel/Fax: 00442037697376

E-mail: 1948mihai@gmail.com

Aiwotai Technology (Shenzhen) Co., Ltd.

A602-603, Jinfulai Building, Dabao Road, Xin'an Street, Baoan District, Shenzhen, Guangdong
Register your product and activate your warranty: https://awowtech.com/warranty

7X24 Hours Customer Service:support@awowtech.com
TEL:+1-(978)-605-4333(9:00AM-17:00PM EST)
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FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum 20cm distance between the radiator and your body: Use
only the supplied antenna.



