Instruction Manual

Spectrum Button Controller

Spectrum Button Controller is a round, high-performance lighting controller designed specifically

for all FLYFIRM bubble lamps and sensory light columns. With a 300mm diameter and 12cm height, this
sleek white plastic unit features five vibrant color buttons (red, yellow, blue, green, and white) and a
multi-color sound-reactive button with a hand icon for rainbow effects. A central dial knob allows

users to adjust the speed of lighting transitions for dynamic visual experiences.

The controller operates wirelessly and is powered by a rechargeable 5V battery. It takes about 4 hours
to fully charge, delivering up to 48 hours of continuous use on a single charge. The built-in USB port
makes recharging easy and convenient. Durable and intuitive, this device is perfect for sensory rooms,
therapy spaces, educational environments, or anywhere immersive lighting control is needed. It enables
users to interact with their surroundings through color, motion, and rhythm — making it a powerful tool
S for engagement and sensory development.
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Usage Notes

- Do not expose the controller to water, humidity, or extreme heat.

- Always use the included USB cable and a certified 5V adapter for charging.

- Avoid pressing multiple buttons simultaneously to ensure proper signal transmission.

- Keep the controller within a 10-meter range of the target lighting devices for stable wireless control.
- When not in use for extended periods, power off the controller and store itin a dry place.

- Do not disassemble the device or attempt to modify its internal components.

Troubleshooting

1. No Response from Lights:
— Ensure the controller is fully charged.
— Check the distance between the controller and the light fixtures. Stay within 10 meters. e ;
— Make sure the lighting devices are powered on and paired with FLYFIRM receivers.

2. Buttons Not Working Properly:
— Recharge the controller if the battery is low.
— Avoid pressing multiple buttons simultaneously.
— Try restarting the controller by powering it off and back on.

3. Color Doesn’t Match Button Pressed:
— Turn the controller off, wait a few seconds, and restart.
— Check if the lighting device supports the selected color mode.

4. Speed Dial Not Changing Lighting Speed:

— Ensure the controlleris in a dynamic mode (e.g. rainbow or multicolor).
— Gently rotate the knob; avoid applying excessive force.
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FCC WARNING

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If
this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.

Note: The Grantee is not responsible for any changes or modifications not expressly
approved by the party responsible for compliance. such modifications could void the user's
authority to operate the equipment.

The device has been evaluated to meet general RF exposure requirement.

This equipment complies with FCC's RF radiation exposure limits set forth for an uncontrolled
environment. This device and its antenna(s) must not be co-located or conjunction with any
other antenna or transmitter.
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