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Purpose of this guide :

This guide will explain how the BNP_Screen device can be controlled for testing 
purposes. 
This device usually controls AC motors but we have chusen to replace these by 
an equivalent load of light bulbs because of shipping weight.

Setup:
 
The setup contains the following items: (See images below)	
1.	 BNP Screen device
2.	 Twist Gateway with USB C cable
3.	 3 pin AC power cable with plug
4.	 4 pin connector cable with lightbulbs 

Please connect the 4 pin connector cable to 1 of the 3 matching connectors on 
the BNP Screen device. 

Please connect the 3 pin connector cable to the matching connector on the BNP 
Screen device. 

Plugin a ethernet cable into the Twist Gateway and connect to the internet. 

Plug USB C cable into Twist Gateway. Connect USB cable to USB power supply 
(5V). 

Power both the Twist Gateway and BNP Screen Device by connecting them to 
the grid power.
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USB 5V 2A

Connect to  
ethernet

Connect 3pins 
connector

Connect 4pins 
connector to 1 of 

the 3 channels

1x BNP_Screen 1x Gateway

Explenation:
 
The BNP Screen Device can be controlled over the internet. The Twist Gateway 
is connected to the internet and receives the control signals from the GUI in the 
web browser.

The Twist Gateway sends these signals over the Twist network (2.4GHz) to con-
trol one or more outputs of the BNP Screen device. We already setup a pre-made 
network between the BNP Screen device and the Twist Gateway for this test.

In this case the lightbulbs will be controlled instead of an AC motor.



1.	 Go to the website: https://portal-staging.twist-innovation.com 
 
 
 
 
 
 
 
 
 
 
 
 
 

2.	 Log in with the following credentials: Email: TWCertification@hotmail.com 
PW: TWCert1f1cat1on!! 
 
 
 
 
 
 
 
 
 
 

3.	 navigate to Installations 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4.	 Find the correct Isntallation by pressing “view details” next to Certification
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Instructions:



You can control the SCREEN outputs by pressing the buttons or adjusting the slider
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FCC Statement 

NOTE: This equipment has been tested and found to comply with the limits for 
a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or more of 
the following measures: 

- Reorient or relocate the receiving antenna. 
- Increase the separation between the equipment and receiver. 
-Connect the equipment into an outlet on a circuit different from that to which 
the receiver is connected. 
-Consult the dealer or an experienced radio/TV technician for help 

Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment. 

This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: 
(1) this device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause 
undesired operation. 

FCC RF Exposure Statement: 
This equipment complies with FCC radiation exposure limits set forth for an 
uncontrolled environment. This equipment shall be installed and operated 
with minimum distance 20cm between the radiator & body. 


