= Shenzhen BANTEK Testing Co., Ltd.
. EK Report No.: BTEK260714004A02E0101

RF Test Report

For BTEK260714004A02E01

Project No.: BTEK260714004A02E0101
Product Description: LiFePO4 Battery

Test Conditions: 22.4°C, 58%, 100.7kPa
Test Engineer: Milo

Test Date: 2026-08-12
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= Shenzhen BANTEK Testing Co., Ltd.
EK Report No.: BTEK260714004A02E0101

Test Summary

Item Result
Duty Cycle Pass
Bandwidth Pass
Maximum Conducted Output Power Pass
Maximum Power Spectral Density Pass
Unwanted Emissions In Non-restricted Frequency Bands Pass
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TEK

1. Duty Cycle
1.1 Test Result

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

1.1.1 Ant1
Ant1
Mode > Frequency T on Period Duty Cycle Duty Cycle Max. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2402 0.407 0.625 65.12 1.86 0.04
1™ SISO 2440 0.407 0.625 65.12 1.86 0.04
2480 0.407 0.625 65.12 1.86 0.00
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

1.2 Test Graph

1.2.1 Ant1
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

Level (dBm)
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= Shenzhen BANTEK Testing Co., Ltd.
EK Report No.: BTEK260714004A02E0101
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2. Bandwidth

2.1 Test Result

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

2.1.1 OBW
TX Frequency 99% Occupied Bandwidth (MHz) .
Mode Type (MHz) ANT Result Limit Verdict
2402 1 1.027 / Pass
1™ SISO 2440 1 1.026 / Pass
2480 1 1.027 / Pass
2.1.2 6dB BW
X Frequency 6dB Bandwidth (MHz) .
Mode Type (MHz) ANT Result Limit Verdict
2402 1 0.672 >=0.5 Pass
™M SISO 2440 1 0.672 >=0.5 Pass
2480 1 0.681 >=0.5 Pass

Page 7 /29
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2.2 Test Graph

2.2.1 OBW
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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Shenzhen BANTEK Testing Co., Ltd.

[ ]
EK Report No.: BTEK260714004A02E0101
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2.2.2 6dB BW
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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TEK

Shenzhen BANTEK Testing Co., Ltd.

3. Maximum Conducted Output Power

3.1 Test Result

Report No.: BTEK260714004A02E0101

3.1.1 Power
TX Frequency Maximum Peak Conducted Output Power (dBm) .
Mode Type (MHz) ANT1 Limit Verdict
2402 1.13 <=30 Pass
™M SISO 2440 1.13 <=30 Pass
2480 1.75 <=30 Pass
Note1: Antenna Gain: Ant1: 2.01dBi;
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

3.2 Test Graph

3.2.1 Power

1M_LCH_2402MHz_Ant1_NTNV

20

Ant: Ant1

CENT: 2402 MHz

Span: 3 MHz

RBW: 1 MHz

10 A VBW: 3 MHz

Detector: Peak

1 TraceType: MAX Hold

AverageCount: 1

0 SweepPoint: 1001

weepTime: 1 ms

S Tl 1

Sweep: Continue

AverageType: RMS

Power: 1.13dBm

Maker

1.2402.015 MHz
1.13dBm

Level (dBm)
8

-40 A

—— Trace

=80 T T T T T T T T T
2400.5 2403.5

Frequency (MHz)

2026-08-12 19:20:00

1M_MCH_2440MHz_Ant1_NTNV

Page 15/ 29



TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

Level (dBm)
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

4. Maximum Power Spectral Density

4.1 Test Result

411 PSD
TX Frequency Maximum PSD (dBm) .
Mode Type (MHz) ANT1 Limit(dBm/3kHz) Verdict
2402 0.59dBm/100kHz <=8 Pass
™ SISO 2440 0.22dBm/100kHz <=8 Pass
2480 0.99dBm/100kHz <=8 Pass
Note1: Antenna Gain: Ant1: 2.01dBi;
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

4.2 Test Graph
4.2.1 PSD
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TEK

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

Level (dBm)
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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= Shenzhen BANTEK Testing Co., Ltd.
EK Report No.: BTEK260714004A02E0101

5. Unwanted Emissions In Non-restricted Frequency Bands

5.1 Test Result

5.1.1 Ref
X Frequency Level of Reference
Mode Type (MHz) ANT (dBm)
2402 1 0.54
™ SISO 2440 1 0.50
2480 1
5.1.2 CSE
X Frequency Level of Reference Limit .
Mode Type (MHz) ANT (dBm) (dBm) Verdict
2402 1 1.04 -18.96 Pass
1™ SISO 2440 1 1.04 -18.96 Pass
2480 1 1.04 -18.96 Pass
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5.2 Test Graph

5.2.1 Ref

Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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5.2.2 CSE
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101
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Shenzhen BANTEK Testing Co., Ltd.

Report No.: BTEK260714004A02E0101

1M_HCH_2480MHz_Ant1_NTNV

20 Ant: Ant1
Start: 30 MHz
Stop: 25 GHz
RBW: 100 kHz
10 1 VBW.: 300 kHz
Detector: Peak
1 TraceType: MAX Hold
¢ SweepPoint: 30001
04 SweepTime: 2.39 s
Sweep: Continue
Limit=-18.96 dBm
=10 1 Maker
1.2480.389 MHz
0.08 dBm
2.24736.150 MHz
-20 -58.58 dBm
-30
-40
-50
2
-60
=70
—— Trace
— Limit
-80
30.0 25000.0

Frequency (MHz) 2026-08-12 19:17:10

Page 29/ 29




	1. Duty Cycle
	1.1 Test Result
	1.1.1 Ant1

	1.2 Test Graph
	1.2.1 Ant1


	2. Bandwidth
	2.1 Test Result
	2.1.1 OBW
	2.1.2 6dB BW

	2.2 Test Graph
	2.2.1 OBW
	2.2.2 6dB BW


	3. Maximum Conducted Output Power
	3.1 Test Result
	3.1.1 Power

	3.2 Test Graph
	3.2.1 Power


	4. Maximum Power Spectral Density
	4.1 Test Result
	4.1.1 PSD

	4.2 Test Graph
	4.2.1 PSD


	5. Unwanted Emissions In Non-restricted Frequency Bands
	5.1 Test Result
	5.1.1 Ref
	5.1.2 CSE

	5.2 Test Graph
	5.2.1 Ref
	5.2.2 CSE



