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GENERAL INFORMATION

Product Description for Equipment under Test (EUT)

Applicant:

Quanzhou WeiLuoSai Electronics Co., Ltd.

Product Name:

Room 1903, Unit 1, Building 1, Linghaiyuan, No. 50, Quannan Road, Fengze
District, Quanzhou City, Fujian Province

Tested Model:

W9

Power Supply:

DC 5V from adapter DC 3.7V from battery

Maximum Output Power:

462 MHz Main Channels: 26.71dBm (Conducted)
462 MHz interstitial channels: 26.70dBm (ERP)
467 MHz Main Channels: 26.89dBm (Conducted)
467 MHz interstitial channels: 26.82dBm (ERP)

Modulation Mode: FM
Channel Spacing: 12.5kHz
EUT Received Status: Good
Note:

1. All measurement and test data in this report was gathered from production sample serial number:
34X2-8 (Assigned by the BACL (Xiamen). The EUT supplied by the applicant was received on 2025-07-28).

Antenna Information

Antenna Type Antenna Connector Input(g?f;g;i ance /Fr’tgfél&@(f}ggge
Spring Integral 30 > 11562(1—]431162(3(1)\/1(11?2(1 g
Objective

This test report is prepared for Quanzhou WeiLuoSai Electronics Co., Ltd. in accordance with Part 2 and
Part 95, Subpart E of the Federal Communication Commissions rules.

Test Methodology

All tests and measurements indicated in this document were performed in accordance with Part 95 Subpart
E of the Federal Communication Commissions rules with ANSI C63.26:2015, American National
Standard for Compliance Testing of Transmitters Used in Licensed Radio Services.
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Report No.: 2506U30712E-RF-01

Measurement Uncertainty

Item Ulab
9kHz~150kHz 2.82dB
150kHz~30MHz 2.74 dB
Unwanted Emissions, radiated 30MHz~200MHz 3.47 dB
200MHz~1GHz 4.86 dB
1GHz~6GHz 4.88 dB
Occupied Channel Bandwidth 2%
RF output power, conducted 1.49 dB
Unwanted Emissions, conducted 2.92 dB
Temperature 1°C
Humidity 5%
DC and low frequency voltages 0.4%
Duty Cycle 1%
Frequency Error(RF Frequency) 0.085x10°
Audio Frequency 2%
Modulation Limiting 1.01%

Test Facility

The test site used by Bay Area Compliance Laboratories Corp. (Xiamen) to collect test data is located on
Unit 102, No. 902 Meifeng South Road, Binhai West Avenue, Science and Technology Innovation Park,

Torch High tech Zone XiaMen.

Bay Area Compliance Laboratories Corp. (Xiamen) Lab is accredited to ISO/IEC 17025 by A2LA
(Certificate Number: 7134.01) and the lab has been recognized as the FCC accredited lab under the KDB

974614 D01, the FCC Designation No. : CN1384.

FCC Part 95
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Report No.: 2506U30712E-RF-01

SYSTEM TEST CONFIGURATION

Test Mode and Voltage

The system was configured for testing in a typical mode (as normally used by a typical user).

Test mode:

Transmitting

Test voltage:

DC 3.7V from Battery

Description of Test Configuration

The EUT was configured for testing in an engineering mode which was provided by the manufacturer.

Channel Type glli?:l:l:: F?ﬁ‘g;cy Channel Type gﬁ?;l;:: Fr(ele\(/][lll_lezl;cy
1 462.5500 1 467.5500
2 462.5750 2 467.5750
3 462.6000 3 467.6000
462 MHz Main 4 462.6250 467 MHz Main 4 467.6250
Channels 5 462.6500 Channels 5 467.6500
6 462.6750 6 467.6750
7 462.7000 7 467.7000
8 462.7250 8 467.7250
1 462.5625 1 467.5625
2 462.5875 2 467.5875
462 MHz 3 462.6125 467 Mz 3 467.6125
Interstitial 4 462.6375 Interstitial 4 467.6375
Channels 5 462.6625 Channels 5 467.6625
6 462.6875 6 467.6875
7 462.7125 7 467.7125
Per C63.26-2015, section 5.1, the above frequencies in bold were performed the test.
% The voltage range below was declared by manufacturer.
EUT Operation Voltage(DC/V):
Lowest: 3.25 Normal: 3.7 Highest: 4.25

Equipment Modifications

No modification was made to the EUT tested.

FCC Part 95
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Support Equipment List and Details

Manufacturer Description Model Serial Number
/ / / /
External I/0 Cable
Cable Description Length(m) From Port To
/ / / /
Block Diagram of Test Setup
For Radiated Emissions(Below 1GHz):
Tumtable R )
2m Dizmeter T

] EUT

80cm high nea~coaductive suppon

-
|

AN ]

1.6 Meter

L
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Report No.: 2506U30712E-RF-01

For Radiated Emissions(Above 1GHz):
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For RF Conducted:

RF Commumnications

EUT

test set

Attenuator

Spectrum

Analyzer
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Report No.: 2506U30712E-RF-01

SUMMARY OF TEST RESULTS

FCC Rules Description of Test Results
§2.1055(d), §95.1765 GMRS Frequency Accuracy Compliant
§2.1046, §95.1767 RF Output Power Compliant
§95.1771 GMRS emission types Compliant
§2.1049, §95.1773, §95.1779 GMRS Authorized ]s/[aall(li{WMth and Emission Compliant
§2.1047, §95.1775 GMRS modulation requirements Compliant
§2.1051,§95.1779 GMRS unyvapted emissions 111’1’11t.S- Spurious Compliant

emissions at antenna terminals

§2.1053, §95.1779 GMRS unwanted emissions limits- Radiated Compliant

Spurious emissions

FCC Part 95
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Report No.: 2506U30712E-RF-01

TEST EQUIPMENT LIST
Test Equipment Manufacturer Model N?:i:]il?‘ler Cali;);‘:l:ion Cl;gglg;itzn
Radiated Emissions
Hybrid Antenna Sunol Sciences JB6 A122022-5 2023/07/27 2026/07/26
Amplifier Sonoma 310B 120903 2025/02/20 2026/02/19
EMI Test Receiver Rohde & Schwarz ESR 103103 2025/02/20 2026/02/19
Coaxial Cable XINHANGWEIBO XH400T-N-4M CC002 2025/02/20 2026/02/19
Coaxial Cable XINHANGWEIBO XH460B-N-2M CCO006 2025/02/20 2026/02/19
Coaxial Cable XINHANGWEIBO | XH460B-N-12M CC007 2025/02/20 2026/02/19
Spectrum Analyzer Rohde & Schwarz FSU 100405 2025/02/20 2026/02/19
Horn Antenna EMCO 3115 9002-3355 2024/11/19 2027/11/18
Preamplifier GLOBAL 1313-A100M18G 4121301 2025/01/16 2026/01/15
Coaxial Cable XINHANGWEIBO XHS00A-N-6M CC003 2025/02/20 2026/02/19
Coaxial Cable XINHANGWEIBO XHS00A-N-1M CCO005 2025/02/20 2026/02/19
Dipole Antenna COM-POWER 3121C 9209-860 N/A N/A
Double Ridge Guide A.H.Systems SAS-571 1980 2023/07/28 2026/07/27
Horn Antenna
Ng."mvlv*g ¢ Analog Agilent N5181A MY48180319 | 2025/02/20 2026/02/19
1gnal Generator
Band Elinination | i Microwave Doaseo | 240316022 | 202502120 | 2026/02/19
RF Conducted Test
Spectrum Analyzer Rohde & Schwarz FSU 26 200199 2025/04/13 2026/04/12
Coaxial Cable WEIHE WH316 RFCC002 Each time Each time
Attenuator chIffrZElﬁn 300-WA-FFN-30 | 1172435 2025/02/20 | 2026/02/19
DC Power Supply MAISHENG MS-606DS 1027453694 N/A N/A
Multimeter deli DL8490 23930192 2025/02/20 2026/02/19
RE Cort‘:s‘:‘;‘:t"aﬁons HP 8920A 3524A07202 | 2025/04/13 2026/04/12
constant temperature
and humidity testing BACL BTH-150 30211 2025/02/20 2026/02/19
machine

Statement of Traceability: Bay Area Compliance Laboratories Corp. (Xiamen) attests that all calibrations have been
performed in accordance to requirements that traceable to National Primary Standards and International System of

Units (SI).

FCC Part 95
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Bay Area Compliance Laboratories Corp. (Xiamen) Report No.: 2506U30712E-RF-01
FCC §2.1055(D), §95.1765 - GMRS FREQUENCY ACCURACY

Applicable Standard
FCC §95.1765

Each GMRS transmitter type must be designed to comply with the frequency accuracy requirements in this
section under normal operating conditions. Operators of GMRS stations must also ensure compliance with
these requirements.

(a) The carrier frequency of each GMRS transmitter transmitting an emission with an occupied bandwidth
greater than 12.5 kHz must remain within 5 parts-per-million (ppm) of the channel center frequencies
listed in §95.1763 under normal operating conditions.

(b) The carrier frequency of each GMRS transmitter transmitting an emission with an occupied bandwidth
of 12.5 kHz or less must remain within 2.5 ppm of the channel center frequencies listed in §95.1763 under
normal operating conditions.

EUT Setup Block Diagram

it | ——
Ll

-

Spectrum Analyzer Attenmator
DC Power
Supply
TEMPE&EHUMI Test
Multimeter Chamber

Test Procedure

C63.26-2015, Clause 5.6

Frequency stability is a measure of the frequency drift due to temperature and supply voltage variations,
with reference to the frequency measured at +20 °C and rated supply voltage. The operating carrier
frequency shall be set up in accordance with the manufacturer’s published operation and instruction
manual prior to the commencement of these tests. No adjustment of any frequency determining circuit
element shall be made subsequent to this initial set-up. Frequency stability is tested:

a) At 10 °C intervals of temperatures between —30 °C and +50 °C at the manufacturer’s rated supply
voltage, and

b) At +20 °C temperature and +15% supply voltage variations. If a product is specified to operate over a
range of input voltage then the —15% variation is applied to the lowermost voltage and the +15% is applied
to the uppermost voltage. During the test all necessary settings, adjustments and control of the EUT have
to be performed without disturbing the test environment, i.e., without opening the environmental chamber.
The frequency stabilities can be maintained to a lesser temperature range provided that the transmitter is
automatically inhibited from operating outside the lesser temperature range. For handheld equipment that
is only capable of operating from internal batteries and the supply voltage cannot be varied, the frequency
stability tests shall be performed at the nominal battery voltage and the battery end point voltage specified
by the manufacturer. An external supply voltage can be used and set at the internal battery nominal voltage,

FCC Part 95 Page 12 of 57




Bay Area Compliance Laboratories Corp. (Xiamen) Report No.: 2506U30712E-RF-01

and again at the battery operating end point voltage which shall be specified by the equipment
manufacturer.

If an unmodulated carrier is not available, the mean frequency of a modulated carrier can be obtained by
using a frequency counter with gating time set to an appropriately large multiple of bit periods (gating time
depending on the required accuracy). Full details on the choice of values shall be included in the test report.

Test Data
Test Mode: Transmitting Test Engineer: Lucas Lin
Test Date: 2025-07-29 Test Result: Pass
Environment Conditions:
Relative
Temperat(‘ffgj 23.6 Humidity: | 53 ATM Pres(gz)' 100.1
(%)
Please refer to below tables.
Test Temperature Voltage Measured Frequency limit
Frequency (C) (Va) Frequency Error (ppm)
(MHz) ¢ (MHz) (ppm)
-30 3.7 462.6247271 -0.59 <25
-20 3.7 462.6247872 -0.46 <25
-10 3.7 462.6248103 -0.41 <25
0 3.7 462.6248520 -0.32 <25
10 3.7 462.6248843 -0.25 <25
462.625 20 3.7 462.6249359 -0.14 <25
30 3.7 462.6248658 -0.29 <25
40 3.7 462.6248011 -0.43 <25
50 3.7 462.6247456 -0.55 <25
20 3.25 462.6248242 -0.38 <25
20 4.25 462.6248018 -0.43 <25
FCC Part 95 Page 13 of 57




Bay Area Compliance Laboratories Corp. (Xiamen)

Report No.: 2506U30712E-RF-01

Test(FNIE;]zl;ency Teml()%')ature V(({}:lacg)e 11:\:23?]‘;11‘1 ecc;r Frgz‘ll{s;lcy (ggll:)
(MHz) (ppm)

-30 3.7 462.6372548 -0.53 <25

-20 3.7 462.6372827 -0.47 <25

-10 3.7 462.6373194 -0.39 <25

0 3.7 462.6373566 -0.31 <25

10 3.7 462.6373936 -0.23 <25

462.6375 20 3.7 462.6374359 -0.14 <25

30 3.7 462.6373701 -0.28 <25

40 3.7 462.6373198 -0.39 <25

50 3.7 462.6372594 -0.52 <25

20 3.25 462.6373332 -0.36 <25

20 4.25 462.6373285 -0.37 <25
Test(Fl;/liglzl;ency Tem[()%')ature V(({}:lac%e xz:zl;’li(; Frgg;::cy (gg‘;:)

(MHz) (ppm)

-30 3.7 467.6247147 -0.61 <25

-20 3.7 467.6247568 -0.52 <25

-10 3.7 467.6247989 -0.43 <25

0 3.7 467.6248271 -0.37 <25

10 3.7 467.6248550 -0.31 <25

467.625 20 3.7 467.6249359 -0.14 <25

30 3.7 467.6248363 -0.35 <25

40 3.7 467.6247895 -0.45 <25

50 3.7 467.6247288 -0.58 <25

20 3.25 467.6248083 -0.41 <25

20 4.25 467.6247989 -0.43 <25
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Report No.: 2506U30712E-RF-01

Test(FNIE;]zl;ency Teml()%')ature V(({}:lacg)e 11:\:23?]‘;11‘1 ecc;r Fr::(z}:s;lcy (l;g];:)
(MHz) (ppm)

-30 3.7 467.6372334 -0.57 <25

-20 3.7 467.6372708 -0.49 <25

-10 3.7 467.6372942 -0.44 <25

0 3.7 467.6373410 -0.34 <25

10 3.7 467.6373691 -0.28 <25

467.6375 20 3.7 467.6374359 -0.14 <25
30 3.7 467.6373971 -0.22 <25

40 3.7 467.6373176 -0.39 <25

50 3.7 467.6372568 -0.52 <25

20 3.25 467.6373176 -0.39 <25

20 4.25 467.6373363 -0.35 <25

Note: the voltage range was declared by manufacturer.

FCC Part 95
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FCC §2.1046, §95.1767 -RF OUTPUT POWER

Applicable Standard

FCC §95.1767

This section contains transmitting power limits for GMRS stations. The maximum transmitting power
depends on which channels are being used and the type of station.

(a) 462/467 MHz main channels. The limits in this paragraph apply to stations transmitting on any of the
462 MHz main channels or any of the 467 MHz main channels. Each GMRS transmitter type must be
capable of operating within the allowable power range. GMRS licensees are responsible for ensuring that
their GMRS stations operate in compliance with these limits.

(1) The transmitter output power of mobile, repeater and base stations must not exceed 50 Watts.
(2) The transmitter output power of fixed stations must not exceed 15 Watts.

(b) 462 MHz interstitial channels. The effective radiated power (ERP) of mobile, hand-held portable and
base stations transmitting on the 462 MHz interstitial channels must not exceed 5 Watts.

(c) 467 MHz interstitial channels. The effective radiated power (ERP) of hand-held portable units
transmitting on the 467 MHz interstitial channels must not exceed 0.5 Watt. Each GMRS transmitter type
capable of transmitting on these channels must be designed such that the ERP does not exceed 0.5 Watt.

Test Setup Block Diagram

Afttenuator

Spectrum Analyzer

Note: The Insertion loss of the RF cable, Attenuators was offset into the Spectrum Analyzer.

Test Procedure
C63.26-2015, Clause 5.2.3.3

This procedure can be used to measure the peak power in either a CW-like or noise-like narrowband RF
signal. The measurement instrument must have a RBW that is greater than or equal to the OBW of the
signal to be measured and a VBW >3 x RBW.

a) Set the RBW > OBW.

b) Set VBW >3 x RBW.

¢) Set span >2 x OBW.

d) Sweep time > 10 X (number of points in sweep) x (transmission symbol period).
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e) Detector = peak.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.
h) Use the peak marker function to determine the peak amplitude level

ERP=Conducted Output Power+ Antenna Gain (dBd)

Test Data
Test Mode: Transmitting Test Engineer: Lucas Lin
Test Date: 2025-07-29 Test Result: Pass
Enviroment Conditions:
Relative
Temperat(‘fgj 23.6 Humidity: | 53 ATM Pres(i“;z)' 100.1
(%)
Please refer to below table:
Conducted
Test Frequency Conducted Output Power ERP ERP
Test Bands Output power N Limit
(MHz) (dBm) Limit (dBm) (Bm)
(dBm)

462 MHz Main 462.625 26.71 <47.00 26.71 /
462 MHz 462.6375 26.70 / 26.70 <37.00
interstitial

467 MHz Main 467.625 26.89 <47.00 26.89 /
467 MHz 467.6375 26.82 / 26.82 <27.00
interstitial

ERP=Conducted Output Power+ Antenna Gain(dBd)
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462.6250 MHz

® *RBW 100 kHz Marker 1 [T1
VBW 300 kHz .71 dBm

Ref 49.5 dBm *Att 30 dB SWT 2.5 ms 62.625000000 MHz
offfet 31 |dB
- [ 2]
L,
L
20 \
10
/ \ o8
-1
-20
-30
-4
-50
Center 462.625 MHz 100 kHz/ Span 1 MHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 29.JUL.2025 18:46:52

462.6375 MHz

® *RBW 100 kHz
VBW 300 kHz

Ref 49.5 dBm *Att 30 dB SWT 2.5 ms
Offset 31 |dB
40 [ 2]
30
L
2
10 / \
/ \ 308
- /
W \““w/ L)
]
-40
-50
Center 462.6375 MHz 100 kHz/ Span 1 MHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 29.JUL.2025 18:46:36
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467.6250 MHz

® *RBW 100 kHz Marker 1
VBW 300 kHz

Ref 49.5 dBm *Att 30 dB SWT 2.5 ms 467.62
offget 31 [dB
La N
o
L
20 \
10 / \
3pB
-10
I--30
-40
-50
Center 467.625 MHz 100 kHz/ Span 1 MHz
Project No.:2506U30712E-RF Tester:Lucas Lin
Date: 29.JUL.2025 18:46:18
467. 6375 MHz
® *RBW 100 kHz
VBW 300 kHz
Ref 49.5 dBm *Att 30 dB SWT 2.5 ms z
Offset 31 |dB
40 LAl
2
L
|20 /
10 \
\ 308
-4
-50
Center 467.6375 MHz 100 kHz/ Span 1 MHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 29.JUL.2025 18:45:59
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FCC §95.1771-GMRS EMISSION TYPE
Applicable Standard

FCC §95.1771

Each GMRS transmitter type must be designed to satisfy the emission capability rules in this section.
Operation of GMRS stations must also be in compliance with these rules.

(a) Each GMRS transmitter type must have the capability to transmit F3E or G3E emissions.

(b) Only emission types A1D, F1D, G1D, H1D, J1D, R1D, A3E, F3E, G3E, H3E, J3E, R3E, F2D, and
G2D are authorized for use in the GMRS. Equipment for which certification is sought under this subpart
may have capabilities to transmit other emission types intended for use in other services, provided that
these emission types can be deactivated when the equipment is used in the GMRS.

Judgment

Emission type is F3E.
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FCC §2.1049, §95.1773, §95.1779 GMRS AUTHORIZED BANDWIDTH AND
EMISSION MASK

Applicable Standard
FCC §95.1773

Each GMRS transmitter type must be designed such that the occupied bandwidth does not exceed the
authorized bandwidth for the channels used. Operation of GMRS stations must also be in compliance with
these requirements.

(a) Main channels. The authorized bandwidth is 20 kHz for GMRS transmitters operating on any of the
462 MHz main channels (see §95.1763(a)) or any of the 467 MHz main channels (see §95.1763(c)).

(b) Interstitial channels. The authorized bandwidth is 20 kHz for GMRS transmitters operating on any of
the 462 MHz interstitial channels (see §95.1763(b)) and is 12.5 kHz for GMRS transmitters operating on
any of the 467 MHz interstitial channels (see §95.1763(d)).

(c) Digital data transmissions. Digital data transmissions are limited to the 462 MHz main channels and
interstitial channels in the 462 MHz and 467 MHz bands.

FCC95.1779

Each GMRS transmitter type must be designed to comply with the applicable unwanted emissions limits in
this section.

(a) Emission masks. Emission masks applicable to transmitting equipment in the GMRS are defined by the
requirements in the following table. The numbers in the attenuation requirements column refer to rule
paragraph numbers under paragraph (b) of this section.

Attenuation
Emission types filter requirements
41D, A3E, F1D, G1D, F2D, F3E, G3E with audio filter (1), (2), (7))
41D, A3E, F1D, G1D, F3E, G3E without audio filter (3), (4), (7)
H1D, J1D, R1D, H3E, J3E, R2E (5), (B), (7)

(1) Filtering noted for GMRS transmitters refers to the requirement in §95.1775(e).
(2) Unwanted emission power may be measured as either mean power or peak envelope power, provided
that the transmitter output power is measured the same way.

(b) Attenuation requirements. The power of unwanted emissions must be attenuated below the transmitter
output power in Watts (P) by at least:

(1) 25 dB (decibels) on any frequency removed from the center of the authorized bandwidth by more than
50% up to and including 100% of the authorized bandwidth.

(2) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 100% up
to and including 250% of the authorized bandwidth.

(3) 83 log (fd = 5) dB on any frequency removed from the center of the authorized bandwidth by a
displacement frequency (fd in kHz) of more than 5 kHz up to and including 10 kHz.

(4) 116 log (fd = 6.1) dB or 50 + 10 log (P) dB, whichever is the lesser attenuation, on any frequency
removed from the center of the authorized bandwidth by a displacement frequency (fd in kHz), of more
than 10 kHz up to and including 250% of the authorized bandwidth.

(5) 25 dB on any frequency removed from the center of the authorized bandwidth by more than 50% up to
and including 150% of the authorized bandwidth.

(6) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 150% up
to and including 250% of the authorized bandwidth.

(7) 43 + 10 log (P) dB on any frequency removed from the center of the authorized bandwidth by more
than 250%.
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(c) Measurement bandwidths. The power of unwanted emissions in the frequency bands specified in
paragraphs (b)(1) through (4) of this section is measured with a reference bandwidth of 300 Hz. The power
of unwanted emissions in the frequency range specified in paragraph (b)(5) of this section is measured
with a reference bandwidth of at least 30 kHz.

(d) Measurement conditions. The requirements in this section apply to each GMRS transmitter type both
with and without the connection of permitted attachments, such as an external speaker, microphone, power
cord and/or antenna.

EUT Setup Block Diagram

Attenuator

Spectrum Analyzer

Test Procedure
C63.26-2015, Clause 5.4.4

The OBW is the frequency bandwidth such that, below its lower and above its upper frequency limits, the
mean powers are each equal to 0.5% of the total mean power of the given emission.

The following procedure shall be used for measuring (99%) power bandwidth:

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency. The
frequency span for the spectrum analyzer shall be set wide enough to capture all modulation products
including the emission skirts (typically a span of 1.5 x OBW is sufficient).

b) The nominal IF filter 3 dB bandwidth (RBW) shall be in the range of 1% to 5% of the anticipated OBW,
and the VBW shall be set = 3 X RBW.

c) Set the reference level of the instrument as required to prevent the signal amplitude from exceeding the
maximum spectrum analyzer input mixer level for linear operation. See guidance provided in 4.2.3.
NOTE—Step a), step b), and step ¢) may require iteration to adjust within the specified tolerances.

d) Set the detection mode to peak, and the trace mode to max-hold.

e) If the instrument does not have a 99% OBW function, recover the trace data points and sum directly in
linear power terms. Place the recovered amplitude data points, beginning at the lowest frequency, in a
running sum until 0.5% of the total is reached. Record that frequency as the lower OBW frequency. Repeat
the process until 99.5% of the total is reached and record that frequency as the upper OBW frequency. The
99% power OBW can be determined by computing the difference these two frequencies.

f) The OBW shall be reported and plot(s) of the measuring instrument display shall be provided with the
test report. The frequency and amplitude axis and scale shall be clearly labeled. Tabular data can be
reported in addition to the plot(s).
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Report No.: 2506U30712E-RF-01

Test Data
Test Mode: Transmitting Test Engineer: Lucas Lin
Test Date: 2025-07-31 Test Result: Pass
Enviroment Conditions:
) Relative .
Temperatlcl)re. 243 i s ATM Pressure: 100.2
°C) 5 (kPa)
Please refer to below table:
Q .
Test Frequency A0 Occ.u pied Limit
Test Bands (MHz) Bandwidth (kHz)
(kHz)
462 MHz Main 462.625 9.776 <20
462 MHz interstitial 462.6375 9.776 <20
467 MHz Main 467.625 9.936 <20
467 MHz interstitial 467.6375 9.936 <12.5

Note:

Emission bandwidth was based on calculation method instead of measurement.
Emission Designator
Per CFR 47 §2.201& §2.202, BW =2M + 2D

For FM Mode (Channel Spacing: 12.5 kHz)
Emission Designator 11KOF3E

In this case, the maximum modulating frequency is 3.0 kHz with a 2.5 kHz deviation.
BW =2(M+D) =2%(3.0 kHz + 2.5 kHz) = 11 kHz = 11K0

F3E portion of the designator represents an FM voice transmission
Therefore, the entire designator for 12.5 kHz channel spacing FM mode is 11KOF3E.

Emission Mask test was according to Attenuation requirements(3),(4),(7), low pass filter is not
required. Please refer to the below Plots.

FCC Part 95
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462.625MHz

Occupied Bandwidth

® *RBW 300 Hz lta 2
*VBW 3 kHz .60 ¢

Ref 35 dBm *Att 20 dB SWT 1.15 s

D1 26.4% dBm o= wan| 2 |

iBm

] j
e .
8
s

Rk gL 4 mmun MKM lnll;ﬁ{hﬂ M—« M‘pd\.uI_MUA 'a'lhgm.h L

L i1 AT A W Wi

Center 462.625 MHz 10 kHz/ Span 100 kHz

Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 31.JUL.2025 16:18:20

Emission Mask

®

®

Raf 40 dBa Faf 4D dBn

[T T ET ] Griafr  aion]an ]

h
‘ o i e
B s i ]
[dBm] [ame] (an] [x=] [£231 [dBm) [dBe] [an]

_9E  -&2.03 -1B.98

300.00 462632412 M -10.BS  -4D_95
.96 -EZ.0Z -32.98 300.00  462.633013 M -41.74  -71.78
462609776 .01 -Ba.DE  -34.87 300.00  46Z.633E16 M -30.13  -6D.19
462611000 J13 -e3le -37.98 300,00 462635016 M -30.30  -6D_35
152.61a780 .28 -&0.31 -3l.11 300.00  4SZ.6IT4Z0 M -37.9%  -TE.D4
452.615000 .2z -B0.ZE -31.94 300.00  46Z.640223 M -B3.44
-5.000 452.6167ET (63 -E8.6F -48.45 300.00  452.643229 M -Ez.0%
-&.oo0 462617388 JBT  -40.83 -zz.nl 30.00 k 46Z.6TEEEE M -31.73  -61.79
BT 462615782 J1a -zael -18.3p
5.000 452630008 L1 -23.50  -20.56
Erojece Ne.:2506030712E-RE Tester:lucas Lin Projece Wo.:2506U30712E-RE Tester:Iucas Lin

Date: 21.JUL.2035 1€:04:28 Date: 21.JUL.2025 16:04:38
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462.6375MHz

Occupied Bandwidth

*RBW 300 Hz 1ta
*VBW 3 kHz

Ref 35 dBm *Att 20 dB SWT 1.15 s 0.5 z
offfet 31 [dB . fl
D1 26.5% dBm A |
B
L
|10
iBm
64246
-10
-20 “ 3DB

1.A~.$'MMMWAM U

TRV, . TRV »’Lm AR rn!\

L h e i WA Mgty

Center 462.6375 MHz 10 kHz/ Span 100 kHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 31.JUL.2025 16:16:38
Emission Mask
Orfafr 31_5|an I orrapt ET T I
| o |- P [:]
| . / \\
] [ ] h I
I L TR YY) | NPTV T RS | M MH H | BSPEW T PR
= | 7
[ ! [ ! I [ [
Tt} ot [ = ) T
i [P [Pt [P —

Erojece Ne.:2506030712E-RE

Date: 21.JUL.2035 15:57:28

Tester:lucas Lin

Projece Wo.:2506U30712E-RE

Date: 21.JUL.2025

15:57:38

Tester:Iucas Lin
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467.625MHz

Occupied Bandwidth

*RBW 300 Hz
*VBW 3 kHz

Ref 35 dBm *Att 20 dB SWT 1.15 s 0 z
offfet  31[dB 358 7|
D1 26.4% dBm | IEM
™ |
Em N
A LVL
10 T
D2 6[42 dBm
3
o A 7 4 z
L2
L 4 1l
T 308
L. u Lu
50
Center 467.625 MHz 10 kHz/ Span 100 kHz
Project No.:2506U30712E-RF Tester:Lucas Lin
Date: 31.JUL.2025 16:19:31
Emission Mask
Orfafr 31_5|an I orrapt ET T I
L / o B / [:]
[ // “ \\ [ // \\
I H I . I \
I il
= A o G ey & U [l
! Iy 1 I B ! Iy i i
rvwn 7 iy | & iy T
e T o o o e e n s ety
Srojece o :380EUATISERE  Tesseriincas Lim Srojece Mo :3%0EUATITERE  Tesser:incas Lin
Date: 21.0vr.3025 1ci00:20 bate: 21.0UL.z0z5 10020
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467.637SMHz

Occupied Bandwidth

*RBW 300 Hz 1

*VBW 3 kHz -0.4

467 632282

—z3_Es -18.30

Ref 35 dBm *Att 20 dB SWT 1.15 s 2
Offget  31|dB 58 6 k |
Dl 2 iBm - ¥ [ 2]
1 el
[VIEw| .
L
1o -
2 633 dBm
-1
. u 3pB
- i W
. U
. U 4
st ne PO M A A iy Py JAotibs My bty e el s
UATRA VA L el L I v | AR, e Sty g
Center 467.6375 MHz 10 kHz/ Span 100 kHz
Project No.:2506U30712E-RF Tester:Lucas Lin
Date: 31.JUL.2025 16:20:54
Emission Mask
?f Fat 40 amn a Far 40 dmn
EIE T ] s T P ]
- | = / Lt L=}
5 . s
I h
|| 5 e it B T
[ | 1] I
- ¥ e
T8 e Tpan 175 WAz TE e T 175 Wz
12.5 KAz awar 0,15 amm 12. awar
reag Fecmel  Atimie Fecasa
e tanel (el (dnm]
« « 487_505048 61,17 -1e.e1 w -10.80
« 1s7.817087 -Rz.a1 -az.zm W -a1.ze
x 467622075 ~pz.ne -az.al ABT.6473LE M -30.15
« 157_62a880 -76.85 -37.02 467647516 M -30.08
« 1a7.az7280 -s0.31 -31.08 PR
x 467.627500 ~e0.05  -a1.7z u -nz.ae
« 1a7.829287 -s9.20 -as.02 W -nz.eo
x 467629687 ~al.z -zz.an u -alen
«
«

457642508

Erojece Ne.:2506030712E-RE Tester:lucas Lin

Date: 21.JUL.2035 15:2€:4€

-z3.80 -20.56

Projece Wo.:2506U30712E-RE

Date: 21.JUL.2025 15:36:4€

Tester:Iucas Lin
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Bay Area Compliance Laboratories Corp. (Xiamen) Report No.: 2506U30712E-RF-01
FCC §2.1047, §95.1775 - GMRS MODULATION REQUIREMENTS

Applicable Standard
FCC §95.1775

Each GMRS transmitter type must be designed to satisfy the modulation requirements in this section.
Operation of GMRS stations must also be in compliance with these requirements.

(a) Main channels. The peak frequency deviation for emissions to be transmitted on the main channels
must not exceed + 5 kHz.

(b) 462 MHz interstitial channels. The peak frequency deviation for emissions to be transmitted on the 462
MHez interstitial channels must not exceed = 5 kHz.

(c) 467 MHz interstitial channels. The peak frequency deviation for emissions to be transmitted on the 467
MHz interstitial channels must not exceed + 2.5 kHz, and the highest audio frequency contributing
substantially to modulation must not exceed 3.125 kHz.

(d) Overmodulation. Each GMRS transmitter type, except for a mobile station transmitter type with a
transmitter power output of 2.5 W or less, must automatically prevent a higher than normal audio level
from causing overmodulation.

(e) Audio filter. Each GMRS transmitter type must include audio frequency low pass filtering, unless it
complies with the applicable paragraphs of §95.1779 (without filtering).

(1) The filter must be between the modulation limiter and the modulated stage of the transmitter.

(2) At any frequency (f in kHz) between 3 and 20 kHz, the filter must have an attenuation of at least 60 log
(f/3) dB more than the attenuation at 1 kHz. Above 20 kHz, it must have an attenuation of at least 50 dB
more than the attenuation at 1 kHz.

Test Prosedure

According to ANSI C63.26-2015 Section 5.3.2: Modulation limiting test methodology

Modulation limiting is the ability of a transmitter circuit to limit the transmitter from producing deviations
in excess of a rated system deviation.

a) Connect the equipment as illustrated in Figure 1.
b) Adjust the transmitter per the manufacturer’s procedure for full rated system deviation.

¢) Set the test receiver to measure peak positive deviation. Set the audio bandwidth for <0.25 Hz to >15000
Hz. Turn the de-emphasis function off.

d) Apply a 1000 Hz modulating signal to the transmitter from the audio frequency generator, and adjust
the level to obtain 60% of full rated system deviation. This is the 0 dB reference level.

e) Increase the level from the audio generator by 20 dB in 5 dB increments recording the deviation as
measured from the test receiver in each step. Verify that the audio level used to make the OBW
measurement is included in the sweep.

f) Repeat for step e) at 300 Hz, 2500 Hz and 3000 Hz at a minimum using the 0 dB reference level
obtained in step d).

g) Set the test receiver to measure peak negative deviation and repeat step d) through step f).
h) The values recorded in step f) and step g) are the modulation limiting.

i) Plot the data set as a percentage of deviation relative to the 0 dB reference point versus input voltage.
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B

Aftenuator

According to ANSI C63.26-2015 Section 5.3.3:Audio frequency response test methodology—Constant
Input

a) Connect the equipment as illustrated in Figure 3.

b) Set the test receiver to measure peak positive deviation. Set the audio bandwidth for <50 Hz to =15
000

Hz. Turn the de-emphasis function off.

c¢) Adjust the transmitter per the manufacturer’s procedure for full rated system deviation.

d) Apply a 1000 Hz tone and adjust the audio frequency generator to produce 20% of the rated system
deviation.

e) Set the test receiver to measure rms deviation and record the deviation reading as DEVREF.

f) Set the audio frequency generator to the desired test frequency between 300 Hz and 3000 Hz.

Attenuator
Test Data
Test Mode: Transmitting Test Engineer: Lucas Lin
Test Date: 2025-07-31 Test Result: Pass
Enviroment Conditions:
) Relative .
Temperatlire. 243 Ererey S ATM Pressure: 100.2
°0) o (kPa)
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MODULATION LIMITING
PK+
FM 12.5kHz Carrier Frequency: 462.625 MHz
DEVIATION (kHz)
AUDIO INPUT Limit [KHz]
LEVEL (dB) 0.3 1.0 2.5 3.0
20 1.948 2.210 2.059 1.429 5
15 1.876 2.212 2.062 1.424 5
10 1.181 2.208 2.058 1.418 5
5 0.682 2.197 2.051 1.379 5
0 0.399 1.500 2.026 1.369 5
Modulation Limiting
50
50
40
g 30
é 20 — = S— E—
"
L B cat
_...4-“""««‘“'
__,__--"'"'-'—‘-_-‘-”-
20
0 9 0 15 20
AUDIO INPUT LEVEL (dB)
—_—03 —1 —25 —_— e Limit [kHz]
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PK-
FM 12.5kHz Carrier Frequency: 462.625 MHz
DEVIATION (kHz)
AUDIO INPUT Limit [KHz]
LEVEL (dB) 0.3 1.0 25 3.0
20 1.912 2.218 2.117 1.485 5
15 1.827 2.229 2.143 1.403 5
10 1.257 2.217 2.115 1.452 5
5 0.653 2.233 2.105 1.301 5
0 0.402 1.500 2.092 1.389 5
Modulation Limiting
5.0
5.0
40
a 3.0
-0 I S S -
e
; e
Lo ]
g «'""M
_..——--"'""'-_—.-‘-—r
20
0 ] 10 15 20
AUDIO INPUT LEVEL {dB)
—_—03 —1 —2.5 —_— s Imit [kFz]

FCC Part 95

Page 31 of 57




Bay Area Compliance Laboratories Corp. (Xiamen) Report No.: 2506U30712E-RF-01

Audio Frequency Response

Carrier Frequency: 462.6250 MHz

Audio Response
Frequency | Attenuation
iz ol Audio Frequency Response
300 -12.25 120
400 -8.94
500 -6.61 70
600 5.04 8 ;"/_—'\
700 -3.52 > 20 A
800 -2.13 é "
900 -0.96 - /
1000 0.00 E a0 .
1200 1.43 // /
1400 2.58 g WT— .
1600 3.47 % //'/
1800 4.30 &1 .30
2000 5.11 =) /
2200 5.90 180
2400 6.61 290 500 1000 2000
2600 6.76
2300 651 Audio Frequency (Hz)
3000 562 — A udic frequency response up mit —lovr limit
3125 5.05
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MODULATION LIMITING
PK+
FM 12.5kHz Carrier Frequency: 462.6375 MHz
AUDIO INPUT DEVIATION (kHz)
Limit [kHz]
LEVEL (dB) 0.3 1.0 2.5 3.0
20 1.902 2.175 2.131 1.495 5
15 1.817 2.182 2.112 1.483 5
10 1.093 2.185 2.116 1.487 5
5 0.724 2.183 2.109 1.352 5
0 0.372 1.500 2.086 1.374 5
Modulation Limifing
5.0
50
4.0

DEVIATION (kHz)

30
20 — — —
Lo ,...--"'""-‘-«‘- —
2.0
0 B 0 15

AUDIO INPUT LEVEL {dB)

—25 —_—3 e Limit [kEiz]
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PK-
FM 12.5kHz Carrier Frequency: 462.6375 MHz
DEVIATION (kHz)
AUDIO INPUT Limit [KHz]
LEVEL (dB) 0.3 1.0 25 3.0
20 1.885 2.204 2.095 1.456 5
15 1.823 2.206 2.102 1.461 5
10 1.058 2.201 2.111 1.459 5
5 0.742 2.198 2.075 1.337 5
0 0.385 1.500 2.066 1.336 5
Modulation Limiting
5.0
30
10
a 3.0
é 20 — R S — —
g e '_.___'_'__....---'""""“ _ﬂf
a0
0 9 0 15 20
AUDIO INPUT LEVEL (dB)
— 15 1050 —I1 —115 — e imit [kHz]
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Audio Frequency Response

Carrier Frequency: 462.6375MHz

Audio Response
Frequency | Attenuation
iz ol Aundio Frequency Response
300 -11.54 i20
400 -8.80
500 -6.89 70 "
600 4.86 g / :::_-\
700 -3.25 > 2 /
800 -1.93 é v
900 -0.84 « /
1000 0.00 E 30 .
1200 1.56 // /
1400 2.38 o W
1600 3.47 % //(/
1800 4.36 &1 .30
2000 531 =) /
2200 6.10 180
2400 6.61 290 500 1000 2000
2600 6.62
2300 a4 Aundio Frequency (Hz)
3000 589 e Audo frequency response up imit ——lovr Emit
3125 5.19
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MODULATION LIMITING
PK+
FM 12.5kHz Carrier Frequency: 467.625 MHz
DEVIATION (kHz
AUDIO INPUT (kHz) Limit [KHz]
LEVEL (dB) 0.3 1.0 25 3.0
20 1.876 2.085 2.086 1.453 5
15 1.823 2.079 2.098 1.474 5
10 1.024 2.081 2.095 1.462 5
5 0.617 2.053 2.087 1.402 5
0 0.345 1.500 2.053 1.389 5
Modulation Limiting
50
50
40
a 30
g 20 —
g Lo M“F
__.__—l-.-‘-_-‘-“‘-
00
0 ] 0 5 20
AUDIO INPUT LEVEL (dB)
—03 —1 —123 —_—3 e imit [kEHz]

FCC Part 95

Page 36 of 57




Bay Area Compliance Laboratories Corp. (Xiamen)

Report No.: 2506U30712E-RF-01

PK-
FM 12.5kHz Carrier Frequency: 467.625 MHz
AUDIO INPUT DEVIATION (kHz) o
Limit [kHz]
LEVEL (dB) 0.3 1.0 2.5 3.0
20 1.898 2.103 2.131 1.486 5
15 1.845 2.107 2.128 1.472 5
10 1.075 2.098 2.134 1.481 5
5 0.653 2.086 2.119 1.484 5
0 0.362 1.500 2.105 1.382 5
Modulation Limiting
50
50
40
a 30
d S .. S
g 20 ——
‘««‘M—-‘
00
0 § 0 15 20
AUDIO INPUT LEVEL (dB)
—03 —1 —23 —3 e imit [kEz]
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Audio Frequency Response

F:::llgi(:ncy Aﬁ?}ﬂf;?gﬂ Carrier Frequency: 467.6250 MHz
Hz dB
300 -10.97 Audin Frequency Response
400 -9.31 120
500 -6.18
600 -4.86 70
700 -3.41 g ///:’;_\
800 -1.84 > 28 -
900 113 é "
1000 0.00 - /
1200 1.25 E - ﬂ
1400 2.38 /
1600 3.64 5 ;/;///
1800 4.59 % /
2000 5.38 g 10 7
2200 6.03 = /
2400 6.66 -180
2600 6.85 =0 o 1009 b
2800 6.87 Audlo Frequency (Hz)
3000 6.02 — 4 udio faquency response up limit —lowr limit
3125 5.34
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MODULATION LIMITING
PK+
FM 12.5kHz Carrier Frequency: 467.6375 MHz
AUDIO INPUT DEVIATION (kHz)
Limit [kHz]
LEVEL (dB) 0.3 1.0 2.5 3.0
20 1.895 2.098 2.072 1.472 2.5
15 1.857 2.095 2.074 1.469 2.5
10 1.053 2.091 2.069 1.453 2.5
5 0.654 2.067 2.064 1.413 2.5
0 0.381 1.500 2.042 1.374 2.5
Modulation Limifing
30
25
niFE———=t
- "
a L3 1=
g - / =
a —
0
0 § 0 15 20
AUDIO INPUT LEVEL {dB)
—02 —1 —— 25 —_— e Limit [kFiz]
FCC Part 95 Page 39 of 57




Bay Area Compliance Laboratories Corp. (Xiamen)

Report No.: 2506U30712E-RF-01

PK-
FM 12.5kHz Carrier Frequency: 467.6375 MHz
AUDIO INPUT DEVIATION (kHz)
Limit [kHz]
LEVEL (dB) 0.3 1.0 2.5 3.0
20 1.911 2.142 2.061 1.455 2.5
15 1.884 2.111 2.062 1.412 2.5
10 1.064 2.105 2.053 1.405 2.5
5 0.672 2.089 2.049 1.427 2.5
0 0.366 1.500 2.048 1.388 2.5
Modulation Limiting
30
25
20 "‘- — _— — — — —_—
e
g L5 —
g - / =
= Ny e
a —
0
0 § 10 i5 20
AUDIO INPUT LEVEL {dB)
—{) 4 —1 —1L5 —f o] imi [kHZ]
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Audio Frequency Response

Carrier Frequency: 467.6375 MHz

Audio Response
Frequency | Attenuation
Hz dB 120 Audie Frequency Response
300 -12.46
400 -9.86
500 -6.89 . <<
| L
-3. 20
800 -1.74 é —
900 -0.98 « a /
1000 0.00 P
1200 118 E / /
1400 2.52 < wr— -+
1600 3.71 % //
1800 4.44 130
2000 5.49 @ /
2200 6.19 o /
2400 6.73 18
23 50 1000 2000
2600 6.83
2800 6.76 Audlo Frequency (Hz)
3000 5.89 — Aundic fioquency response up limit ——lkowr limit
3125 5.19
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FCC §2.1051, §95.1779—ANTENNA PORT UNWANTED EMISSIONS

Applicable Standard
FCC §95.1779

Each GMRS transmitter type must be designed to comply with the applicable unwanted emissions limits in
this section.

(a) Emission masks. Emission masks applicable to transmitting equipment in the GMRS are defined by the
requirements in the following table. The numbers in the attenuation requirements column refer to rule
paragraph numbers under paragraph (b) of this section.

Attenuation
Emission types filter require ments
A1D, A3E, F1D, G1D, F2D, F3E, G3E with audio filter (1), {2), ()
A1D, A3E, F1D, G1D, F3E, G3E without audio filter (3), 4), (T)
H1D, JD, R1D, H3E, J3E, R2E (5), (6), (7)

(1) Filtering noted for GMRS transmitters refers to the requirement in §95.1775(e).
(2) Unwanted emission power may be measured as either mean power or peak envelope power, provided
that the transmitter output power is measured the same way.

(b) Attenuation requirements. The power of unwanted emissions must be attenuated below the transmitter
output power in Watts (P) by at least:

(1) 25 dB (decibels) on any frequency removed from the center of the authorized bandwidth by more than
50% up to and including 100% of the authorized bandwidth.

(2) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 100% up
to and including 250% of the authorized bandwidth.

(3) 83 log (fd + 5) dB on any frequency removed from the center of the authorized bandwidth by a
displacement frequency (fd in kHz) of more than 5 kHz up to and including 10 kHz.

(4) 116 log (fd = 6.1) dB or 50 + 10 log (P) dB, whichever is the lesser attenuation, on any frequency
removed from the center of the authorized bandwidth by a displacement frequency (fd in kHz), of more
than 10 kHz up to and including 250% of the authorized bandwidth.

(5) 25 dB on any frequency removed from the center of the authorized bandwidth by more than 50% up to
and including 150% of the authorized bandwidth.

(6) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 150% up
to and including 250% of the authorized bandwidth.

(7) 43 + 10 log (P) dB on any frequency removed from the center of the authorized bandwidth by more
than 250%.

(¢) Measurement bandwidths. The power of unwanted emissions in the frequency bands specified in
paragraphs (b)(1) through(4) of this section is measured with a reference bandwidth of 300 Hz. The power
of unwanted emissions in the frequency range specified in paragraph (b)(5) of this section is measured
with a reference bandwidth of at least 30 kHz.

(d) Measurement conditions. The requirements in this section apply to each GMRS transmitter type both
with and without the connection of permitted attachments, such as an external speaker, microphone, power
cord and/or antenna.
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EUT Setup Block Diagram

i
-]

Test Procedure

C63.26-2015, Clause 5.7.3 Out-of-band unwanted emissions measurements
See Annex I for example emission mask plots.

C63.26-2015, Clause 5.7.4 Spurious unwanted emission measurements

a) Set the spectrum analyzer start frequency to the lowest frequency generated by the EUT, without going
below 9 kHz, and the stop frequency to the lower frequency covered by the measurements previously
performed in 5.7.3. As an alternative, the stop frequency can be set to the value specified in 5.1.1,
depending on the EUT operating range, if the resulting plot can clearly demonstrate compliance for all
frequencies not addressed by the out-of-band emissions measurements performed as per 5.7.3.

b) When using an average power (rms) detector, ensure that the number of points in the sweep = 2 X
(span/ RBW). This may require that the measurement range defined by the start and stop frequencies be
subdivided, depending on the spectrum analyzer capabilities. This requirement does not apply to
peakdetected power measurements. When average power is specified by the applicable regulation, a
peakdetector can be utilized for preliminary measurements to accommodate wider frequency spans. Any
emissions found in the preliminary measurement to exceed the applicable limit(s) shall be further
examined using a power averaging (rms) detector with the minimum number of measurement points as
defined above.

¢) The sweep time should be set to auto-couple for performing peak-detector measurements. For
measurements that use a power averaging (rms) detector, the sweep time shall be set as described for
outof-band emissions measurements in item d) of 5.7.3.

d) Identify and measure the highest spurious emission levels in each frequency range. It is not necessary to
re-measure the out-of-band emissions as a part of this test. Record the frequencies and amplitudes
corresponding to the measured emissions and capture the data plots.

e) Repeat step b) through step d) for the upper spurious emission frequency range if not already captured
by a wide span measurement performed as per the alternative provided in step a). The upper frequency for
this measurement is defined in 5.1.1 as a function of the EUT operating range.

f) Compare the results with the corresponding limit in the applicable regulation.

g) The test report shall include the data plots of the measuring instrument display and the measured data.

Test Data
Test Mode: Transmitting Test Engineer: Lucas Lin
Test Date: 2025-08-04 Test Result: Pass

Enviroment Conditions:

Relative
Temperatlire. 228 Humidity: | 52 ATM Pressure: 100.2
() oA (kPa)

FCC Part 95 Page 43 of 57




Bay Area Compliance Laboratories Corp. (Xiamen)

Report No

.2 2506U30712E-RF-01

_ Please refer to below plots.

462.6250 MHz_30MHz~1GHz

® *RBW 100 kHz
*VBW 300 kHz
Ref 40 dBm *Att 20 dB SWT 100 ms

40 Offget 31[dB

30
.
10

Start 30 MHz 97 MHz/

Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 4.AUG.2025 10:48:43

Stop 1 GHz

462.6250 MHz_1GHz~5GHz

® *RBW 1 MHz

*VBW 3 MHz

Ref 40 dBm *Att 20 dB SWT 25 ms

40 Offset 31|dB

o (5]
.

-10
-13 gBm

Start 1 GHz 400 MHz/

Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 4.AUG.2025 10:57:37

Stop 5 GHz
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462.6375MHz_30MHz~1GHz

® *RBW 100 kHz
*VBW 300 kHz

Ref 40 dBm *Att 20 dB SWT 100 ms 925 .. 5
40 Offget 31[dB
o N
.
L
|10
-1
D1 -13 dBm
s 1
-4
-50
-60
Start 30 MHz 97 MHz/ Stop 1 GHz
Project No.:2506U30712E-RF Tester:Lucas Lin
Date: 4.AUG.2025 10:49:24
462.6375SMHz_1GHz~5GHz
® *RBW 1 MHz
*VBW 3 MHz s
Ref 40 dBm *Att 20 dB SWT 25 ms 1.38 ) z
40 Offset 31|dB
Lo LAl
o
L
10

-60

Start 1 GHz 400 MHz/ Stop 5 GHz

Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 4.AUG.2025 10:57:10
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467.625MHz_30MHz~1GHz

Ref 40 dBm

*RBW 100 kHz Marker 1 [T1
*VBW 300 kHz
SWT 100 ms

*Att 20 dB

| (5]
.

D1 -13 diBm

-60

Start 30 MHz

Project No.:2506U30712E-RF
Date: 4.AUG.2025 10:50:30

97 MHz/ Stop 1 GHz

Tester:Lucas Lin

467.625MHz_1GHz~5GHz

Ref 40 dBm

*RBW 1 MHz Marke [r1 ]
*VBW 3 MHz
SWT 25 ms 1.403200000

*Att 20 dB

40 Offset 31|dB

L, (5]

o
-

10

-60

Start 1 GHz

Project No.:2506U30712E-RF
Date: 4.AUG.2025 10:56:45

400 MHz/ Stop 5 GHz

Tester:Lucas Lin
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467.6375MHz_30MHz~1GHz

® *RBW 100 kHz Marker 1 [T1 ]
*VBW 300 kHz -32.

Ref 40 dBm *Att 20 dB SWT 100 ms MHzZ
40 Offget 31[dB
o N
20
L
10
-1
D1 -13 g@Bn
s 1
v
!—4! l | '
-50
-60
Start 30 MHz 97 MHz/ Stop 1 GHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 4.AUG.2025 10:54:06

467.6375SMHz_1GHz~5GHz

® *RBW 1 MHz Marke [T1 ]
*VBW 3 MHz 8.70

Ref 40 dBm *Att 20 dB SWT 25 ms 1.403200000
40 Offset 31|dB
Lo LAl
20
L
10
o
-
-5
-60
Start 1 GHz 400 MHz/ Stop 5 GHz
Project No.:2506U30712E-RF Tester:Lucas Lin

Date: 4.AUG.2025 10:55:55
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FCC §2.1053, §95.1779 —.RADIATED UNWANTED EMISSIONS

Applicable Standard
FCC §95.1779

Each GMRS transmitter type must be designed to comply with the applicable unwanted emissions limits in
this section.

(a) Emission masks. Emission masks applicable to transmitting equipment in the GMRS are defined by the
requirements in the following table. The numbers in the attenuation requirements column refer to rule
paragraph numbers under paragraph (b) of this section.

Atte nuation
Emission types filter requirements
41D, A3E, F1D, G1D, F2D, F3E, G3E with audio filter (1), (2), (@)
41D, A3E, F1D, G1D, F3E, G3E without audio filter (3), ), @)
H1D, 1D, R1D, H3E, J3E, R2E (5), (8), (7))

(1) Filtering noted for GMRS transmitters refers to the requirement in §95.1775(e).

(2) Unwanted emission power may be measured as either mean power or peak envelope power, provided
that the transmitter output power is measured the same way.

(b) Attenuation requirements. The power of unwanted emissions must be attenuated below the transmitter
output power in Watts (P) by at least:

(1) 25 dB (decibels) on any frequency removed from the center of the authorized bandwidth by more than
50% up to and including 100% of the authorized bandwidth.

(2) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 100% up
to and including 250% of the authorized bandwidth.

(3) 83 log (fd + 5) dB on any frequency removed from the center of the authorized bandwidth by a
displacement frequency (fd in kHz) of more than 5 kHz up to and including 10 kHz.

(4) 116 log (fd + 6.1) dB or 50 + 10 log (P) dB, whichever is the lesser attenuation, on any frequency
removed from the center of the authorized bandwidth by a displacement frequency (fd in kHz), of more
than 10 kHz up to and including 250% of the authorized bandwidth.

(5) 25 dB on any frequency removed from the center of the authorized bandwidth by more than 50% up to
and including 150% of the authorized bandwidth.

(6) 35 dB on any frequency removed from the center of the authorized bandwidth by more than 150% up
to and including 250% of the authorized bandwidth.

(7) 43 + 10 log (P) dB on any frequency removed from the center of the authorized bandwidth by more
than 250%.

(c) Measurement bandwidths. The power of unwanted emissions in the frequency bands specified in
paragraphs (b)(1) through(4) of this section is measured with a reference bandwidth of 300 Hz. The power
of unwanted emissions in the frequency range specified in paragraph (b)(5) of this section is measured
with a reference bandwidth of at least 30 kHz.

(d) Measurement conditions. The requirements in this section apply to each GMRS transmitter type both
with and without the connection of permitted attachments, such as an external speaker, microphone, power
cord and/or antenna.
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EUT Setup Block Diagram

EUT
I | |_

Tumntable |(ggor15m

4m

—  Measurement —'
Distance

1m

Ant

BF Test

Receiver

A A e

Ground Plane

[ |
P s

Figure 6 —Test site-up for radiated ERP and/or EIRP measurements

li Me aam-emfm‘——J
Distance

Substitution Ant
I

Turn Table

T

(Ge m

4dm

0.8mor 1.5 1m

]

RF Test
Becerver

Ground Plane

|
PV A A

Figure 7T —Substitution method set-up for radiated emission
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Test Procedure:

ANSI C63.26-2015 Section 5.5.3

a)  Place the EUT in the center of the tumtable. The EUT shall be configured to transmit into the standard
non-radiating load (for measuring radiated spurious emissions), connected with cables of mimmal
length unless specified otherwise If the EUT uses an adjustable antenna. the antenna shall be
positioned to the length that produces the worst case enussion at the fundamental operating frequency.

b) Each emission under consideration shall be evaluated:

1} Raise and lower the measurement antenna in accordance 5.5.2. as necessary to enable
detection of the maximum emission amplitude relative to measurement antenna height.

2)  Rotate the EUT through 360° to determine the maximum emission level relative to the axial
position.

3)  Return the turntable to the azimuth where the highest emission amplitude level was observed.

4)  WVary the measurement antenna height again through 1 m to 4 m again to find the height
associated with the maximum emission amplitude.

5)  Record the measured emission amplitude level and frequency using the appropriate RBW.

¢)  Repeat step b) for each emission frequency with the measurement antenna oriented in both the
horizontal and vertical polarizations to determine the orientation that gives the maximum emissions
amplitude,

d)  Set-up the substitution measurement with the reference point of the substitution antenna located as
near as possible to where the center of the EUT radiating element was located dunng the natial
EUT measurement.

e) Maintain the previous measurement mstrument settings and test set-up. with the exception that the
EUT is removed and replaced by the substitution antenna.

f)  Connect a signal generator to the substitution antenna; locate the signal generator so as to minimize
any potential mfluences on the measurement results Set the signal generator to the frequency
where emissions are detected, and set an output power level such that the radiated signal can be
detected by the measurement instrument, with sufficient dynamic range relative to the noise floor.

g} For each emission that was detected and measured in the imitial test [1.e., m step b) and step ¢)]:

1}  Vary the measurement antenna height between 1 m to 4 m to maximize the received
(measured) signal amplitude.

2}  Adjust the signal generator output power level until the amplitude detected by the
measurement instrument equals the amplitude level of the emission previously measured
directly in step b) and step c).

3}  Record the output power level of the signal generator when equivalence 1s achieved in step 2).
h) Repeat step ) through step g) with the measurement antenna oriented in the opposite polarization.
1)  Calculate the emission power in dBm referenced to a half-wave dipole using the following equation:

Pe = Ps{dBm) — cable loss (dB) + antenna gain (dBd)

where
Pe = equivalent emission power in dBm
Ps = gsource (signal generator) power in dBm

INOTE—dBd refers fo the measured antenna gain in decibels relative to a half-wave dipole.
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3} Cormrect the antenna gamn of the substitution antenna 1f necessary to reference the enussion power fo
a half-wave dipole. When using measurement antennas with the gain specified i dBi1. the
equivalent dipole-referenced gam can be deternuned from: gamn (dBd) = gan (dBi) — 2.15 dB. If

necessary, the antenna gain can be calculated from calibrated antenna factor information

k) Provide the complete measurement results as a part of the test report.

Test Data

Test Mode: Transmitting Test Engineer: Lucas Lin

Test Date: 2025-08-01~2025-08-02 Test Result: Pass

Enviroment Conditions:
Temperature: | 3 4 53¢ Hlll{rflllajllt‘;e 5258 ATM Pressure: | | |

(C) o (kPa)
Note: Pre-scan in the X, Y and Z axes of orientation, the worst case was recorded.
Please refer to below tables.
Substituted Method
Frequency Polar l;i;(:lii‘:; Substituted [ Antenna | Cable A:i(:};te Limit Margin
(MHz) (H/V) (dBpV) Level Gain Loss (dBm) (dBm) (dB)
(dBm) (dBd/dBi) (dB)
462.625MHz

925.25 H 26.75 -46.96 0.00 0.42 -47.38 -13.00 34.38
925.25 \% 27.89 -42.53 0.00 0.42 -42.95 -13.00 29.95
1387.88 H 87.68 -28.15 7.65 1.52 -22.02 -13.00 9.02
1387.88 A% 84.93 -31.37 7.65 1.52 -25.24 -13.00 12.24
1850.50 H 80.93 -30.51 6.69 1.72 -25.54 -13.00 12.54
1850.50 A% 77.98 -33.74 6.69 1.72 -28.77 -13.00 15.77
2313.13 H 79.26 -28.36 3.75 1.91 -26.52 -13.00 13.52
2313.13 v 62.79 -45.13 3.75 1.91 -43.29 -13.00 30.29
2775.75 H 68.91 -36.74 3.85 2.09 -34.98 -13.00 21.98
2775.75 \Y% 65.13 -40.79 3.85 2.09 -39.03 -13.00 26.03
3238.38 H 61.55 -43.53 4.09 2.26 -41.70 -13.00 28.70
3238.38 \Y% 59.28 -46.23 4.09 2.26 -44.40 -13.00 31.40
3701.00 H 60.15 -44.83 6.00 2.39 -41.22 -13.00 28.22
3701.00 v 61.97 -43.29 6.00 2.39 -39.68 -13.00 26.68
4163.63 H 62.85 -42.11 7.88 2.51 -36.74 -13.00 23.74
4163.63 \Y% 62.43 -42.30 7.88 2.51 -36.93 -13.00 23.93
4626.25 H 63.72 -41.78 10.61 2.65 -33.82 -13.00 20.82
4626.25 \Y% 60.74 -44.87 10.61 2.65 -36.91 -13.00 2391
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Substituted Method
Frequency Polar l;(;(:iv:;‘ Substituted | Antenna Cable A});(i,l;te Limit Margin
(MHz) (H/V) (dBpV) Level Gain Loss (dBm) (dBm) (dB)
(dBm) (dBd/dBi) (dB)
462.6375MHz
925.28 H 30.74 -42.97 0.00 0.42 -43.39 -13.00 30.39
925.28 v 38.30 -32.12 0.00 0.42 -32.54 -13.00 19.54
1387.91 H 79.49 -36.34 7.65 1.52 -30.21 -13.00 17.21
1387.91 v 78.41 -37.89 7.65 1.52 -31.76 -13.00 18.76
1850.55 H 79.95 -31.49 6.69 1.72 -26.52 -13.00 13.52
1850.55 \% 76.12 -35.60 6.69 1.72 -30.63 -13.00 17.63
2313.19 H 79.03 -28.59 3.75 1.91 -26.75 -13.00 13.75
2313.19 \% 77.09 -30.83 3.75 1.91 -28.99 -13.00 15.99
2775.83 H 77.08 -28.57 3.85 2.09 -26.81 -13.00 13.81
2775.83 v 76.98 -28.94 3.85 2.09 -27.18 -13.00 14.18
3238.46 H 67.43 -37.65 4.09 2.26 -35.82 -13.00 22.82
3238.46 v 65.87 -39.64 4.09 2.26 -37.81 -13.00 24.81
3701.10 H 70.11 -34.87 6.00 2.39 -31.26 -13.00 18.26
3701.10 v 71.45 -33.80 6.00 2.39 -30.19 -13.00 17.19
4163.74 H 65.34 -39.62 7.88 2.51 -34.25 -13.00 21.25
4163.74 v 67.89 -36.84 7.88 2.51 -31.47 -13.00 18.47
4626.38 H 62.83 -42.67 10.61 2.65 -34.71 -13.00 21.71
4626.38 v 60.35 -45.26 10.61 2.65 -37.30 -13.00 24.30
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Substituted Method
Frequency Polar llii;e:liivlf; Substituted [ Antenna | Cable A?:i,l:lte Limit Margin
(MHz) (H/V) (dBuV) Level Gain . Loss (dBm) (dBm) (dB)
(dBm) | (dBd/dBi) | (dB)
467.625MHz
935.25 H 27.46 -45.96 0.00 0.42 -46.38 -13.00 33.38
935.25 v 24.72 -45.42 0.00 0.42 -45.84 -13.00 32.84
1402.88 H 80.77 -35.05 7.71 1.53 -28.87 -13.00 15.87
1402.88 \Y% 76.86 -39.43 7.71 1.53 -33.25 -13.00 20.25
1870.50 H 78.53 -32.67 6.17 1.73 -28.23 -13.00 15.23
1870.50 v 75.48 -35.98 6.17 1.73 -31.54 -13.00 18.54
2338.13 H 75.43 -32.03 3.65 1.92 -30.30 -13.00 17.30
2338.13 v 72.84 -34.93 3.65 1.92 -33.20 -13.00 20.20
2805.75 H 77.09 -28.47 3.90 2.10 -26.67 -13.00 13.67
2805.75 A% 76.98 -28.85 3.90 2.10 -27.05 -13.00 14.05
3273.38 H 72.36 -32.73 4.58 2.27 -30.42 -13.00 17.42
3273.38 A% 70.84 -34.71 4.58 2.27 -32.40 -13.00 19.40
3741.00 H 68.78 -36.17 5.92 2.40 -32.65 -13.00 19.65
3741.00 A% 69.97 -35.17 5.92 2.40 -31.65 -13.00 18.65
4208.63 H 65.52 -39.50 8.12 2.53 -33.91 -13.00 20.91
4208.63 A% 66.13 -38.70 8.12 2.53 -33.11 -13.00 20.11
4676.25 H 62.81 -42.71 11.01 2.66 -34.36 -13.00 21.36
4676.25 \Y% 60.83 -44.86 11.01 2.66 -36.51 -13.00 23.51
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Substituted Method
Frequency Polar l;(;(:iv:;‘ Substituted | Antenna Cable A});(i,l;te Limit Margin
(MHz) (H/V) (dBpV) Level Gain Loss (dBm) (dBm) (dB)
(dBm) (dBd/dBi) (dB)
467.6375MHz
935.28 H 26.69 -46.73 0.00 0.42 -47.15 -13.00 34.15
935.28 v 25.75 -44.38 0.00 0.42 -44.80 -13.00 31.80
1402.91 H 80.35 -35.47 7.71 1.53 -29.29 -13.00 16.29
1402.91 v 77.65 -38.64 7.71 1.53 -32.46 -13.00 19.46
1870.55 H 76.90 -34.29 6.17 1.73 -29.85 -13.00 16.85
1870.55 \% 75.84 -35.62 6.17 1.73 -31.18 -13.00 18.18
2338.19 H 78.42 -29.04 3.65 1.92 -27.31 -13.00 14.31
2338.19 \% 76.98 -30.79 3.65 1.92 -29.06 -13.00 16.06
2805.83 H 73.56 -32.00 3.90 2.10 -30.20 -13.00 17.20
2805.83 v 72.83 -33.00 3.90 2.10 -31.20 -13.00 18.20
3273.46 H 73.19 -31.90 4.58 2.27 -29.59 -13.00 16.59
3273.46 v 73.48 -32.07 4.58 2.27 -29.76 -13.00 16.76
3741.10 H 67.97 -36.98 5.92 2.40 -33.46 -13.00 20.46
3741.10 A% 68.19 -36.95 5.92 2.40 -33.43 -13.00 20.43
4208.74 H 64.58 -40.44 8.12 2.53 -34.85 -13.00 21.85
4208.74 A% 65.13 -39.70 8.12 2.53 -34.11 -13.00 21.11
4676.38 H 68.78 -36.74 11.01 2.66 -28.39 -13.00 15.39
4676.38 v 67.92 -37.77 11.01 2.66 -29.42 -13.00 16.42
Note 1:

The unit of antenna gain is dBd for frequency below 1GHz and is dBi for frequency above 1GHz.

Note 2:

Absolute Level = Substituted Level - Cable loss + Antenna Gain

Margin = Limit- Absolute Level
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Bay Area Compliance Laboratories Corp. (Xiamen) Report No.: 2506U30712E-RF-01

EUT PHOTOGRAPHS

Please refer to the attachment 2506U30712E-RF-EXP EUT EXTERNAL PHOTOGRAPHS and
2506U30712E-RF-INP EUT INTERNAL PHOTOGRAPHS.
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TEST SETUP PHOTOGRAPHS

Please refer to the attachment 2506U30712E-RF-TSP TEST SETUP PHOTOGRAPHS.
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Declarations

1. Bay Area Compliance Laboratories Corp. (Xiamen) is not responsible for authenticity of any
information provided by the applicant. Information from the applicant that may affect test results are
marked with an asterisk “¥”.

2. Unless otherwise stated, the results shown in this test report refer only to the sample(s) tested.

3. Unless required by the rule provided by the applicant or product regulations, then decision rule in this
report did not consider the uncertainty.

4. The extended uncertainty given in this report is obtained by combining the standard uncertainty times
the coverage factor k=2 with the 95% confidence interval.

5. This report cannot be reproduced except in full, without prior written approval of Bay Area Compliance
Laboratories Corp. (Xiamen).

6. This report is valid only with a valid digital signature. The digital signature may be available only under
the adobe software above version 7.0.

wkxkx END OF REPORT*****
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