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powerful function

¥ Cloud printing (trouble codes, freeze frames and live PCM data)
¥ Supports all 10 modes of OBDI functionality

¥ Diagnoseand dear trouble codes

¥ Views freeze frame data

¥ Displays monitor and |/M readiness status(emissions)
¥ Retrieves vehicle information (VIN, CALID and CVN)
B Displayslive 02 sensor test data

[ Enhanced OBDIl mode &

¥ EVAP system |eak test

¥ Reads live PCM data stream

¥ Estimates battery life and monitoring battery voltage

Protocol support

1.SAE 11850 PWM 6. 150 15765-4(CAN 11/500)
2.5AE J1850 VPW 7. 150 15765-4 (CAN 26/500)
3.1509141-2 8. 150 15765-4(CAN 11/250)
4,150 14230-4 (KWP 5BAUD) 9. 150 15T65-4(CAN 29/250)
5.150 14230-4 (KWP FAST)

Product specification parameter

« Display: 2.8-inch, 320x240 pixel IPS display



Easy to connect and use

1.Preparation

1.1 Turn the vehicleignition an.

1.2 Vehide battery voltage range should be 1.3-3Voltso.
1.3 Throttle should be in a closed position.

2 VMehicle Connection

2.1 L ocatevehicle's DLC socket: The DLC (Diagnostic Link Connector) is usually
located 12 inches from the center of the steering wheel, under or around
the driver's side for most vehicles. If the DLC cannot be found, refer to the

vehicle's service manual for the location.

2.2 Connectthe diagnostic cable to thevehicle'sDLC, the tool will be automat-
ically powered up.

2.3 The toolis now ready to work.

Warning:

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital



device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However. there is no
guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

--Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver

--Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

--Consult the dealer or an experienced radio/TV technician for help

NOTE: This device and its antenna(s) must not be co-located or operation in conjunction with any
other antenna or transmitter

The device has been evaluated to meet general RF exposure requirement. The device

can be used in portable exposure condition without restriction.



