TCT

TEST REPORT

[0 038 | 0 JR : |2BP5ZCES234
Test Report No................ : |TCT250612E018
Date of issue..............cc... : |Jun. 18, 2025

Testing laboratory .......... :

SHENZHEN TONGCE TESTING LAB

Testing location/ address:

2101 & 2201, Zhenchang Factory, Renshan Industrial Zone,
Fuhai Subdistrict, Bao'an District, Shenzhen, Guangdong,
518103, People's Republic of China

Applicant's name............ :

Shenzhen Cocoinare Technology Co, Ltd.

Address......cccceeeeveevevenennns :

Unit 212, 2/F Galaxy Innovate The World Phase Il, Meiban Main
Road, Yanan Road, Longgang District, Shenzhen City, 518049
China

Manufacturer's name ...:

Shenzhen Unique Scales Co., Ltd.

301 & 601, No. 22, Huanping Road, Gaogiao Community, Pingdi
Street, Longgang District, Shenzhen, China (Floor 7 & 8, Building

ACCICE S " |4, Dongweifeng New Material Industrial Park, No. 2 Shengjia
Road)
FCC CFR Title 47 Part 15 Subpart C Section 15.247
Standard(s) .....cccceveeeeeenns : |FCC KDB 558074 D01 15.247 Meas Guidance v05r02

ANSI C63.10:2020

Product Name................. :

Precision Coffee Scale

Trade MarK .......ceeveeennen. :

N/A

Model/Type reference.....:

CES-234, CES-244, CES-212, CES-223, CES-223B

Rating(s).......ccoevvviiiiinnnnn, :

Rechargeable Li-ion Battery DC 3.7V

Date of receipt of test item

Jun. 12, 2025

Date (s) of performance of
test...o :

Jun. 12, 2025 ~ Jun. 18, 2025

Tested by (+signature)...: | Yannie ZHONG
Check by (+signature).... : |Beryl ZHAO
Approved by (+signature): | Tomsin

General disclaimer:

This report shall not be reproduced except in full, without the written approval of SHENZHEN
TONGCE TESTING LAB. This document may be altered or revised by SHENZHEN TONGCE
TESTING LAB personnel only, and shall be noted in the revision section of the document. The
test results in the report only apply to the tested sample.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332  http:/www.tct-lab.com




I C I Report No.: TCT250612E018

Table of Contents

1. General Product Information ..........ccooeeiiiiciicc e 3
1.1, EUT deSCription..... .o s n s s 3
I 11 o T =Y [y N = O 3
1.3. Operation FreQUENCY .....cccceeeeiiiiiiiiiriicssss s s r s s e n s 3
2. Test Result SUMMArY ... e s e e s s s e r e e e ees 4
3. General Information............ceiiici i ———— 5
3.1. Test environment and MOde........cceeueiiiiiiiiiiiii e 5
3.2. Description of SUPPOrt UNits.......coeeeeeeiiiiiiieeecccccs s 5
4. Facilities and Accreditations ..........ccccciiieiiiniiricrrcr e e e 6
L g I - Ve | = P 6
T S0 I o T o 11 o o 6
5. Measurement Uncertainty........ccccoimiiiiiiiici e s e e 6
6. Test Results and Measurement Data ...........cccooeeiiiciiciicc i 7
6.1. Antenna requUIremMent ............ooiiiieeeiiniinnir s r e 7
L7 0o o T ¥ o2 L= o I8 4 TE=T=3 T o L 8
6.3. Conducted OUtPUt POWET .......cooieeeeiiiiiiiirrrreess s 12
6.4. Emission Bandwidth ............ooii 13
6.5. Power Spectral Density..........ccccciiiiiiiii s 14
6.6. Conducted Band Edge and Spurious Emission Measurement ....................... 15
6.7. Radiated Spurious Emission Measurement............ccocveemecciiiiiiinnnresessssnnnnnennn 17

Appendix A: Test Result of Conducted Test
Appendix B: Photographs of Test Setup
Appendix C: Photographs of EUT

Page 2 of 56

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

1.1. EUT description

1. General Product Information

Report No.: TCT250612E018

Product Name.........cccceuuu..... :

Precision Coffee Scale

Model/Type reference........... :

CES-234

: [TCT250612E018-0101

Bluetooth Version ................ :

V4.2

Operation Frequency........... :

2402MHz~2480MHz

Channel Separation ............. :

2MHz

Data Rate.............cceevviviiiinenn. :|LE 1M PHY, LE 2M PHY
Number of Channel.............. 1140

Modulation Type.................... :|GFSK

Antenna Type........cccceevinnnneee :|PCB Antenna

Antenna Gain............cceeennnee :1-0.35dBi

Rating(s).....cccemmmmecceireenrennnns :

Rechargeable Li-ion Battery DC 3.7V

this parameter.

1.2. Model(s) list

Note: The antenna gain listed in this report is provided by applicant, and the test laboratory is not responsible for

No. Model No. Tested with
1 CES-234 X
Other models CES-244, CES-212, CES-223, CES-223B []

Note: CES-234 is tested model, other models are derivative models. The models are identical in circuit and PCB
layout, only different on the model names. So the test data of CES-234 can represent the remaining models.

1.3. Operation Frequency

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Channel |Frequency| Channel |Frequency| Channel |Frequency| Channel |Frequency
0 2402MHz 10 2422MHz 20 2442MHz 30 2462MHz
1 2404MHz 11 2424MHz 21 2444MHz 31 2464MHz
8 2418MHz 18 2438MHz 28 2458MHz 38 2478MHz
9 2420MHz 19 2440MHz 29 2460MHz 39 2480MHz
[Remark: Channel 0, 19 & 39 have been tested.
Page 3 of 56
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2. Test Result Summary

Report No.: TCT250612E018

Requirement CFR 47 Section Result
Antenna requirement §15.203/§15.247 (b)(4) PASS
AC Power Lllne. Conducted §15.207 PASS
Emission
ConductePd Peak Output §15.247 (b)(3) PASS
ower
6dB Emission Bandwidth §15.247 (a)(2) PASS
Power Spectral Density §15.247 (e) PASS
Band Edge §15.247(d) PASS
Spurious Emission §15.205/§15.209 PASS
Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.
Page 4 of 56
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I C I Report No.: TCT250612E018

3. General Information
3.1. Test environment and mode

Operating Environment:

Condition Conducted Emission Radiated Emission
Temperature: 24.8 °C 24.3°C
Humidity: 50 % RH 56 % RH
Atmospheric Pressure: 1010 mbar 1010 mbar

Test Software:

Software Information: Rev1.0.1
Power Level: 0
Test Mode:

Keep the EUT in continuous transmitting by select
channel and modulations with Fully-charged battery.

The sample was placed 0.8m & 1.5m for the measurement below & above 1GHz
above the ground plane of 3m chamber. Measurements in both horizontal and vertical
polarities were performed. During the test, each emission was maximized by: having
the EUT continuously working, investigated all operating modes, rotated about all 3
axis (X, Y & Z) and considered typical configuration to obtain worst position,
manipulating interconnecting cables, rotating the turntable, varying antenna height
from 1m to 4m in both horizontal and vertical polarizations. The emissions worst-case
(Z axis) are shown in Test Results of the following pages.

Engineering mode:

3.2. Description of Support Units

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

Equipment Model No. Serial No. FCCID Trade Name

Adapter EP-TA200 R37R55T6KL2SE3 / SAMSUNG
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended
use.
3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious
Emissions), the antenna of EUT is connected to the test equipment via temporary antenna connector, the
antenna connector is soldered on the antenna port of EUT, and the temporary antenna connector is listed in the
Test Instruments.
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I C I Report No.: TCT250612E018

4. Facilities and Accreditations
4.1. Facilities

The test facility is recognized, certified, or accredited by the following organizations:
e FCC - Registration No.: 645098

SHENZHEN TONGCE TESTING LAB

Designation Number: CN1205

The testing lab has been registered and fully described in a report with the (FCC)
Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files.

oA2L A-No.: 4320.01
SHENZHEN TONGCE TESTING LAB
The testing lab has been accredited in accordance with the recognized International

Standard ISO/IEC 17025:2017 General requirements for the competence of testing and
calibration laboratories.

4.2. Location

SHENZHEN TONGCE TESTING LAB

Address: 2101 & 2201, Zhenchang Factory, Renshan Industrial Zone, Fuhai Subdistrict,
Bao'an District, Shenzhen, Guangdong, 518103, People's Republic of China

TEL: +86-755-27673339

5. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expanded uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU

1 Conducted Emission + 3.10 dB
2 RF power, conducted +0.12dB
3 Spurious emissions, conducted +0.11 dB
4 All emissions, radiated(<1 GHz) +4.56 dB
5 All emissions, radiated(1 GHz - 18 GHz) +4.22 dB
6 All emissions, radiated(18 GHz- 40 GHz) +4.36 dB
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I C I Report No.: TCT250612E018

6. Test Results and Measurement Data

6.1. Antenna requirement

Standard requirement: FCC Part15 C Section 15.203 /247(b)(4)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that
furnished by the responsible party shall be used with the device. The use of a
permanently attached antenna or of an antenna that uses a unique coupling to the
intentional radiator, the manufacturer may design the unit so that a broken antenna
can be replaced by the user, but the use of a standard antenna jack or electrical
connector is prohibited.

15.247(b)(4) requirement:

The conducted output power limit specified in paragraph (b) of this section is based on
the use of antennas with directional gains that do not exceed 6 dBi. Except as shown in
paragraph (c) of this section, if transmitting antennas of directional gain greater than 6
dBi are used, the conducted output power from the intentional radiator shall be
reduced below the stated values in paragraphs (b)(1), (b)(2), and (b)(3) of this section,
as appropriate, by the amount in dB that the directional gain of the antenna exceeds 6
dBi.

E.U.T Antenna:

The Bluetooth antenna is PCB antenna which permanently attached, and the best
case gain of the antenna is -0.35dBi.

_ es
8rti
— L I
@000e.
~~~~~~ ST e Antenna
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6.2. Conducted Emission

6.2.1. Test Specification

Report No.: TCT250612E018

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10:2020

Frequency Range:

150 kHz to 30 MHz

Receiver setup:

RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Frequency range Limit (dBuV)
(MHz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.UT AC power 50em JLISN |
Test Setup: AC power
Test table/Insulation plane
EMI
Remaitk: Receiver
EUT Equipment Under Test
LISA Line impedence Stabiization Nedvork
Tast fable height=0 Sm
Test Mode: Charging + Transmitting Mode

Test Procedure:

1.

. The peripheral devices are also connected to the main

.Both sides of A.C. line are checked for maximum

The E.U.T is connected to an adapter through a line
impedance stabilization network (L.I.S.N.). This
provides a 50o0hm/50uH coupling impedance for the
measuring equipment.

power through a LISN that provides a 50ohm/50uH
coupling impedance with 50ohm termination. (Please
refer to the block diagram of the test setup and
photographs).

conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI C63.10:2020 on conducted measurement.

Test Result:

PASS

Page 8 of 56
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6.2.2. Test Instruments

Report No.: TCT250612E018

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Conducted Emission Shielding Room Test Site (843)
Equipment Manufacturer Model L Date of Cal. Due Date
Number
EMI Test R&S ESCI3 100898 | Jun. 27,2024 | Jun. 26, 2025
Receiver
LISN Schwarzbeck | NSLK 8126 8126453 Jan. 21, 2025 | Jan. 20, 2026
Attenuator N/A 10dB 164080 Jun. 27,2024 | Jun. 26, 2025
Line-5 TCT CE-05 / Jun. 27,2024 | Jun. 26, 2025
BEMI Test EZ EMC |EMEC-3A1| 1142 / /
Software =
Page 9 of 56
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I C I Report No.: TCT250612E018

6.2.3. Test data
Please refer to following diagram for individual

Conducted Emission on Line Terminal of the power line (150 kHz to 30MHz)

80.0 dBu¥
70
&0 ACC Part 1pC| Conduction[QP)
—-.._‘_.___‘H‘
50
]
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VA : ;
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0.150 0.500 (MHz) 5.000 30.000
Site 844 Shielding Room Phase: L1 Temperature: 24.8 ('C) Humidity: 50 %
Limit: FCC Part 15C Conduction(QP) Power: DC 5 V(Adapter Input AC 120 /60 Hz)

Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit  Over
MHz dBuv dB dBuV dBuv dB Detector ~ Comment

1 0.1500  31.13 9.96 41.09 66.00 -24.91 QP
2 0.1500 11.86 9.96 21.82 56.00 -34.18 AVG
3 0.2540  26.58 9.93 36.51 6163 -25.12 QP
4 0.2540 8.64 9.93 18.57 51.63 -33.06 AVG
5~ 0.6820 23.52 9.90 33.42 56.00 -22.58 QP
6 0.6820 9.33 9.90 19.23 46.00 -26.77 AVG
7 1.9939 11.70 10.01 21.71 56.00 -34.29 QP
8 1.9939 -0.78 10.01 9.23 46.00 -36.77 AVG
9 5.2900 12.62 10.15 22.77 60.00 -37.23 QP
10 5.2900 1.1 10.15 11.26 50.00 -38.74 AVG
11 12.6140 2426 10.36 34.62 60.00 -25.38 QP
12 12.6140 11.93 10.36 22.29 50.00 -27.71 AVG
Note:

Freq. = Emission frequency in MHz

Reading level (dBuV) = Receiver reading

Corr. Factor (dB) = LISN factor + Cable loss

Measurement (dBuV) = Reading level (dBuV) + Corr. Factor (dB)

Limit (dBuV) = Limit stated in standard

Margin (dB) = Measurement (dBuV) — Limits (dBuV)

Q.P. =Quasi-Peak

AVG =average

* is meaning the worst frequency has been tested in the frequency range 150 kHz to 30MHz
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I C I Report No.: TCT250612E018

Conducted Emission on Neutral Terminal of the power line (150 kHz to 30MHz)

80.0 dBu¥Y
70
&0 ACC Pant 1bC| Conduction[QP]
—‘-‘-'h.-_“-
50
3
40 3
VI X
30 ﬁ M AT 5 M
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-10
0.150 0.500 (MHz) 5.000 30.000
Site 844 Shielding Room Phase: N Temperature: 24.8 ('C) Humidity: 50 %
Limit: FCC Part 15C Conduction(QP) Power: DC 5 V(Adapter Input AC 120 /60 Hz)
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit  Over
MHz dBuv dB dBuv dBuv dB Detector ~ Comment

1 = 0.1539 31.54 9.94 41.48 65.79 -24.31 QP

2 0.1539 10.49 9.94 20.43 55.79 -35.36 AVG

3 0.2500 26.88 9.93 36.81 61.76 -24.95 QP

4 0.2500 4.88 9.93 14.81 51.76 -36.95 AVG

5 0.6740 19.01 9.94 28.95 56.00 -27.05 QP

6 0.6740 9.69 9.94 19.63 46.00 -26.37 AVG

7 1.3700 10.15 11.36 21.51 56.00 -34.49 QP

8 1.3700 -2.78 11.36 8.58 46.00 -3742 AVG

9 3.0700 10.01 10.07 20.08 56.00 -35.92 QP
10 3.0700 -0.79 10.07 9.28 46.00 -36.72 AVG
11 12.5980 23.33 10.41 33.74 60.00 -26.26 QP
12 12.5980 12.95 10.41 23.36 50.00 -26.64 AVG

Note1:

Freq. = Emission frequency in MHz

Reading level (dBuV) = Receiver reading

Corr. Factor (dB) = LISN factor + Cable loss

Measurement (dBuV) = Reading level (dBuV) + Corr. Factor (dB)

Limit (dBuV) = Limit stated in standard

Margin (dB) = Measurement (dBuV) — Limits (dBuV)

Q.P. =Quasi-Peak

AVG =average

* is meaning the worst frequency has been tested in the frequency range 150 kHz to 30MHz.

Note2: Speed for 1M and 2M modulations of EUT have been tested, but the test data only show the worst case in

this report, and we found the worst case is 2M speed modulation. Measurements were conducted in all three
channels (high, middle, low), and the worst case Mode (Middle channel) was submitted only.

Page 11 of 56
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6.3. Conducted Output Power

6.3.1. Test Specification

Report No.: TCT250612E018

Test Requirement:

FCC Part15 C Section 15.247 (b)(3)

Test Method:

KDB 558074 D01 v05r02

Limit: 30dBm
ale O
Test Setup: - _
Spectrum Analyzer EUT
Test Mode: Refer to item 3.1

Test Procedure:

Set spectrum analyzer as following:
a) Set the RBW = DTS bandwidth.
b) Set VBW 2 3 x RBW.

c) Set span = 3 x RBW

d) Sweep time = auto couple.

e) Detector = peak.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use peak marker function to determine the peak
amplitude level.

Test Result: PASS
6.3.2. Test Instruments
Equipment | Manufacturer | Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9020A MY49100619 | Jun. 27, 2024 | Jun. 26, 2025
Analyzer
Power MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Page 12 of 56

http://www.tct-lab.com
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6.4. Emission Bandwidth

6.4.1. Test Specification

Test Requirement: FCC Part15 C Section 15.247 (a)(2)
Test Method: KDB 558074 D01 v05r02
Limit: >500kHz
ale 2
Test Setup: - -

Spectrum Analyzer EUT

Test Mode: Refer to item 3.1

1. Set to the maximum power setting and enable the
EUT transmit continuously.

2. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 100 kHz. Set the
Video bandwidth (VBW) = 300 kHz. In order to make
an accurate measurement. The 6dB bandwidth must
be greater than 500 kHz.

3. Measure and record the results in the test report.

Test Result: PASS

Test Procedure:

6.4.2. Test Instruments

Equipment | Manufacturer | Model No. Serial Number | Date of Cal. Due Date
ipec”um Agilent N9020A MY49100619 | Jun. 27, 2024 | Jun. 26, 2025
nalyzer
Power MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box

Page 13 of 56
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6.5. Power Spectral Density
6.5.1. Test Specification

Report No.: TCT250612E018

Test Requirement:

FCC Part15 C Section 15.247 (e)

Test Method:

KDB 558074 D01 v05r02

The peak power spectral density shall not be greater

Limit: than 8dBm in any 3kHz band at any time interval of
continuous transmission.
Q0 0
Test Setup: - -
Spectrum Analyzer EUT
Test Mode: Refer to item 3.1

Test Procedure:

1. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW): 3 kHz < RBW < 100
kHz. Video bandwidth VBW = 3 x RBW. In order to
make an accurate measurement, set the span to 1.5
times DTS Channel Bandwidth. (6dB BW)

4. Detector = peak, Sweep time = auto couple, Trace
mode = max hold, Allow trace to fully stabilize. Use
the peak marker function to determine the maximum
power level.

5. Measure and record the results in the test report.

Test Result: PASS
6.5.2. Test Instruments
Equipment | Manufacturer | Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9020A MY49100619 | Jun. 27, 2024 | Jun. 26, 2025
Analyzer
Power MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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6.6. Conducted Band Edge and Spurious Emission Measurement

6.6.1. Test Specification

Test Requirement: FCC Part15 C Section 15.247 (d)

Test Method: KDB 558074 D01 v05r02

In any 100 kHz bandwidth outside of the authorized
frequency band, the emissions which fall in the
non-restricted bands shall be attenuated at least 20 dB /
30dB relative to the maximum PSD level in 100 kHz by
RF conducted measurement and radiated emissions
which fall in the restricted bands, as defined in Section
15.205(a), must also comply with the radiated emission
limits specified in Section 15.209(a).

a
Test Setup:

Spectrum Analyzer

Limit:

EUT

Test Mode: Refer to item 3.1

1. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Set RBW =100 kHz, VBW=300 kHz, Peak Detector.
Unwanted Emissions measured in any 100 kHz
bandwidth outside of the authorized frequency band
shall be attenuated by at least 20 dB relative to the

Test Procedure: maximum in-band peak PSD level in 100 kHz when
maximum peak conducted output power procedure is
used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over
a time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per
15.247(d).

4. Measure and record the results in the test report.

5. The RF fundamental frequency should be excluded
against the limit line in the operating frequency band.

Test Result: PASS

Page 15 of 56
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6.6.2. Test Instruments

Report No.: TCT250612E018

Equipment | Manufacturer | Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9020A MY49100619 | Jun. 27, 2024 | Jun. 26, 2025
Analyzer
Power MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT250612E018

6.7. Radiated Spurious Emission Measurement

6.7.1. Test Specification

Test Requirement: FCC Part15 C Section 15.209
Test Method: ANSI C63.10:2020
Frequency Range: 9 kHz to 25 GHz
Measurement Distance: 3m
Antenna Polarization: Horizontal & Vertical
Operation mode: Refer to item 3.1
Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 1GHz Peak 1MHz 10Hz Average Value
Frequenc Field Strength Measurement
g y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength | Vieasurement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Peak
For radiated emissions below 30MHz
[hslance = 3m
Compaier —
1
|'I ) — Pre -Amplifier
| i
" \-\-. /
Test setup: -
— ]
0% -+ Turm vable
L  — ] Recemver
30MHz to 1GHz

Hotline: 400-6611-140
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=]
Antenna Tower

—

ceeed 3m <al ........ { Search

-~ Antenna

4m /
RF Test
'? —_ L Receiver
v S ! ]
Tum o, 1 Im
Table A A I=]=|
; . |:| [§)=]
|

: Do [ 1
WL LA ooy ooy

Ground Plane

Above 1GHz

Antenna Tower = |
i i EUT

el |
B :[ (Turntable)

|

Test Procedure:

1. For the radiated emission test below 1GHz:
The EUT was placed on a turntable with 0.8 meter
above ground. The EUT was set 3 meters from the
interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The
EUT was arranged to its worst case and then tune
the antenna tower (from 1 m to 4 m) and turntable
(from O degree to 360 degrees) to find the maximum
reading. A pre-amp and a high PASS filter are used
for the test in order to get better signal level.
For the radiated emission test above 1GHz:
Place the measurement antenna on a turntable with
1.5 meter above ground, which is away from each
area of the EUT determined to be a source of
emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal. The final

Hotline: 400-6611-140
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Report No.: TCT250612E018

measurement antenna elevation shall be that which
maximizes the emissions. The measurement
antenna elevation for maximum emissions shall be
restricted to a range of heights of from 1 mto 4 m
above the ground or reference ground plane.

2. Corrected Reading: Antenna Factor + Cable Loss +
Read Level - Preamp Factor = Level

3. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

4. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f < 1 GHz; VBW = RBW;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f >1 GHz for
peak measurement.

For average measurement: VBW = 10 Hz, when

duty cycle is no less than 98 percent. VBW = 1/T,

when duty cycle is less than 98 percent where T is

the minimum transmission duration over which the
transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.

Test mode: Refer to section 3.1 for details
Test results: PASS

Page 19 of 56
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6.7.2. Test Instruments

Report No.: TCT250612E018

Radiated Emission Test Site (966)

Equipment |Manufacturer Model Serial Number | Date of Cal. | Due Date
o et R&S ESCI7 100529 |Jan. 21, 2025|Jan. 20, 2026
i‘ﬁ;rzue”: R&S FSQ40 200061 Jun. 27, 2024 Jun. 26, 2025
Pre-amplifier SKET LNPA_0118G-45| SK2021012102 |Jan. 21, 2025|Jan. 20, 2026
Pre-amplifier SKET LNPA_1840G-50|SK202109203500 | Jan. 21, 2025|Jan. 20, 2026
Pre-amplifier HP 8447D 2727A05017 Jun. 27, 2024 |Jun. 26, 2025
Loop antenna | Schwarzbeck | FMZB1519B 00191 Jun. 27, 2024 [ Jun. 26, 2025

Boadband | schwarzbeck | VULB9163 340 Jun. 29, 2024 Jun. 28, 2025
Horn Antenna | Schwarzbeck | BBHA 9120D 631 Jun. 29, 2024 |Jun. 28, 2025
Horn Antenna | Schwarzbeck BBHA 9170 00956 Jan. 23, 2025(Jan. 22, 2026

Coaxial cable SKET RE-03-D / Jun. 27, 2024 | Jun. 26, 2025

Coaxial cable SKET RE-03-M / Jun. 27, 2024 | Jun. 26, 2025

Coaxial cable SKET RE-03-L / Jun. 27, 2024 | Jun. 26, 2025

Coaxial cable SKET RE-04-D / Jun. 27, 2024 |Jun. 26, 2025

Coaxial cable SKET RE-04-M / Jun. 27, 2024 |Jun. 26, 2025

Coaxial cable SKET RE-04-L / Jun. 27, 2024 |Jun. 26, 2025

Antenna Mast Keleto RE-AM / / /
gc'\)/]!t'\;:f; EZ EMC | FA-03A2 RE+ 1.1.4.2 / /

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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6.7.3. Test Data

Please refer to following diagram for individual

Below 1GHz
Horizontal:
80.0 dBu¥/m
70
60
FCC Part 15C [RE_Jm
50 Margin -6 dR
I
40 I

\ | fo AT L
\ LIMIDIYELE
q0 et e WMM\N\.J‘L%N Mb

TR R
0.0
30.000 60.000 90.000 [MHz) 300.000 600.000 1000.000
Site: 3m Anechoic Chamber1 Polarization: Horizontal Temperature: 24.3(C)  Humidity: 56 %
Limit: FCC Part 15C RE_3m Power: DC 3.7V
No. Frequency | Reading | Factor Level Limit  |Margin

(MHz) | (dBuV) | (dB/m) |(dBuV/m)|(dBuvim)| (dB) |Petecter|P/F | Remark

* | 256.5211 50.33 -13.19 37.14 46.00 | -8.86 | QP
289.0021 47.11 -11.39 35.72 46.00 |-10.28| QP
416.1791 45.75 -8.80 36.95 46.00 | -9.05 | QP
449.5558 45.43 -8.30 37.13 46.00 | -8.87 | QP
482.2156 44.18 -7.91 36.27 46.00 | -9.73 | QP
578.6699 40.16 -5.87 34.29 46.00 |-11.71| QP

—_

||| WM
T V|(T|TO| 0|
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Vertical:
80.0 dBu¥/m
70
60
FCC Pat 15C|RE_$m
50 Mawgion 4 dR
[ I
40 | : .
45 |
0 12 ] F{
| [ N
20 \ |
L
10 VAN i L ) M L\AM‘M
wu\’ww“'][\w ™ AL
0.0
30.000 60.000 90.000 [MHz) 300.000 600.000 1000.000
Site: 3m Anechoic Chamber1 Polarization: Vertical Temperature: 24.3(C)  Humidity: 56 %
Limit: FCC Part 15C RE_3m Power: DC 3.7V
Frequency | Reading | Factor Level Limit |Margin
No- | " MHz) | (dBuv) | (dB/m) |(dBuV/m)|(dBuvim)| (dB) |P=ie=" |P/F| Remark
1 449 5558 37.73 -8.30 29.43 46.00 |(-16.57| QP P
2 482.2156 37.64 -7.91 29.73 46.00 |(-16.27| QP P
3 578.6699 42.65 -5.87 36.78 46.00 | -9.22 QP P
4 612.0642 37.05 -4.82 32.23 46.00 |-13.77| QP P
5 642.8613 36.54 -4.10 32.44 46.00 [-13.56| QP P
6 739.6604 35.08 -3.75 31.33 46.00 |(-14.67| QP P

Note: 1. The low frequency, which started from 9KHz~30MHz, was pre-scanned and the result which was 20dB lower
than the limit line per 15.31(o0) was not reported.

2. Speed for 1M and 2M modulations of EUT have been tested, but the test data only show the worst case in this
report, and we found the worst case is 2M speed modulation. Measurements were conducted in all three channels
(high, middle, low), and the worst case Mode (Middle channel) was submitted only.

3. Freq. = Emission frequency in MHz
Measurement (dBuV/m) = Reading level (dBuV) + Corr. Factor (dB)
Correction Factor= Antenna Factor + Cable loss — Pre-amplifier
Limit (dBuV/m) = Limit stated in standard
Margin (dB) = Measurement (dBuV/m) — Limits (dBuV/m)
* is meaning the worst frequency has been tested in the test frequency range
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Test Result of Radiated Spurious at Band edges
Lowest channel 2402:

Horizontal:
110.0 dBu¥/m FCC part 15.247 bandedge[peak]
100
FCC|part 15.247 handedgyelAY
QPO
80 {4

s [
; B

50 £ ( %

. A il

i "
30 ' Lwh T Y W VJ'." 'r'm-"." b -p‘l|"-‘\-’ | R T \w‘\“"“ - M%’“H(f EALA
20
100
2300000 231050  2321.00 233150 234200 (MHz) 2363.00 237350 238400 239450  2405.00
Site: 3m Anechoic Chamber Polarization: Horizontal Temperature: 23.6(C) Humidity: 52 %
Limit: FCC part 15.247 bandedge(peak) Power:DC 3.7V
Frequency | Reading | Factor Level Limit |Margin

No. Detector | P/F | Remark

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

1 2390.000 51.53 -16.26 36.27 7400 |-38.73| peak | P

2 * | 2390.000 44.55 -16.26 28.29 54.00 |-25.71| AVG | P
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Vertical:

Report No.: TCT250612E018

110.0 dBu¥/m FCC part 15.247 bandedge[peak)
100
FCC|part 15.247 handedgelAY
90
0 A
60 [ \
50 ﬂ J; ’%‘1&‘
40 | " :\\4 MJ"\ 1 1
TR v S P TV lf \VWMWMF "ol \‘W V‘?MWWJ

30 wlll \l" s 4‘__;'1‘.". ) r_nii"llr‘ﬂutﬂ_b"u&"'u\‘}‘J ] '_.v‘“d”u 1-\,_r Hlped "‘kv'w.'tlfﬂ L%Jﬂhah“w
20
10.0

2300.000 2310.50 2321.00 2331.50 2342.00 [(MHz]) 2363.00 2373.50 2384.00 2394 50 2405.00

Site: 3m Anechoic Chamber

Limit: FCC part 15.247 bandedge(peak)

Polarization: Vertical

Power:DC 3.7V

Temperature: 23.6(C) Humidity: 52 %

Frequency | Reading | Factor Level Limit |Margin
No- | MHz) | (dBuV) | (dB/m) |(dBuv/m)|(dBuv/m)| (aB) |Petecer |P/F | Remark
1 | 2390000 | 5352 | -1626 | 3726 | 7400 |-36.74| peak | P
2+ | 2390000 | 4758 | 1626 | 3132 | 5400 |2268| AVG | P

Hotline: 400-6611-140

Tel: 86-755-27673339
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Highest channel 2480:

Horizontal:

110.0 dBu¥/m

Report No.: TCT250612E018

100
90
80 u"'—_““"n
1““" FCC|part 15.247 Bandedge(pegk)
70 I
60

e

FCC

part 15.247 handedge[AY

50 1%
40 M
““N, MMWWWW ke Lo S
30 A TRVEPARIN P o o, i et LT %‘.';UF:MMLW‘ AVG
20
10.0
2477.000 2479.80 248260 248540  2488.20  [MHz) 7493.80 249660 249940  2502.20  2505.00
Site: 3m Anechoic Chamber Polarization: Horizontal Temperature: 23.6(C) Humidity: 52 %

Limit: FCC part 15.247 bandedge(peak)

Power:DC 3.7V

Frequency | Reading | Factor Level Limit |Margin
No. (MHz) (dBuV) | (dB/m) |(dBuv/im)|(@Buv/im)| (dB) |Petecter |P/F | Remark
1 2483500 | 6213 | -15.91 | 4622 | 74.00 |-27.78| peak | P
2 * | 2483500 | 6046 | -1591 | 4455 | 5400 |-945| AVG | P

Hotline: 400-6611-140

Tel: 86-755-27673339
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Vertical:

110.0 dBu¥/m

100

90
WW
80 APF
}‘; N‘ FCC|part 15.247 handedge[pegk)
70
60 "ﬂfr

”F FCC|part 15.247 pandedge[AY
50
40 y "
“‘LIT:’"‘N“MM»“ Wmuum.‘mmﬂﬂummwwqmm! N N iy P
30 it g ‘ PP e ot NPT YA il Y L i *.H“"‘nm MN"‘W <k PRYTE
20
10.0
2477000 247980 248260 248540 248820  (MHz) 249380 249660 249940 250220  2505.00
Site: 3m Anechoic Chamber Polarization: Vertical Temperature: 23.6(C) Humidity: 52 %
Limit: FCC part 15.247 bandedge(peak) Power:DC 3.7V
Frequency | Reading | Factor Level Limit |Margin

No. Detector |P/F | Remark

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

1 2483.500 65.10 -15.91 49.19 7400 |-24.81| peak | P
2 7| 2483.500 63.61 -15.91 47.70 5400 |-630| AVG | P

Note: Speed for 1M and 2M modulations of EUT have been tested, but the test data only show the worst case in this report,
and we found the worst case is 2M speed modulation.
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Above 1GHz
Low channel: 2402 MHz
Peak AV |Correction| Emission Level o . .
Frequency| Ant. Pol. ; ‘ Peak limit| AV limit | Margin
(I\C}IHZ) y H/V reading | reading | Factor Peak AV (dBuV/m)| (dBpV/m) (dE?)
(dBpV) | (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)
4804 H 55.74 --= -9.51 46.23 --= 74 54 -7.77
7206 H 46.98 --= -1.41 45.57 --= 74 54 -8.43
— H — — — — — — — —
4804 \ 56.05 --= -9.51 46.54 --= 74 54 -7.46
7206 V 46.33 --- -1.41 44.92 --= 74 54 -9.08
— Vi — R — — — — N —
Middle channel: 2440 MHz
Frequency|Ant. Pol. r(;%aiﬂr:g rega\i/ng C?:r;?:%?n Eergﬁsmn L%‘f' Peak limit| AV limit | Margin
(MHz) | BNV | (dBuv) | (dBuV) | (dB/m) |(dBuV/m)|(dBuv/my|(@BHV/M)|(dBLV/m)  (dB)
4880 H 56.92 - -9.36 47.56 --= 74 54 -6.44
7320 H 46.56 --- -1.15 45.41 --= 74 54 -8.59
— H — 2 — — \__ — £ —
4880 V 54.79 --- -9.36 4543 --= 74 54 -8.57
7320 V 45.31 --- -1.15 4416 --- 74 54 -9.84
— vV — — — — ——- — — —
High channel: 2480 MHz
Peak AV |Correction| Emission Level - . "
Frequency| Ant. Pol. : : Peak limit| AV limit | Margin
(|\3|HZ) y H/V reading | reading | Factor Peak AV (dBuV/m)| (dBuV/m) (ng)
(dBpV) | (dBupV) | (dB/m) |(dBuV/m)|(dBuV/m)
4960 H 55.25 -- -9.20 46.05 --- 74 54 -7.95
7440 H 46.14 --- -0.96 45.18 -—= 74 54 -8.82
— H — — — — ——- — — —
4960 V 55.37 -—- -9.20 46.17 --- 74 54 -7.83
7440 V 45.59 -—- -0.96 44.63 --- 74 54 -9.37
— vV N _ — — — — — — —
Note:
1. Emission Level=Peak Reading + Correction Factor; Correction Factor= Antenna Factor + Cable loss — Pre-amplifier
2. Margin (dB) = Emission Level (Peak) (dBuV/m)-Average limit (dBuV/m)
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
4. Measurements were conducted from 1 GHz to the 10th harmonic of highest fundamental frequency.
5. Data of measurement shown “---“in the above table mean that the reading of emissions is attenuated more than 20 dB
below the limits or the field strength is too small to be measured.
6. Speed for 1M and 2M modulations of EUT have been tested, but the test data only show the worst case in this report,
and we found the worst case is 2M speed modulation.
7. All the restriction bands are compliance with the limit of 15.209.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Page 27 of 56

http://www.tct-lab.com




I C I Report No.: TCT250612E018

Appendix A: Test Result of Conducted Test

Duty Cycle
iee Frequency | Duty Cycle Correction Factor 1T
Condition Mode (MHz) (%) (dB) (kHz)
NVNT BLE 1M 2402 100 0 0
NVNT BLE 1M 2440 100 0 0
NVNT BLE 1M 2480 100 0 0
NVNT BLE 2M 2402 100 0 0
NVNT BLE 2M 2440 100 0 0
NVNT BLE 2M 2480 100 0 0
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Test Graphs

Agilent Spectrum Analyzer - Swept SA

Ref 20.00 dBm

10 dBidiv
Log

Ref Offset 7.12 dB

Duty Cycle NVNT BLE 1M 2402MHz

SENSE:PULSE| SOLURCE OFF

ALIGH AUTD
Avg Type: Log-Pwr

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

MKR MODE| TRC| SCL

DO~ NEWN =S

n—mmg 1 30dBm| |
]

FUNCTION FUNCTION WIDTH

STATUS

Ref 20.00 dBm

Ref Offset 7.44 dB

SENSE:PULSE| SOLURCE OFF ALIGH AUTO

Avg Type: Log-Pwr

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

MKR MODE| TRC| SCL

1 III-II—EEEE 1 A6cBm| |
[ I R

FUNCTION

FUNCTION WIDTH
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Duty Cycle NVNT BLE 1M 2480MHz

SENSE:PULSE| SOURCE OFF ALIGHAUTO

11:39:42 AM Jun 17, 2025

Avg Type: Log-Pwr
PNO: Fast -»- Trig:Free Run
IFGain:Low #Atten: 30 dB

Ref Offset 7.52 dB
Ref 20.00 dBm

10 dBidiv
Log

FUNCTION WIDTH

MKF| MODE TRC SCL FUMCTION

1 m--—-mmm; 1 A8dBm| |
[ ] N A R

STATUS.

SENSE:PULSE| SOURCE OFF ALIGHAUTO

Avg Type: Log-Pwr
4~ Trig:FreeRun
#Atten: 30 dB

PHNO: Fast
IFGain:Low

Ref Offset7.12 dB

10gB!d|\r Ref 20.00 dBm

FUMCTION

N N n_-mma 133 dBm| ]
[ | I A

FUNCTION WIDTH

MKF| MODE TRC SCL
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Duty Cycle NVNT BLE 2M 2440MHz

SENSE:PULSE| SOURCE OFF ALIGHAUTO

11:50:18 AM Jun 17, 2025

Avg Type: Log-Pwr
PNO: Fast -»- Trig:Free Run
IFGain:Low #Atten: 30 dB

Ref Offset 7.44 dB
Ref 20.00 dBm

10 dBidiv
Log

FUNCTION WIDTH

MKF| MODE TRC SCL FUMCTION

1 m--—-mmm; 1 59dBm| |
[ ] N A R

STATUS.

SENSE:PULSE| SOURCE OFF ALIGHAUTO

Avg Type: Log-Pwr
4~ Trig:FreeRun
#Atten: 30 dB

PHNO: Fast
IFGain:Low

Ref Offset 7.52 dB

10gB!d|\r Ref 20.00 dBm

FUMCTION

N N n_-mma 157 dBm| ]
[ | I A

FUNCTION WIDTH

MKF| MODE TRC SCL
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Maximum Conducted Output Power

o Frequenc Conducted Limit .
Condition | Mode (IC\IIIHz) y Power (dBm) (dBm) Verdict
NVNT BLE 1M 2402 1.25 30 Pass
NVNT BLE 1M 2440 1.40 30 Pass
NVNT BLE 1M 2480 1.29 30 Pass
NVNT BLE 2M 2402 1.24 30 Pass
NVNT BLE 2M 2440 1.43 30 Pass
NVNT BLE 2M 2480 1.39 30 Pass
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Test Graphs

Power NVNT BLE 1M 2402MHz

Ref Offset 7.12 dB
Ref 20.00 dBm

ALIGH AUTO

02:03:21 PM Jun 17,

Avg Type: Log-Pwr
ast —»— Trig:FreeRun Avg|Hold: 300/300

p
IFGain:Low #Atten: 30 dB

__!

STATUS

Ref Offset 7.44 dB
Ref 20.00 dBm

ALIGH AUTD
Avg Type: Log-Pwr
Avg|Hold: 300/300

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

#VBW 6.0 MHz

Sweep 1.000 ms (1001 pts)

STATUS
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lent Spectrum Analyzer - Swept SA

SENSE:PULSE| SOURCE OFF

Power NVNT BLE 1M 2480MHz

ALIGHAUTO

R
Center Freq 2.480000000 GHz

IFGain:Low

Ref Dffset 7.52 dB
Ref 20.00 dBm

PNO: Fast -»—- Trig:FreeRun

Avg Type: Log-Pwr
Avg|Hold: 500/500

STATUS.

SENSE:PULSE| SOURCE OFF

ALIGHAUTO

11:47:15AM Jun 17,

IFGain:Low

Ref Offset7.12 dB
Ref 20.00 dBm

PNO: Fast -+~ Trig:FreeRun
#Atten: 30 dB

#VBW 6.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 300/300

Sweep 1.000 ms (1001 pts)

STATUS
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lent Spectrum Analyzer - Swept SA

SENSE:PULSE| SOURCE OFF

Power NVNT BLE 2M 2440MHz

ALIGHAUTO

R
Center Freq 2.440000000 GHz

IFGain:Low

Ref Dffset 7.44 dB
Ref 20.00 dBm

PNO: Fast -»- Trig:Free Run

Avg Type: Log-Pwr
Avg|Hold: 500/500

STATUS.

SENSE:PULSE| SOURCE OFF

ALIGHAUTO

11:52:39 AM Jun 17,

IFGain:Low

Ref Offset 7.52 dB
Ref 20.00 dBm

PNO: Fast -+~ Trig:FreeRun
#Atten: 30 dB

#VBW 6.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 300/300

Sweep 1.000 ms (1001 pts)

STATUS

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332

Page 35 of 56

http://www.tct-lab.com




I C I Report No.: TCT250612E018

-6dB Bandwidth

o Frequency | -6 dB Bandwidth Limit -6 dB .
Condition Mode (I?IIHz) y (MHz) Bandwidth (MHz) Verdict
NVNT BLE 1M 2402 1.314 0.5 Pass
NVNT BLE 1M 2440 1.234 0.5 Pass
NVNT BLE 1M 2480 1.346 0.5 Pass
NVNT BLE 2M 2402 1.457 0.5 Pass
NVNT BLE 2M 2440 1.433 0.5 Pass
NVNT BLE 2M 2480 1.402 0.5 Pass
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Test Graphs

-6dB Bandwidth NVNT BLE 1M 2402MHz

Agilent Spectrum Analyzer - Occupied BW
SENSE:PULSE| SOLURCE OFF ALIGH AUTD

11:33:53 AM Jun 17, 2025

Center Freq: 2.402000000 GHz

—— Trig:FreeRun Avg|Hold: 5001500

#IFGain:Low #Atten: 30 dB

Ref Offset7.12 dB
Ref 27.12 dBm

Center 2.402 GHz

#Res BW 100 kHz #/BW 300 kHz

Total Power 104 dBm

Occupied Bandwidth

1.4309 MHz
11.657 kHz
1.314 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Radio Std: Nene

Radio Device: BTS

Mkr3 2.402669 GHz

STATUS

-6dB Bandwidth NVNT BLE 1M 2440MHz

SENSE:PULSE| SOLURCE OFF ALIGH AUTO

11:37:24 &AM Jun 17, 2025

Center Freq: 2.440000000 GHz
—— Trig:FreeRun Avg|Hold: 5001500

#IFGain:Low #Atten: 30 dB

Ref Offset 7.44 dB
Ref 27.44 dBm

Center 2.44 GHz

#Res BW 100 kHz #/BW 300 kHz

Total Power 10.1 dBm

Occupied Bandwidth

1.3306 MHz
-9.512 kHz
1.234 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.440608 GHz

Radio Std: Nene

Radio Device: BTS

STATUS

IMSG

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332
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Report No.: TCT250612E018

x dB Bandwidth

Ref Offset 7.62 dB
Ref 27.52 dBm

Occupied Bandwidth

Transmit Freq Error

-6dB Bandwidth NVNT BLE 1M 2480MHz

SENSE:PULSE| SOURCE OFF ALIGHAUTO

11:40:14 AM Jun 17, 2025

Center Freq: 2.480000000 GHz
«»~ Trig:Free Run Avg|Hold: 500/500

#IFGain:Low #Atten: 30 dB

#VBW 300 kHz

Total Power 10.6 dBm

1.6084 MHz

25.392 kHz
1.346 MHz

OBW Power
x dB

99.00 %
-6.00 dB

STATUS.

Radio Std: None

Radio Device: BTS
Mkr3 2.480698 GHz

Sweep 1.333 ms|

Ref Offset7.12 dB
Ref 27.12 dBm

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

-6dB Bandwidth NVNT BLE 2M 2402MHz

SENSE:PULSE| SOURCE OFF ALIGHAUTO

11:47:22 AM Jun 17, 2025

Center Freq: 2.402000000 GHz
4~ Trig:FreeRun Avg|Hold: 500/500

#IFGain:Low #Atten: 30 dB

#VBW 300 kHz

Total Power 8.98 dBm

2.2719 MHz

6.930 kHz
1.457 MHz

OBW Power
x dB

99.00 %
-6.00 dB

STATUS

Mkr3 2.402735 GHz

Radio Std: None

Radio Device: BTS

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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I C I Report No.: TCT250612E018

-6dB Bandwidth NVNT BLE 2M 2440MHz

SENSE:PULE| SOURCE OFF ALIGH AUTO 11:50:45 AM Jun 17, 2025
Center Freq: 2.440000000 GHz Radio Std: Nene
«»~ Trig:Free Run Avg|Hold: 500/500
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Mkr3 2.440721 GHz

Ref Offset 7.44 dB
Ref 27.44 dBm

#VBW 300 kHz

Occupied Bandwidth Total Power 9.20 dBm
2.2757 MHz

Transmit Freq Error 4.732 kHz OBW Power 99.00 %
x dB Bandwidth 1.433 MHz x dB -6.00 dB

-6dB Bandwidth NVNT BLE 2M 2480MHz

SENSE:PULE| SOURCE OFF ALIGH AUTO 11:52:58 AM Jun 17, 2025
Center Freq: 2.480000000 GHz Radio Std: Nene
4~ Trig:FreeRun Avg|Hold: 500/500
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Mkr3 2.480703 GHz

Ref Offset 7.52 dB
Ref 27.52 dBm

#VBW 300 kHz

Occupied Bandwidth Total Power 9.15 dBm
2.2793 MHz

Transmit Freq Error 1.894 kHz OBW Power 99.00 %
x dB Bandwidth 1.402 MHz x dB -6.00 dB

IMSG STATUS
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I C I Report No.: TCT250612E018

Maximum Power Spectral Density Level

Condition Mode Frequency Con;ds:lgted Limit Verdict
(MHz) (dBm/3kHz) (dBm/3kHz)
NVNT BLE 1M 2402 -9.16 8 Pass
NVNT BLE 1M 2440 -8.99 8 Pass
NVNT BLE 1M 2480 -8.17 8 Pass
NVNT BLE 2M 2402 -12.50 8 Pass
NVNT BLE 2M 2440 -12.07 8 Pass
NVNT BLE 2M 2480 -12.24 8 Pass
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Report No.: TCT250612E018

Test Graphs

PSD NVNT BLE 1M 2402MHz

ALIGH AUTO

Avg Type: Log-Pwr

de —»— Trig:FreeRun Avg|Hold: 1001100

IFGain:Low

Ref Offset 7.12 dB
Ref 20.00 dBm

R

#Atten: 30 dB

:

AENERRENER

STATUS

10 dBidiv
Log
10.0

ALIGH AUTO

Avg Type: Log-Pwr

PNO: Wide -—#— Trig:FreeRRun Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB

Ref Offset 7.44 dB
Ref 20.00 dBm

#VBW 10 kHz

Sweep 126.5 ms (1001 pts)

STATUS

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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I Report No.: TCT250612E018

PSD NVNT BLE 1M 2480MHz

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
«»~ Trig:Free Run Avg|Hold: 1001100

lent Spectrum Analyzer - Swept SA

Ref Dffset 7.52 dB
10 dBidiv Ref 20.00 dBm
Log

MSG STATUS.

SENSE:PULE| SOURCE OFF ALIGH AUTO 11:47:49 AM Jun 17,
Avg Type: Log-Pwr
e -+ Trig:FreeRun Avg|Hold: 1001100
#Atten: 30 dB

Ref Offset7.12 dB
10 dBidiv. Ref 20.00 dBm
Log

mmm{l e

#VBW 10 kHz Sweep 210.9 ms (1001 pts)

IMSG STATUS
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Report No.: TCT250612E018

lent Spectrum Analyzer - Swept SA

SENSE:PULSE| SOURCE OFF

PSD NVNT BLE 2M 2440MHz

ALIGHAUTO

Ref Dffset 7.44 dB
Ref 20.00 dBm

«»~ Trig:Free Run

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS.

SENSE:PULSE| SOURCE OFF

ALIGHAUTO

11:53:26 AM Jun 17,

Ref Offset 7.52 dB
Ref 20.00 dBm

e -+ Trig:FreeRun
#Atten: 30 dB

#VBW 10 kHz

Avg Type: Log-Pwr
Avg|Hold: 100100

Sweep 210.9 ms (1001 pts)

STATUS

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT250612E018

Band Edge
Condition | Mode | Frequency (MHz) Max Value (dBc) | Limit (dBc) Verdict
NVNT BLE 1M 2402 -37.32 -20 Pass
NVNT BLE 1M 2480 -47.93 -20 Pass
NVNT BLE 2M 2402 -37.72 -20 Pass
NVNT BLE 2M 2480 -32.01 -20 Pass

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250612E018

Test Graphs
Band Edge NVNT BLE 1M 2402MHz Ref

Agilent Spectrum Analyzer - Swept SA

| SENSE:PULSE| SOLURCE OFF ALIGH AUTD 02:05:56 PM Jun 17, 2025
Avg Type: Log-Pwr

PNO: Wide -—#— Trig:FreeRRun Avg|Hold: 1000/1000

IFGain:Low #Atten: 30 dB

Ref Offset 7.12 dB
Ref 20.00 dBm

IMSG STATUS

| SENSE:PULSE| SOLURCE OFF ALIGH AUTD

Avg Type: Log-Pwr
PNO: Fast —»— Trig:FreeRRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 7.12 dB
1LU dBidiv. Ref 20.00 dBm
og

FUNCTION FUNCTION WIDTH FUNCTION YALUE fad

=
d N J1]f] 24020 GHz] 0006dBm[ |
53154dBm [ 000000 0000000000000 |

3
4 | 23700GHz[ 37477dBm| [ [ |
5 I A
6
7
8
9
10
1" - r [
< >
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I C I Report No.: TCT250612E018

Band Edge NVNT BLE 1M 2480MHz Ref

Agllent Spectrum Analyzer - Swept SA

L SENSE:PULSE| SOURCE OFF ALIGNAUTO
Center Freq 2.480000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:Free Run Avg|Hold: 1000/1000

IFGain:Low #Atten: 30 dB

Ref Dffset 7.52 dB
10 dBidiv Ref 20.00 dBm
Log

MSG STATUS.

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg[Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 7.52 dB
1LO dBidiv_ Ref 20.00 dBm
0g

MKF| MODE TRC SCL FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~
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Band Edge NVNT BLE 2M 2402MHz Ref

Agllent Spectrum Analyzer - Swept SA

L SENSE:PULSE| SOURCE OFF ALIGNAUTO
Center Freq 2.402000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:Free Run Avg|Hold: 1000/1000

IFGain:Low #Atten: 30 dB

Ref Offset7.12 dB
10 dBidiv Ref 20.00 dBm
Log

#VBW 300 kHz

Band Edge NVNT BLE 2M 2402MHz Emission

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg[Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset7.12 dB
1LO dBidiv_ Ref 20.00 dBm
0g

MKF| MODE TRC SCL b FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

41 291 dBm| ]
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I C I Report No.: TCT250612E018

Band Edge NVNT BLE 2M 2480MHz Ref

Agllent Spectrum Analyzer - Swept SA

L SENSE:PULSE| SOURCE OFF ALIGNAUTO
Center Freq 2.480000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:Free Run Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 7.52 dB Mkr1 2.480 000 GHz

1ogBde Ref 20.00 dBm -0.309 dBm

it

IR

#VBW 300 kHz

Band Edge NVNT BLE 2M 2480MHz Emission

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg[Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 7.52 dB
10 dBidiv_ Ref 20.00 dBm
9

MKF| MODE TRC SCL FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

N [1]Ff] 24305 GHz 0. 191 dBm|

N

2 MK | 24836GHz[ 3788dBm| [ [ 000000 ]

&l N | | 2b000GHz[ 60788dBm] [ [ ]

| N [1]7] 2.4840 GHz 3232d8m [ |
I A

=OWO~NN

PSS

=
@
[}
“
B
d
&
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Conducted RF Spurious Emission

Condition | Mode | Frequency (MHz) Max Value (dBc) | Limit (dBc) Verdict
NVNT BLE 1M 2402 -39.72 -20 Pass
NVNT BLE 1M 2440 -39.11 -20 Pass
NVNT BLE 1M 2480 -36.44 -20 Pass
NVNT BLE 2M 2402 -38.93 -20 Pass
NVNT BLE 2M 2440 -38.68 -20 Pass
NVNT BLE 2M 2480 -37.56 -20 Pass
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I C I Report No.: TCT250612E018

Test Graphs
Tx. Spurious NVNT BLE 1M 2402MHz Ref

ALIGH AUTO

Avg Type: Log-Pwr
de —»— Trig:FreeRun Avg|Hold: 100011000
IFGain:Low #Atten: 30 dB

= .
‘§II
=]

Sweep 2.133 ms (32001 pts

Tx. Spurious NVNT BLE 1M 2402MHz Emission

SENSE:PULSE| SOLURCE OFF ALIGH AUTD 01:48:43 PM Jun 17, 2025
Avg Type: Log-Pwr
PNO: Fast —»— Trig:FreeRRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

#VBW 300 kHz

MKR MODE| TRC| SCL by FUNCTION FUNCTION WIDTH FUNCTION YALUE fad

=
d N J1]f] 24024 GHz 0684dBm [ I ]
A N 25627 3 GHz 393%4Bm [ |
N | 4.8045 GHz A2972dBm [ 000000 0000 |

4 | 70821GHz[ 49731dBm| [ [ |
5 | ©96800GHz[ &H0244dBm| | [ ]
8 I S
7
8
9
10
1" - r [
< >
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I C I Report No.: TCT250612E018

Tx. Spurious NVNT BLE 1M 2440MHz Ref

Agllent Spectrum Analyzer - Swept SA

L 508  AC CORREC SENSE:PULSE| SOURCE OFF ALIGNAUTO
Center Freq 2.440000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:Free Run Avg|Hold: 1000/1000

IFGain:Low #Atten: 30 dB

1ogBldw Ref 20.00 dBm

W--------W

Span 1.500 MHz

MSG STATUS.

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

10 dBidiv._ Ref 20.00 dBm
Log

MKF| MODE TRC SCL FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

N

[ B86f6dBm[ [ [ ]

___

|  72796GHz[ s04103¢Bm| | [ |

| 97412GHz[ &1431¢BWM| | [ |
I
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Tx. Spurious NVNT BLE 1M 2480MHz Ref

Agllent Spectrum Analyzer - Swept SA

505 AC | CORREC SENSE:PULSE| SOURCE OFF ALIGHALTO

Center Freq 2.480000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:FreeRun Avg[Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Mkr1 2.480 013 13 GHZ
1ogBde Ref 20.00 dBm 0.502 dBm

----------
I_--------ﬂ

Center 2.4800000 GHz Span 1.500 MHz
#VBW 300 kHz Sweep 2.133 ms (32001 pts

MSG STATUS.

Tx. Spurious NVNT BLE 1M 2480MHz Emission

Agllent Spectrum Analyzer - Swept SA
AC | CORREC SENSE:PULSE| SOURCE OFF ALIGHALTO
Center Freq 13.265000000 GHz . Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

10 dBidiv._ Ref 20.00 dBm
Log

MKF| MODE TRC SCL FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

N

[ 36846dBm[ [ [ ]

___

|  74433GHz[ 487%eBWM| | [ |

|  100133GHz[ &s0686BWM| | [ |
I R
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Tx. Spurious NVNT BLE 2M 2402MHz Ref

Agllent Spectrum Analyzer - Swept SA

L 508  AC CORREC SENSE:PULSE| SOURCE OFF ALIGNAUTO
Center Freq 2.402000000 GHz ; Avg Type: Log-Pwr
PNO: Wide -+~ Trig:Free Run Avg|Hold: 1000/1000

IFGain:Low #Atten: 30 dB

1ogBldw Ref 20.00 dBm

MSG STATUS.

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

10 dBidiv._ Ref 20.00 dBm
Log

MKF| MODE TRC SCL b FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

-1 931 dBm| ]

4805 4 GHz A1363dBm| [ [ ]

7.007 3 GHz 48076dBm [ |

9.7040 GHz 4990¢Bm [ |
N A
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10 dBidiv
Log

Agllent Spectrum Analyzer - Swept SA

.Center Freq 2.440000000 GHz

Ref 20.00 dBm

Tx. Spurious NVNT BLE 2M 2440MHz Ref

S CORREC SENSE:PULSE| SOURCE OFF ALIGHAUTO

Avg Type: Log-Pwr
Avg|Hold: 1000/1000

PNO: Wide -»- Trig:FreeRun
IFGain:Low #Atten: 30 dB

INNERENIEN
RENEEEEI SN

STATUS.

10 dBidiv
Log

Ref 20.00 dBm

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr

Avg|Hold: 10110

4~ Trig:FreeRun
#Atten: 30 dB

PHNO: Fast
IFGain:Low

48306 GHz M270dBm| [ [ ]
7217 4 GHz 48849dBm [ |
| 96651GHz]

b FUMCTION

ER 154 dBm| ]

FUNCTION WIDTH

S0189¢Bm [ |
I R

Hotline: 400-6611-140
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Tx. Spurious NVNT BLE 2M 2480MHz Ref

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Wide -»— Trig:FreeRun Avg|Hold: 1500/1500
IFGain:Low #Atten: 30 dB

REREEERS NN
INERENER

Tx. Spurious NVNT BLE 2M 2480MHz Emission

SENSE:PULE| SOURCE OFF ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

MKF| MODE TRC SCL b T FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

[1]f] 24801 GHz 4337dBm| |

| 49592GHz[ 45448dBm] [ [ ]
7.3268 GHz 48229dBm [ |
9.7395 GHz 499%5¢Bm [ |

) A
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Appendix B: Photographs of Test Setup

Report No.: TCT250612E018

Please refer to document Appendix No.: TCT250612E018-A

Appendix C: Photographs of EUT

Please refer to document Appendix No.: TCT250612E018-B & TCT250612E018-C

*END OF REPORT*****
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