AUX
BLUETOOTH RECEIVER

3.5 mm Audio Jack

TECHNICAL SPECIFICATIONS

Material: zinc alloy+ABS
Input voltage: 5V=01A
Colour: Blue

Bluetooth trans-
mission range:

Functions:

up to 5 meters

Caraudio connection, bluetooth handsfree
connection

50

Bluetooth version:

Maximum radio-

2dBm
frequency power:

Frequency range: | 2402-2480MHz

FIRST START-UP

1. Insertthe USB plug of the wireless adapter cable
into the car USB port or USB port of other devices
used as power supply.

2. After starting the device, the Bluetooth module
is turned on and ready to be paired with another
Bluetooth device.

3. To pair the adapter with another device, turn on
the Bluetooth module in your phone or other
device to be paired, search for the uso1 in the list
and select the connect option (the device does
not ask for the pin code).

4. Insert the 35mm audio plug into the car audio
interface or the audio interface of another device.

5. Once the wireless USB adapter is connected to
the power supply, the device will automatically
enter the operating mode. If the device is not
paired, the blue LED will flash. When the wireless
connection is successfully established, the LED
illuminates continuously in blue.

6. Answering and disconnecting the phone: manual
operation of the mobile device to answer the
phone. Once connected, the user can transmit
audio through the microphone of this product, and
the other party’s voice can be transmitted through
speakers or other audio playback equipment.

TROUBLESHOOTING

PROBLEM  POSSIBLE CAUSE SOLUTION
Bluetooth Defective USB port. Connect the
does not device to
work. another USB

port.
Bluetooth is not Enable
enabled on your Bluetooth.
phone.
The adapter is close | Turn off other
to other RF jamming | RF jamming
devices. devices.

No sound AUX radio module not | Turn on the AUX
heard. enabled. module on the
radio.
Incorrect phone Make sure
settings. your phone
is correctly
configured.
SAFETY AND HAZARD
CONDITIONS
PPRECAUTIONS

1. Only connectthe productto a USB-A
port to power it.

2. Toavoid discharging the car battery,
first start the engine of the vehicle
and only then install the adapter in
the power supply device.

3. The device should not be operated
while driving.

4, Do notleave the device exposed to
direct sunlight.

5. Protectthe device from overheating

and strong temperature fluctuations.

6. Avoid using the device in places

with strong magnetic effects.

7. Keepthe device away from moisture

sources.

8. The device is not waterproof.

9. Due to safety concerns, only the
manufacturer,a service authorized
by the manufacturer or a person
with appropriate qualifications can
perform any repairs of the device.

. Do notleave the device unattended
while it is connected to the power
source.

The manufacturer is not responsible
for damage resulting from improper
use.

12. FCC WARNING
This device complies with part 15 of
the FCC Rules. Operation is subject to
the following two conditions: (1) this
device may not cause harmful
interference, and (2) this device must
accept any interference received,
including interference that may cause
undesired operation.
Any changes or modifications not
expressly approved by the party
responsible for compliance could void
the user's authority to operate the
equipment.
NOTE: This equipment has been
tested and found to comply with the
limits for a Class B digital device,

FeS

ROHS

pursuant to Part 15 of the FCC Rules.
These limits are designed to provide
reasonable protection against harmful
interference in a residential installation
This equipment generates, uses and
can radiate radio frequency energy and
if not installed and used in accordance
with the instructions, may cause
harmful interference to radio
communications.

However, there is no guarantee that
interference will not occur in a
particular installation. If this equipment
does cause harmful interference to
radio or television reception,

which can be determined by turning
the equipment off and on, the user is
encouraged to try to correct the
interference by one or more of the

following measures:

-- Reorient or relocate the receiving
antenna.

-- Increase the separation between the
equipment and receiver.

-- Connect the equipment into an
outlet on a circuit different from that
to which the receiver is connected.

-- Consult the dealer or an experienced
radio/TV technician for help.

The device has been evaluated to
meet general RF exposure
requirement. The device can be used
in portable exposure condition
without restriction




	页 1

