Dynamic Facial Recognition Terminal

Please read this manual carefuly before installation and keep it properly for future reference.

V2.0

1.Appearance Introduction (the picture

for reference only)
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Setting content. Description
User st Search, modify, delete personnel nformation
Department Edit department

Batch export users | Insert a USB drive to batch download user information

Batch mport wors ::en 2 USB drive to batch import edited employe data into the,

vice

Card Auto-Registration: After this function is enable, the card
can be registered as a user card as long as it s placed in the
card reading position

Swipe card to register face: Swipe the management card once
to register the user's face and card

Registration options

USB Drive Requirements: (1) The USB drive must be formatted to FAT32.
(2) The USB drive capacity must be 32GB or less.

8.Communication Managemen

Settings. Description

Wired Settings | After the device is connected to the network, it will automatically obtain

Tumn on the button (please do not repeat the operation, wait
patiently for the device to search for nearby Wi-Fi signals) only
2.4G does not support 5G Wi-Fi for the time being

Wireless Settings

Server Settings Server address information

SIP Server Sattings Public SIP parameter configuration

f enabled, the device's web server can be accessed.
Login password: The default password is 123456, which can be
modified by yourself.

6

Embedded
web server

2.Wall Installation

1) The installation height should be selected as the most suitable 130cm based on the actual
situation of the clock-in personnel.

2) After installation, remove the hanging board and stick it on the wall. Select the correct
installation posi make a mark

3) Drill holes according to the marked positions.

4) Fix the rear hanging board to the wall.

5) Install the equipment on the rear hanging board and secure it, then plug in the power supply.
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1) Do ot operate with power on.

2) When connecting the electric lock, it is recommended to use a 12V/2A power supply (the

Face Recognition Terminal is recommended to have an independent power supply).

3) Do not install the equipment in direct sunlight or damp places.

4) Please read the access control wiring diagram and wire strictly in accordance with the rules.

5) When static electricity is severe, please connect the ground wire first before connecting
other wires to prevent static electricity from damaging the machine.

9.System Settings

Click [Settings] at the bottom of the device screen, then solect [System Settings]
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4.Basic Parameters

Product Name

Dynamic face recognition terminal

Operating system LINUX intelligent operating system

5.Password Management

Click the "Password" button at the bottom left of the device screen as

Login Password] : Refers to the pre-configured

Display screen 5 inch IPS 480+854

cPy ARM Cortex-A7 800M
User Capacity 5000
Face Database 5000

Card Capacity 5,000 (Standard ID Cards)

Password Capacity 5000
User Records. 2000
Camera Dual-lens, 1 Megapixel

Recognition Distance. 05 - 15 meters

False Rejection Rate (FAR) | = 0.1%

False Acceptance Rate (FAR) | <0.001%

Power Supply DC 12v/2A

Communication TCP/IP, USB, Wi-Fi,

Chinese / English / Japanese / Korean / Spanish /

Display Language Portuguese / Russian / Arabic

Access Control Interface | One set of Switch Signal, one set of Wiegand Signal

Face, Card, Password, Temporary Password, Offline QRCode,
Offine Password, Palm Vein (Optional), Card + Face,
and multiple other verificationmodes.

Verification Modes

Operating Temperature ~20°C-60'C

4Recognition Settings|seegs conens | Deserption

o Recopition | Ense contnous recoprion st sctvaton

Recogrton Tiesho | Th teshol o recogition comparison

Administrator ID and Password.
[Offline R Code Unlocking] :Scan the GR code (generated by the
cloud platform) with the device's camera to unlock.
[Offine Password Unlocking] :Use the offline password generated by
the cloud platform to unlock
[Personal Password Unlocking] : Enter the [ID] and [Password] of the
registered user, then click [Confirm].
[Temporary Password Unlocking] : Enter the temporary password
generated by the mini-program to unlock.
[Device Password Unlocking] : The default password s 838888,
Modiying Device Unlocking Password: [Settings] — [System Settings]
— [Access Control Settings] — [Device Unlocking Password]

For security reasons, please add an administrator promptly after purchase.

6.Input Method Instructions

press [ [l to switch between Pinyin, uppercass/lowercass letters, numbers, and symbols.
After input, press ‘Confirm'’ to save the settings, then press 'Back' to exit.
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5.1[Time Period Settings]

5.1.1Daily Time Periods
According to users' access rules and regulations, set the daily access time into
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time periods. A total of 8 daily time periods can be set, and each daily
time period can support up to 5 time segments for selection in weekly time periods. For
example, a setting that allows door opening from 6:00 to 8:00 in the morning and from
17:00 10 19:00 In the evening is as shown in the setting of [Daily Time Period 1] below. If
it is necessary to set all-day door opening, it is as shown in the setting of [Daily Time
Period 2] below:Example:

[Daily Time Period 1] is set as Example: [Daily Time Period 2] is set as

User Managemel

Click [Settings] > [User Management] at the bottom of the machine screen

[Face collection] If the distanct
verification failed

[Card Number Input] On this interface, directly put the card in the
card reading area. If you need to input the card number need to click
and input it

100 close, the system will prompt

[Department]
It wil affect whether the attendance software should be scheduled acco
rding to the department

[1D] The ID must be unique and consist of pure numbers.

[Password] After setting, it adds the combination verification method
of ID Number + Password.
Note: Both Password and Card Number should consist of numbers only.

[Card Number] The D or IC card number. After adding the [Card
Number], the corresponding card can be swiped to pass the
verification. The card number is a combination of letters and numbers.

[Role] The default is ordinary personnel, which can be set as.
administrator, blacklist, ordinary user. After switching to administrator,
You need to verify the administrator permission to enter the
management setting interface agai

[snift] : [Atiendance Management] — Edit Shift

[Advanced Settings]

[Personal verification mode] : Multiple verification methods can be
selected, such as face recognition + password, card + password,

[Time period] [System Settings] — [Access Control Settings]
e Period Settings
[Start] : The start time corresponding to the passage time period
[End) : The end time corresponding to the passage time period

5.3. Access Time Period Settings

Set the device's access time periods according to requirements. For example:
Monday to Sunday apply the above-mentioned Daily Time Period 1 rules. The
device is set to allow access all day by default.

5.4.Door Always-Open Time Period Settings

Set corresponding daily time periods for each day of the week according to
requirements. Within these daily time periods, the door will remain open. As
shown in (Figure 2), if Daily Time Period 1 is set for each day, it means that
the door lock will remain open from 06:00 to 08:00 and from 17:00 to 19:00
every day.
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daily time periods. For example: Monday to Friday apply the above-mentioned
Daily Time Period 1 rules, and the door can be opened all day on Saturday and Sunday. The

Morun Gt Opmning_| Gk to ok with ooy setting of [Weekly Time Period 1] is as shown in (Figure 1)
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(Figure 1) (Figure 2)
By default, all weekly time periods are set to no access all day (default value is 0. Users
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10.Attendance Management

1.Attendance Rules
Click [Settings] at the bottom of the device screen, click [Attendance
Management] —> [Attendance Rules] in the pop-up menu.
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3.Access Control Wirin,
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(1) Device Cable Interface Definitions

o wesind 7 T~y veskard | Sunday o

Meckend ity on weskend  Friday of.

[Export Shift Schedule] Example Image:

Edit the shifts according to the requirements indicated in the column headers. A
maximum of 8 different shift types can be configured. After editing, simply press [Save].
Copy the mocihed fis 1o the USB i, arocty replacing the original file. Note:
(1) For data security: You must copy the file to your computer for editing. After editing
is complete, copy it back to the USB drive. It is strictly prohibited to edit the file directly
on the USB drive. Otherwise, an error will be prompted during import.

(2) The attendance time format must be set to ‘Time', and the attendance type must be
a number. Therefore, when entering data, ensure your input method is in English half—
width character mode. Verification method: If you enter 10:30" and then double-click
the cell, the software should automatically format it as '10:30:00

(3) If a cross-day time is set, any clock-in records before that cross-day time will be
counted as records for the previous day. Furthermore, the shift schedule should start
after the cross-day time. For example:

3 Attendance Export
Insert a USB drive to export attendance records. The data will be automatically generated into
a spreadsheet file

4.8l Settings.

4.1 Bl Time: Up to 24 bell times can be set,

4.2 Bell Rings: Set the number of consecutive rings (1-99 times).

11.System Information

[Data Capacity Information] View total capacity information and used capacity information
[Device Information] View company, device serial number, firmware version, and other
information.

(Check for Updates] Check if there is a latest firmware update, can manually click to
updat

Timport languageitost] Customers can mport raslatod muli-angusge srngs and sl
files to check the effect

12.Factory Test

Click [About Device] —> [Serial Number] to pop up the factory test, click [Auto Test] > [All
Test]. This function can perform automatic tests on the device.
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Function Color Function Desoription
oND Black Common

BUT Brown Forced Update Input
ALARM Gray Fire Alarm

DOOR Blue Door Release Button
DOOR BELL Pink Doorbell Interface Positive
o1 Orange Wiegand Output Line D1
) Purple Wiegand Output Line DO
O Green Relay Normally open
com White Relay Common (public) end
NC Vellow Relay Normally Closed
Function Color Function Description
anD Black Power -

2y Red Power +
Function Color

X

X Network Cable

™

™

(2) Wiring Diagram with Access Control Power Supply

DC 12V Pow
Supply (Optional)
Exit Button
GND
CD|M NT 12y
220V Input | PUSH No
com
[

Access Control Access Control Panel

Power Supply.

[ [o ]

Magnetic Lock
(3) Device Connection Diagram

Vioqans Peader

Fail-Safe Unlock

sccass ConrolPans

Fail-Secure Unlock. Sen

Glass Broak Detoctor

Doorbll

Note: The GND terminal serves as the common wire.

Recommended Power Supply: 12V DG, 6A
When sharing a power supply with other equipment, ensure its current rating exceeds the
total combined operating current.
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14.Warranty Notice:

o protect your rights and relieve your concerns, our company provides a one-year quality

warranty servicel

1. During the product's warranty period, if electronic failure occurs, warranty service can be

processed with the warranty card or invoice.

2.1f product failure results in ropair or replacement (provided the product exterior is
undamaged), the company will ship the product within 15 days of receiving it

“The following situations are not covered under warranty:
Unauthorized alteration, disassembly, or replacement of product seri
‘machine codes by the user

. Damage resulting from use i environments that do not mest the specified operating
conditions.

Product damage caused by improper transportation.

A chargs (plus the cost of materials) will be applied at our discretion in the following
cases, regardiess of whether the product is within o outside the warranty period or
service contract: damage caused by force majeure such as earthauake, fire, flood, etc.;
malfunctions resuting from improper use (e.g., power source).
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15.FCC Caution:

Thisdevice complies with part 15 o the FCC Rules, Operationissubjct t the olowing two
conditions: (1) th interference, accept

y Py by the p:

compliance

NOTE: the limits for a Class B digital
device, pursuant to Part 15 ofthe FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiateradio requency energy and, i not nstaled and used in accordance wi

the H there
not occur installation.
i i hich can be
determined by turning offand on, the user rectthe.
more of
- Reorient or relocate the receiving antenna.
~ Connect the equipmentinto an outlet on a circut different
from that to which the receiver is connect
- P

To maintair i C' s RF/ i be
installed and op ini
the supplied antenna.

the radiator your



