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Product Overview 

Product Name: Pizza Oven Fan 

Model: GOZ-2550 

The GOZ-2550 is an pizza oven fan supporting better burning of wood . 

It operates with a brushless motor, supporting stepless speed 

regulation and full - speed mode, featuring powerful performance. 

It’s installed in the bottom of the pizza oven, to avoid heat from the 

burning chamber. Remove the cover and replace it with the fan. 

 

 

 



 

 

I. Operation Instructions 

1. Rotary Knob 

1.1 In the Off State: 

⚫ Long - press the rotary knob for 3 seconds: Power on → The rotary 

knob light shows white light. 

⚫ Long - press the rotary knob for 3 seconds: Power off → The rotary 

knob light turns off. 

1.2 In the On State: 

⚫ Rotate the rotary knob: The fan starts. The rotary knob light shows 

bright white light according to the fan speed setting. When rotated a 

full circle, the fan runs at full speed, and the rotary knob light is fully lit 

with bright white light. 

⚫ Short - press (< 1.5 seconds): The fan enters the full - speed mode, 

and the rotary knob light shows yellow light. 



⚫ Short - press again → The fan enters the rotational speed - 

regulation mode. 

1.3 Pairing between GOZ-2550 and Thermometer: 

⚫ Long - press the rotary knob for 6 seconds to enter the pairing 

mode. At this time, the rotary knob light flashes once per second. If the 

pairing fails, it will automatically exit the pairing mode after 60 seconds; 

⚫ Once the GOZ-2550 is successfully paired with the Thermometer, it 

will immediately and automatically exit the pairing mode. 

2. Battery Level 

2.1 Battery Level Indication: 

⚫ Four white LED beads in a row next to the fan's rotary knob light 

indicate the battery level; 

⚫ When the battery level is greater than or equal to 75%, 4 lights are 

on. 

⚫ When the battery level is greater than or equal to 50% and less than 

75%, 3 lights are on. 



⚫ When the battery level is greater than or equal to 25% and less than 

50%, 2 lights are on. 

⚫ When the battery level is greater than or equal to 10% and less than 

25%, 1 light is on. 

⚫ When the battery level is less than 10%, no lights are on. 

II. Technical Parameters 

Wireless Transmission: 2.4G 

Transmission Distance between the Thermometer and fan: 5 meters 

Power Supply: Only GOZ-3356 Rechargeable Li-Ion Battery Pack can 

be used here. 

Battery Operating Time: Continuously operate at highest speed for 2 

hours. 

VII. Product Dimensions 

Dimension Information: 



VIII. Operating and Protection Class 

Operating Temperature: -10~55℃ 

Storage Temperature: -10~55℃ 

 

 

 

 

Cautions: 

Rechargeable batteries are to be removed from the appliance before being 

charged; exhausted batteries are to be removed from the appliance and safely 

disposed of if the appliance is to be stored unused for a long period, the 

batteries are removed. 

 

This appliance can be used by children aged from 8 years and above and 

persons with reduced physical, sensory or mental capabilities or lack of 

experience and knowledge if they have been given supervision or instruction 

concerning use of the appliance in a safe way and understand the hazards 

involved. Children shall not play with the appliance. Cleaning and user 

maintenance shall not be made by children without supervision. 

it is a battery-operated appliance, the battery being charged outside the 

appliance 

Ensure that the fan is switched off from the supply mains before removing the 

guard. 

Slide your finger to open the lock of the battery compartment and the battery 

pack will pop out. 

 

 

 

 

 



 

 

FCC Compliance Statements 

This device complies with Part 15 of the FCC Rules. Operation is subject to 

the tollowing two conditions: 

1. this device may not cause harmful interference. 

2. this device must accept any interference received, including interference 

that may cause undesired operation. 

 

Caution: Changes or modifications not expressly approved by the party 

responsible for compliance could void the user’s authority to operate the 

equipment. 

  

Note: This equipment has been tested and found to comply with the limits for a 

Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are 

designed to provide reasonable protection against harmful interference in a 

residential installation. This equipment generates, uses and can radiate radio 

frequency energy and, if not installed and used in accordance with the 

instructions, may cause harmful interference to radio communications. However, 

there is no guarantee that interference will not occur in a particular installation. 

If this equipment does cause harmful interference to radio or television 

reception, which can be determined by turning the equipment off and on, the 

user is encouraged to try to correct the interference by one or more of the 

following measures: 

-- Reorient or relocate the receiving antenna. 

-- Increase the separation between the equipment and receiver. 

-- Connect the equipment into an outlet on a circuit different from that to which 

the receiver is connected. 

-- Consult the dealer or an experienced radio/TV technician for help. 

  

ISED Compliance Statements 

This device contains licence-exempt transmitter(s)/receiver(s) that comply with 

Innovation, Science and Economic Development Canada’s licence-exempt 

RSS(s). Operation is subject to the following two conditions: 

(1) This device may not cause interference. 



(2) This device must accept any interference, including interference that may 

cause undesired operation of the device. 

This equipment complies with IC RSS-102 radiation exposure limits set forth for 

an uncontrolled environment. 

  

L’émetteur/récepteur exempt de licence contenu dans le présent appareil est 

conforme aux CNR d’Innovation, Sciences et Développement économique 

Canada applicables aux appareils radio exempts de licence. L’exploitation est 

autorisée aux deux conditions suivantes : 

(1) L’appareil ne doit pas produire de brouillage; 

(2) L’appareil doit accepter tout brouillage radioélectrique subi, même si le 

brouillage est susceptible d’en compromettre le fonctionnement. 

Cet équipement est conforme aux limites d'exposition aux radiations IC CNR-

102 établies pour un environnement non contrôlé. 

 

  

RF Exposure Compliance 

This equipment complies with FCC/ISED radiation exposure limits set forth for 

an uncontrolled environment. This equipment should be installed and operated 

with minimum distance 20 cm between the radiator and your body. This 

transmitter must not be co-located or operating in conjunction with any other 

antenna or transmitter. 

Cet équipement est conforme aux limites d'exposition aux radiations IC CNR-

102 établies pour un environnement non contrôlé. Cet équipement doit être 

installé et utilisé avec une distance minimale de 20 cm entre le radiateur et 

votre corps. Cet émetteur ne doit pas être colocalisé ou fonctionner en 

conjonction avec une autre antenne ou un autre émetteur. 

 


