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Intelligent Hardware Module
Installation Guide Manual

Scan the QR code to watch
the installation video

2.Power-on test

Note: From right to left are: USB sync cable interface, indicator light,
power cable interface Fan cable interface, infrared receiver interface,

infrared transmitter interface

First, power on the product through the power adapter to

confirm that the device can function properly
Step 1: Connect the power cord or USB to one end,

and connect the other end to a power bank or phone charger

(or enter the WeChat mini program)

3. Place the intelligent hardware module

host on the/;l{nsi:je the cabinet body
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Intelligent Hardware
Module host

TV cabinet box .

1.Check accessories and other installation tools

Main accessories: intelligent hardware module,
self tapping screws, USB cable, etc

Intelligent hardware

module electric host * 1 Roweracaptend2yd

Host fixing screw

USE male loinals cabie s (M4 * 16 cross disc head self tapping screw) * 10

Installation and Use Manual * 1

Other installation tools that you need to bring with you
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Cross screwdriver

small program

Pistol Drill  Laser TV remote control  Laser TV power cord Tape measure

4.Sunroof height adjustment

Step 1
Step 1: Use a Phillips screwdriver to loosen the four

screws on each side
(At the illustrated and symmetrical locations)
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Step 2
Step 2: Rotate the left and right screws (as shown in
the diagram and symmetrically), adjust the vertical
alignment of the sunroof metal plate, and adjust the
height of the sunroof to be level with the panel. Finally,
tighten the four screws on each side (refer to Step 1)
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5.Host fixed 7. WeChat Mini Program Debugging Device

,1!: (0] [0 !(* Step 1: Scan the QR code on WeChat to open the mini program
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Step 1: Fix the host in the cabinet with self tapping screws;

Pay attention to adjusting the front and rear gaps before fixing;
(M4 * 16 cross pan head self tapping screw)
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(1) The gap between the hanging board and the skylight at point A is 2mm
(2 The gap between the sunroof and panel at point B is 4mm

Step 2: Turn on mobile location and Bluetooth, select NECTUNT,
and enter the operation Page, click to open or close;

6.Hanging board adjustment
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Step 1: Adjust the position of the hanging board 1@ and adjust the height up and down an W ms
Step 2: Adjust the distance between the front and back by adjusting the spiral positions of (3 and @
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8. Perform shutdown testing and Non warranty regulations

com plete installation 1. Unauthorized repair, misuse, collision, negligence, abuse,
liquid ingress, accident, modification, incorrect use of non
product accessories, or tearing, altering labels,
anti-counterfeiting marks;

2. Has exceeded the validity period of the three guarantees;
3. Damage caused by force majeure;

4. Performance failures of this product and its accessories
are caused by human factors.

USER PROFILE PRODUCT INFORMATION
User Name: Product Name:

contact number: Selling unit and address:
Address:

Purchase date:

Postal Code: Product model:

Invoice number:

Shanghai Shunhe Intelligent Technology Co., Ltd

Headquarters: Room 804, Building A, SOHO Zhongshan
Plaza, Changning District, Shanghai

Factory: 3rd Floor, Building 12, No. 169 Lifa Avenue,
Hai'an City, Jiangsu Province

Order hotline/franchise hotline: 400-1366-780

Website: www.isunhe.com



FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) this device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired
operation.
Any changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio
communications.
However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television
reception,
which can be determined by turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit

different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum 20cm distance between the radiator and your body:

Use only the supplied antenna.



