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Revision history 

Date Version Description 

May 03, 2025 V1.0 First release. 
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Introduction 

The Jiming Remote is a wireless and wired controller. It shall be connected to the kiosk 
PC via Bluetooth wireless connection or via wired USB connection. It features two 
joysticks, two hard-tactile buttons and two soft-tactile buttons. It shall be powered either 
via a wired USB cable or via two AAA size batteries. 
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Specifications 

 Connectivity 
 Bluetooth Low Energy 5.0+ 
 Wired USB 

 User Interfaces 
 2x Joystick 
 2x Hard-Tactile Button 
 2x Soft-Tactile Button 

 Power Options 
 2x AAA size batteries 
 5V Wired USB 

 Certifications: FCC, CE 
 

Block Diagram 

The following figure illustrates the Jiming Remote block diagram. 
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Certification 

FCC Statement 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: 
This device may not cause harmful interference, and 
This device must accept any interference received, including interference that may cause 
undesired operation. 
Warning: Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment. 
 
NOTE: This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates uses and can radiate radio frequency energy and, if not installed 
and 
used in accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following 
measures: 
Reorient or relocate the receiving antenna. 
Increase the separation between the equipment and receiver. 
Connect the equipment into an outlet on a circuit different from that to which the receiver 
is connected. 
Consult the dealer or an experienced radio/TV technician for help. 
 
RF warning statement: 
The device has been evaluated to meet general RF exposure requirement. The device can 
be used in portable exposure condition without restriction. 
  

End-Product Label 

It is suggested using following content adding to package or user manual or label to obey 
the regulation. Any rules of end-product label shall refer to each regulation for final 
reference. 


