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Product use manual
Product model number: CDA-A6

Product performance characteristics:

Operating voltage / current: DC 5V /0.75A

outline dimension: 160mm(D) x 160mm(W) x 50mm(H)

weight: About 760g

operating temperature range: -10°C ~+70°C

Disc adaptability: ¢12CM

Disc in and out loading mode: | Roller suction type

Use the placement angle: Horizontal direction, and the disc mouth is facing up

matters need attention

1. Do not side release or reverse release in the disc state, support flat release and small
Angle oblique release.

2. Random disassembly and readjustment is prohibited. The product has been
professionally assembled and adjusted.

3. Energy saving and environmental protection: the product is not charged source, with
USB port power adapter can be.

4. Power supply voltage: it shall be between 4.75 V and 5.25 V.

5. Storage environment: avoid high temperature, humidity and dusty places.

6. Additional pressure should be avoided to prevent product deformation.

7. Number of discs: only one disc can be placed, and the second disc is prohibited.

8. Avoid collisions or falls.

9. Disconnect the power supply when not in use for a long time.

1. function Introduction:

1. CD playback:

-CD discs supporting g 12CM.

-Supported format: CD-DA / CD-ROM / CD-R / CD-RW / MP3.

2. U disk play:

-Support for multiple music formats: DSD 64 (DFF / DSF) WAV / FLAC / APE / WM
A/MP3, etc.

3. Catch the track and flip over:

-Long press C] two seconds Or the remote control press RIP to go into CD grab rail

H/RIP
replication mode,display copy progress bar U8, automatically CD disc music track

for WAV lossless files and the original digital code high digital audio
44.1KHz-352.8KHz and save to the U disk, ensure the integrity of the CD track, using
the best low multiple extraction, a CD disc copy / flip time about 10-15 minutes
(according to the CD disc capacity determine flip time).

-Save the original CD music track status, edit the song name by the phone or computer,
or automatically match the ID3 information by importing the network player locally

4. bidirectional Bluetooth 5.3, three matching modes:

-Bluetooth reception: Search the Bluetooth name "CD player" connection match
through the mobile phone, and the Bluetooth launch automatically exits disconnected
when entering this function.

-Bluetooth launch: long press the switch button for E;BT» 2 seconds or remote
control BT>> health into the bluetooth launch pairing mode, automatically search the
strongest signal of bluetooth device, at the same time need bluetooth device into the

pairing mode, pairing process about 10-20 seconds, the product can only pair a device,

if 30 seconds without pairing success, please check for connected to other bluetooth
devices or repeated operation. Compatible with most Bluetooth speakers, Bluetooth
headset, Bluetooth decoders.

-Car bluetooth mode: long press the pause button for N 2 seconds or remote
control BT <<health into the car bluetooth mode, open the car bluetooth into search
matching mode, find the "CAR CD PLAYER" click connection (without search function
and bluetooth version the old version of the car is not applicable), such as new energy
vehicles, Volkswagen series original android host matching, car steering wheel can
control the music up and down,

5. How to disconnect Bluetooth, press %?) the function switch button to Bluetooth

mode before the connected Bluetooth automatically disconnected, if you need to

reconnect and then search for matching

2. Introduction to the output function:
Analog output, 3.5MM headphone (AUX) and Bluetooth same frequency output,

without choosing the output mode
1. 3.5MM stereo output:
-AUX input support devices for wired headphones, computer TV speakers, home
desktop power amplifier, car modified power amplifier, etc.
2. Optical fiber output:
-Audio equipment used to support digital signal decoding, such as TV bar speaker, DAC
audio decoder, digital player, car DSP digital power amplifier, etc.

3. Bluetooth launch: adopt the latest 5.3 Bluetooth version, two Bluetooth launch

modes, automatic launch matching Bluetooth speaker device and car host search launch

mode,

4. U disk port:

-U disk data is also the CD CD copy / grab rail / flip storage path, maximum support
256 GU disk support (no hard disk support).

3. Use steps

1. Connect the power supply: connect to the DC 5V power adapter / portable charge
bank / device USB port with the power cord provided.

2. Place discs: put CD discs into this product.

3. Select the function:

-CD playback: automatic playback after placing in the CD disc.

-Catch track flip: insert U disk, automatically grab CD track and save files, only all CD
tracks can be copied together, can not choose a single track copy.

-U disk play: play the U disk audio file.

-Bluetooth reception: Switch Bluetooth mode through remote control or panel button to
connect mobile phone or other mobile devices (when entering Bluetooth receiving mode,
Bluetooth transmission will be automatically disconnected, and then switch to CD or
USB mode again).

4. Output connection:

-3.5MM output: Connect the headset or the speaker.

-Fiber output: Connect the audio decoding player with fiber signal input.

5. Remote control operation: use the remote control to play, pause, switch tracks and

other operations.

4. packing list
-CDA-A6x 1

-Power supply cord x 1
-Remote control, x 1
-User manual x 1
-Fiber-optic cable, x 1

-AUX line x 1

5. debugging
-Disc wear large disc correction difference, please power restart.
-Unable to read the disc: Check that the disc is damaged or properly placed.
-Bluetooth connection failure: Ensure that the device is within a valid range and
re-enters the pairing mode.
-No sound output: Check whether the output connection is correct and the volume is

turned to the appropriate level.

6. Technical support
-For any questions, please contact the after-sales service or visit the official website

for more help.
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FCC Caution:

Any changes or modifications not expressly approved
by the party responsible for compliance could void the
user's authority to operate this equipment.

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) this device may not cause harmful interference,
and (2) this device must accept any interference
received, including interference that may cause
undesired operation.

This device and its antenna(s) must not be co-located
or operating in conjunction with any other antenna or
transmitter.

NOTE: This equipment has been tested and found to
comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against
harmful interference in a residential installation. This
equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful
interference to radio communications. However, there
is no guarantee that interference will not occur in a
particular installation.

If this equipment does cause harmful interference to
radio or television reception, which can be
determined by turning the equipment off and on, the
user is encouraged to try to correct the interference
by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment
and receiver.

-- Connect the equipment into an outlet on a circuit
different

from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV
technician for help.

To maintain compliance with FCC’s RF Exposure
guidelines, This equipment should be installed and
operated with minimum distance between 20cm the
radiator your body: Use only the supplied antenna.
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