
SPECIFCATION

 CUL STANDARD 0.8

Conductors

 （Construction AWG） 11/0.08TS±0.008mm

（Material） （TINNED COPPER）

（Pitch） /

ELECTRICAL 
CHARACTERISTICS

（NOMINAL VOLTAGE）： 600V

（NOMINAL TEMPERATURE）： 200°C

（CONDUCTOR RESISTANCE）Ω／km 20°C： 381Ω/KM

（INSULATION RESISTANCE）： 0.55A

Outside Jacket

（Material） （SILICONE RUBBER）

（Diameter） 0.8±0.1mm

（Average Thickness） /

（Extrusion） /

（Surface） /

（Color） /

Marking 

        

               Insulators
                      

                  

 

Conductors

CONFIRMED

CUSTOMERCO
NFIRMAND 
SIGN

CHECKED BY ENGINEED

 DONGGUAN YIAO 
ELECTRONICS CO.LTD

ENGINEER BY

QUALITY CHECKED BY CHECKED BY

APPROVED BY APPROVED BY

QING RONG LI

silicone wire

东莞市益懊电子有限公司
地址:东莞市塘厦镇塘莲三街13号A栋二楼   电话：15015487717   
E-mail：yiao168@163.com   网址：Http://www.dgyiao.com

DONGGUAN YIAO ELECTRONICS CO., LTD.
Address: Building 3, No. 22 Zhuwu Road, Tangxia Town, Dongguan City, Guangdong Province, China

2.4GHz ANT

MODEL 2.4GHz ANT



 Radiation Performance:

Frequency 2400MHz 2450MHz 2500MHz

Avg. gain -2.92 -2.35 -3.56

Peak gain 0.49 0.78 0.66

Efficiency 54.55 55.25 54.98

Y-Z Plane X-Z Plane




