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4. General Information

4.1. General Description of E.U.T.

Product: Ai customized vending machine for phone cases
Model(s): K77, K114
Model Description: Only the appearance, dimensions, display screen position and outlet

position are different; all other specifications remain the same.
Model K77 and K114 were tested in this report.

Test Sample No.: 1-11

2.4G-802.11b/g/n HT20/n HT40
5G-802.11a/n(HT20/40)/ac(VHT20/40/80)

Hardware Version: V2.01
Software Version: V1.54

Wi-Fi Specification:

4.2. Details of E.U.T.

Operation Frequency: 2.4GWi-Fi: 802.11b/g/n (HT20), 2412-2462MHz 11CH
802.11n (HT40), 2422-2452MHz 7CH
5G Wi-Fi:802.11a/n(HT20)/ac(VHT20):
U-NII-1: 5180-5240MHz, U-NII-2A: 5260-5320MHz(DFS),
U-NII-2C: 5500-5700MHz(DFS), U-NII-3: 5745-5825MHz
802.11n(HT40)/ac(VHT40):
U-NII-1: 5190-5230MHz, U-NII-2A: 5270-5310MHz(DFS),
U-NII-2C: 5510-5670MHz(DFS), U-NII-3: 5755-5795MHz
802.11ac(VHT80):
U-NII-1: 5210MHz, U-NII-2A: 5290MHz(DFS),
U-NII-2C: 5530-5610MHz(DFS), U-NII-3: 5775MHz
Max. RF output power: 2.4G Wi-Fi:
Ant.1: 15.65dBm,
Ant.2: 15.57dBm,
MIMO: 16.91dBm
5G Wi-Fi:
U-NII-1: Ant. 1: 15.45dBm; Ant.2: 15.54dBm
U-NII-2A: Ant. 1:15.75dBm; Ant.2: 16.06dBm
U-NII-2C: Ant. 1: 16.04dBm; Ant.2: 16.01dBm
U-NII-3: Ant. 1:17.47dBm; Ant.2: 17.04dBm
MIMO:
U-NII-1:18.51dBm
U-NII-2A:18.91dBm
U-NII-2C:19.04dBm
U-NII-3:20.46dBm
Modulation Technology: 2.4G Wi-Fi: DSSS, OFDM
5G Wi-Fi: 802.11a: OFDM (BPSK, QPSK, 16QAM, 64QAM)
802.11n: OFDM (BPSK, QPSK, 16QAM, 64QAM)
802.11ac: OFDM (BPSK, QPSK, 16QAM, 64QAM, 256QAM)

Antenna installation: External antenna with RP-SMA connector

2.4G Wi-Fi:
ANT1:3.0dBi; ANT2:3.0dBi

Waltek Testing Group Co., Ltd.
http://www.waltek.com.cn
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5G Wi-Fi:
ANT1:2.5dBi; ANT2:2.5dBi

Note:
#: The antenna gain is provided by the applicant, and the applicant should be responsible for its
authenticity, WALTEK lab has not verified the authenticity of its information.
Ratings: 100-120 Va.c.50/60Hz 2.5A;
Or 220-230 Va.c.50/60Hz 1.5A

Waltek Testing Group Co., Ltd.
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43.

4.4,

4.5.

Test Facility

The test facility has a test site registered with the following organizations:

ISED CAB identifier: CN0013. Test Firm Registration No.: 7760A.

Waltek Testing Group Co., Ltd. Has been registered and fully described in a report filed with the
Industry Canada. The acceptance letter from the Industry Canada is maintained in our files.
Registration number 7760A, October 15, 2016.

FCC Designation No.: CN1201. Test Firm Registration No.: 523476.

Waltek Testing Group Co., Ltd. EMC Laboratory has been registered and fully described in a report
filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files. Registration number 523476, September 10, 2019.

Subcontracted

Whether parts of tests for the product have been subcontracted to other labs:

[1Yes X No
If Yes, list the related test items and lab information:
Test Lab: N/A

Lab address: N/A
Test items: N/A

Abnormalities from Standard Conditions

None.

Waltek Testing Group Co., Ltd.
http://www.waltek.com.cn



Reference No.: WTH25D05129816W004

5. Test Summary
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Test Items

Test Requirement

Result

Maximum Permissible Exposure
(Exposure of Humans to RF Fields)

FCC Part 2.1091

PASS

Waltek Testing Group Co., Ltd.
http://www.waltek.com.cn




Reference No.: WTH25D05129816W004 Page 8 of 9

6. RF Exposure

Test Requirement: FCC 47CFR Part 2 Subpart J Section 2.1091
Evaluation Method: FCC 47CFR Part 1 Subpart | Section 1.1310,
KDB 447498 D01 General RF Exposure Guidance v06

6.1. Requirements

Systems operating under the provisions of this section shall be operated in a manner that ensures that
the public is not exposed to radio frequency energy levels in excess limit for maximum permissible
exposure. In accordance with 47 CFR FCC Part 2 Subpart J, section 2.1091 this device has been
defined as a mobile device whereby a distance of 0.2 m normally can be maintained between the user

and the device.
6.2. The procedures / limit

Table 1 to § 1.1310(e)(1) - Limits for Maximum Permissible Exposure (MPE)

Frequency Electric field Magnetic field Power Averaging
range strength strength density time
(MHz) (V/Im) (A/m) (mW/cm?) (minutes)

(i) Limits for Occupational/Controlled Exposure

0.3-3.0 614 1.63 *(100) <6
3.0-30 1842/f 4.89/f *(900/f?) <6
30-300 61.4 0.163 1 <6
300-1,500 /300 <6
1,500-100,000 5 <6
(ii) Limits for General Population/Uncontrolled Exposure
0.3-1.34 614 1.63 *(100) <30
1.34-30 824/f 2.19/f *(180/f2) <30
30-300 27.5 0.073 0.2 <30
300-1,500 /1500 <30
1,500-100,000 1 <30

f = frequency in MHz. * = Plane-wave equivalent power density.

Waltek Testing Group Co., Ltd.
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6.3. MPE Calculation Method

P xG

74><7z><}?2
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S = power density (in appropriate units, e.g. m\W/cm?)
P = output power to the antenna (in appropriate units, e.g., mW).

G = power gain of the antenna in the direction of interest relative to an isotropic radiator,

From the peak EUT RF output power, the minimum mobile separation distance, R=20cm,

the power gain factor, is normally numeric gain.
R = distance to the center of radiation of the antenna (appropriate units, e.g., cm)

as well as the gain of the used antenna, the RF power density can be obtained

6.4. Radio Frequency Radiation Exposure Evaluation
Band Antenna Gain|Antenna Gain|Max. Peak Output| Peak Output Power Density Limit
(dBi) (numeric) Power (dBm) Power (mW) (mW/cm?) (mW/cm?)
2.4G WIFI
MIMO 3.0 2.00 16.91 49.09 0.019484 1.0
5G WIFI
MIMO 25 1.78 20.46 111.17 0.039325 1.0
Note:

1. For conservativeness, the lowest frequency of each band is used to determine the MPE limit of that band.
2. Chose the maximum power to do MPE analysis.

3. ANT1+ANT2 . The MIMO transmission power is greater than that of a single antenna

Conclusion:

RF Exposure is FCC compliant.

Waltek Testing Group Co., Ltd.
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