ATTENTION:

1. Read all instructions and warnings, and review all illustrations before installing.
Professional Installation Only.

2. The Manual is for reference only. Installing a tire pressure sensor involves a lot
of professional skills and tools. It is recommended to go to
a nearby tire shop for installation.

3. Each TPMS Sensor is designed and manufactured to operate with the vehicle
TPMS System. The use of unauthorized TPMS Sensors will cause the vehicle
TPMS System fail to operate properly.

4. Do not install TPMS Sensor in the damaged wheels. Upon complete of
installation, test the vehicle TPMS System using the procedures described in
the operation guideline properly, check all installation procedures to ensure
proper installation and retest. If the TPMS System continues to fail to operate,
immediately consult with Gearzaar technical support.

5. This TPMS sensor is a replacement, each TPMS sensor is designed and
manufactured to operate in a specific vehicle maker, model, and year. Only install
the device designated for your vehicle.

WARNING: Failure to follow these installation instructions may result in
air leakage or other failures which might cause an accident or damage,

or may result in the failure of the vehicle TPMS.




INSTALLATION STE

1. Disassemble the Tire

WARNING: Always wear safety glasses and necessary protective
coverings when working with the removal and installation of TPMS

sensors.

1) First find the position of the
air cap of the car tire, remove
the valve cap from the existing
TPMS sensor. Generally, it
protrudes 2 cm high on the
outside of the wheel hub.

2) Use a jack to support the
frame, Remove the valve core of
the TPMS sensor with Valve Core
Remover Tool for releasing all the
air from the tire.
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3) Disassemble the Tire

If there is no professional tool,
it is strongly recommended to
go to the local tire shop to
disassemble and install.

==




INSTALLATION STEP:

2.Removal of the original TPMS Sensor

1) Remove the screw that attaches the 2) Use a standard tire valve stem tool,
sensor to the valve stem. pull the valve stem through the hole.
Use a rubber mallet or a block of wood to
avoid damage to the rim.

1) Insert the new sensor through the
valve stem hole, make sure the flat
side of the sensor is toward the rim.



INSTALLATION STEP:

2) Use a standard tire valve stem tool, 3) Apply tire lubricant on both sides
pull the valve stem through the hole. of the tire bead.

Use a rubber mallet or a block of wood

to avoid damage to the rim.

4) Tire Mounting:

Set the tire on tire changer after setting
rim location so the TPMS sensor is
setting in the location area as shown
below.




IN LLATION STEP:

4. Inflate tire to seat upper and lower beads,
Check tire balance and adjust if needed.

5. Activate the device

After the tire pressure sensor is installed,
you need to use a TPMS Relearn Tool to
relearn the TPMS Sensors.

The specific relearn method is operated
according to the TPMS Relearn Tool.




ATTENTIO

1. Alarm air pressure and test the vehicle TPMS using
procedures described in the original manufacturer's service guide.
Adjust alarm air pressure as needed.

2. If the system fails to operate properly, check all the installation
procedures to ensure proper installation and retest.

3. TPMS works with the Radio Frequency (RF). During registration
it is best to maintain a distance from electric noise to ensure proper
registration.

4. Please DO NOT attempt to start a sensor replacement job if your
scan tool or OBD diagnostic tool cannot detect our sensor to display
information such as Real ID, Pressure, Frequency, Battery status.

WARNING:
1. Failure to install or operate can properly
result in collision, severe injury, or death.

2. Even if the same model has different operating methods for

different
learning equipment, it is recommended to find a professional repair
shop to Activate the device




CONGRATULATIONS:

Dear customer:

You have purchased quality Tire Pressure Sensor offered by

We take the utmost pride in our products and want you enjoy
years of satisfaction from your investment, we have made every
effort to ensure that your product is top quality in terms of fit, finish
and ease of installation.

About Warranty:

Proudly MADE IN CHINA and backed by a Limited Lifetime Warranty for
Free.

If you have any questions about our proucts,

Please Contact us below:




This device complies with part 15 of the FCC Rules. Operation is
subject to the following two conditions: (1) this device may not cause
harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to operate
the equipment.

NOTE: This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television
reception,

which can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of the
following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that
to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.
The device has been evaluated to meet general RF exposure
requirement. The device can be used in portable exposure condition
without restriction
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