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Antenna Internal Antenna

Location of
measurement(company name)

Shenzhen Nuoan Video Technology Co., Ltd.

Shenzhen Nuoan Video Technology Co., Ltd.
4th Floor, Building B, Shenzhen Guanghe Creative Park, No. 12-2 Shuiku Road,

Manufacturer: _ , o _
Nankeng Community, Bantian Street, Longgang District, Shenzhen, China.
TR 2% 1 BEINETEE: 21C, EE: 50%RH

Test Conditions o
Humidity: 50%,Temperature: 21°C,
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Decision criteria
Look at the table of TRP and TIS
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2.4G WIFI

Passive Test For 2.4G

Freq Effi Effi Gain
(MHz) (%) (dB) (dBi)
2400 14. 48 -8. 39 -3. 62
2410 14. 05 -8. 52 -3.84
2420 13.92 —-8. 56 -3. 58
2430 13.98 ~8. 55 2.9
2440 14. 27 ~8. 46 ~2.99
2450 13.97 ~8. 55 2. 84
2460 15. 01 -8.24 2. 69
2470 15. 66 ~8.05 2. 55
2480 17.37 7.6 2. 39
2490 19. 71 -7.05 -1.92
2500 21.83 —-6. 61 -1.78
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