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Attention: Please refer to the purchased configuration
for the remote control used in the product!

TIPS

When the car moves, please do not touch the wheels of the remote control car,so as to avoid injury.

Do not play on the curb orin
dangerous places to Prevent accidents.

Do not play
remote control car
in the sump.

FUNCTION INTRODUCTION

1.REMOTE CONTROL CONNECTION METHOD

Before the frequency is linked, the remote control

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received,
including interference that may cause undesired operation.

indicator light flashes. After the freq y is linked
successfully, the remote control indicator light is
always on.
2.The remote control operation distance
is about 20M
3.Usage time: more than 20 minutes
4.LIGHT BAR
When the car is turned on, the light circle flashes

blue. After turning on the remote control switch,
the car’ s light circle will change.

Cet appareil est conforme a la section 15 des regles de la Commission
Fédérale des Communications (FCC). Son utilisation est soumise aux
deux conditions suivantes:

(1) cet appareil ne doit pas causer d'interférences, et

(2) cet appareil doit accepter n'importe quelle interférence, y compris
les interférences susceptibles d'altérer son bon fonctionnement.

Este dispositivo cumple con la seccién 15 del Reglamento del FCC. Su
funcionamiento esté sujeto a estas dos condiciones:

(1) el dispositivo no debe causar interferencias y

(2) el dispositivo debe aceptar cualquier tipo de interferencia, incluidas
aquellas que puedan causar un funcionamiento no deseado del
dispositivo.

REMOTE CONTROL CAR CHARGING OPERATION

ON/OFF
buttons on the back of the toy car

Built-in battery:

built-in 300mAh lithium battery
Charging time: 1.5-2 hours
(The maximum adapter
parameter cannot exceed 5V-1A
to avoid problems caused by
heating of the charging cable.)

When charging,

the red lightis on.
When fully charged:
the red light is off.

REMOTE CONTROL

Unscrew the screw to open the battery cover

Forward
Backward

ON/OFF

Turn Left
Turn Right

Short press button
to turn on/off the light

Low speed
mode

High speed
mode

Press the Low speed mode:
The product is in low speed
state, suitable for rough
bottom surface, easy to walk
upright without tipping over
Press the High speed mode:
The product is in high speed
state, suitable for smooth
bottom surface

Short press the button
to start the automatic
demonstration

When the product
moves backward,
press the forward
button
momentarily and
the vehicle body
moves upright.

(Exit upright
walking mode
by pressing the
back button
once)

360°
upright
left turn
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upright
right turn




This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may
not cause harmful interference, and (2) this device must accept any interference received, including interference that may
cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15
of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by
one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device can be used in portable exposure
condition without restriction



