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KONNWEI MAXOBD
Bluetooth Car Full System Scanner

1. Product Overview

The MAXOBD Bluetooth Car All System OBD2
Scanner is a professional-grade diagnostic tool
designed to read/clear fault codes, monitor real-time
vehicle data. Compatible with most OBD2 vehicles
(1996 and newer), it connects wirelessly via Bluetooth
to the MAXOBD Mobile App (i0S/Android) for quick
and accurate diagnostics.
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Open App And Click Bluetooth Icon and Link Icon.
Important Notice for Downloading MAXOBD Mobile
App

3. Key Features

v Full System Scanning — Read/erase engine,
transmission, ABS, airbag, and more.

v Live Data Stream — Monitor sensors, fuel efficiency,
RPM, and 1000+ parameters.

v Bluetooth 5.2 — Stable wireless connection (up to
10mrange).

v User-Friendly App - Clear graphs, multilingual
support, and DTC library.

4. How to Use

Step 1: Plug the scanner into your car’'s OBD2 port
(usually under the dashboard).

Step 2: Turn the ignition ON (do not start the engine).
Step 3: Open the MAXOBD Mobile App, pair with the
device via Bluetooth.

Step 4: Select your vehicle model and run diagnostics.
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To ensure your KONNWEI MAXOBD Bluetooth Full Bluetooth in the privacy settings ios
System Scanner works properly, please enable the
following permissions when downloading and
installing the mobile app: Startthe Automatic device Goto
APP connection homepage
1.Allow Bluetooth Access— Required for device y ] 3 =
pairing and data transmission. 4 Tz ’ tD
2. Allow Location Permission (GPS)— Some vehicle Q @ @ @
2. App Download diagnostic features require location services. ;
-App Downloa . . Steps to Enable Permissions: P [ Standard OBDI! function ]
Android: Google Play Store — Search "MAXOBD -i0S Users: Go to Settings— Find MAXOBD App — iR E )
i0S: App Store — Search "MAXOBD Enable Bluetooth & Location permissions. [ Other functions ]
-Android Users: Grant permissions during installation,
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i p— If permissions are not granted, the app may fail to
connect or have limited functionality. Please make
sure to enable them! 4
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____________________ 2.Set Language That You Want.
3.Update Firmware System. X Settings A Works only with 12V vehicles (not for hybrid/electric
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5. Know KONNWEI Brand More On "About US". language set > Keep the carignition ON during use.
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- 7:Click"One-Click Upload Log" And Offer Tool Versior < Units IMPERIAL > at WWW.KONNWEI.COM
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FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum 20cm distance between the radiator and your body: Use
only the supplied antenna.



	manual
	12345

